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The primary nucleosides encompass a broad array of biological 
functions associated with RNA, particularly after configuration into 
multidimensional conformations. Nevertheless, researchers have 
found over 100 natural modifications to the native nucleosides 
that have led to a sea change in RNA design and discovery. These 
novel nucleosides provide increased chemical and thermal stability. 
Additionally, the nucleosides’ adaptations help to mediate various 
RNA functions within the cell. In addition to the natural modifications, 
a wide variety of non-natural nucleosides can be incorporated 
into RNA by natural or synthetic routes. These modifications often 
provide RNA with distinctive properties, such as expanded or altered 
hydrogen-bonding via van der Waals, base-stacking, or electrostatic 
interactions. Or by incorporating unique metal-binding sites, chemical 
reactivity, or fluorescent characteristics.1 

One of the more exciting applications with modified nucleosides is 
in the realm of disease markers, most notably, metastatic tumors 
and some viral infections.2 Modified nucleosides are primarily 
observed in both messenger (mRNA) and transfer RNA (tRNA). When 
mechanical or chemical stresses occur, catabolism of RNA material 
leads to inflammation and hypoxia.3 The removal of the non-essential 
components is facilitated through urine excretion and produces an 
increase in the concentration of pseudouridine, 1-methyladenosine, 
7-methylguanosine, 2’-O-methylcytidine, and 1-methylinosine to 
name a few.4 The level of each metabolite reflects  
the quantity of RNA degradation in the organism.5 Moreover, urinary 
excretion of methylated nucleosides, resulting from increased 
turnover and degradation of RNA, especially from tRNA, is excreted 
in statistically increased amounts in the urine of patients with different 
types of malignant tumors and/or HIV.5 

Hamilton’s PRP-1 (5 µm) reversed-phase HPLC column 
demonstrated enhanced resolution of 12 common modified and 
non-modified nucleosides. The polymeric particle found in nearly all 
of Hamilton Company’s columns exhibit decreased pump pressure 
while still achieving the separation of that of small particle sorbents. 
Ammonium formate was used as the mobile phase eluent and 

Column Information
Packing Material PRP-1, 5 µm

P/N 79641

Chromatographic Conditions

Gradient
0.00 – 9.00 min. 0% B 
9.01 – 20.00 min. 0 – 15 %B

Temperature 35 °C

Injection Volume 5 µL

Detection UV at 260 nm

Dimensions 150 x 4.6 mm

Eluent A 0.1 M NH4COOH

Eluent B CH3CN

Flow Rate 0.7 mL/min for 7min., 1.5mL/min

1 ) Chen Y, Kortemme T, Robertson T, Baker D, Varani G. Nucleic Acids Res. 
2004; 32(17), 5147-62.

2 ) Seidel A, Brunner S, Seidel P. et al. Br. J. Cancer 2006; 94, 1726–33. 

3 ) Bodin P, Burnstock G. Neurochem. Res. 2001; 26, 959–69.

4 ) Lakings B, Waalkes B, Borek E, Gehrke W, Mrochek E,  
Longmore J, Adamson H. Cancer Res. 1977; 37, 285–92.

5 ) Borek E, Baliga S, Gehrke W, Kuo C, Belman S, Troll W, Wallkes P. Cancer 
Res. 1977; 37, 3362–6.

Author: Adam L. Moore, PhD

allowed for satisfactory resolution of all the analytes. Similarly, using a 
more volatile mobile phase like ammonium formate allows for analysis 
with mass spectroscopy detectors if so desired by the analyst. The 
use of isocratic methodology enabled the suitable separation of the 
first nine nucleosides. The last three compounds eluted with a slight 
gradient of acetonitrile to facilitate better peak shape for the more 
lipophilic nucleosides.

Compounds: Cytidine 50 μg/mL, Guanosine 25 μg/mL, Inosine 25 μg/mL,  
1-Methyladenosine 25 μg/mL, 5-Methylcytidine 100 μg/mL, 2’-O-Methylcytidine 20 
μg/mL, 3-Methylcytidine methosulfate 100 μg/mL, 7-Methylguanosine 25 μg/mL, 
5-Methyluridine 50 μg/mL, Pseudouridine 25 μg/mL, 2-Thiocytidine dihydrate 10 
μg/mL, Uridine 25 μg/mL
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353 LC TROUBLESHOOTING
But My Peaks Are Not Gaussian! Part I: Basic Concepts in Peak Shape,  
and the Effect of Extracolumn Connections
Dwight R. Stoll

In this first installment in a series on the causes of peak asymmetry, we discuss 
basic concepts in peak shape, explore poor fluidic connections as a common 
cause of peak tailing, and explain what to do about it.

363 GC CONNECTIONS
Capillary Gas Chromatography (GC): Getting the Best Separation  
without Turning (Too Many) Wrenches 
Nicholas H. Snow

How far can you get on optimizing a GC separation without changing  
the column? Pretty far, in fact.

372 PERSPECTIVES IN MODERN HPLC
Bioanalytical Analysis of Small-Molecule Drugs and Metabolites in 
Physiological Samples by LC–MS, Part 2: Sample Preparation
Stephanie J. Marin, Jeremy Smith, Jillian Neifeld, and Elena Gairloch

This concise yet comprehensive overview of sample preparation for bioanalysis 
looks at sample preparation fundamentals, best practices, and modern trends—
all illustrated with a case study.

398 VIEWPOINTS
The Analytical Arsenal for Point Source Attribution
Zacariah L. Hildenbrand and Kevin A. Schug

How can we monitor the source and environmental impact of neglected oil and 
gas acquisition sites, and assess their impact over time?

PEER-REVIEWED ARTICLES  

384 Development and Validation of Novel Gas Chromatography (GC) and 
Thin Layer Chromatography (TLC) Densitometry Methods for the 
Quantification of Stigmasterol 3-O-β-D-Glucopyranoside (S3G) in Balanites 
Aegyptiaca Extract: Application to Newly Formulated Balanites Capsules
Sara A.A. Elbahrawy, Amira Abdel Motaal, and Ola M. Abdallah

GC and TLC methods are demonstrated for quantification of stigmasterol 
3-O-β-D-glucopyranoside (S3G), the main active component in the herbal 
nutraceutical Balanites aegyptiaca.

390 Headspace Solid-Phase Microextraction Coupled with Gas 
Chromatography–Mass Spectrometry (HS-SPME-GC–MS) for the 
Characterization of Cigar Leaves
Hongfei Zhang, Juan Yang, Fengpeng Zhu, Cheng Luo, Yongqiang Pang, 
Beibei Zhu, Yanbo Luo, Xiangyu Li, Xingyi Jiang, and Dongliang Li

HS-SPME-GC–MS was combined with OPLS-DA data analysis to tentatively 
identify eight chemical markers to differentiate the geographical origins of  
cigar leaf samples.
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From the Chairman
Mike Hennessy, Sr.  
Chairman & Founder, MJH Life Sciences

Herbal medicines have been used worldwide for cen-
turies, and their use has been growing steadily in 

Western countries, too. With that growth, the analytical 
science community is working to characterize and quan-
tify the active compounds in these treatments for quality 
control or for further research. The peer-reviewed study 
featured on this month’s cover addresses the analy-
sis of extract of the fruit of Balanites aegyptiaca, a tree 
native to Africa and much of the Middle East, which is 
used as an antihyperglycemic in Egyptian folk medicine.  
Ola M. Abdallah of Al-Azhar University in Cairo, Egypt, and 
colleagues have developed and validated gas chroma-
tography (GC) and thin layer chromatography (TLC) meth-
ods to quantify stigmasterol 3-O-β-D-glucopyranoside 
(S3G), the main component of the extracts. The methods 
show excellent precision and a wide linear range, and are 
applicable for the determination of S3G in pure form and 
in pharmaceutical formulations.

Other peer-reviewed research in this issue looks at the 
products of a different growing market: high-quality cigars, 
where geographical origin is a critical factor in consumer 
value. In this work, conducted jointly between the China 
National Tobacco Quality Supervision and Test Center 
and the Technology Center at the China Tobacco Sichuan 
Industrial Co., Ltd., the authors characterized the chemical 
profiles of cigar leaf samples from 16 different geographi-
cal regions using headspace solid-phase microextraction 
coupled with gas chromatography–mass spectrometry 
(HS-SPME-GC–MS), combined with chemometrics. 

As in every issue, we complement peer-reviewed 
research with practical help for everyday analytical 
challenges. This month’s “LC Troubleshooting” col-
umn considers causes of and solutions for peak tailing.  

“GC Connections,” explains simple steps to opti-
mize a GC separation without changing the column.  

“Perspectives in Modern HPLC” focuses on sample prepa-
ration for bioanalysis of small-molecule drugs and metabo-
lites by liquid chromatography–mass spectrometry (LC-MS).  
This comprehensive article explains fundamental consid-
erations, key techniques, automation, and modern trends.

We close out the issue with a short piece from Kevin 
Schug and Zac Hildenbrand examining the arsenal of 
analytical methods for a challenging issue: point source 
attribution for environmental contamination. 

Happy reading!
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But My Peaks Are Not Gaussian!  
Part I: Basic Concepts in Peak Shape, 
and the Effect of Extracolumn Connections
Although symmetric peaks with Gaussian shapes are predicted by models of the chromatographic process,  

“perfect peaks” are not observed very often outside of textbooks. Tailing peaks—the most common type 
of asymmetric peak shape—can negatively affect both the qualitative and quantitative performance of 
liquid chromatography (LC) methods. In this first installment of a multi-part series focused on the causes of  
peak asymmetry, I will discuss basic concepts in peak shape, and the potential for poor fluidic connections to 
cause peak tailing in a separation where the peak shape would otherwise be excellent.

Dwight R. Stoll

I’d like to take a few words here to remind 
readers about the electronic version 

of John Dolan’s “LC Troubleshooting 
Bible,” a website (https://lctsbible.com/) 
with a compilation of all 390 of John’s  

“LC Troubleshooting” articles. I person-
ally find this to be an incredibly rich 
resource for a lot of practical high per-
formance liquid chromatography (HPLC) 
knowledge, and obviously a great 
resource for troubleshooting details. 
Pro Tip: If you click on “Find posts  
by tag,” a word cloud will appear with 
all of the keywords associated with all 
of John’s “LC Troubleshooting” articles, 
and the size of the word is related to 
the frequency with which that keyword 
has appeared over time. This is a great 
way to quickly locate the articles that 
are likely to be relevant to a particular 
troubleshooting task; sometimes key-
words will catch my eye that I had not 
been thinking about. I really encourage 
all readers to bookmark this resource, 
and explore all that it has to offer.

Introduction
Well established models of the chro-
matographic process predict peak 

shapes that can be very closely approxi-
mated by the Gaussian distribution (1). 
There is a long list of reasons why 
the Gaussian peak shape might not  
be observed, but the Gaussian is 
very convenient, particularly for use 
in chromatography simulation tools, 
and development of theory that 
relates important parameters (such as,  
for example, peak width to the reten-
tion characteristics of a given molecule). 
In this context, one important prop-
erty of the Gaussian is that it is a per-
fectly symmetric function. In practice,  
however, perfectly symmetric peaks 
are not observed very often, and the 
degree of deviation from perfect sym-
metry can vary widely, depending on a 
large number of physical and chemical 
factors specific to particular instruments, 
applications, and operating conditions.  
These deviations from symmetric peak 
shapes (that is, asymmetry) are important 
in practice, because the asymmetry can 
negatively impact both the qualitative 
character of a chromatogram and the 
quantitative performance of a method. 
The problems are not unique to liq-
uid chromatography, nor are they new.  

Indeed, these issues have been dis-
cussed many times by many authors 
in LCGC in the past. For example,  
I would point readers interested in 
learning much more about this area to 
an excellent series of articles by John 
Hinshaw (2–4), several articles by John 
Dolan (5), and two recent entries in the  

“LCGC Blog” by Tony Taylor (6,7).  
Nevertheless, given the importance 
and potential impact of peak asym-
metry on the quality of separations 
and chromatographic results in day-
to-day work, I think it is useful to draw 
several relevant ideas together in one 
place and discuss them in some detail, 
all with the aim of providing a robust 
resource to troubleshoot problems with 
peak asymmetry when they do arise.  
In this first installment on the topic,  
I will review some basic concepts in 
peak shape and asymmetry, and then 
go on to start discussing some of the 
root causes of asymmetry, as well as  
potential solutions.

Quantifying Peak Asymmetry
The equation used to model a chro-
matographic peak using the Gauss-
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Capillary electrophoresis (CE) methods play an 
important role in biomolecular characterization while 
microfluidic CE-mass spectrometry (MS) accelerates 
analytical workflows and improves development/
commercialization timelines.

BIOPHARM/LCGC: Why is CE such an important technology for 
biomolecules?
MELLORS: Most of the developments in separations that have 
happened in recent history have focused on liquid chromatography 
(LC), which is great for many applications, but biomolecules often 
aren’t the best fit for chromatography. The need to optimize a 
separation to work with a stationary phase and deal with the range of 
properties of the molecules makes it difficult—plus, there is also a lot 
of column chemistry and other things like that. 

Whereas CE works in an open-channel capillary, and it has no 
interactions with a surface—it simplifies the problem. You can 
optimize conditions to make the molecules happy, and you can 
separate on properties that are simpler than they would be for 
chromatography. Also, critical for biomolecules, a bigger molecular 
size isn’t a handicap for CE separations. The band broadening in CE: 
faster diffusion leads to wider peaks. Whereas in chromatography, 
when you’re pushing things with pressure, slow diffusion hurts you. 
So, big molecules are great candidates for CE separations. 

BIOPHARM/LCGC: What are the limitations of traditional CE?
MELLORS: When you say traditional CE, the technology was originally 
developed in capillary tubes, traditionally with optical detection. You 
can do an amazingly good separation in a silica capillary tube. With 
optical detection, you don’t have to worry about transferring those 
peaks out of the tube, which is good, but you don’t have the mass spec 
information. The biggest limitation of traditional CE is it’s stuck inside of 
a capillary tube and the methods used to couple capillary tubes to MS 
are difficult to make work well.

A single tube is hard to couple with an electrospray emitter without 
introducing dead volume. Moving that into microfluidics gives you the 
ability to make a fluid network while keeping the volumes very small 
without introducing any dead volume. You have the freedom now to do 
the high-quality, low-volume separations that CE was born to do. You can 
couple that with MS and get so much information out of it that, for many 
applications, is crucial. 

The Critical Role of CE-MS Methods 
for Biotherapeutic Characterization BIOPHARM/LCGC: Tell us about ZipChip and why it 

was developed?
MELLORS: What is today called ZipChip started 
in the academic lab with Mike Ramsey at the 
University of North Carolina as microchip CE-
MS. The original problem was they were doing 
amazing separations in microchips, but with optical 
detection—mostly fluorescence detection—and it 
was obvious that if they could get those separations 
into a mass spectrometer, it would be powerful. 
But there was no good way to do it, and people 
were struggling with the connection between a 
microchip and some sort of electrospray emitter.

The key development was to figure out how to 
electrospray right off the corner of the microfluidic 
device. We don’t have to connect anything else; we 
just have a single piece of glass with channels etched 
in it, and the corner of the chip is the electrospray 
emitter. That allows you to maintain the speed and 
efficiency of a microchip separation but with the most 
sensitive and stable electrospray directly into the 
mass spectrometer—a combination of microfluidic 
separations and top-of-the-line MS technology.

BIOPHARM/LCGC: What are the benefits of 
coupling the chip to MS?
MELLORS: There is so much information that 
you get from MS. I come from the separations 
world where making as many peaks separate as 
possible is the best thing. But MS allows you to see 
and do so much: high-resolution accurate mass, 
fragmentation, characterization at a deep level, high 
sensitivity, etc. From that standpoint, coupling the 
separation to the MS is crucial to the problem.

From the MS side, ZipChip is a very easy-to-use 
source. It’s a single box, and the microchip is parked 
right in front of the inlet. There are no fittings to 
adjust, no voltages or gases to adjust. It performs 
fast runs with a simple workflow. It’s a nice, easy way 
to get data out of your MS, and on top of that, you 
can separate things that are very difficult to work 
with when using other technology.

BIOPHARM/LCGC: Can you describe the typical 
workflow?
MELLORS: Most of the time, it’s very simple. Diluting 
the sample into the background electrolyte (the CE 
equivalent of a mobile phase). Sometimes you add 
standards or something else to it, but it’s simply 
dilute and shoot. In our case, we work with an 

autosampler. We prep the samples and put them in 
LC vials or a 96-well plate. And if there is any sample 
prep necessary, we only need to desalt. And that’s 
because CE is driven by an electric field, and huge 
mismatches in conductivity can cause problems. So, 
it’s the same workflow as with chromatography; you 
may want to add standards or make a calibration 
curve, but the rest is familiar to anyone who works in 
the LC-MS world.

BIOPHARM/LCGC: Can you explain how ZipChip 
CE-MS offers an advantage in critical quality 
attributes (CQA) monitoring over alternative 
methods?
MELLORS: It’s uniquely versatile in the level of 
different applications it can do in that space. With 
the same system, using the same chips, you can 
look at everything from individual amino acids 
to intact native proteins and protein complexes 
because it’s not based on retention on a stationary 
phase; it’s just analytes moving through an open 
tube in an electric field. You can do a charge variant 
separation of an intact protein and get a separation 
that’s as good as or better than all the other charge 
variant separation techniques but with MS data 
directly coupled onto it. As such, from a single, 
10-minute experiment, you get a huge amount of 
information. And, on that same system, you can do 
a peptide mapping experiment or a middle-up type 
analysis where you break a protein into its subunits 
and analyze those.

BIOPHARM/LCGC: What’s next for ZipChip?
MELLORS: We are only beginning to take advantage 
of this technology. We recently introduced our 
system to the market, and we’re trying to catch up 
on many decades of LC method development. There 
are new applications such as nucleic acids and 
broader classes of molecules that were challenging 
for the initial development. We’re also focusing on 
complete end-to-end workflows. These separations 
have the potential to be extremely fast. The speed 
of a microfluidic separation is largely only limited 
by the speed of the detector. The faster and more 
powerful MS gets, the faster we can speed up the 
separation. But to take advantage of that means 
speeding up the autosampler and the automation. 
There is a lot of room to take full advantage of 
analyzing small samples and optimizing the  
process of getting samples into the chip. We can 
drive the sensitivity and improve every other aspect 
of the technology. 

Dr. Scott Mellors
Principal Scientist
R&D
908 Devices

http://www.908devices.com
http://www.chromatographyonline.com
https://www.biopharminternational.com/
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ian function is shown in equation 1,  
where CA,t is the analyte concentra-
tion at the detector at a particular 
time, mA is the mass of the analyte, 
σt is the standard deviation of the 
Gaussian in time units, t is a particu-
lar timepoint, and tR,A is the retention 
time of the analyte.

    mA       exp
2� • σv

CA,t = –(t–tR,A)2[               ]2σt
2 [1]

Many different models can be used 
to simulate tailed chromatographic 
peaks (1). One of the most com-
monly used models is the exponen-
tially-modified Gaussian (EMG) func-
tion, shown in equation 2, where τ is 
the relaxation time associated with 
the exponential, tailing part of the 
peak, and erf is the mathematical  
error function.

    mA   exp
    2τ

CA,t = 1–erf 
σt

2(                 ) (                  )[                               ]2τ2

σt
 

2τ
t–tR,A– –•
τ

t–tR,A

2σt
 

[2]

Figure 1 shows an overlay of 
four peaks. The black peak is per-
fectly symmetric, simulation using 
the Gaussian function in equation 1.  
The other three peaks were simulated 
using the EMG function in equation 2, 
with increasing τ values.

A number of metrics to quantify the 
extent of peak asymmetry have been 
developed over the years. Two of the 
more commonly used metrics are the 
peak asymmetry factor (AS) and tail-
ing factor (TF). Figure 2 shows the 
measurements needed to calculate 
these values using equations 3 (AS) 
and 4 (TF). Both metrics rely on mea-
sures of parts of the peak width, with 
AS reliant on the widths at 10% of the 
peak height, and TF reliant on widths 
measured at 5% of the peak height. 
Generally speaking, TF values below 
2 are preferred whenever possible. 
I’ll also note here that recent work 
by Wahab and associates provides 
other approaches to quantifying char-
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FIGURE 1: Comparison of simulated peaks with different degrees of tailing. The Gaussian 
component of each peak was simulated assuming a retention time of 5 min, and 5000 
plates (σt = 0.071 min). The Gaussian peak with no tailing was produced using equa-
tion 1. Peaks with tailing were produced using equation 2 and τ values of 0.946, 1.636,  
and 2.786 min, to obtain tailing factors (TF ) of 1.2, 1.5, and 2.0, respectively.
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FIGURE 2: Illustration of the measurements needed to calculate the peak asymmetry 
and tailing factors. Adapted from reference (5).
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FIGURE 3: Illustration of the effect of peak tailing on the ability to detect a small peak in 
the tail of a large peak. Peaks were simulated using equation 2, assuming a plate number 
before tailing of 5000 for each peak. Retention times for the first and second peaks are 
5.00 and 5.44 min, and the height of the second peak is 1/10th of that for the first peak.

Source: Adapted from reference (5).
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acteristics of peak shapes that take 
the entire peak shape into account, 
as opposed to measures of the peak 
width at specific heights (8).

    b10% 

    f10%

AS = [3]

    f5%+ b5%  

      2• f5%

TF = [4]

Why Peak Shape Matters
Asymmetric peaks can negatively impact 
both qualitative and quantitative aspects 
of HPLC results. Figure 3 shows an exam-
ple of how peak tailing can obscure the 
presence of a small peak in the tail of a 
much larger peak. When both peaks are 
symmetric, it is easy to see the small sec-
ond peak on the right side of the larger 
peak. However, as the extent of tailing 
increases, it becomes more and more 
difficult to see the small second peak,  
and eventually it disappears into the tail 
of the large peak altogether. 

Peak asymmetry can also affect both 
the accuracy and the precision of quan-
titative results. Figure 4 shows how 

more resolution is needed to obtain 
accurate estimates of peak area than 
that needed (typically a resolution of 
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FIGURE 4: Illustration of the effect of peak tailing on quantitative accuracy for poorly 
resolved peaks. Adapted from reference (4). Peaks were simulated using equation 2 and 
parameters similar to those used in Figure 3, except that the retention time of peak 2 
was adjusted to obtain the desired resolution. Percent error was calculated using the 
observed peak area (left or right of the drop line for peak 1 or 2, respectively) relative to 
the expected areas of 100 and 10 for peaks 1 and 2, respectively.
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1.5 is sufficient with highly symmetric 
peaks) with symmetric peaks. In the 
example shown here in the left panel, 
the peak area for peak 2 is overesti-
mated because the tail of the larger 
peak 1 runs into the integration area 
for peak 2 when the drop method 
of integration is used. Of course,  
this can be improved in some cases 

using other more sophisticated inte-
gration methods, but other methods 
may not be as robust as the drop 
method. The magnitude of this type 
of error can range from less than 
1% to more than 10%, and generally 
increases as resolution decreases,  
the ratio of peak heights increases, 
and the extent of tailing increases.

Common Causes of Peak  
Asymmetry in Liquid 
Chromatography
The common causes of peak asym-
metry in liquid chromatography can 
be roughly grouped by whether 
they have a primarily physical or  
chemical basis.

Physical Causes
• Poorly packed particle bed at the time  

of manufacture
• Rearrangement of the particle bed dur-

ing use due to physical stress (for exam-
ple, repeated pressure cycles)

• Contamination of the particle bed or 
column inlet/outlet frits with physical 
debris (for example, particles shed from  
valve seals)

• Mismatch between the solvent compo-
sition of the injected sample and the 
mobile phase

Extracolumn peak broadening and distortion 
outside the column due to poor connections 
or inappropriately large connecting tubing 

Chemical Causes
• Rearrangement of the particle bed 

during use due to chemical stress 
(for example, dissolution of silica 
particles at high pH)

• Overloading of analyte adsorption 
sites on the stationary phase when 
there are multiple types of sites 
with different populations

• Slow kinetics of analyte desorption 
from the stationary phase

This list is obviously too long to talk 
about each case in any detail; these 
will be the focus of future installments 
of “LC Troubleshooting.”

Impact of Poor Fluidic 
Connections Outside the 
Column on Peak Shape
Of all the possible causes of peak 
tailing listed above, I think one 
of the most common–but easy to 
solve–causes is related to poor flu-
idic connections outside of the col-
umn. Tony Taylor has written about 
this recently in the ”LCGC Blog” as 
it relates to gas chromatography (6).  

FIGURE 6: Chromatograms showing how peak tailing that can result from poor fluidic con-
nections between the sample injector and detector (red trace) and this can be resolved by 
improving the connections (blue trace). Adapted with permission from reference (10).

Source: Adapted with permission from reference (10).

Stem length too long → leak
(a)
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(c)

Stem length too short → dead volume

Properly �tted tubing, no dead volume

FIGURE 5: Anatomy of a compression-style connection of a connecting capillary to a 
valve port, column endfitting, or detector inlet: (a) stem too long, (b) stem too short,  
(c) properly fitted tubing. The situation in (b) is especially likely to produce peak tailing. 
Adapted with permission from reference (10).

Source: Adapted with permission from reference (10).
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Older instrumentation presents a host of challenges, 
including decreased sensitivity and longer run times. 
Plus, they often need more repairs. Newer technologies 
and robust maintenance plans are critical factors that 
enable organizations to increase laboratory efficiency 
and productivity by preventing unexpected downtime, 
supporting regulatory compliance, and enhancing  
data quality. 

LCGC: What are some of the challenges of working with  
older technologies? 
RENNIE: There are quite a few challenges with older technologies. 
Older instruments are not as sensitive as newer technologies, so you 
can miss a peak on an impurity run, for example. Older technologies 
also have longer run times, use more mobile phase, and have more 
waste disposal, which occupy expensive lab resources longer, i.e., 
people, consumables, and real estate.

Another aspect associated with older instruments or those 
approaching end-of-life from the vendor is that the expertise needed 
to repair those instruments diminishes as vendors focus on newer 
technologies. Additionally, parts might not be available to complete 
a repair if there is a failure. If this happens, the lab may need to 
scramble to replace a system that’s not in the budget.

LCGC: What about the maintenance needed for older technologies?
RENNIE:  While our instruments are built to last, as instruments age, 
the possibility of repairs increases. Think of a car: As it ages, parts start 
to wear down, ultimately leading to the timing belt, fuel injection, etc., 
needing to be replaced. The same is true of laboratory instruments: 
The older they get, the higher the possibility of a major failure. 

LCGC: What are the benefits of updating to new technologies?
RENNIE: One of the main benefits of updating to new technologies 
is taking advantage of smaller particle-sized columns, which allow 
you to run the same methods with the same chromatographic 
characteristics, in a shorter amount of time. A 45-minute run, for 
example, can potentially be cut in half, so you can run more samples 
in a day, increasing your overall productivity and efficiencies in 
the laboratory. Newer technologies are also often more sensitive 
than their predecessors, allowing you to evolve your analytical 
methodology to not only take advantage of the particle size but also 

Overcoming Challenges with  
Aging Instrumentation. make your methods better and more robust than 

some of your older methods. Investing in newer 
technology means more accurate results, leading to 
increased productivity and possibly bringing your 
product to market quicker.

LCGC: Let’s say I have updated my lab to newer 
technology, do I need to have maintenance 
included in that purchase?
RENNIE: It’s always good to include maintenance as 
part of instrument purchase. Oftentimes, you get a 
better deal by purchasing the maintenance upfront. 
Plus, it helps to ensure you are covered for years to 
come. If we keep with the car analogy, it will need oil 
changes and tire rotations as it’s used, so purchasing 
those upfront saves money in the long run. 

LCGC: Are there additional aspects to service 
coverage that help customers realize the full 
benefit of the system, especially those in the 
regulated environment?
RENNIE: Yes, if you are working in a GxP 
environment, ensuring data quality is extremely 
important. At the foundation of data quality is 
system and software qualification. Performing 
routine maintenance and system qualification 
ensures the instrument is still working properly 
and can help ensure the user is meeting 
regulatory requirements, both internally from its 
quality assurance department as well as industry 
regulations, whether those are ISO regulations, FDA, 
or EMA regulations.

LCGC: What if I’m not yet ready to replace my 
aging technology?
RENNIE: You may need to work with older 
instruments while you budget for new ones. I 
recommend you have a robust maintenance plan 
around these instruments to help keep them 
running at their optimal performance.

LCGC: Can you explain how Waters’ philosophy on 
maintenance is different from other companies?
RENNIE: Conducting annual maintenance only 
means that a level of maintenance has been 
performed; it does not guarantee the maintenance 
conducted will be effective in optimizing instrument 
uptime. The Waters philosophy on maintenance—
we call it Performance Maintenance (PM)—
proactively replaces all normal wear-and-tear parts 
before they fail to help reduce the probability of 
unscheduled downtime. We believe that robust 

maintenance is a critical aspect to keeping 
instruments up and running and keeping our 
customer productive.

Other companies apply an inspect-and-replace 
preventative maintenance methodology, which 
means technicians will only replace parts that are 
either broken or visibly worn. The trouble with an 
inspect-and-replace maintenance approach is that 
most damage incurred by parts during normal 
operation cannot be seen with the naked eye. 
For example, micro-abrasions in a plunger cause 
microscopic leaks that create small variabilities in 
mobile-phase composition—these aren’t detectable 
by taking the pump apart and examining the parts 
with the naked eye. Even the act of taking the pump 
apart can introduce future issues with the system—
it might not cause a breakdown right away, but it 
could cause OOS or other method-related issues 
due to a poorly performing pump. Inspect-and-
replace maintenance is also subjective, which leads 
to inconsistencies. 

LCGC: How have you made it more flexible for 
customers to purchase service coverage for  
their instruments?
RENNIE: Waters has a new way to offer service 
coverage called FlexCHOICE: mySystem Coverage. 
FlexCHOICE is designed to be customizable and 
tailorable to meet customers’ specific laboratory 
requirements and budgets. We use simple 
building blocks to assemble the coverage based on 
conversations and understanding the needs of the 
lab. We are big proponents of PM and recommend 
annual PM; however, if you are a high-throughput 
lab, you may need to have your system PM more 
often. We can build in additional PMs and can create 
multi-year coverage. 

For those in a regulated environment, we can 
include our qualification with the coverage offering. 
One advantage of including our qualification as part 
of the coverage is that if any repairs are made on the 
covered instrument, the re-qualification after the 
repair is completed is already included. If you have 
a mass spectrometry (MS) system, and you’re not 
using clean samples, you may need the front end 
cleaned more often than a full PM. In that case, you 
can add ion-source cleanings to your coverage. We 
are always talking with customers and will continue 
to develop new service offerings to help meet their 
evolving needs.

Heather Rennie
Senior Manager
Global Services
Waters Corporation

http://www.chromatographyonline.com
http://www.waters.com
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Older instruments are not as sensitive as newer technologies, so you 
can miss a peak on an impurity run, for example. Older technologies 
also have longer run times, use more mobile phase, and have more 
waste disposal, which occupy expensive lab resources longer, i.e., 
people, consumables, and real estate.

Another aspect associated with older instruments or those 
approaching end-of-life from the vendor is that the expertise needed 
to repair those instruments diminishes as vendors focus on newer 
technologies. Additionally, parts might not be available to complete 
a repair if there is a failure. If this happens, the lab may need to 
scramble to replace a system that’s not in the budget.

LCGC: What about the maintenance needed for older technologies?
RENNIE:  While our instruments are built to last, as instruments age, 
the possibility of repairs increases. Think of a car: As it ages, parts start 
to wear down, ultimately leading to the timing belt, fuel injection, etc., 
needing to be replaced. The same is true of laboratory instruments: 
The older they get, the higher the possibility of a major failure. 

LCGC: What are the benefits of updating to new technologies?
RENNIE: One of the main benefits of updating to new technologies 
is taking advantage of smaller particle-sized columns, which allow 
you to run the same methods with the same chromatographic 
characteristics, in a shorter amount of time. A 45-minute run, for 
example, can potentially be cut in half, so you can run more samples 
in a day, increasing your overall productivity and efficiencies in 
the laboratory. Newer technologies are also often more sensitive 
than their predecessors, allowing you to evolve your analytical 
methodology to not only take advantage of the particle size but also 

Overcoming Challenges with  
Aging Instrumentation. make your methods better and more robust than 

some of your older methods. Investing in newer 
technology means more accurate results, leading to 
increased productivity and possibly bringing your 
product to market quicker.

LCGC: Let’s say I have updated my lab to newer 
technology, do I need to have maintenance 
included in that purchase?
RENNIE: It’s always good to include maintenance as 
part of instrument purchase. Oftentimes, you get a 
better deal by purchasing the maintenance upfront. 
Plus, it helps to ensure you are covered for years to 
come. If we keep with the car analogy, it will need oil 
changes and tire rotations as it’s used, so purchasing 
those upfront saves money in the long run. 

LCGC: Are there additional aspects to service 
coverage that help customers realize the full 
benefit of the system, especially those in the 
regulated environment?
RENNIE: Yes, if you are working in a GxP 
environment, ensuring data quality is extremely 
important. At the foundation of data quality is 
system and software qualification. Performing 
routine maintenance and system qualification 
ensures the instrument is still working properly 
and can help ensure the user is meeting 
regulatory requirements, both internally from its 
quality assurance department as well as industry 
regulations, whether those are ISO regulations, FDA, 
or EMA regulations.

LCGC: What if I’m not yet ready to replace my 
aging technology?
RENNIE: You may need to work with older 
instruments while you budget for new ones. I 
recommend you have a robust maintenance plan 
around these instruments to help keep them 
running at their optimal performance.

LCGC: Can you explain how Waters’ philosophy on 
maintenance is different from other companies?
RENNIE: Conducting annual maintenance only 
means that a level of maintenance has been 
performed; it does not guarantee the maintenance 
conducted will be effective in optimizing instrument 
uptime. The Waters philosophy on maintenance—
we call it Performance Maintenance (PM)—
proactively replaces all normal wear-and-tear parts 
before they fail to help reduce the probability of 
unscheduled downtime. We believe that robust 

maintenance is a critical aspect to keeping 
instruments up and running and keeping our 
customer productive.

Other companies apply an inspect-and-replace 
preventative maintenance methodology, which 
means technicians will only replace parts that are 
either broken or visibly worn. The trouble with an 
inspect-and-replace maintenance approach is that 
most damage incurred by parts during normal 
operation cannot be seen with the naked eye. 
For example, micro-abrasions in a plunger cause 
microscopic leaks that create small variabilities in 
mobile-phase composition—these aren’t detectable 
by taking the pump apart and examining the parts 
with the naked eye. Even the act of taking the pump 
apart can introduce future issues with the system—
it might not cause a breakdown right away, but it 
could cause OOS or other method-related issues 
due to a poorly performing pump. Inspect-and-
replace maintenance is also subjective, which leads 
to inconsistencies. 

LCGC: How have you made it more flexible for 
customers to purchase service coverage for  
their instruments?
RENNIE: Waters has a new way to offer service 
coverage called FlexCHOICE: mySystem Coverage. 
FlexCHOICE is designed to be customizable and 
tailorable to meet customers’ specific laboratory 
requirements and budgets. We use simple 
building blocks to assemble the coverage based on 
conversations and understanding the needs of the 
lab. We are big proponents of PM and recommend 
annual PM; however, if you are a high-throughput 
lab, you may need to have your system PM more 
often. We can build in additional PMs and can create 
multi-year coverage. 

For those in a regulated environment, we can 
include our qualification with the coverage offering. 
One advantage of including our qualification as part 
of the coverage is that if any repairs are made on the 
covered instrument, the re-qualification after the 
repair is completed is already included. If you have 
a mass spectrometry (MS) system, and you’re not 
using clean samples, you may need the front end 
cleaned more often than a full PM. In that case, you 
can add ion-source cleanings to your coverage. We 
are always talking with customers and will continue 
to develop new service offerings to help meet their 
evolving needs.

Heather Rennie
Senior Manager
Global Services
Waters Corporation

http://www.waters.com
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In that context, there are multiple ways 
a “bad connection” can arise, includ-
ing improper positioning of a column  
(for example, in a mass spectrome-
ter interface), a poor cut on the end 
of a column (that is, a rough cut, or 
one that is not perpendicular to the 
long axis of the column), or use of 
the wrong ferrules. In HPLC, similar  
pitfalls exist. From the point of view of 
effects on peak shape, the only con-
nections that matter are those between 
the sample injector and the detector.  
Typically, this flow path will involve four 
to eight connections, but could include 
more, depending on the complexity 
of the system (for example, injector -> 
capillary, capillary -> heat exchanger, 
and so on). Many laboratories use 

“pre-cut” connecting capillaries, where 
the ends of the tubing are prepared 
by the tubing manufacturer to give 
clean, square ends. Although I cut my 
own stainless steel tubing in graduate 
school, I am not aware of any labora-
tories that cut their own metal tubing 
these days. However, in my labora-
tory we routinely cut polyetherether-
ketone (PEEK) tubing to length for  
specific purposes. One can cut PEEK 
tubing using something as simple as a 
sharp razor blade, but this is really not 
recommended, because it is very diffi-
cult to obtain a very square end on the 
tube with this approach. Most chroma-
tography suppliers sell cutters for both 
plastic and metal (and even PEEK-clad 
fused silica) tubing that are specifically 
designed to give clean, square cuts on 
the ends of these tubes. Using a tube 
with an end that is not square will lead 
to a significant void space at the bot-
tom of a capillary connection port like 
that shown in Figure 5b, except that 
the shape of the void will look like 
a trapezoid rather than a rectangle.  
This extra void space will, in turn, lead 
to mixing of the analyte band as it 
moves across the gap, which manifests 
in chromatograms as peak tailing like 
that shown in Figure 6. The good news 
is that this particular problem can be 
avoided easily by either using pre-cut 
capillaries, or using the proper tools to 

cut your own tubing and ensure clean, 
square cuts.

The other major problem with con-
nections that can lead to peak tailing 
in HPLC is clearly illustrated in Figure 
5b. Here, the fitting has been tight-
ened (referred to as swaging) when 
the end of the capillary was not seated 
properly at the bottom of the connec-
tion port. With a compression-style 
connection that uses a metal ferrule,  
once the ferrule position is set, it can-
not be moved, and every time this 
capillary is connected to a fitting port, 
there will be a void space like that 
highlighted in green, which again will 
lead to peak tailing like that shown in 
Figure 6. There are multiple potential 
solutions to this problem. If a situation 
like that shown in Figure 5b exists with 
a metal ferrule, then the only solu-
tion is to throw the capillary away and  
start over. When making the new con-
nection for the first time, be careful to 
make sure the tubing end is seated at 
the bottom of the fitting port before 
swaging the ferrule. Alternatively, 
one can use a fitting that does not 
involve a metal ferrule (usually PEEK, 
or a graphite-filled polymer) so that 
the position of the ferrule relative 
to the capillary end can be adjusted 
each time it is connected to a fitting 
port. Several manufacturers now sell 
very high quality fittings of this type.  
Readers interested in learning more 
about these options are referred to a 
previous installment of “LC Trouble-
shooting” focused on this topic (9).

Summary
In this installment of “LC Trouble-
shooting,” we have reviewed some 
basic concepts in peak asymmetry 
and how asymmetric peaks can affect 
the quality of HPLC results. There are 
many physical and chemical causes 
of peak tailing in particular–too many 
to discuss here. In this installment,  
we’ve discussed how poor fluidic con-
nections in the flow path between the 
sample injector and detector can lead 
to peak tailing. The extent of tailing 
resulting from this particular cause can 

be serious, but the good news is that 
it can be addressed quite easily by fix-
ing poor connections with new capil-
laries or fittings. In future installments, 
we will continue discussing some of 
the other causes of peak asymmetry 
in detail, all with the aim of adding 
to your personal knowledge base that 
can help you troubleshoot poor peak 
shapes when they arise.
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Capillary Gas Chromatography (GC): Getting the  
Best Separation without Turning (Too Many) Wrenches
It is often a good idea to look at our methods and see how we can make them more efficient and effective 
without doing a major overhaul. In this month’s column, I examine simple steps we can take to optimize 
a separation without changing the column. I discuss adjusting temperature, f low, and sampling with an 
eye toward the classical method optimization goals of high resolution, high speed, high sample capacity,  
and ease of use. I examine optimizing as much as possible without getting the wrenches out to install a 
different dimension or stationary phase column.

Nicholas H. Snow

One of the first and most impor-
tant lessons I learned about 

optimizing and troubleshooting chro-
matographic problems is to try the 
simple fixes first and turn wrenches last. 
Changing a column in a gas chro-
matography (GC) instrument usu-
ally requires additional downtime to 
cool the instrument, install the new  
column, heat it back up, condition or 
bake out the new column, and then 
think about a change in peak elution 
order. Because these steps can be 
very time-consuming, I always taught 
my students to get as far as they can 
with optimizing the separation on 
the current column before changing 
it. Let us consider some optimiza-
tions that can be attempted without 
changing column dimensions or the 
stationary phase.

Method Optimization Goals
Before considering optimization 
steps, it is important to consider 
the goals of the optimization pro-
cess. Many short course instructors 
(including me) use a simple triangle 
approach to assist students in think-
ing about optimization. A classical 
optimization triangle is shown in  

Figure 1. Each corner of the triangle 
represents an optimization goal—
high resolution, high speed, or high 
capacity (ease of use). In method 
development and opt imizat ion,  
we can generally obtain any two 
of the three goals simultaneously.  
Obtaining all three often requires dif-
ficult compromises. A high-resolution, 
high-speed method will be more diffi-
cult to run and will likely have a lower 
sample capacity or require a small 
sample. A high capacity (easy) method 
that is also fast will likely be low resolu-
tion. Finally, a high-resolution method 
that has high capacity and is easy to 
run will generally be slow. 

Because the goal of a chromato-
graphic separation is resolution, the 
classical resolution equation, shown 
in equation 1, can also be helpful in 
thinking about the chromatographic 
challenges in method optimization.

Rs = (      )(      )(      )k
1+k

α–1
α

N
4

[1]

Resolution is seen as a combi-
nation of retention factor (the “k” 
term), selectivity (the “α” term) and 
efficiency (the “N” term). In these 

examples, we look at the terms in 
this equation broadly. Resolution 
can be thought of as involving long 
retention, as seen in the term involv-
ing k. If k is too small (less than 2), 
k/1+k is also small, so retention does 
not contribute to resolution. If k is 
too large (approximately 20), then 
there is little resolution gained by 
increasing k by lowering the tem-
perature. Selectivity, α, is a measure 
of the relative strength of intermo-
lecular interactions between an ana-
lyte pair and the stationary phase. 
We see several cases where a lack 
of selectivity hinders our ability to 
achieve resolution while maintaining 
our goal in this exercise of not turn-
ing wrenches. Finally, resolution is 
dependent on N, the number of theo-
retical plates, or efficiency. We would 
like the sharpest possible peaks,  
and because retention and efficiency 
are most affected by temperature 
and carrier gas flow rate, these are 
the variables that most influence 
resolution without turning wrenches. 
In our discussion, we use these three 
ideas of retention, selectivity, and 
efficiency in a broad framework, 
rather than dissecting the equation,  
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as our examples are temperature pro-
grammed and equation 1 assumes 
constant temperature. 

With the f i rst  step being to 
set the goals of the optimization,  
we now examine each of the three 
scenarios and see how each can 
be optimized without changing the 
column. We assume temperature-
programmed separations and dis-
cuss optimizing for each case. In my 
own laboratory, we do most of our 
initial method development work 
on 15 or 30 m x 0.25 mm x 0.25 μm 
5% polydimethylsiloxane columns, 
so these dimensions will be used 
as examples throughout the discus-
sion. Chromatograms were simu-
lated using Pro-EZGC online soft-
ware from Restek (1). To get started,  
Figure 2 shows a sample chromato-
gram of n-alkanes separated on a  
15 m column as described above with a  
10 oC/min temperature program, 
starting at 40 oC and a column flow 
rate of 1.5 mL/min. These simple 
conditions are typical of scouting 
runs that might be performed at the 
outset of method development for a 
new separation problem. For a sim-
ple comparison between runs, note 
the retention time and elution tem-
perature of the last peak (dodecane) 
are 7 min and 110 oC, respectively, 
and the resolution between the last 
two eluted peaks is 37. 

High Resolution and High Speed 
The combination of high resolution 
and high speed is often the most chal-
lenging scenario. In Figure 2, there is 
already high resolution, so we can 
optimize for speed by increasing the 
temperature program rate. For most 
temperature-programmed separa-
tions, increasing the speed of sepa-
ration, effectively reducing retention 
(k) by increasing the temperature 
programming rate, will reduce the 
resolution. In this case, this is fine 
because baseline resolution is 1.5 and 
our current resolution is 37. The injec-
tion technique and speed of injection 
can also impact the maximum speed 

High
Resolution

High
Capacity

(Easy)

High
Speed

FIGURE 1: Method optimization triangle. Method development and optimization can 
lead to two out of the three options.
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FIGURE 3: Simulated chromatograms of the alkane mixture with further optimization. 
(a) Temperature program rate increased to 20 oC/m, (b) flow rate increased to 3 mL/min.
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FIGURE 2: Simulated temperature programmed (40 oC initial, 10 oC/min program 
rate) separation of five alkanes (1 = octane, 2 = nonane, 3 = decane, 4 = undecane,  
5 = dodecane) on a 5% phenyl polydimethylsiloxane column (30 m x 0.25 mm x 0.25 µm), 
with a flow rate of 1.5 mL/min.
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of the separation. In fast GC, a split 
injection with a high split ratio is used 
to ensure the narrowest bands enter-
ing the column, ensuring a high num-
ber of theoretical plates. However,  
a split injection with a high split ratio 
increases the limit of detection (LOD) 
as more of the sample is ejected from 
the split vent instead of entering the 
column. Additionally, the column flow 
rate can be increased to drive ana-
lytes in the vapor phase more rap-
idly through the column, causing a 
potential reduction in the number 
of theoretical plates that is miti-
gated by temperature programming,  
as discussed in a previous column (2). 

Figure 3 shows two further opti-
mized chromatograms of the alkane 
mixture. Figure 3a shows the temper-
ature programming rate increased 
to 20 oC/min and Figure 3b shows 
the separation in Figure 3a with the 
flow rate increased to 3 mL/min.  
In Figure 3a, note that the reten-
tion time for dodecane has reduced 
to approximately 4.4 min, reducing 
the run time by approximately 35%.  
The resolution of the last two peaks is 
slightly lower, still approximately 35, 
because of the peak widths becom-
ing smaller as the retention time is 
decreased. However, the elution tem-
perature of dodecane increases to 
128 oC, an increase of nearly 20 oC. A 
higher elution temperature increases 
down time between runs, reducing 
the speed benefit. Extremely high 
elution temperatures that approach 
the maximum column temperature 
can reduce column lifetime over time. 
In Figure 3b, the added increase 
to the flow rate further reduces the 
retention time of the dodecane peak 
to approximately 3.7 min. and its elu-
tion temperature to 114 oC, which is 
almost back to the original. Resolu-
tion of the last two peaks is still quite 
high (approximately 30). By increas-
ing both the temperature program 
rate and the flow rate, we were able 
to reduce analysis time by nearly 
50% with a similar elution tempera-
ture and a small cost in resolution. 

This separation could be optimized 
even further for speed because there 
is still excessive resolution between 
the peaks; however, for today, we 
will be satisfied with a 50% reduction 
in analysis time in two simple steps,  
with little loss of resolution. 

High Speed and Ease of Use 
A requirement for both high speed 
and ease of use or high capacity 

also presents special challenges.  
This combination usually requires 
that the problem involve few analytes 
(and few interferences!), so that there 
is not a great need for high resolu-
tion. High speed usually means low 
retention, high selectivity, and high 
efficiency. Resolution is provided by 
high efficiency or selectivity and not 
by long retention. Figure 4 shows the 
separation of the five components 

http://www.develosil.com
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with further optimizations for speed. 
The initial temperature is raised to 
80 oC, the temperature programming 
rate is increased to 30 oC/min, and 
the flow rate to 5 mL/min, with a col-
umn head pressure of about 26 psig 
and a gas hold-up time (tM) of about 
15 s. The retention time of the final 
peak is now about 1.4 min with an elu-
tion temperature about 120 oC. The 
faster programming rate and higher 
initial temperature have combined 

to raise the elution temperature.  
However, this final temperature is 
only approximately 40 oC higher than 
the initial temperature, so down-
time between runs would be signifi-
cantly reduced when compared to 
the separations in Figures 2 and 3.  
Resolution between the last two 
peaks has reduced to approximately 
25 but is still very high. This sepa-
ration could be further optimized 
for speed, but the differences seen 

between Figure 4 and Figures 2 and 3 
are dramatic. Further optimization can 
be tried using this online simulator or 
by method translation (3). With three 
simple changes, increased tempera-
ture programming rate, increased ini-
tial temperature, and increased flow 
rate, we have reduced the run time by 
80% and the downtime between runs 
by approximately 50%, with a resolu-
tion loss of about 30%. 

High Resolution and Ease of Use 
Ease of use or high capacity and high 
resolution require a slower analysis; 
these are at the apex of the trian-
gle in Figure 1 farthest from speed.  
In this case, high resolution comes 
from selectivity. The column with 
the most separating power will also 
likely have high retention and require 
less efficiency. Classical separations 
of petroleum-related samples on 
nonpolar stationary phases such as 
the one shown in Figure 5 illustrate  
this problem. This sample of brown 
mousse from the surface of the Gulf of 
Mexico during the Deepwater Horizon 
oil spill in 2010 was prepared by plac-
ing about 100 mg of the brown mousse 
in a vial and diluting with pentane,  
so the sample preparation was very 
simple. The conditions, shown in the 
caption, are very common and simple 
conditions. As seen from this figure, 
while the separation efficiency is quite 
high and the retention is strong, there 
is not enough selectivity to achieve 
a full separation of the many com-
ponents of this mixture in a simple 
analysis. This sample could be bet-
ter separated by a lower temperature 
programming rate, but this 15 m, thin-
film column alone lacks the separation 
power to fully separate this mixture. 

Although this is a much slower 
analysis than those presented in the 
simulated chromatograms in Figures 
2–4, it is not slow enough to fully 
separate this highly complex mixture.  
Samples like this one led to the rapid 
development of multidimensional 
techniques, such as comprehensive 
two-dimensional gas chromatography 

R
el

at
iv

e 
in

te
ns

it
y

Retention time (min)

5.00 10.00 15.00 20.00 25.00 30.00 35.00

100

FIGURE 5: Chromatogram of a diluted brown mousse sample from the 2010 Deepwater 
Horizon oil spill in the Gulf of Mexico. There was 100 mg of brown emulsion in 2 mL pen-
tane in the vial. Injection splitless: 250 oC, 0.75 min, 14.5 psi constant pressure. Column: 5% 
phenyl polydimethylsiloxane, 15 m x 0.25 mm x 0.25 µm, 40 oC, 1 min, 10 oC/min to 300 oC  
and hold. Detector: MSD EI 70 eV, Full scan 40–600 amu.
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FIGURE 4: Simulated high speed separation of the five alkanes on the same column and 
conditions as Figures 2 and 3 except initial temperature = 80 oC, temperature program 
rate = 30 oC/min, and flow rate = 5 mL/min. 
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(GCxGC), over the past decade (4).  
In analyses like this, sample prepara-
tion and injection are often quite sim-
ple, with high split ratio split injection 
employed for both simplicity and to 
ensure narrow peak width. 

Summary
There is much method optimization 
that can be done without turning 
any wrenches. Looking back at the 
analysis goals, broadly at equation 1 
and thinking about capillary columns  
in general, we see that even relatively 
short columns can have high plate 
numbers, with the 15 m columns dis-
cussed here having plate numbers 
around 50,000. Retention is controlled 
using temperature, with lower tem-
peratures and lower temperature pro-
gram rates leading to longer retention.  
Flow rate can be used as a final opti-
mization to speed up the analysis with 
a higher flow rate. In temperature 
programming, higher flow rates lead 
to lower elution temperatures with 
surprisingly small effect on resolu-
tion; lower elution temperatures can 
increase column lifetime. In my own 
laboratory, we start with a column like 
the 15 m column described here and 
optimize the separation as far as we 
can before getting out the wrenches 
and changing the column. 

Remembering Harold McNair
Finally, I close with some sad news. 
My research, career, and life mentor, 
Professor Harold M. McNair, passed 
away on June 27, 2021, at peace 
and surrounded by his family, in 
Blacksburg, Virginia. He was 88 years 
old. Harold was a man of the world 
whose work in research, teaching, 
and being a great mentor and friend 
touched everyone who practices GC.  
His career as a chromatographer 
spanned over 60 years, including publi-
cations in every decade from the 1950s 
to the 2010s. In 1959, he authored the 
first PhD thesis on GC in the United 
States. His most recent paper was 
published in 2019. If you took a webi-
nar or short course online over the 

past year, or ever took a short course, 
you have Harold McNair to thank for 
the idea of short courses in chro-
matography, which he started in the 
1960s. His classic book, Basic Gas 
Chromatography, has been published 
all over the world since the first edi-
tion in 1965 and set the original stan-
dard for training books and manuals 
(5). Basic GC brought GC into the 
mainstream and made GC acces-
sible to all scientists, not just chem-
ists and chromatography specialists. 
I plan on writing more about Harold,  
lessons from his work, and his impact 
on chromatography and analytical sci-
ence in an upcoming column.
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Turn Down the Volume
Conner McHale,  Technical Support Specialist, Advanced Materials Technology

Extra column volume is the volume in an HPLC 

system external to the column that contributes 

to the total peak volume, which will impact peak 

width, resolution, and overall efficiency. Most 

new HPLC systems have been optimized for vol-

ume, and therefore are able to use high-efficien-

cy superficially porous particles (SPP) and fused-

core® columns, but many older chromatographs 

are still in active use. Older chromatographs are 

traditionally used with longer columns packed 

with larger particle sizes where extra column 

volume in the injector and connecting tubing 

lines have less of an effect on resolution and 

peak width. Now, when switching to shorter, 

highly efficient SPP columns, this extra column 

volume needs to be reduced in order to avoid 

peak broadening that can reduce resolution 

and reduce the accuracy of quantitative results.  

How do we minimize our extra  
column volume?
1. Keep your injection volume to a minimum

2. Keep your sample solvent strength 

equal to or less than initial mo-

bile phase if possible. If a 100%  

organic must be used as the sam-

ple solvent, use a minimum injection  

volume possible

3. Use minimal lengths of i.d. tubing from 

the injector to the column. Using mul-

tiple tubing i.d. in the sample flow path 

can cause additional dispersion

4. Heat exchanger volume (if used) should 

use the smallest volume consistent with 

flow rates

5. Reduce your post column tubing volume 

to a minimum

6. Reduce the detector flow cell volume 

Loss in efficiency and peak broadening can 

be an issue for many reasons. This is a func-

tion of both external column effects and in-

ternal. These quick and simple external col-

umn changes can significantly improve your 

chromatographic separations and should be 

considered for every chromatographer. Extra 

column volume also needs to be considered 

when performing method scaling (moving to 

a different column dimension/ particle size) or 

transfer to another instrument that may have a 

different hardware configuration. For more in-

formation view our video: https://halocolumns.

com/videos/halo-extra-column-volume/

Efficient Protein Purification Strategies Using Multi-Well Filter Plates
Lori Euler,  Global Product Manager, Pall Corporation

Combined with chromatography me-

dia, 96-well filter plates have emerged 

as an efficient tool for the fractionation of 

small-volume protein samples. This for-

mat can be used to develop protein pu-

rification strategies and/or as a platform 

for moderate- to high-throughput protein 

isolation. In either case, purified sample 

can be used for further analysis and/or  

downstream applications.

High-Throughput Screening  

on 96-Well Filter Plates

Filter plates have the capability to quickly 

screen various conditions. The analyst can 

quickly optimize the chromatography resin 

and purification conditions with minimal 

sample consumption. Once the selected 

sorbent is equilibrated and resuspended 

as a 50% slurry in the equilibration buffer, 

the desired amount is dispensed into the 

wells to a final volume of 50 μL per well. 

After the slurry has been dispensed into 

the plate’s wells, the equilibration buffer is 

aspirated using a multi-well plate vacuum 

manifold. Next, a sequence mimicking a 

chromatographic run is performed on the 

plates. For each sequence step, the corre-

sponding solution is pipetted into the wells. 

Once filled, the filter plate is covered with 

sealing tape and incubated while shaken. 

The liquid is then drained from the wells 

using the vacuum manifold and collected 

in a 96-well receiver plate. The individ-

ual fractions are then analyzed by HPLC,  

ELISA, or other analytical methods. The 

flexible 96-well plate format can be used 

with liquid-handling robotic systems or 

manual multi-channel pipettes.

Membrane-Based Protein Purification

If resin packing is inappropriate for your 

application, consider using ion exchange 

on 96-well filter plates with Mustang IEX 

membranes. To overcome mass transfer 

limitations associated with conventional res-

in-based chromatography, membrane chro-

matography was developed to obtain better 

flow distribution, fast flow rates, and in-

creased accessibility for rapid purification of 

target proteins or removal of contaminants. 
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VENDOR TIPS & TRICKS
Five Frequently Asked Questions about Thermal Desorption
Laura Miles,  Senior Applications Chemist, Markes International Ltd.

Thermal desorption (TD) is a versatile 

preconcentration technique for gas 

chromatography (GC) that is used to analyze 

volatile and semi-volatile organic compounds 

in air, materials or liquids. It arose out of 

the need to improve upon conventional 

sample preparation techniques for GC.  

Thermal desorption can be used for a wide 

range of applications such as environmental 

monitoring, materials testing, and food and 

beverage analysis.

I’m not working with air samples, so why 

would I need thermal desorption? 

Thermal desorption is most widely known as 

a preconcentration technique for ambient 

air, but the simplicity and automation of 

the technique has led to its widespread 

use for a wide range of other matrices that 

are not amenable to direct GC analysis. 

This versatility is illustrated by its use for 

direct desorption (dynamic headspace) 

of solids and liquids and the field 

sampling of soil, water and breath using  

dedicated accessories.

Can I analyze target and non-target 

compounds? 

Yes. The majority of sorbents are not com-

pound-selective and can capture analytes 

over a broad range. They work by adsorb-

ing suites of compounds based primarily 

on their boiling point and physical proper-

ties. The use of multiple sorbents increases 

the volatility range that can be analyzed in 

a single sample.

Is TD suitable for semi-volatile organic com-

pounds (SVOCs)?

Yes. Markes’ TD-specific heated valve 

provides an inert, low-volume, consistently 

heated flow path, ensuring fast, efficient 

transfer of high-boiling compounds up to C44, 

including PAHs, PCBs and phthalates. Other 

thermal desorbers, without an optimized 

valve, can suffer from cold spots. This results 

in loss of high-boiling compounds, and such 

instruments therefore require much higher 

temperatures to analyze SVOCs.

I have volatile analytes and very humid 

samples. Can I still use TD tubes?

Yes. By optimizing sorbent selection, 

temperature, purging, and split ratios 

it’s possible to quantitatively retain very 

volatile compounds such as chlorometh-

ane and propylene (US EPA Method  

TO-17), and reduce water sufficiently for 

GC or GC–MS analysis.

Is thermal desorption a “one-shot” technique?

No. This is a common misconception. 

Markes’ instruments allow samples to 

be split during the tube desorption and/

or trap desorption stages. The split por-

tions can then be “re-collected” onto a 

sorbent tube to achieve reliable repeat 

analysis of a single sample multiple 

times. Re-collection can also be used 

to simplify method validation, enable 

confirmatory identification using a dif-

ferent detector, and even extend the 

storage stability of many sample types.  

In addition, re-collection can be used to 

extend the dynamic range of a method by 

automatically analyzing a sample at two 

different split ratios (“Hi/Lo” analysis).

Desorption of the tube and 
trap takes place in a reverse 
flow of gas – known as 
‘backflush’ operation. 
This ensures that heavier 
analytes don’t get stuck 
on the strongest sorbents.

Systems using electrical 
cooling of the focusing 
trap are preferred by many 
analysts, because they 
avoid the expense 
of liquid cryogen, 
and the tendency 
for it to cause ice 
build-up in the trap box.

The latest TD instruments 
allow analyte flows from 
the tube and trap to be 
automatically split and 
‘re-collected’ onto a clean 
sorbent tube. The re-collected 
sample can then be analysed 
again – either to validate the 
method, to use a different 
detection technique, or simply 
for peace of mind.

Sample tubes and traps 
can contain multiple 
sorbents for analysis 
of an extended 
range of analytes.

SORBENT TUBE
FOCUSING TRAP

Sample collection
Up to several hundred 
litres of vapour is 
sampled off-line onto a 
sorbent tube.

Tube desorption
The sorbent tube is heated 
and the analytes are swept 
onto a focusing trap in 
100–200 mL of carrier gas.

Trap desorption
The focusing trap is heated 
rapidly and the analytes are 
transferred to the GC column 
in 100–200 µL of carrier gas.

Volume of gas 
transferred

GC

 
 

 
The majority of TD applications use sorbent tubes and a 
two-stage desorption process to focus the analytes into 
a narrow band of gas, and so achieve the maximum 
sensitivity enhancement.

How does TD work?
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VENDOR TIPS & TRICKS
Tips for Maximizing the Performance of Core-Shell Columns
Hillel Brandes,  Analytical Technology Specialist, MilliporeSigma, a business of Merck KGaA, Darmstadt, Germany

A key advantage of core-shell (also called 

superficially porous, SPP) columns, such 

as Ascentis® Express or BIOshell™, is that 

their performance can rival that of the 

traditional fully porous particle columns, 

but at somewhat larger particle sizes 

and at significantly lower backpressures. 

Therefore, core-shell columns can often be 

used on conventional HPLC instruments, 

while providing performance similar to  

≤2 µm totally porous particle columns. 

The extent to which a column’s optimum 

performance can be achieved is limited by 

the relative magnitude of system dispersion 

(instrument bandwidth), which can be 

qualitatively approximated by the system 

extracolumn volume (also known as system 

dead volume). However, it is not the absolute 

system extra-column itself, but the magnitude 

of the system extracolumn volume relative 

to the column volume that is key. A larger 

system extracolumn volume means that the 

analyte peak (or band) has greater time and 

volume to diffuse and thus become more 

diluted, resulting to a broader analyte peak. 

Therefore, reducing the system extra column 

volume will virtually always result in improved 

measured column performance.

To achieve the optimum performance of 

core-shell columns, consider the following 

steps to reduce extra column volume:

1. Minimize column inlet (injector to column) 

and outlet (column to detector) tubing 

lengths. Minimizing the tubing lengths will 

reduce the system extracolumn volume 

will virtually always result in improved 

measured column performance.

2. Column inlet and outlet tubing ID should be 

a maximum of 0.005” (0.125 mm). Using 

smaller ID tubing is most often beneficial, 

but be aware that backpressure will 

increase as a function of the square of 

the ID. Therefore, for applications that are 

not particularly high flow, going to 0.004” 

ID can be a good compromise between 

performance and backpressure.

3. For detectors that utilize a flow cell, 

keep the flow cell volume to ≤5 µL,  

and preferably to ≤3 µL. Larger flow cells 

can cause extra-column dispersion, 

which results in an apparent decrease in 

column efficiency.

There are also instrumental consider-

ations related to the detector that can be op-

timized to help achieve optimum core-shell  

column performance.

1. Make sure your sampling rate is high 

enough. You should be recording at 

least 10 points across the narrowest 

peak. Doing >20 points across a peak 

is excessive and only creates a larger file 

size. Also, the higher the sampling rate, 

the higher the noise.

2. Most optical detectors (UV, DAD, 

fluorescence) include a parameter often 

referred to “response time” (or something 

similar). A recommended setting is 0.1 s. 

A faster sampling rate is generally not 

necessary and only creates more noise.

All else being equal, optimum column 

performance will be achieved with larg-

er columns. Use of smaller columns has 

its advantages but realized performance 

will be compromised. For many HPLC 

systems in which the configuration has 

been optimized as previously described,  

a 3 mm ID column is often a good compro-

mise between the advantages of a small 

column, such as shorter run time and 

less consumption of mobile phase, and of  

realized performance.

As for gradient methods, be aware 

that a high-pressure mixing system will 

generally permit additional control of the 

retention behavior of early-eluting peaks 

and, therefore, can also allow for shorter 

run times.

Explore our HPLC columns—visit our 

website: sigmaaldrich.com/hplc

Figure 1: A 3D representative illustration of core-shell particle architecture
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VENDOR TIPS & TRICKS
Using Data Pretreatment to Improve Resolution
Metrohm USA

Did you know that applying the second 
derivative as a pretreatment to your 
near-infrared spectral data can help 
resolve overlapped peaks? 

NIR absorption spectra are often 

complex being comprised of overtone 

and combination bands. This leads to 

broad overlapping absorption bands 

that are virtually impossible to identify 

in raw data. Moreover, chemical, 

physical, and structural properties of all 

species present in a sample influence 

the measured spectra causing baseline 

shifts and spectral backgrounds.

Raw data contains information from 

one or multiple overlapped bands and 

quite often the information of interest 

is even hidden. Pretreatment of NIR 

raw data is the first step of model de-

velopment and optimization to correct 

for baseline shifts, backgrounds and to 

uncover hidden information. The use of 

a second derivative will allow the posi-

tion of nearby peaks to be identified 

serving to virtually increase the spectral 

resolution. Therefore, the second deriv-

ative spectrum will show the informa-

tion of all overlapped bands from the  

original spectrum.
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PERSPECTIVES  
IN MODERN HPLC

Bioanalytical Analysis of Small-Molecule Drugs 
and Metabolites in Physiological Samples 
by LC–MS, Part 2: Sample Preparation
This article is the second of a series of four white papers on the bioanalysis of small-molecule drugs and metabolites by  
liquid chromatography–mass spectrometry (LC–MS). Part 1 was an overview of the fundamentals and regulations. This installment, 
part 2, is on sample preparation. Part 3 will cover method development, optimization, and best practices, and part 4 discusses 
method validation for regulated bioanalysis. This section provides an overview of sample preparation fundamentals, best practices,  
and modern trends. A sample preparation method development case study illustrates these practices and concepts.

Stephanie J. Marin, Jeremy Smith, Jillian Neifeld, and Elena Gairloch

Many factors need to be considered 
when developing sample prepara-

tion methods for bioanalysis. For a more 
in-depth discussion on sample preparation 
techniques, the reader is referred to text-
books on general applications in chroma-
tography (1), pharmaceutical assays (2,3),  
and bioanalysis (4). Modern trends and 
practical aspects in sample preparation 
can also be found in numerous articles on  

“Sample Prep Perspectives” in the LCGC 
North America column by Douglas Raynie (5). 

Sample matrix, compounds, chemical 
properties, instrumentation, and desired lim-
its of quantitation (LOQs) all affect method 
development decisions for liquid chromatog-
raphy–mass spectrometry (LC–MS) analysis 
of complex physiological samples. Multiple 
options exist for sample cleanup, from more 
simple methods like filtration, pass-through 
solid-phase extraction (SPE), and liquid-liquid 
or supported liquid extraction (LLE and SLE), 
to more complex methods like hydrophobic 
interaction and mixed-mode ion-exchange 
SPE with bonded silica or polymeric sorbents. 

This paper aims to review emerging 
trends in sample preparation of biological 
samples such as blood, urine, and tissues, 
and sample preparation options based on 
their characteristics. Chemical properties 

such as the octanol-water partition coeffi-
cient (log P) and the acid dissociation con-
stant (pKa) that affect sample preparation 
and method development are discussed. 
Automation strategies are summarized.  
A case study on sample preparation method 
development and experimental design for 
a drug in plasma is presented.

Method Development Considerations
First, the desired compounds, their required 
LOQs, and the instrumentation used for 
analysis should be determined. Will the 
method be a sensitive, quantitative method 
or a qualitative screen? Are there any rele-
vant metabolites that need to be included? 
How much of the specimen is available? 
What is the stability of the analytes in and 
out of the matrix?

Knowing the properties of the biological 
matrix is important to determine the type of 
sample preparation required. For example, 
urine, blood, or tissues all have components 
that can cause ion suppression or enhance-
ment, and can foul the LC column and  
LC–MS instrumentation (4).

Matrices
Whole blood is a commonly analyzed matrix. 
It is about 80% water. The remaining 20% 

is primarily red blood cells (43%), plasma 
(50%), proteins, fats, and sugars. Plasma is 
mainly composed of proteins like albumin,  
lipids, and globulins. Lipids and phospholip-
ids in plasma can cause ion suppression and 
build-up on LC columns, resulting in clog-
ging and reduced column lifetimes. Analytes 
can be bound to red blood cells or plasma 
proteins. Many analytes are bound to red 
blood cells that must be lysed during sample 
preparation for accurate quantitation. Water, 
acidic or basic buffers (ammonium chloride, 
trichloroacetic acid, zinc sulfate, perchloric 
acid), freezing, or centrifuging can lyse red 
blood cells. Acidic buffers or organic solvents 
(trichloroacetic acid, phosphoric acid, formic 
acid, zinc sulfate, methanol, ethanol, isopro-
panol) can disrupt plasma proteins (4,6).

Urine, another commonly analyzed matrix, 
is about 95% water. The main interferences 
that should be removed from urine dur-
ing extraction are salts, urea, pigments,  
and creatinine. Many drugs and metabolites 
are enzymatically glucuronidated to aid in 
excretion from the body. These glucuronides 
can be measured directly, but they usually 
do not ionize well, and are more polar than 
their non-conjugated “free” drug or metab-
olite counterparts. Hydrolyzing conjugated 
metabolites to the “free” drug or metabolite 
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increases sensitivity and simplifies method 
development. Hydrolysis can be done with 
acid or base, but these are not very selective, 
and usually require a pH adjustment prior to 
extraction. Enzyme hydrolysis with a natural 
or recombinant beta-glucuronidase enzyme 
is more selective. However, using an enzyme 
introduces proteins to your urine sample that 
should be removed before analysis (7).

Tissues require extensive sample clean-up. 
Commonly analyzed tissues include liver, 
brain, heart, and umbilical cord. Tissues 
contain blood vessels, arteries, veins, mus-
cles, and other solid components. Tissues 
cannot be analyzed directly. They need to 
be homogenized and the analytes of inter-
est extracted followed by sample prepara-
tion to remove inferences. Homogeniza-
tion can be done with a blender, bead mill,  
tissue grinder, or bead ruptor. Samples can 
be homogenized in the presence of aque-
ous or organic solvent until they are liquified. 
The homogenate is usually centrifuged, and 
the supernatant is extracted for additional 
clean-up prior to LC–MS analysis (8).

Analyte Properties
Knowing the physicochemical prop-
erties of the target analytes can help 
determine the sample preparation 
procedure. Information on the struc-
ture, functional groups, polarity, pKa,  
log P, and stability is beneficial for 
selecting the appropriate approach and 
extraction parameters.

The log P indicates an analyte’s hydro-
phobicity. Analytes with a negative log P 
are more soluble in an aqueous solvent 

or more hydrophilic. Conversely, analytes 
with a positive log P are more soluble in an 
organic solvent or more hydrophobic. This is 
an important consideration when develop-
ing LLE, SLE, or hydrophobic interaction SPE 
methods. The distribution coefficient, log D, 
provides information on the solubility and 
hydrophobicity of ionized compounds (9).

Knowing the functional groups of the mol-
ecule can help determine whether it is an acid 
or a base. For instance, acidic drugs might 
have a sulfonic acid, carboxylic acid, or aro-

Laser Sharp Separations
MAB SEC Columns 
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FIGURE 1: Selectivity vs. sample cleanliness using different sample preparation techniques.
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matic sulfonamide as part of their structures. 
Similarly, basic drugs might have phenols, 
imides, aliphatic amines, aromatic amines,  
or heterocyclic amines as part of their struc-
tures. Amphoteric compounds contain both 
acidic and basic functional groups, and have 
both a positive and a negative charge under 
certain pH conditions. Knowing a com-
pound’s functional groups can aid in choos-
ing possible sample preparation options (4). 

The negative log of the acid dissociation 
constant, or pKa, is the pH where a functional 
group of an analyte is 50% ionized and 50% 
neutral (non-ionized). This value is particularly 
important when developing sample prepara-
tion methods as the pH of the sample should 
not be near the analyte’s pKa, because the 
compound would be in two different ioniza-
tion states. An analyte is usually fully charged 
or fully neutral two units away from its pKa. 
This phenomenon is defined by the Hender-
son-Hasselback equation (2). For example, 
for a weak base with a pKa of 8, the analyte 
would be 100% positively charged two units 
below the pKa (pH 6 or lower) and 100% neu-
tral two units above the pKa (pH 10 or higher). 
Similarly, for a weak acid with a pKa of 6, the 
analyte would be fully ionized and negatively 
charged two units above the pKa (pH 8 or 
higher) and neutral two units below the pKa 

(pH 4 or lower). For LLE, SLE, and hydropho-
bic interaction SPE, compounds should be 
neutral. For mixed-mode ion-exchange SPE, 
compounds should be charged (10).

Many resources are available to research 
compound properties. Chemicalize (11) is a 
website that provides compound informa-
tion like log P, pKa, log D, chemical struc-
ture, solubility, and other properties. It does 
require a paid subscription. The Human 

Metabolome Database (12) is a free ser-
vice with information for many drugs and 
metabolites. Pubmed and Google Scholar 
are resources for peer-reviewed publications. 
Multiple reference books can also be used to 
research compound properties, for example, 
Disposition of Toxic Drugs and Chemicals  
in Man (13).

Sample Preparation Options
Figure 1 shows sample preparation tech-
niques organized by increasing selectiv-
ity and increasing sample cleanliness.  
Sample preparation options can be selected 
based on assay requirements and analyte 
properties. Table I summarizes SPE prod-
uct offerings from several manufacturers 
categorized by sample preparation options 
and sorbent chemistries. This is not meant to 
be an all-inclusive list, merely a sampling of 
what is available. The reader is encouraged 
to visit the company’s website for updated 
and detailed information. An overview of 
sample preparation options is described  
briefly below.

Dilute and shoot methods, simply dilut-
ing the sample and centrifuging prior to 
analysis, yield the dirtiest samples. There is 
no clean-up involved, and all matrix compo-
nents are still present in the sample, which 
can cause ion suppression or enhancement.  
Particulates can clog the LC column and con-
taminate the MS source.

Filtration of dilute and shoot samples can 
remove particulates from the sample. Sam-
ples can be passed through a syringe or vial 
filter or a filter plate for particulate removal 
prior to LC–MS analysis. These are usually 
0.2 µm filters made of polytetrafluoroethyl-
ene (PTFE) or polyvinylidene fluoride (PVDF). 

An inline filter is usually placed pre-column, 
and can capture any particulates that 
would otherwise build up in the LC system.  
These filters should be changed frequently, 
as retained particulates accumulate and can 
leach out due to increased backpressure. 
LC guard columns can be used before the 
analytical column to retain components and 
increase LC column lifetime.

Protein removal is used for blood or 
plasma samples. This can be done manu-
ally or in a 96-well plate or cartridge. A crash 
solvent (such as acetonitrile or methanol) 
is added to the sample for a manual crash. 
Samples are mixed and centrifuged, and the 
supernatant is collected. A protein removal 
plate or cartridge removes proteins and fil-
ters the sample. The crash solvent is usually 
added first, then the sample is added, mixed, 
and vacuum or positive pressure is applied 
to collect the crashed sample. The precipi-
tated proteins are retained while the rest of 
the sample flows through. Protein removal, 
using manual, plate, or cartridge protocols, 
only removes proteins, which are not the only 
endogenous component that cause matrix 
effects or interferences when performing  
LC–MS/MS quantitation (4,14).

Phospholipid depletion plates or car-
tridges are a simple pass-through SPE for 
plasma samples. This technique removes 
both proteins and phospholipids using 
a protocol similar to protein removal  
(add crash solvent, add sample, mix, and 
pass through sorbent). Precipitated proteins 
are retained by a filter, and phospholipids are 
retained by scavenger chemistry.

Dual mode extraction is a pass-through 
SPE technique that uses a hygroscopic salt 
layer and a scavenger chemistry to retain 
salts, urea, creatinine, and pigments from 
urine samples. Residual hydrolysis enzyme is 
also retained.

QuEChERS, a dispersive SPE, stands 
for “Quick, Easy, Cheap, Effective, Rugged,  
and Safe.” The extraction is done in a coni-
cal tube. Sample and acetonitrile are added 
to the tube. The tubes are then shaken,  
buffering salts are added, and the tube  
is centrifuged. The supernatant is transferred 
to a separate tube for evaporation, reconsti-
tution, and analysis. This technique is popular 
for food and environmental analysis, but is 
sparingly used with biological samples. It is 

SPE Sorbent Selection
START

Neutral

Charged

Anionic Cationic

Weak bases
(pKa 2 - 10)

Strong bases
(pKa >10)

Weak acids
(pKa 2 - 8)

Strong acids
(pKa < 2)

Hydrophobic
interaction

Is the compound a
weak or strong

acid?

Is the compound
charged or

neutral?

Is the compound
anionic (acidic) or
cationic (basic)?

Is the compound a
weak or strong

base?

Mixed-mode
strong cation

exchange

Mixed-mode
weak cation
exchange

Mixed-mode
weak anion
exchange

Mixed-mode
strong anion

exchange

FIGURE 2: SPE sorbent selection chart based on analyte properties.
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a laborious, manual process that cannot be 
easily automated (15).

LLE involves adding a water-immiscible 
organic solvent to an aqueous sample. The 
two phases are mixed and separated, usually 
by centrifugation. Analytes of interest parti-
tion into the organic phase, while most matrix 
components remain in the aqueous phase. 
Analytes should be hydrophobic, with a  
log P >1, and neutral for optimal results. This 
is a selective, cost-effective technique that 
yields clean extracts. However, emulsions 
may be present that make separating the 
layers difficult. Increased variability can result 
as it is difficult to collect the entire organic 
layer. This is also a labor-intensive technique 
(16). LLE can also be used to partition inter-
fering materials into the organic layer, while 
the aqueous layer is collected for analysis.

SLE is analogous to LLE but with significant 
workflow advantages. Aqueous samples are 
loaded onto the sorbent (commonly refined, 
modified diatomaceous earth), and a water-
immiscible solvent is added to elute the ana-
lytes of interest. The aqueous layer remains 
absorbed on the sorbent while the organic 
solvent flows through. No emulsions are 
present, and SLE can easily be automated. 
Like LLE, this technique works best when 
analytes have a log P >1 and are neutral (17). 
The aqueous layer cannot be collected, as it 
remains absorbed on the SLE material.

Solid-Phase Extraction (SPE)
SPE methods are the most selective and 
yield the cleanest extracts. However, they 
are the most expensive and labor-intensive. 
A typical method includes conditioning and 
equilibrating the sorbent, usually with an 
organic solvent, followed by an aqueous 
buffer, to prepare the sorbent to receive the 
aqueous sample. Next, a pretreated sample 
is loaded, followed by wash steps. An aque-
ous wash removes water-soluble interfer-
ences. A second wash using an organic 
solvent or an aqueous-organic solvent solu-
tion (for example, 50:50 water:methanol 
or water:acetonitrile) can be added to 
remove more non-polar interferences.  
Controlling the pH and optimizing solvent 
strength ensures the analytes of interest 
remain bound to the sorbent while interfer-
ences are removed. Lastly, compounds are 
eluted from the sorbent, and the eluent is 

usually evaporated and reconstituted before 
analysis. Sorbents can be silica or polymer-
based. Polystyrene-divinylbenzene (PSDVB) 
polymeric sorbents are stable across the 
entire pH range. Many manufacturers mod-
ify the hydrophobic polymer with hydrophilic 
functional groups to make it water-wettable, 
so the conditioning and equilibration steps 
can be eliminated.

Hydrophobic interaction (reversed-phase) 
SPE methods rely on the partitioning of the 
analytes between the hydrophobic sorbent 
and extraction solvent for retention and elu-
tion, similar to reversed-phase LC separa-
tions. The non-polar interactions are not as 
strong as ionic retention mechanisms, so 
the strength of any wash step containing 
an organic solvent must be carefully con-
trolled, so that target analytes are not eluted 
during sample clean-up. Washes with only 
5-10% organic solvent are common for more 
hydrophilic analytes. Stronger organic wash 
solutions can be used for more hydrophobic 
compounds. This technique can be used for 
non-ionized, hydrophobic analytes like ste-

roids, or acidic and basic analytes at a pH 
where they are neutral. Very hydrophobic 
charged compounds may also be extracted.

Mixed-mode ion-exchange SPE prod-
ucts are reversed-phase sorbents modified 
with an ionic functional group. Analytes are 
retained by non-polar and ion-exchange 
interactions. Ion-exchange is a stronger 
retention mechanism than hydrophobic 
interaction, so a stronger organic wash 
can be used to produce cleaner extracts 
for ionized compounds. Strong cation- or 
anion-exchange sorbents have a strong 
acid or base (such as sulfonic acid or qua-
ternary ammonium) as functional groups. 
These are charged over the entire pH range.  
These mixed-mode sorbents work well for 
weak bases or weak acids, respectively. 
Analytes of interest should be charged dur-
ing sample load by pretreating the sample 
using the pH rule of 2 described previously. 
The charge is then “turned off” during 
elution. Retention and elution are con-
trolled by modifying the pH of the sample.  
Weak cation- or anion-exchange chem-
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istries have a weak acid or base as func-
tional groups (carboxylic acid or primary/
secondary amine). They are used to extract 
strong bases or strong acids, respectively. 
Strong acids and bases are charged across 
the entire pH range in solution, so reten-
tion and elution are controlled by modi-
fying the pH of the sorbent. The sorbent 
is charged during load and neutral dur-
ing elution (18). Figure 2 is a flow chart 
to help determine which SPE sorbent 

is best based on whether an analyte is  
acidic, basic, or neutral.

Automation and Robotics
The ultimate goal of most bioanalytical 
assays is the delivery of accurate and reliable 
quantitative results. While no two samples 
are exactly alike, optimized sample prepara-
tion procedures can minimize sample vari-
ability and produce cleaner extracts for more 
robust bioanalysis assays. Given the inher-

ent variability with manual sample prepara-
tion procedures compounded by operator  
skill level, many laboratories have embraced 
automation and robotics to enhance labo-
ratory productivity, reduce labor costs,  
and increase assay reliability.

Over the last twenty years, advancements 
in technology have resulted in the develop-
ment of reliable automated instruments for 
the bioanalytical laboratory. Automation has 
quickly become the foundation of the mod-
ern laboratory, including highly customizable 
multifunctional liquid handlers to smaller 
task-focused products. Automated work-
flows translate to less manual intervention, 
higher reproducibility, and labor savings.

Robotic platforms with multifunctional, 
fully automated liquid handling abilities are 
prevalent in larger, high-throughput labora-
tories with heavy workloads. They are highly 
customizable for simple transfer steps, and 
may be programmed for entirely hands-free 
sample preparation procedures. Most are fit-
ted with multichannel pipetting arms, which 
are adaptable to both individual test tube 
workflows and high-throughput assays in 96- 
or 384-well-plates. Table II describes some 
common automation platforms categorized 
by instrument, complexity, functionality, and 
vendor. The Fluent platform by Tecan and 
the Biomek i-Series systems from Beckman 
Coulter are some of the more complex yet 
versatile instruments on the market today. 
Integration with an end-user database or 
laboratory information management sys-
tem (LIMS) allows these devices to provide 
added benefits beyond just sample handling. 
For example, analytical results can be linked 
to sample handling procedures, providing a 
clear, reliable chain of custody. This is impor-
tant in regulated laboratories, or when bio-
analytical testing bears legal implications. 

Table II lists common sample prepa-
ration automation platforms by instru-
ment, complexity, functionality, and vendor.  
Fully automated systems provide high 
reproducibility and limited analyst interven-
tion, but these conveniences do carry a 
considerable price tag. Besides the initial 
capital expense, these devices may require 
the use of vendor-specific consumables,  
specialized training to operate, and costly 
service contracts to maintain the investment.  
Another practical concern with fully auto-

Phospholipid Depletion/Protein Removal

1. Add crash solvent to plate �rst, then add plasma and mix
2. Three solvent: plasma ratios (3:1), (4:1), (6:1) in triplicate
    EB = extraction blank
    NC = negative control

3. Two options: acetonitrile (ACN) and acetronile with 1% formic acid
4. Apply pressure or vacuum
5. Dry and reconstitute in 100 µL (2X concentration)

FIGURE 3: A 96-well plate configured to evaluate phospholipid depletion and protein 
removal SPE for a hypothetical weakly basic drug in plasma.

Supported Liquid Extraction

1. Target analyte is neutral at pH ≥10.2
2. Pretreat spiked plasma 1:1 with 0.5 M NH4OH
3. Load 400 μL of plasma in triplicate with EB and NC

4. Evaluate 2 x 0.8 mL of four elution solvents:
    a) MTBE
    b) DCM
    c) 90:10 DCM:IPA
    d) EtOAc
5. Dry and reconstitute in 100 μL (2X concentration) 

EB = extraction blank
NC = negative control
400 = 400 μL sample load
MTBE = m-tert-butyl ether
DCM = dichloromethane
IPA = 2-propanol
EtOAc = ethyl acetate 

FIGURE 4: Plate map to evaluate four different elution solvents using supported liquid  
extraction (SLE) to extract a weakly basic drug in plasma. Load and elution volumes are  
dependent upon SLE capacity. This experiment uses a 400 µL SLE+ plate.

Polymeric Mixed Mode Cation-Exchange SPE

1. Condition with 0.5 mL methanol
2. Equilibrate with 0.5 mL 2% formic acid
3. Pretreat spiked plasma 1:1 with 2% formic acid
4. Wash with 0.5 mL 2% formic acid
5. Wash with 50% or 100% methanol
6. Evaluate 2 x 0.5 mL of three elution solvents:
    a) 88:10:2 DCM:IPA:NH4OH
    b) 98:2 MeOH:NH4OH or
    c) 98:2 ACN:NH4OH
7. Dry and reconstitute in 100 μL (2X concentration)

EB = extraction blank
NC = negative control
50 = 50% MeOH wash
100 = 100% MeOH wash
MeOH = methanol
ACN = acetonitrile
IPA = 2-propanol
DCM = dichloromethane
NH4OH = ammonium hydroxide

FIGURE 5: Plate map to scout two organic washes and three elution solvents to extract 
a weakly basic drug in plasma using polymeric mixed-mode strong cation-exchange SPE. 
Volumes are dependent upon sorbent bed mass. This experiment is set up for a 10 mg plate.
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mated platforms is the high reliance on a single all-in-one instru-
ment. This model can produce considerable pinch points should 
the instrument fail or require extensive maintenance. As a result,  
many laboratories find it necessary to purchase duplicate systems to 
avoid significant delays in productivity. However, a simpler alternative 
to this issue is to acquire smaller task-focused robotic devices.

Sample preparation is a challenging step of any bioanalytical work-
flow. Variability and imprecision may significantly influence the qual-
ity of results. Smaller devices of moderate complexity also exist in 
addition to fully automated robotic platforms. These task-focused 
platforms enhance reproducibility, minimize manual interventions,  
and provide high-throughput solutions. These devices typically 
employ an adaptable stage suitable for column or plate-based 
extractions, a positive pressure manifold, and either a multichannel 
pipetting arm or solvent dispensing line (see Table II). The Biotage 
Extrahera is an automated sample preparation instrument which uses 
a positive pressure manifold and an eight-channel pipetting arm to 
execute many different extractions. These include filtration protocols, 
pass-through SPE, SLE, and robust traditional SPE methods. Tecan 
also offers a solution for standalone sample preparation with the 
Resolvex A200. This instrument offers positive pressure processing 
with a multi-solvent dispensing line and is suitable for 96-well plates or 
1 mL narrow-bore columns. Manual manipulation may be required for 
initial sample transfers, evaporation, or post-extraction concentration. 
These platforms focus on the sensitive extraction steps, hence the 
task-focused nature of their operation. Unlike the all-in-one devices, 
these units are typically available at a fraction of the cost to purchase, 
operate, and maintain. They are also more user-friendly to program. 
They possess significantly smaller footprints aimed at conserving 
laboratory space. When cost becomes a driving factor, many labora-
tories further reduce the role of automated robotics to supplement 
some core functionalities with manual devices. 

Features included on automated devices of both high and mod-
erate complexity exist as standalone products from multiple vendors 
(refer to Table II). Multichannel pipets are available, with manual or 
semi-automated functionality for initial sample transfers or the addi-
tion of buffers, reagents, and solvents during the sample extraction. 
Positive pressure or vacuum manifolds can accommodate both car-
tridge and plate formats. The Positive Pressure Manifold 2.0 from 
UCT is one of several manual devices on the market. This unit is a 
48-position device that can accommodate 1, 3, and 6 mL extrac-
tion cartridges. Manual concentration systems are available for 
both plates and cartridges, requiring only an electrical outlet and 
a source of clean nitrogen for operation. The Biotage TurboVap LV 
is a small but efficient sample evaporator, accommodating various 
standard test tubes and vials and offer programmable methods for 
semi-automated operation.

Modern Trends for Sample Preparation in Bioanalysis
Bioanalytical assay development has evolved with the develop-
ment of new chemistries and polymeric SPE sorbents. While tradi-
tional sample types and extraction methods exist, novel products 
and approaches are being introduced to streamline and enhance 
routine analysis. Some new products focus on handling complex 

chemical extractions, while others aim to simplify analyses using low  
specimen volumes. Bioanalytical assays are trending towards less 
invasive collection devices, and alternate matrices, like tissue extracts.

The most common and traditional technology for the clean-up of 
bioanalytical samples involves chemically modified silica products. 
Common issues with these products include channeling in the silica 
bed, premature drying, and moderate retention. In addition, bonded 
silica phases are often not stable at high and low pH, running the 
risk of hydrolysis of the bonded phase at low pH and dissolution of 
the silica backbone at high pH. The solution has been the introduc-
tion of mixed-mode polymer extraction chemistries. Most of these 
products are manufactured using a PSDVB backbone, which may be 
modified with various functional groups to facilitate ion-exchange 
and hydrophobic interactions. As a result, the retention mechanism 
is typically stronger than silica particles, and the polymer backbone is 
more resistant to channeling and premature drying during extraction 
procedures. This translates to simpler and easily automated extrac-
tions, capable of delivering rapid and cleaner eluates for analysis. 

Limited specimen volume is a commonly encountered issue for 
many bioanalytical assays. For example, clinical neonatal tests for 
acylcarnitine may be supplied with as little as 50 to 100 µL of the 
sample, because collecting specimens from newborns is a delicate 
task (19). Additionally, some laboratories may need to perform sev-
eral different types of analysis on a single sample, such as serum 
for steroids, xenobiotics, and electrolytes. In many cases, specimen 
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TABLE I:  Solid phase extraction (SPE) products categorized by bonding chemistry, product, and vendor

Technique Chemistry Biotage TECAN Phenomenex UCT Agilent Waters

Supported liquid 
extraction (SLE)

Diatoma-
ceous earth

ISOLUTE 
SLE+

Novum 
(syn-

thetic)
Strata DE

Chem 
Elut

Chem Elut 
S (synthetic)

Hydrophobic 
interaction  
reversed-phase SPE

Polymeric 
reversed 

phase

EVOLUTE 
EXPRESS 

ABN
WWP2

"Strata X 
Strata X Drug N"

STYRE 
SCREEN 

C18

Bond Elut Plexa, 
Bond Elute PBA

"Oasis HLB 
Oasis PRiME 

HLB"

Mixed mode strong 
cation-exchange SPE

Polymeric 
mixed 
mode

EVOLUTE 
EXPRESS 

CX
PSCX

"Strata X-C 
Strata X Drug B"

STYRE 
SCREEN 

DBX/BCX

Bond Elut Plexa PCX 
Bond Elut Certify

"Oasis MCX  
Oasis PRiME 

MCX"

Mixed mode strong  
anion-exchange SPE

Polymeric 
mixed 
mode

EVOLUTE 
EXPRESS 

AX
PSAX Strata X-A

STYRE 
SCREEN 

QAX

Bond Elut Plexa PAX 
Bond Elut Certify II

Oasis MAX

Mixed mode weak  
cation-exchange SPE

Polymeric 
mixed 
mode

EVOLUTE 
EXPRESS 

WCX
Strata X-CW

STYRE 
SCREEN 

CCX
Bond Elut CBA Oasis WCX

Mixed mode weak 
anion-exchange SPE

Polymeric 
mixed 
mode

EVOLUTE 
EXPRESS 

WAX
Strata X-AW

STYRE 
SCREEN 

THC
Bond Elut DEA Oasis WAX

Hydrophobic  
interaction reversed-
phase SPE

Silica 
reversed 

phase

ISOLUTE 
C18

TRACE-N
TRACE-

N20

Clean-
Up C18

Sep-Pak C18

Mixed mode strong 
cation-exchange SPE

Silica mixed 
mode

ISOLUTE 
HCX/SCX

Clean-Up 
Benzene-
sulfonic 

Acid

Mixed mode strong  
anion-exchange SPE

silica mixed 
mode

ISOLUTE 
HAX/SAX

Clean-Up 
Amino-
propyl

Accell Plus 
QMA

Mixed mode weak  
cation-exchange SPE

Silica mixed 
mode

ISOLUTE 
CBA

Clean-Up 
Diethyl-
amino

Accell 
Plus CM

Mixed mode weak 
anion-exchange SPE

Silica mixed 
mode

ISOLUTE 
PSA

Clean-Up 
Quaterna-
ry Amine

Sep-Pak PSA

Hydrophobic 
interaction SPE 
in-well hydrolysis

Polymeric 
reversed 

phase

EVOLUTE 
HYDRO 

ABN

Mixed mode strong 
cation SPE 
in-well hydrolysis

Polymeric 
mixed 
mode

EVULUTE 
HYDRO CX

Strata X Drug B
"XtractT 

DAU (C8)"

Microelution SPE 
mixed mode strong 
cation-exchange

Polymeric MIKRO CX NBE
"Strata-X-C  
µ-Elution"

Oasis 
PRiME MCX 

µElution

Sample filtration
PP and/or 

PVFD filters
ISOLUTE 

Filter+
0.45 um polypro-
pylene filter plate

Refine 
Ultra-

Filtration

CAPTIVA 96-well filter 
plate, Mini-UniPrep

Urine clean up
Pass thru 

SPE

ISOLUTE 
HYDRO 
DME+

β-Gone
Clean 
Screen 
FASt

Protein precipitation
Pass thru 

SPE
ISOLUTE 

PPT+
IMPACT CAPTIVA ND

Phophoplipid 
depletion/protein 
removal

Pass thru 
SPE

ISOLUTE 
PLD+

PHREE
CAPTI-
VA ND 
LIPID

CAPTIVA 
EMR LIPID

Ostro Pass-
Through
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ted into a 96-well-plate for high throughput 
workflows. The resulting extraction proto-
col requires lower specimen volume and 
reduced solvent use, typically 50–100 µL for 
washes, and 30–50 µL for elution. Eluates can 
be concentrated for increased sensitivity or 
diluted, eliminating the evaporation step.

A second micro-elution format uses a dis-
persive pipet extraction (DPX), a technology 

approach consisting of loosely packed SPE 
resins inside individual pipet tips. These tips 
may be fitted to manual pipets or fully auto-
mated liquid handlers. The extraction pro-
cess involves introducing samples, retaining 
analytes, and removing interferences by mul-
tiple aspirate-and-dispense steps to utilize 
a dispersive SPE technique. Compounds of 
interest are eluted with conventional solvents. 

volumes are limited. High purity extrac-
tion solvents are expensive, so minimizing 
the waste of these materials is paramount.  
One trending solution to these problems 
is the use of micro-elution SPE products.  
The first option is loosely packed sorbents 
with selective chemistries fitted into nar-
row but hollow plastic tips. The typical bed 
volume is 0.5 to 5 mg. These are then fit-

TABLE II:  Common automated sample preparation platforms categorized by instrument, complexity, functionality and vendor

Instrument Complexity
Primary 

Functionality
Full 

Automation
Associated 

Consumables
Vendor Additional Key Features

Biomek 
Automated 
Liquid Handlers 
(4000, i5,i7)

High
Liquid handling, 
sample transfers

Yes
Tips, reagent 

reservoirs, 
sample trays

Beckman 
Coulter

Variable-channel liquid  
handler heads, independent arms

Fluent Very High
Liquid Handling, 
complete sample 

processing
Yes

Tips,  
reservoirs, plates

Tecan
Complete laboratory 

automation,  
high-throughput start to finish

Freedom EVO High
Liquid handling,  

sample preparation
Yes

Tips, plates, 
extraction media, 

reservoirs
Tecan

Highly customizable, delivered as 
“Packaged” Workflow Solutions

Microlab 
(VANTAGE, 
STAR)

High
Liquid handling, 
sample transfers, 

sample separation
Yes

Tips, reagent 
reservoirs, 

extraction media
Hamilton

Method optimization,  
sample storage,  

integration of other devices

Microlab 
Nimbus

Moderate
Sample transfers,  

sample processing
Yes

Tips, extraction 
media, reservoirs

Hamilton
Small footprint, 8-channel 
head for high throughput

Resolvex 
(A100, A200)

Moderate
Sample 

preparation
Yes

Extraction  
media, 

reservoirs, seals
Tecan

Dispensing lines, touchscreen 
operation, small footprint

Extrahera Moderate
Sample 

preparation
Yes

Tips, extraction 
media, 

reservoirs, seals
Biotage

Small footprint, touchscreen 
programming, variety of 
sample prep workflows

Microlab Prep Moderate
Sample 

preparation
Yes

Tips, extraction 
media, reservoirs

Hamilton
Small footprint, high customization,

two independent channels

Resolvex 
(M10)

Low
Sample 

preparation
No

Manifold  
sealing mats

Tecan
Positive-pressure manifold, 

cartridge or 96-well compatible

[MPE]2 Low
Sample 

preparation
Yes, offline 

programming
Dispensor lines Hamilton

Positive-pressure and 
evaporation, integration to 
other Hamilton products 

or stand alone device

Positive 
Pressure 
Manifold 2.0

Low
Sample 

preparation
No

Manifold  
sealing mats

UCT
Manual device, easy to  

operate, 48-sample 
capacity only

PPM+  
(48 and 96)

Low
Sample

 preparation
No

Manifold  
sealing mats

Biotage
Manual devices,  

simple operation,  
cartridge or plate compatibility

SPeVAP 
Solvent 
Evaporator

Low
Evaporation/
concentration

No,  
programmable

Sealing mats, 
various collection 

racks
UCT

Touchscreen, small footprint, 
PTFE nozzles available,  

48 samples only

TurboVap LV Low
Evaporation/
concentration

No,  
programmable

Various 
collection racks, 

manifolds
Biotage

Touchscreen, small footprint, 
adaptable to low and high  

volume applications

SPE Dry Low
Evaporation/

Concentration
No Needle heads Biotage

Dual 96-well capability,  
temperature setting, compatible 

with anti-cross talk (ACT) plate
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This approach is highly adaptable and yields 
reasonable recoveries (20), yet samples with 
higher viscosities, such as blood and tissue, 
may prove challenging to manage with  
dispersive pipet extractions. 

Solid-phase microextraction (SPME) uses 
a fiber-coated frit incorporating an SPE 
extraction phase with an affinity for the ana-
lytes of interest. Here, exposing the fiber to 
liquified samples results in a partitioning 
of analytes from the sample matrix to the 
extraction phase. The extraction requires 
no solvent, and analytes are concentrated 
on the fiber. The fiber can be placed in a 
small amount of solvent for desorption and 
LC–MS analysis. This technology is ideal for 
gaseous, liquid, and solid samples stem-
ming from field-based applications, such as 
environmental studies. Applications of SPME 
in high-throughput bioanalysis with moder-
ate recovery and reproducible data have  
been published (21). 

In addition to novel chemistries and 
products, the use of alternate matri-
ces and collection devices have altered 
approaches to bioanalytical method devel-
opment. One highly intriguing approach 
involves bloodspot analysis. Small drops 
of blood may be collected onto thin, 
paper-like sampling devices with a mere 
prick of the finger. Once at the laboratory,  
these blood spots may be subjected to 
further chemical extractions, digestions, or 
washes targeting the analysis of numerous 
xenobiotics or endogenous biomolecules.  
Volumetric absorptive microsampling 
(VAMS) is a novel approach that permits col-
lecting a fixed volume of whole blood using 
a sampling device with a porous hydrophilic 
tip to collect small, accurate, and precise 
blood volumes. The blood in the device is 
dried for storage or transport. These sam-
ples can be extracted with an appropriate 
solvent, which can undergo further sample 
clean-up by LLE, SLE, or SPE (22).

The advancement of technology improves 
the quality of bioanalytical analysis while 
reshaping applications by introducing new 
products and novel sampling techniques. 
Choosing an automated platform is no 
simple task. Throughput needs, budgetary 
restrictions, and LIMS compatibility are the 
primary considerations. Regardless of the 
workflow design, an automated or manual 

solution is available for sample preparation 
to ensure accurate and reproducible results.

Method Development Case Study 
for a Weakly Basic Drug in Plasma
Sample preparation method development 
begins by researching analyte properties. 
Our hypothetical drug is a weak base with 
a primary amine. A deuterated internal stan-
dard (IS) is available. Using calculated values 
from Chemicalize.com, the molecule has a 
log P of 2.1 and a pKa of 8.2. The desired LOQ 
is 10 ng/mL, and the desired plasma volume 
is 200 µL. Once our LC–MS/MS method is 
optimized and sensitivity is established, we 
can begin our extraction experiments. 

Based on the matrix and analyte proper-
ties, sample preparation options are phos-
pholipid depletion/protein removal (because 
the matrix is plasma), LLE or SLE (since the 
analyte is hydrophobic), and mixed-mode 
strong cation-exchange SPE (as the analyte 
is a weak base). Sample preparation method 
development should not be done at the 
LOD or LOQ or using a single data point. 
Instead, spiked samples should be prepared 
and extracted in duplicate or triplicate at a 
single concentration 5 to 10 times the LOQ, 
in this case, 50 to 100 ng/mL. Include an 
extraction blank (EB, reagents with no speci-
men) and negative control (NC, analyte-free 
matrix with only IS added). Averaged area 
counts from triplicate extracts are compared 
to a no matrix, “unextracted” standard  
(UNX, analyte, and internal standard in recon-
stitution solvent) at the same concentration 
as the extracted sample to calculate the pro-
cess efficiency. Once the best sample prepa-
ration method is determined, linearity, exter-
nal QC, positive and negative specimens, 
recovery, matrix effect, and process efficiency 
(23) are evaluated using the final, optimized  
method conditions.

Phospholipid depletion involves minimal 
method development. Different ratios of the 
specimen to crash solvent can be scouted. 
Some products recommend the addition 
of an acid to increase the recovery of more 
polar analytes. Acetonitrile usually provides 
cleaner extracts than methanol, but either 
solvent can be used. Figure 3 shows an 
example of a 96-well plate (a “plate map”) 
configured to evaluate different conditions 
for phospholipid depletion using acetonitrile. 

Variables are three different crash solvent to 
plasma ratios (3:1, 4:1, and 6:1) and the addi-
tion of 1% formic acid to the crash solvent. 
Samples are extracted and analyzed in tripli-
cate at 50 ng/mL (5x the desired LOQ) with 
an EB, NC, and UNX.

LLE or SLE works best if the analyte is 
neutral. The primary amine would be neutral  
2 units above its pKa (pH 10.2 or higher).  
Pretreating plasma 1:1 with 0.5 M ammo-
nium hydroxide will neutralize the primary 
amine for partitioning into the water-immis-
cible solvent. Figure 4 shows a plate map 
to scout four different elution solvents using 
SLE. Spiked samples at 50 ng/mL are ana-
lyzed in triplicate with an EB, NC, and UNX.

The analyte must be positively charged 
for polymeric mixed-mode strong cation-
exchange SPE. The weakly basic drug would 
be charged at a pH <6.2. Pretreating plasma 
1:1 with 0.1 M pH 5 ammonium acetate buffer 
or 2% formic acid will accomplish this. How-
ever, 2% formic acid will also disrupt plasma 
proteins if protein binding is a concern. 

Figure 5 shows a plate map for triplicate 
samples pretreated with 2% formic acid. 
Our analyte should be retained by cation 
exchange which means a 100% methanol or 
acetonitrile wash will provide the best clean-
up. In this case, we will scout a 50% methanol 
and a 100% methanol wash and three differ-
ent elution solvents: 88:10:2 dichloromethane: 
2-propanol: ammonium hydroxide 
(DCM:IPA:NH4OH), 98:2 methanol:NH4OH, 
or 98:2 acetonitrile:NH4OH. 

The load and wash steps are collected 
to analyze for troubleshooting if low or no 
recovery of the target analyte is observed.  
If the analyte is in the load step, it was never 
retained. If the analyte is in a wash step, 
the wash was too aggressive and became 
an elution solvent. If it is not in the load, 
wash, or elution fractions, it was retained 
on the sorbent and never eluted, possibly 
decomposed, evaporated or was “stuck” 
to the elution vial or collection plate due to  
non-specific binding.

Elution can be done with a single fraction 
of solvent or two smaller aliquots. Improved 
recovery and better precision are usually seen 
with two fractions of elution solvent (2 x 0.5 
mL) compared to a single application (1 mL). 

Scouting sample preparation options 
using plate maps can generate simple exper-
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iments that investigate the effects of a few 
variables, or use more of the plate to evalu-
ate more options. The plate map in Figure 
4, for example, could be modified to evalu-
ate the ammonium acetate pretreatment, an 
additional wash (like acetonitrile in addition 
to methanol), or additional elution solvents.

Process efficiencies for each sample 
preparation option are reviewed, and the 
best option is selected for further devel-
opment. Calibrators, patient specimens, 
casework samples, proficiency testing 
samples, or other external QC are analyzed, 
and then recovery, matrix effect, and pro-
cess efficiency are determined prior to full  
method validation (23).

Developing a new extraction method 
can seem daunting at first. However, know-
ing about the compounds in the panel,  
the matrix, the specifics about the extrac-
tion technique, and the use of plate maps 
can make the method development process 
faster and more efficient. 

Summary and Conclusions
This article provided an overview of sample 
preparation fundamentals for the bioanaly-
sis of physiological samples for the novice 
and updated guidance in selecting media 
and the best operating practices for the 
experienced practitioner. Modern trends 
summarizing newer SPE media, approaches,  
and automation platforms were discussed.  
A case study for sample preparation method 
development for a weak base in plasma and 
the optimization process demonstrated the 
recommended procedures for using various 
sample preparation approaches.

Acknowledgments
The authors would like to thank the following 
colleagues for the timely review of the man-
uscript to improve its accuracy and clarity: 
Stephen Merrigan, MS, R&D Scientist, ARUP 
Institute for Clinical and Experimental Pathol-
ogy, Doug Raynie, Ph.D., Department Head, 
and Associate Professor, South Dakota State 
University, Jinlan Dong, Ph.D., Bioanalyti-
cal Research Scientist, Corteva Agriscience, 
Naidong Weng, Ph.D., Scientific Director 
and Head of Bioanalytical and Pharmaco-
kinetics US East Coast, Discovery Sciences,  
Janssen and Johnson and Johnson, and Perry 
Weng, Ph.D., Research Chemist, USFDA.

References
(1) S. Moldoveanu and V. David, Modern 

Sample Preparation for Chromatography 
(Elsevier, Amsterdam, the Netherlands, 
2nd Ed., 2021).

(2) M. W. Dong, HPLC and UHPLC for Practicing 
Scientists (Wiley, Hoboken, New Jersey,2nd 
Ed., 2019).

(3) S. Ahuja and M. W. Dong, Eds., Handbook 
of Pharmaceutical Analysis by HPLC (Elsevier, 
Amsterdam, the Netherlands, 2005).

(4) W. Li, W. Jian, et al. Sample Preparation in 
LC-MS Bioanalysis (Wiley, Hoboken, New 
Jersey, 2019). 

(5) D.E. Raynie, LCGC North Am. Columns in 
2015–2021.

(6) Blood Basics, https://www.hematol-
ogy.org/educat ion/pat ients/blood-
basics#:~:text=It%20has%20four%20
main%20components,to%20prevent%20
excess%20blood%20loss (accessed April 
26, 2021)

(7) Urine Composition and Function, https://
chem.libretexts.org/@go/page/86580, 
(2020, accessed April 26, 2021)

(8) https://homogenizers.net/pages/ac-tissue-
homogenization (accessed April 26, 2021)

(9) S. K. Bhal, “Lipophilicity Descriptors: 
Understanding When to Use Log P & Log 
D,” Advanced Chemistry Development, 
Inc., Toronto, ON, Canada.https://www.
acdlabs.com/download/app/physchem/
logp_vs_logd.pdf (accessed April 26, 
2021)

(10) A. C. Lee and G. M. Crippen, J. Chem. Inf.
Model. 9, 2013-2033 (2009). https://doi.
org/10.1021/ci900209w

(11) https://chemicalize.com/welcome (accessed 
April 26, 2021)

(12) https://hmdb.ca/ (accessed April 26, 2021)

(13) R. C. Baselt, Disposition of Toxic Drugs and 
Chemicals in Man (Biomedical Publications, 
Seal Beach, California, 12th Ed., 2020).

(14) J. Stone, “Sample preparation techniques 
for mass spectrometry in the clinical labora-
tory,” in Mass Spectrometry for the Clinical 
Laboratory (MSACL, 2017).

(15) R. Perestrelo, et al., Analytica Chimica Acta. 
1070, 1–28, (2019). https://doi.org/10.1016/j.
aca.2019.02.036

(16) Liquid-Liquid Extraction. https://chem.libre-
texts.org/@go/page/2024 (accessed April 
26, 2021.

(17) L. Silvestro and S. R. Savu, Bioanalysis 7, 17 
(2015). https://doi.org/10.4155/bio.15.144

(18) B. U. W. Lei and T. W. Prow, Biomed. Micro-
devices 21, 81 (2019).

(19) M. l J. Telepchak, T. F. August, and G. 
Chaney, Forensic and Clinical Applications 
of Solid-Phase Extraction (Humana Press, 
Totowa, New Jersey, 2004).

(20) S. T. Ellison, W. E. Brewer, and S. L. Morgan, J. 
Anal. Tox. 33, 356–365 (2009)

(21) M. Maciążek-Jurczyk, V. Bessonneau, J. 
Ings, L. Bragg, M. McMaster, M. R. Servos, 

B. Bojko, and J. Pawliszyn, Anal. Bioanal. 
Chem. 412, 4183–4194 (2020).

(22) P. E. Minkler, M. S. K. Stoll, S. T. Ingalls, S. 
Yang, J. Kerner, and C. L. Hoppel, Clin. 
Chem. 54, 1451–1462 (2008).

(23) B. K. Matuszewski, M. L. Constanzer, and C. 
M. Chavez-Eng, Anal. Chem. 75, 3019–3030 
(2003).

Michael W. Dong is a prin-
cipal of MWD Consulting, 
which provides training and 
consulting services in HPLC 
and UHPLC, method improve-

ment, pharmaceutical analysis, and drug 
quality. He was formerly a Senior Scientist 
at Genentech, a Research Fellow at Pur-
due Pharma, and a Senior Staff Scientist at 
Applied Biosystems/PerkinElmer. He holds 
a PhD in Analytical Chemistry from City 
University of New York. He has more than 
130 publications and a best-selling book in 
chromatography. He is an editorial advisory 
board member of LCGC North America 
and the Chinese American Chromatogra-
phy Association. Direct correspondence to:  
LCGCedit@mmhgroup.com.

ABOUT THE COLUMN EDITOR

Stephanie J Marin is a Senior 
Applications Chemist at Bio-
tage in Salt Lake City, UT. She 
received her PhD in chemistry 
from Arizona State University 

and has expertise in sample preparation, 
LC-MS, and the development and valida-
tion of clinical assays. She is the author of 
over 30 peer-reviewed publications and  
book chapters.

Jeremy Smith is an Applica-
tions Chemist supporting the 
Analytical Life Sciences mar-
kets at Biotage in Charlotte, 
NC. He holds a BS in Biology 
from the University of Kentucky. 

Jillian Neifeld is an applica-
tions chemist at Biotage in 
Fairfield, CA. She has a MS 
from Virginia Commonwealth  
University. 

Elena Gairloch is a Science 
Support Manager at Biotage 
in Bellefonte, PA. She has a 
BS in Chemistry and Biology 
from Lynchburg College and 

has worked in the HPLC/Sample Prep 
industry for over 30 years, innovating in 
the Separation Sciences.

ABOUT THE AUTHORS

mailto:lcgcedit@mmhgroup.com
https://www.hematology.org/education/patients/blood-basics#:~:text=It%20has%20four%20main%20components,to%20prevent%20excess%20blood%20loss
https://chem.libretexts.org/@go/page/86580
https://homogenizers.net/pages/ac-tissue-homogenization
https://www.acdlabs.com/download/app/physchem/logp_vs_logd.pdf
https://doi.org/10.1021/ci900209w
https://chemicalize.com/welcome
https://hmdb.ca/
https://doi.org/10.1016/j.aca.2019.02.036
https://chem.libretexts.org/@go/page/2024
https://doi.org/10.4155/bio.15.144


382 LCGC North America – AUGUST 2021

CATEGORY SPONSORED CONTENT

Industry Insights: Chromatography

Good Manufacturing Practices (GMPs) are the regulations used to ensure 
pharmaceutical quality. GMP is considered when designing, monitoring, 
implementing, and controlling pharmaceutical purification and manufac-
turing processes. The regulations are extremely important because failures 
in adhering to them can result in contaminated medicines and, ultimately, 
human harm. 

A GMP-controlled production process ensures high product quality 
and reduces the risk of harm toward consumers or the general public. 
The US Food and Drug Administration (FDA) is one of the world’s lead-
ing pharmaceuticals regulatory bodies, with the main regulatory stan-
dard for pharmaceutical quality being the Current Good Manufacturing  
Practices (CGMPs).

As suppliers of chromatographic systems for mRNA purification or 
continuous chromatography as well as systems for downstream processing 
in the biopharmaceutical industry, such as skids for lipid nanoparticle 
formulation, KNAUER is well-versed in GMP requirements. We provide 
a wide range of services to our customers to support them and to help 
ensure that their pharmaceutical purification and production processes 
adhere to GMP regulations. 

Support for Manufacturers in Reaching GMP Compliance
Pharmaceutical manufacturers have an important responsibility to 
implement GMP-compliant pharmaceutical production. KNAUER’s 
customers often come to us with requirements relating to their specific 
manufacturing process that are usually defined in their User Requirement 
Specifications (URS). The URS defines the product specifications as well 
as all other topics relating to GMP compliance, such as product safety,  
the correct training of personnel, and quality control.

KNAUER welcomes every opportunity to share our expertise and 
resources with our customers in the pharmaceutical industry. 

KNAUER’s GMP Services are based on our hardware and software 
solutions. Our services cover three key areas of GMP compliance:  

product safety, quality control, and personnel training. The remaining key 
element of GMP, risk management, is managed by our customers.

What does this mean in practice? Let’s look at KNAUER’s GMP services 
in closer detail: 

Product safety:  
• Documentation on product conformity 
• Documentation on the compliance of materials used for wetted parts

 ○ Care must be taken to ensure that potentially harmful substances 
are not introduced to liquid products during the production process. 
This covers liquids for use in clinical, cosmetic, or food applications. 
Therefore, any materials used to construct the liquid flow path that 
come into contact with the final product must meet certain criteria. 

 ○ According to our end user’s requirements, KNAUER can provide 
compliance with the order (EN 10204-2.1), certificates of compliance 
on the materials used for wetted parts, and further documentation 
from the supplier such as 2.1 certificates. 

Quality control: 
• Installation and operation qualification, performance verification 

 ○ Factory acceptance test (FAT) at the KNAUER facility
 ○ A FAT is a functional test performed upon completion of the 

manufacturing process to prove that the equipment has the 
same specification and functionality as indicated in the datasheet, 
specification, and purchase order. 

 ○ KNAUER is experienced in establishing such test procedures 
together with our customers before the delivery of our equipment. 

• A test carried out on reception of the equipment at your site (known as 
a site acceptance test [SAT]) 

Ensuring Your Pharmaceutical Processes are GMP Compliant

The regulation of product quality is an extremely important topic in the pharmaceutical industry. Pharmaceutical manufacturers 
must ensure that all products made for human consumption are produced to rigorously high standards, ensuring the formulation 
is consistent and free from any other, potentially harmful, compounds that could be introduced during the manufacturing process. 

https://www.knauer.net/


LCGC North America – AUGUST 2021 383

CATEGORYSPONSORED CONTENT

 ○ Here, a KNAUER technician visits your site to ensure that your new 
KNAUER system works to your utmost satisfaction. 

 ○ We can also integrate the system into our customer’s existing 
production environment when required. 

Personnel training: 
• Software training and product training 
• Service and maintenance training

Engineering Support at KNAUER is Always Available

At KNAUER, we love to work alongside our partners in biopharma to 
design the right system solution for their needs. In most instances our 
customers already know their process well and can provide us with the 
required specification for their desired system. 

KNAUER provides engineering services to develop the tools that match 
the needs and requirements of our end users.

KNAUER’s Impingement Jets Mixing Skid Technology—
From Pharmaceutical R&D to Manufacturing
KNAUER’s impingement mixing skids can be used in the production 
of liquid nanoparticles (LNP) for the encapsulation of an Active 
Pharmaceutical Ingredient (API). The number of parallel units, pumps, 
flow meters, jet mixers, and pipes used to construct a skid is dependent on 
the application for which it will be used for. All KNAUER skids are built into 
a stainless-steel frame that is suitable for the clean-in-place procedures 
required in pharmaceutical production environments. 

The Small Production Scale Unit Impingement Jets Mixing (IJM) skid 
contains two parallel mixing units, with each unit containing four pumps. 
Here, a concentrated solution of the API is first diluted into an aqueous 
phase and then mixed via jet mixing with the organic phase, which results 
in API encapsulation. The mixture is then quenched in a second mixer to 
stop further growth of LNPs.

The Large Production Scale Unit IJM skid can be configured with up to 
eight parallel mixing units depending on the customer requirements. Each 
unit consists of two pumps to deliver lipid and API streams, two flow meters 
for flow control, and one jet mixer. Depending on the configuration, the 
predilution of the API and quenching can be performed for the combined 
flow of all units in one process step that takes place outside of the IJM skid.   

https://www.knauer.net/
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Development and Validation of Novel 
Gas Chromatography (GC) and Thin Layer 
Chromatography (TLC) Densitometry Methods 
for the Quantification of Stigmasterol 3-O-β-
D-Glucopyranoside (S3G) in Balanites 
Aegyptiaca Extract: Application to 
Newly Formulated Balanites Capsules
Balanites aegyptiaca is a commonly used antihyperglycemic in Egyptian folk medicine. The objective of the present study is 
to develop two chromatographic methods for standardizing the Balanites extract by quantification of its main component,  
stigmasterol 3-O-β-D-glucopyranoside (S3G). The first method is gas chromatography (GC) where nitrogen was adopted as 
the carrier gas. The second method was thin layer chromatography (TLC) densitometry where chromatographic separation 
was established on aluminum plates using chloroform; methanol was used as the mobile phase followed by a densitometric 
measurement at 254 nm. Validation of the proposed methods was applied per International Council for Harmonization (ICH) 
guidelines. Both methods were adopted for quantification of S3G in Balanites capsules. The standard calibration curve was 
established for S3G in the concentration range of 10–130 μg/mL and 0.5–7.5 μg/mL for the GC and TLC methods, respectively.  
A good linearity with a correlation coefficient of 0.999 was obtained for both methods. Furthermore, the mean percentage recovery 
was found to be 99.46% for GC and 100.67% for TLC. Good precision was achieved, with relative standard deviation values <1%, 
and finally, the limits of detection and quantification were 2.51 and 7.59 μg/mL for GC and 0.13 and 0.40 μg/mL for TLC, respectively.

Sara A.A. Elbahrawy, Amira Abdel Motaal, and Ola M. Abdallah

Balanites aegyptiaca, known as the 
desert date, is a spiny evergreen 

tree, classified as a member of the 
Zygophyllaceae family (1). It has been 
cultivated in Egypt for more than 4000 
years, and produces a yellow, single-
seeded fruit that is edible but bitter. 
These fruits are commonly used to treat 
diabetes in Egyptian folk medicine,  
and herbalists in the Egyptian market 
sell the fruits as an antidiabetic drug 
(2–8). The saponin-rich fraction of Bala-
nites and its content of furostanol sapo-
nin derivatives have shown significant in 
vitro aldose reductase inhibitory activi-
ties (9). Several saponins were isolated 
from the mesocarp of the Balanites 
fruit (10). Therefore, stigmasterol 3-O-β-
D-glucopyranoside (S3G) as a steroid 
saponin isolated from Symplocos lanci-
folia is used to standardize the Balanites 
extract in the present study (Figure 1).

The objective of the present study 
is to develop simple, reliable, and vali-
dated analytical procedures for the 
quantification of S3G by applying gas 
chromatography (GC) and thin-layer 
chromatography (TLC). These meth-
ods could be used efficiently for rou-
tine quality control and for the analysis 
of Balanites extract both in pure form 
and in a pharmaceutical formulations. 
Both GC and TLC densitometric meth-
ods were adopted for the first time for 
quantification of S3G. The GC method 
was found to be rapid, with minimum 
sample preparation without the need of 
any derivatization steps. The TLC den-
sitometry method has the advantage of 
being relatively inexpensive compared 
to the GC method used in this study. 
The literature survey reveals that only 
spectroscopic analyses, including two-
dimensional nuclear magnetic resonance 

(2D-NMR) techniques and infrared (IR), 
were previously reported for character-
izing the mentioned saponin (10,11). 

Experimental
Instrumentation
An Agilent 7890A series GC apparatus 
(Agilent Technologies) connected with an 
autosampler was used in this experiment. 
The output signal was monitored and pro-
cessed using Chemstation software version 
B.04.03. An Agilent HP-5 (30 m length × 
0.32 mm i.d., 0.25-μm film thickness) col-
umn and flame ionization detector (FID) 
were used. A Camag TLC scanner with 
winCATS computer software was used in 
the densitometric method. The TLC plates 
were pre-coated with silica gel 60 F254 (20 × 
20 cm), and a Hamilton 100-µL microsyringe, 
an ultraviolet (UV) lamp with a short wave-
length of 254 nm, and a chromatographic 
tank (25 cm × 25 cm × 9 cm) were also used.



Follow us on social media for 
more updates on the field of 
chromatography industry

Join your colleagues in 
conversation and stay 
up-to-date on breaking 
news, research, and trends 
associated with the industry.

linkedin.com/company/lcgc

@lcgcmagazine

@LC_GC

LCGC LinkedIn Full page House ad 7.75x10.5.indd   1LCGC LinkedIn Full page House ad 7.75x10.5.indd   1 4/7/2020   3:20:38 PM4/7/2020   3:20:38 PM

http://www.chromatographyonline.com


386  LCGC NORTH AMERICA  VOLUME 39 NUMBER 8  AUGUST 2021 WWW.CHROMATOGRAPHYONLINE.COM

Materials and Reagents
Pure Samples 
Pure S3G was kindly supplied by the  
Pharmacognosy Department at Cairo Uni-
versity, and the S3G was previously isolated 
from Balanites aegyptiaca extract with 99.9% 
purity, assessed by a high performance liq-
uid chromatography (HPLC) method.

Extracts and Market Samples
A Balanites dry extract, in addition to 
the hard gelatin Balanites capsules  
(Batch No. Bal0009), were manufac-
tured by Atos for production of medici-
nal herbs. Each capsule was labeled to 
contain 400 mg of the Balanites extract  
(standardized to contain 8.63% of S3G).

Chemicals
For the GC method, chromatographic 
HPLC grade methanol and acetonitrile 
(Fischer Scientific) and analytical grade chlo-

roform (Honeywell) were purchased from 
the local market. An Agilent PTFE 0.45 μm 
syringe filter was also used.

For the TLC method, analytical grade 
methanol and ethanol (Adwic), chloroform 
(Honeywell), sulfuric acid (Sigma Aldrich), 
and vanillin powder (El-Nasr) were pur-
chased from local market.

A vanillin-sulfuric acid spraying reagent 
was prepared from 1% vanillin in ethanol 
(solution I) and 10% sulfuric acid in etha-
nol (solution II) (12). The plate was sprayed 
with 10 mL solution I, followed immedi-
ately by spraying it with 10 mL of solution II.  
After heating the plate at 110 °C for  
5–10 min under observation, it was evalu-
ated in visible light or daylight.

Standard Solution 
Stock standard solution of the drug (0.14 mg/
mL) was prepared by dissolving 14.0 mg of 
S3G in 100 mL 20% methanol in chloroform.

Gas Chromatographic  
Quantization of S3G
Chromatographic Conditions
The column oven was programmed as fol-
lows: The initial column oven temperature 
was 600 °C and increased to 2800 °C at the 
rate of 500 °C/min. The injector and detec-
tor temperature was kept at 2500 °C and  
3000 °C, respectively. Nitrogen was used as 
carrier gas at a flow rate of 3.35 mL/min and 
a split ratio at 1:10. The injection volume was 
2.0 μL. Methanol was used as the syringe 
cleaning solvent between injections.

Construction of Calibration Curve
Aliquots of stock solutions of the stan-
dard drug (1.0 mg/mL) equivalent to  
10.0–130.0 μg/mL of S3G were introduced 
into a series of 10-mL volumetric flasks.  
The volume was adjusted using 20% metha-
nol in chloroform, and 2 µL were injected in 
triplicate for each concentration then chro-
matographed under the specified chromato-
graphic conditions described previously. The 
calibration graph of S3G was obtained by 
plotting the peak area of each concentration 
against the corresponding concentration.

Application to the  
Pharmaceutical Dosage Form
The contents of 10 Balanites capsules were 
mixed well. Then, an aliquot of 593 mg was 
accurately weighed, dissolved in 100 m of 
methanol-chloroform mixture in a ratio of 
(20:80 by volume), and sonicated for 30 min, 
after which 1 mL from the stock solution was 
transferred into a 10 mL volumetric flask then 
the volume was adjusted with the same sol-
vent. The obtained solution was filtered via 
the syringe filter, and then injected following 
the specified chromatographic conditions 
previously described. Three replicate deter-
minations were then made; the correspond-
ing drug concentrations were calculated 
from the appropriate regression parameters.

The recovery of the procedure was 
assessed by applying the standard addi-
tion technique and the mean percentage  
recovery (±%RSD) was calculated.

Densitometry Quantization of S3G
Chromatographic Conditions
Analysis was performed on precoated 20 × 
20 cm TLC aluminum silica gel 60 F254 plates. 

TABLE I: Validation and regression parameters of the GC and TLC methods for the 
determination of S3G

TLC GC Parameters

0.5–7.5 10–130 Range (μg/mL)

0.13 2.51 LOD (μg/mL)

0.40 7.59 LOQ (μg/mL)

100.67 ± 0.95 99.46 ± 0.81 Accuracy (mean ± %RSD)

Precision:
Repeatability (%RSD)

Intermediate 
precision (%RSD)

1.23

1.32

0.85

0.72

Regression Parameters

Slope ± SD (Sx) 0.0061 ± 0.000048 Slope ± SD (Sx)

Intercept ± SD (Sy) 0.2151 ± 0.003 Intercept ± SD (Sy)

Correlation coefficient (r) 0.999 Correlation coefficient (r)
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FIGURE 1: Chemical structure of stigmasterol 3-O-β-D-glucopyranoside (stigmast-5, 
22-dien-3-O-β-D-glucopyranoside). 
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Samples were applied to the plates using a 
Hamilton micro syringe (100 µL). The plates 
were placed 2 cm apart from each other and 
2 cm apart from the bottom edge. The chro-
matographic tank was presaturated with the 
mobile phase for 15 min before developing 
by ascending chromatography using chloro-
form with methanol (50:50, by volume) as a 
mobile phase. The plates were then air-dried 
and sprayed with the vanillin-sulfuric spray-
ing reagent before being heated in the oven 
at 1100 °C for 5 min. Finally, once detected 
at 565 nm, all plates were scanned under the 
following conditions: 
• Silt dimensions: 6.0 × 0.3 µm
• Wavelength: 565 nm after spraying
• Scanning speed: 60 mm/s
• Data resolution: 100 nm/step
• Measurement mode: absorption
• Result output: chromatogram and  

integrated peak area.

Construction of Calibration Curve
Aliquots of drug stock solutions (1.0 mg/
mL) equivalent to 0.5–7.5 µg of S3G were 
introduced into a series of 10 mL volumet-
ric flasks and the volume was adjusted using 
acetonitrile. Then, 20 µL of each solution 
were applied to the TLC plates following 
the specified chromatographic conditions 
described previously. 

Calibration graph of S3G was constructed 
by plotting the peak area against the corre-
sponding drug concentration in µg/mL.

The Application to the
Pharmaceutical Dosage Form
The contents of 10 hard gelatin Balanites 
capsules were mixed well, and an aliquot of 
100 mg of the mixed sample was accurately 
weighed before being dissolved in 100 mL of 
20% methanol in chloroform; this stock solu-
tion was sonicated for 30 min. Next, 1 mL of 
the stock solution was transferred into a 25 mL 
volumetric flask and completed to volume 
with acetonitrile This solution was filtered 
via a syringe filter polytetrafluoroethylene 
(PTFE) 0.45 µm, and the obtained solution 
was analyzed following the specified chro-
matographic conditions described previously. 
Three replicate determinations were made for 
each sample. The corresponding drug con-
centrations were calculated from the appro-
priate regression model parameters.

The recovery of the procedure was 
assessed by applying the standard addi-
tion technique and the mean percentage 
recovery (±%RSD) of the added solution 
was calculated.

Results and Discussion
Method Development 
and Optimization
In the present study, a simple, rapid,  
and accurate GC method in addition to a 

sensitive and validated TLC method were 
developed for the determination of S3G.

The literature revealed that there is 
actually no validated GC or densitometric 
method concerning the estimation of S3G 
or any other quantification methods. Only a 
structure elucidation spectroscopic method 
has been reported.

The described methods in the study 
could be successfully applied for the 
analysis of S3G in crude plant sample and 

TABLE II: Robustness results for the determination of S3G by the proposed GC method

Parameters
Capacity 
Factor 
K `

Number of 
Theoretical 

Plates 
N

Resolution 
R

Tailing 
Factor 

T

Changing injector temperature:
248 °C

1.99 5046 4.63 0.96

250 °C 2.24 5057 4.96 0.93

252 °C 2.13 5050 4.22 0.91

Changing detector temperature:
298 °C

2.17 5067 4.99 0.98

300 °C 2.24 5057 4.96 0.93

302 °C 2.04 5060 4.87 0.92
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future commercial capsules containing  
Balanites extract. 

The proposed methods required minimal 
sample preparation and an uncomplicated 
mobile phase.

For the GC method, during the method 
development, different chromatographic 
parameters were optimized to obtain an 
acceptable peak shape and resolution 
between the peak of solvent and peak of 
drug with acceptable recoveries to satisfy the 
GC system suitability. 

By trying different flow rates (1–5 mL/min, 
at constant pressure) it was found that a flow 
rate less than 3 mL/min causes significant 
observed peak tailing and that more than  
4 mL/min leads to bad resolution between 

the peaks of the solvent and drug, so a flow 
rate of 3.35 mL/min was determined to be 
the best choice. 

The split ratio factor was also studied, and 
it was observed that a high split ratio leads to 
poor sensitivity, so variable ratios were tried. 
A 1:10 ratio was selected because it gave 
good sensitivity and acceptable peak shape. 

One of the most important studied factors 
in this research was the change in column 
oven heating rate because it was found that 
low heating rates lead to a peak tailing prob-
lem and higher rates (more than 500 °C/min) 
lead to bad resolution between the peaks 
of solvent and drug. After studying different 
heating rates, it was found that 500 °C/min 
was the best choice. 

Satisfactory selectivity, sensitivity, reso-
lution, and speed of chromatographic 
separations with stable baselines were only 
achieved on a HP-5 column (30 m length × 
0.32 mm i.d., 0.25 μm film thickness) using 
nitrogen as a carrier gas before follow-
ing the procedure mentioned previously. 
Applied analysis time was 3 min,as shown in  
Figures 2 and 3. 

For the TLC method, different mobile 
phases in different ratios were tried, 
namely hexane:ethyl acetate in a 83:17 
ratio, hexane:acetone in a 3:1 ratio (13,14), 
chloroform:ethanol in a 9.8:0.2 ratio (15), and 
chloroform:methanol in a 8:0.6 ratio (16).

The best peak shape of S3G was obtained 
upon using a mobile phase consisting of 
chloroform:methanol (50:50 by volume).

Different scanning wavelengths 
were tried, including 205, 254, 274, 365,  
and 565 nm. It was found that the most suit-
able detection wavelength for S3G was 565 
nm after spraying and the spots appeared at  
Rf 0.78 (Figure 4).

Method Validation
The developed method was validated 
according to the guidelines of the Interna-
tional Council for Harmonization (ICH) for 
validation of analytical procedures (17). 

Linearity and Range
Under the optimized conditions described 
previously, the analytical curve was obtained 
by plotting the peak area and the cor-
responding S3G concentrations over the 
range of 10–130 µg/mL for GC and 0.5–7.5 
µg/mL for TLC. It showed a significant linear 
relationship and yielded correlation coeffi-
cient, r, of 0.999; the regression parameters 
were computed and presented in Table I.

Limits of Detection (LOD) 
and Limits of Quantification (LOQ)
The limits of detection (LOD) and limits 
of quantification (LOQ) were determined 
based on the standard deviation of the 
response (σ) and the slope of the calibration 
curve (S) according to the ICH guidelines, as 
follows: LOD = 3.3 (σ/S) and LOQ = 10 (σ/S). 
The LOD and LOQ for GC and TLC were 
2.51 and 7.59 μg/mL for the GC method 
and 0.13 and 0.40 μg/mL for TLC method,  
respectively, as shown in Table I.

TABLE III: Application of a standard addition technique for the determination of S3G by the 
proposed GC method in balanites capsules

Preparation
S3G

Mean ± 
%RSD

Claimed Taken
(µg/mL)

Pure Added
( µg/mL)

Recovery 
(% of added)

Balanites capsules 99.43 ± 0.69

40 20 98.37

40 40 99.54

40 80 98.17

Mean ± %RSD 98.69 ± 0.75

TABLE IV: Application of standard addition technique for the determination of S3G by  
TLC method in balanites capsules

Preparation
S3G

Mean ± 
%RSD

Claimed Taken
(µg/mL)

Pure Added
(µg/mL)

Recovery 
(% of added)

Balanites capsules 99.95 ± 1.05

3 2 101.36

3 3 99.21

3 4 100.03

Mean ± %RSD 99.97 ± 0.63
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FIGURE 4: TLC densitometry chromatogram of a standard S3G at 565 nm.
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Accuracy and Precision
The accuracy and precision of the procedure 
was determined using three different con-
centrations of pure samples of the drug cov-
ering the specified range, each in triplicate, 
within one day for intraday analysis and three 
days for interday analysis.

To determine the intra- and inter-day 
precision of the method, S3G was assayed 
at three different concentrations: (20, 60, 
and 120 μg/mL) for GC and (1.5, 3.5, and  
6.5 μg/mL) for TLC, respectively. The experi-
ment was performed using nine replicates 
(n = 9) for intra-day and on three sepa-
rate days in triplicates (n = 9) for inter-day.  
The %RSD was taken as a measure of preci-
sion, and the accuracy of the method was 
expressed as R%. The results were summa-
rized in Table I.

Repeatability intraday precision of the 
proposed method for S3G was found to be 
reliable based on %RSD (<2%). 

Intermediate precision (interday precision) 
was demonstrated on three successive days 
by two analysts. The %RSD values were less 
than 2%, confirming that the method is suf-
ficiently precise, as shown in Table I.

Selectivity
The selectivity was assured by studying the 
possibility of interference of the inactive 
ingredients in Balanites capsules (placebo) 
with S3G standard by GC and TLC method. 
The obtained chromatograms of standard 
S3G and placebo did not show any peak 
interference which revealed high selectivity 
of the proposed method.

Robustness
For the GC method, it was evaluated by 
studying the effect of changing the injec-
tor and detector temperature by ±2 °C.  
It was found that these deliberate variations 
did not affect the system suitability param-
eters, confirming robustness of the method 
and the %RSD found to be <2%, which was 
also in favor of the developed GC method,  
as shown in Table II.

For the TLC method, it was evaluated by 
studying the influence of small variations in 
the mobile phase ratios (49:51 mL by volume) 
then observing Rf values upon introduction 
of these deliberate variations in chloroform 
and methanol volume.

It was found that these variations cause no 
significant difference in Rf values. Also, nei-
ther tailing of the separated bands or inter-
ference were observed, confirming robust-
ness of the method, and the %RSD was 
found to be 1.41 and 1.53 (<2%) which was 
also in favor of the developed TLC method.

Stability of Standard Solutions
The stability of the S3G solution in 80% chlo-
roform and 20% methanol was evaluated 
by analyzing two different solutions: One of 
them was kept at room temperature, and the 
other was kept in the refrigerator at 40 °C 
and compared against the freshly prepared 
standards. It was found that the drug solu-
tion was stable for one week at room tem-
perature and for two weeks in a refrigerator.

Application to 
Pharmaceutical Dosage Form
The proposed GC and TLC methods were 
applied for determining S3G in newly for-
mulated Balanites capsules. Three rep-
licate determinations were performed;  
the obtained results were in good agreement 
with the label claim, where no interference 
from excipients and additives was observed, 
as demonstrated in Tables III and IV.

The recovery of the procedure was 
assessed by applying standard addition 
technique and the mean percentage recov-
ery ±%RSD of pure added was shown in 
Tables III and IV.

Conclusion
A novel, simple, rapid and accurate GC 
method with minimum sample preparation 
and a wide linearity range, in addition to a 
newly developed, cost-effective densitomet-
ric method, were developed and validated 
for the estimation of S3G in extracts of  
Balanites aegyptiaca.

The newly proposed methods are appli-
cable for the determination of S3G in pure 
form and in pharmaceutical formulations.
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Headspace Solid-Phase Microextraction  
Coupled with Gas Chromatography– 
Mass Spectrometry (HS-SPME-GC–MS)  
for the Characterization of Cigar Leaves
Manufacturers and consumers are increasingly concerned about high-quality cigar products with clear  
geographical sources. To characterize the chemical profiles of different geographical origins of cigar leaf samples, 
headspace solid phase microextraction coupled with gas chromatography–mass spectrometry (HS-SPME-GC–MS) 
combined with a chemometrics method was used in this study. The chromatography and chemical composition of 
cigar leaf samples from 16 geographical origins were acquired and profiled. The chemical markers contributing to the 
differentiation of cigar leaf samples were observed and characterized by a supervised orthogonal projections to latent 
structures discriminant analysis (OPLS-DA) method of chemometrics. Eight chemical markers were tentatively identified 
to be used as specific chemical markers for the differentiation of geographical cigar leaf samples. HS-SPME-GC–MS 
method coupled with chemometrics analysis has potential to be used for discriminating different geographical origins 
for cigar leaf samples.

Hongfei Zhang, Juan Yang, Fengpeng Zhu, Cheng Luo, Yongqiang Pang, Beibei Zhu, Yanbo Luo, Xiangyu Li, Xingyi Jiang, and Dongliang Li

The tobacco plant (Nicotiana tabacum)  
is widely planted and consumed all over 

the world. By manipulating its leaves, differ-
ent products can be prepared for smoking 
or chewing. Today, cigars and rope tobacco 
(tobacco mincing and rolling) are popular.

The quality of smoke produced in the 
normal combustion process of cigars 
depends largely on the chemical com-
position of tobacco (1–3). The chemical 
composition of tobacco is affected by 
many factors, among which the origin 
of the tobacco is the most important. 
To obtain the best quality cigar tobacco, 
we must recognize the source of cigar 
tobacco. Cuba, Indonesia, Dominica, 
Brazil, Nicaragua, and China all have 
famous cigar leaf planting locations.

Nowadays, manufacturers and consumers 
are increasingly concerned about high-qual-
ity cigar products with clear geographical 
sources. Flavor is one of the important dis-
tinguishing feature of cigar quality and con-
sumer affection. The taste of a cigar is very 
complex, depending on the compounds it 
contains, such as ketones, esters, alcohols, 
nitrogen compounds, acids, aldehydes,  
and lactones. More than 1000 aromatic com-
pounds have been funded, covering a wide 
range of polarity and volatility (4–7).

Analytical techniques and separa-
tion techniques, such as high perfor-
mance liquid chromatography (HPLC) 
and matrix assisted laser desorption 
ionization time of flight mass spectrom-
etry (MALDI–TOF-MS), have been used 
to determine the geographic origin of  
food (8–10). This multifactor method 
requires chemometric analysis of the 
data provided by analytical instruments.

Headspace solid phase microextrac-
tion (HS-SPME) is particularly beneficial 
for volatile and “semi-volatile” substances 
because of the low chromatographic back-
ground. This method is especially suitable 
for the detection of volatile and flavor sub-
stances. Taking vegetable oil as an example,  
Yang and Peppard (11) introduced fla-
vor analysis of juice drinks and butter.  
SPME was used to analyze the varietal 
characteristics by using different types 
of fibers. There are many types of SPME 
fibers, which can be used to analyze many 
kinds of compounds. Among the existing 
SPME fibers, SPME fibers containing liquid 
and solid components have high sensitivity. 
The SPME program is simple to use, with 
a duration of less than 1 h without solvent 
extraction. This method is also cheaper 
and allows the feature of headspace analy-

sis, making it an optimized method for  
analyzing aroma in cigar leaves (12–14).

Traditional methods to separate 
aroma and flavor from tobacco, such as 
solvent extraction, adsorbent capture,  
simultaneous distillation extraction, or 
the combination of these methods, is 
labor-intensive because of the very low 
concentration of relevant compounds in 
a complex matrix, and often the sensitiv-
ity is not sufficient (15,16).

Vas and Vekey (17) recently published 
a comprehensive review on the subject of 
SPME. HS-SPME is particularly suitable for 
the analysis of tobacco leaf components 
because most of these compounds are vol-
atile and can be adsorbed by SPME fiber 
materials. Therefore, this technology has 
been used to analyze tobacco constituents 
many times. In most cases, these methods 
have been limited to substances such as 
organic acids like alkenylbenzene (18–22).

HS-SPME and gas chromatography 
(GC) are the most suitable techniques for 
determining the origins of tobacco leaves 
used for cigar-production. In this study, a 
quick and simple method of cigar leaf 
screening is introduced, and some of the 
cigar leaves are quantitatively analyzed by  
HS-SPME-GC–MS before principal compo-
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nent analysis (PCA) and orthogonal projec-
tions to latent structures discriminant analy-
sis (OPLS-DA) is used to analyze the aroma 
spectrum of 16 cigar leaves.

Materials and Methods
Reference Substances and Reagents
Phenylethyl acetate, which served as 
the internal standard, was obtained 
from Sigma–Aldrich. The chemicals and 
reagents used in analytical grade purity 
were obtained from Merck; ultrapure water 
was purified by a Milli-Q system.

Cigar Leaf Samples
For this study, 16 species of cigar leaf 
samples were collected from five coun-
tries. Packs of 16 different common 
cigar leaves were provided by the Sich-
uan tobacco company (Sichuan, China), 
the information of which is displayed 
in Table I. The 3R4F reference cigarette 
was purchased from the University of 
Kentucky. The cigar leaf samples were 
stored at −40 °C prior to analysis. 

Instruments and Accessories 
For GC–MS and HS-SPME
An Agilent gas chromatograph coupled 
to a mass selective detector (MSD) (7890-
5977B)was used for the GC–MS analysis.  
A multipurpose sampler called MPS2  
(Gerstel) for automatic performance of the 
HS-SPME measurements was also used. 

A DB-5MS capillary column (30 m × 
0.25 mm × 0.25 μm) from Agilent was 
used for the gas chromatographic 
analysis with helium as the carrier gas 
at a flow rate of 1.0 mL/min.

The SPME fibers tested in this 
work were 100 µm of polydimethyl-
siloxane (PDMS), 85 µm carboxen/
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with the 50 µm DVB/CAR/PDMS SPME fiber after basic sample preparation.
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polydimethylsiloxane (CAR/PDMS), 
65 µm polydimethylsi loxane/divi-
ny lbenzene (PDMS/DVB) ,  and 
50 µm divinylbenzene/carboxen/ 
polydimethyls i loxane (DVB/CAR/
PDMS). All SPME fibers were purchased  
from Supelco. 

The optimal analyses were per-
formed with the 50 µm DVB/CAR/
PDMS f iber.  Al l  GC–MS analy-
s is  were performed using the 
enhanced ChemStation G1701 DA,  
version F.01.01.2317 software from 
Agilent Technologies.

Sample Preparation For Qualitative 
Screening Method and HS-SPME
In the optimized qualitative screening 
method, each cigar sample was analyzed 
under three different conditions. An 0.1 g 
sample of the cigar leaf was placed in a 
22 mL headspace vial. Then, 50 µL of the 
phenylethyl acetate methanol solvent with 
a concentration of 100 µg/mL was added 
as the internal standard. Then, the 22 mL 
headspace vials were tightly closed and 
placed into the vial rack of the sampler. 
The samples were extracted for 40 min at 
80 °C and desorpted at 280 °C for 3 min. 

Gas Chromatography–
Mass Spectrometry (GC–MS)
Using helium as the carrier gas, the 
flow rate was 1.0 mL/min, and the 
injection mode was splitless at 280 °C.  
The optimized method was as follows: 
2 min at 60 °C, then the temperature 
was increased 10 °C/min up to 280 °C,  
and then it remained for 10 min at 280 °C. 
The temperature of quadrupole and the ion 
source were 150 °C and 230 °C, respectively. 
Analytes were detected in scan mode from 
m/z = 31 to 550. Peak recognition in scan-
ning mode was performed using the soft-
ware MS Spectral Library NIST17 (National 
Institute of Standards and Technology).

Qualitative and 
Quantitative Analyses
By comparing the retention time and 
mass spectra of the samples with the mass 
spectra present in the National Institute of 
Standards and Technology (NIST) MS 17 
spectral database, the compounds were 
qualitative. Quantitative analysis was car-
ried out by the internal standard method.

Statistical Analyses
All data of the peaks were exported into the 
Simca software (v. 13.0) for OPLS-DA analy-
sis. One-way analysis of variance (ANOVA) 
was used to analyze the significant dif-
ference of markers in different samples.  
The differences were considered statisti-
cally significant with the analysis of vari-
ance, P ≤ 0.05, maximum folding change 
≥2, and the valuable importance in the 
projection (VIP) value was >1 as the  
limiting conditions.
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Results
HS-SPME-GC–MS Optimization
Volatiles present in cigar leaves were 
extracted using a 50 µm DVB/CAR/PDMS 
fiber at 80 °C for 40 min. For this study,  
95 compounds that were identified and 
quantified are presented. Because of the 
different structure, polarity, and volatility of 
the target compounds, a medium polar-
ity fiber material was needed. Four fibers 
(PDMS, PDMS/DVB, CAR/PDMS, DVB/
CAR/PDMS) were compared for extract-
ing volatile compounds. The experiment 
was performed using a China cigar leaf 
that contained the volatile compounds of 
esters, acids, and alcohols (23–25). The per-
formance of each fiber was compared by 
the number of compounds identified and 
the response area, in which a group of 50 
volatile compounds were considered (25 
esters, 14 terpenes, 5 alcohols, and 6 acids).

Compared with other fibers, the 
extraction rate of DVB/CAR/PDMS 
and PDMS/DVB coatings is higher 
for volatiles. The results of the DVB/
CAR/PDMS fibers were significantly 
different from the other three fibers,  
and showed that the total area of 
esters, alcohols, and acids was the 
highest, and that more volatile 
compounds (95) were detected in 
these functional groups. In addition,  
the repeatability of DVB/CAR/PDMS 
was less than 14%. The extraction effi-
ciency of benzyl alcohol, pyridine, and 
benzaldehyde was slightly better than 
that of PDMS/DVB fiber, as shown in 
Table II. This is the most commonly 
used fiber in the literature (26–29).

Although DVB/CAR/PDMS and 
PDMS/DVB are bipolar fibers covered 
with porous solid coating, which indi-
cates that the extraction of analytes is 
carried out by adsorption, the qualita-
tive and quantitative behavior of PDMS/
DVB fiber is worse than that of DVB/
CAR/PDMS, and 63 compounds are 
detected. The extraction efficiency of 
the PDMS/DVB fiber for neophytadi-
ene, one of the most important com-
pounds in cigar leaves, is also very low.  
This choice could be confirmed by com-
paring the peak areas of alkaline, neu-
tral, and acidic compounds in SIM mode.

Nonpolar-coating PDMS fibers could 
only identify 39 volatile compounds.  
However, the peak area of these compounds 
was low, which indicates that PDMS fibers 
are not suitable for quantitative analysis. The 
combination of DVB and CAR increases the 
porosity distribution and polarity of the fiber 
while improving the retention rate of analyte 
on the fiber compared with the coating only 
composed of PDMS.

The extraction efficiency of DVB/CAR/
PDMS fiber for volatile components 
from cigar leaves were the highest, and 
the repeatability was better (RSD 10%).  
Previous studies indicated that the DVB/CAR/
PDMS fiber is the most suitable because of 
its extraction ability for compounds (molecu-
lar weight 40–275) (30–34). As an example, 
the total ion chromatograms obtained after 
basic preparation are shown in Figure 1.

OPLS-DA Analysis 
All results of 16 cigar leaf samples 
were exported into the Simca software 
(v 13.0) for OPLS-DA analysis. Outliers 
and classification trends of 16 cigar 
leaf samples were observed in the 
OPLS-DA results (Figure 2). The score 

plot obtained by OPLS-DA showed that 
there was a clear distinguish between 
the S1 and S2 groups and the S3 to S16 
group, indicating that the cigar leaf 
sample from China Sichuan was very 
different from other samples in Indo-
nesia, Dominica, Brazil, and Nicaragua. 
Cigar leaf samples from China Sichuan 
(S1 and S2 groups) clustered together 
and separated from other samples in 
Indonesia, Dominica, Brazil, and Nica-
ragua (Figure 3). R2X of the OPLS-DA 
model (0.554) showed that the model 
had good adaptability and predict-
ability. S1 and S2 samples from China 
Sichuan province clustered together 
respectively, which shows that there are 
significant differences between domes-
tic and foreign samples; the separation 
between S3–S10, S11 and S12, S13–S15, 
and S16 indicated that samples in Indo-
nesia, Dominica, Brazil, and Nicaragua 
also had significant differences.

Identification of Chemical Markers
Based on the retention behavior and 
mass distribution, potential chemical 
markers in cigar leaves from differ-

TABLE I: Different geographical origins information of 16 test samples

Number Origin Grade Year Kind

S1 Sichuan of China Dexue No. 3 2017 Filler

S2 Sichuan of China GW3 2010 Filler

S3 Indonesia J/F/G Pol 2009 Filler

S4 Indonesia CTI DK/VF 2010 Filler

S5 Indonesia CTI DK/DM F 2009 Filler

S6 Indonesia J/F/G BIR 2010 Filler

S7 Indonesia J/B/G M1 2010 Binder

S8 Indonesia J/W/GMM1&M1 2011 Wrapper

S9 Indonesia HH1/A/MT1/Y 2013 Binder

S10 Indonesia E/HH2/MM1 S 2013 Wrapper

S11 Brazil
mata fina Binder 

pfs sound
2016 Binder

S12 Brazil YA 15Frogstrips 2016 Filler

S13 Dominica Piloto Cubano Viso 16A 2015 Filler

S14 Dominica San Vicent Capote 15 2015 Binder

S15 Dominica
E-Madoro NSV 

Capa 18+
2015 Wrapper

S16 Nicaragua
Jamastran habano 

SECO 16-UP
2015 Binder
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ent geographical origins were iden-
tified. First, the OPLS-DA model was 
constructed from the Simca software 
because potential biomarkers of 
interest can be extracted from load-
ing plots and VIP plots of that model.

In addition, with the analysis of 
variance of P ≤ 0.05, maximum fold-
ing change of ≥2, and the VIP value >1 
as the limiting conditions, the com-
pounds with significant changes were 
screened out to reduce the “false dis-
covery rate (FDR)”.

According to the condition detailed 
above, eight chemical  markers 
(1-hexanol, 2-ethyl-; megastigmatri-
enone; 2-pyrrolidinone, 1-methyl-; 
3-hexene, 3-methyl-, (Z)-; ethanone,1- 
(3,4,5-trimethoxyphenyl)-; 1-hexene-
3,5-dione; cyclopropane, 1-methyl-
2-pentyl-;  and 1H-naphtho[2,1-b]
pyran, 4a,5,6,6a,7,8,9; short named 
H1–H8) in cigar leafs from different 
origins were identified (Table III). 

Six repeated QC samples were ana-
lyzed to evaluate the repeatability of 

SPME-GC–MS. The relative standard 
deviations of peak areas and retention 
time were 2.3–5.7 and 0–0.14%, respec-
tively. Quality control (QC) samples were 
kept in the automatic sampler for 5, 10, 
20, and 40 h to evaluate the stability 
of the instrument. The relative error of 
peak area is less than 10.5%, which has 
good repeatability and stability.

To more clearly describe the differ-
ences of chemical markers in samples 
from different geographical origins, 
the relative intensity of chemical mark-
ers are shown in Table III and Figure 4. 
The max fold changes of H1–H8 were 
8.99, 8.64, 5.63, 3.64, 3.38, 3.13, 2.34, 
and 2.25, respectively. The results of 
Figure 4 and Table II showed that 
the content of H1 in the 16 samples 
had the biggest difference, and the 
content of H1 in S1 was the highest, 
which was about 45.08 more times 
than S10; the content of H5 in S1 and 
S2 were similar, which was higher than 
other 14 samples; and the content of 
H2 and H3 in all samples were similar. 

The content of H6 in S16 was the high-
est; the content of S2 and S13 were 
higher than S1, S3–S12, S14, and S15.  
The content of H7 in S1 and S2 was 
similar, which was higher than the 
other 14 samples.

Discussion
Manufacturers and consumers are 
increasingly focused on high-qual-
ity cigar products with well-defined 
geographical origins. Therefore, the 
research of the source of cigar leaves 
is an important subject. Flavor is one 
of the important indicators of cigar 
quality and consumer acceptance. 
In this study, 16 cigar leaf samples 
were collected from five countries. 
Eight representative chemical markers 
related to the differences were made 
on 16 cigar leaf samples. The con-
tents of H1 and H5 were the highest 
in S1 and S2. The results showed that 
H1 and H5 could be used as spe-
cific chemical markers of S1 and S2;  
H3 could be used as specific chemi-
cal markers of S16; H4 and H6 could 
be used as specific chemical markers 
of S6–S8; and H8 could be used as a 
unique chemical marker of S13.

The OPLS-DA results of different 
samples showed that the cigar leaf 
from the Sichuan provinces in China 
were different from the foreign sam-
ples, indicating that the China samples 
from the Sichuan province had some 
similarity. The samples from Indonesia, 
Dominica, Brazil, and Nicaragua were 
also clustered together, respectively. 

Cigar leaves contain a variety of 
alcohols, terpenes, ketones, esters, 
acids, aldehydes. 1-hexanol 2-ethyl-
(H1) contains a slight floral fragrance, 
which increases the floral scent when 
smoking cigars.

Megastigmatrienone (H2) is a key 
flavor compound in tobacco. As the 
most abundant substance in neutral 
aroma components, megastigmatri-
enone was found and its chemical 
structure was identified. Scientists 
also found that burley tobacco con-
centrate contains nearly 10% of the 
megastigmatrienone chemicals, and 

TABLE II: The extraction efficiency (compound area) of four fibers

Compound PDMS PDMS/DVB CAR/PDMS
DVB/CAR/

PDMS

Benzyl alcohol area 23,182 18,536 16,724 38,684

Pyridine area 248,213 129,250 195,841 313,268

Benzaldehyde area 14,702 32,521 40,340 43,860

TABLE III: Identification of chemical markers useful to discriminate cigar samples belonging 
to different geographical origins

Var ID 
(Primary)

No. Compound VIP
Fold 

Change
P-value

Standard 
Deviation 

8 H1 1-Hexanol, 2-ethyl- 4.08 8.65 0.000005 1.43

47 H2 Megastigmatrienone 2.98 3.13 0.006794 0.80

9 H3 2-Pyrrolidinone, 1-methyl- 2.67 2.25 0.018283 0.83

64 H4 3-Hexene, 3-methyl-, (Z)- 2.50 8.99 0.000004 0.58

59 H5
Ethanone, 1-(3,4,5-tri-

methoxyphenyl)-
2.19 5.63 0.000002 0.50

54 H6 1-Hexene-3,5-dione 2.00 2.35 0.010523 0.39

63 H7
Cyclopropane, 

1-methyl-2-pentyl-
1.34 3.38 0.000614 0.41

74 H8
1H-Naphtho[2,1-b]

pyran, 4a,5,6,6a,7,8,9,
1.20 3.65 0.025816 0.28
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it exists more or less in flue-cured 
tobacco. It is a degradation product 
of carotenoids and formed by the 
degradation of lutein, which has a 
very important contribution to the 
aroma of tobacco leaves.

The 16 cigar leaf samples from 
different geographical origins were 
identified by HS-SPME-GC–MS and 
chemometrics. These chemical mark-
ers with significant aroma can be 
used to discriminate the geographi-
cal origin of cigar leaf samples.  
Chemometrics technology has poten-
tial application prospects in the 
discovery and quality evaluation of 
flavor components in different geo-
graphical environment, which helps 
us to find natural substitutes for geo-
graphical origins more quickly.

Conclusion
Classification and differentiation of 
cigar leaves according to their pro-
ducing areas is an important basis 
to ensure the quality of tobacco 
leaves. The chemical constituents of 
cigar leaves from different areas were 
characterized by HS-SPME-GC–MS. 
HS-SPME combined with GC–MS is a 
fast, simple and solvent-free method.  
The chromatographic results of adsorp-
tion with PDMS, PDMS/DVB, DVB/
CAR/PDMS, and CAR/PDMS coated 
fibers showed that DVB/CAR/PDMS 
was the best one for analyzing alco-
hols, esters and acids in cigar leaves.

The OPLS-DA method was used 
to distinguish the cigar leaf samples 
from different geographical origins. 
The marker compounds used to dif-
ferentiate cigar leaves were discov-
ered. There were eight chemical 
markers that were preliminarily iden-
tified and semi-quantitated in cigar 
leaf samples from several countries. 
The chemical markers results showed 
that there were significant differ-
ences between different regions. 
These chemical markers can be used 
to distinguish the origin of samples 
from different countries. The results 
show that chemometrics technology 
may be used to find aroma compo-

nents related to complex compo-
nents and different geographical 
environments of cigar leaves, which 
will help us find natural substances 
for geographical sources quicker.
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Comprehensive Analysis of C2–C8 PFAS 
Using a Novel LC Column
 Restek Corporation

Alternative and Replacement
PFAS Subgroup

Time (min)

Ultrashort (C2, C3)-, Short-, and
Long-Chain PFAS Subgroup

-0.00 0.50 1.00 1.50 2.00 2.50 3.00 3.50 4.00 4.50 5.00

-0.00 0.50 1.00 1.50 2.00 2.50 3.00 3.50 4.00 4.50 5.00

1

2

10

8

(C8)
3 (C6)

4

(C4)
5

(C3)
6

(C8)
9

(C2)
7

(C6)
11

(C4)
12

(C3)
13

(C2)
14

Peaks tR (min) Conc. (ng/L) Precursor Ion Product Ion

2
-

anonane-1-sulfonate (9Cl-PF3ONS)
1.34 400 530.78 350.85

3 1.38 400 498.84 79.97

4 1.49 400 398.9 79.97

5 1.64 400 298.97 79.97

6 1.73 400 248.97 79.98

7 1.86 400 198.98 79.92

8
(HFPO-DA)

2.06 400 284.97 168.92

9 2.11 400 412.9 368.91

10
-

ononanoate (ADONA)
2.15 400 376.9 250.93

11 2.36 400 312.97 268.9

12 2.76 400 212.97 168.97

13 3.06 400 163.03 119.01

14 3.77 400 113.03 69.01

Column Raptor Polar X (cat.# 9311A52) Detector MS/MS

Dimensions: 50 mm x 2.1 mm ID Ion Mode: ESI-

Particle Size: 2.7 µm Mode: MRM

Temp.: 40 °C

Instrument UHPLC

Sample

Diluent: 50:50 Water:methanol

Conc.: 400 ng/L

Inj. Vol.: 10 µL

Mobile Phase

A:
Water, 10 mM ammonium formate, 

0.05% formic acid

B:
60:40 Acetonitrile:methanol, 0.05% 

formic acid

Time (min) Flow (mL/min) % A % B

0.00 0.5 15 85

8.00 0.5 15 85

Figure 1: Chromatogram of a 400 ng/L standard 

While not currently regulated, ultrashort-chain (C2–C3) per- 
and polyfluoroalkyl substances (PFAS) are of great interest.  
Current testing methodologies using reversed-phase liquid chroma-
tography (LC) columns cannot be used because of a lack of reten-
tion, so either a separate method or a different column is required.

A unique, hybrid ion-exchange/HILIC column (Raptor Polar 
X) was used to develop a comprehensive LC–MS/MS method 
for the analysis of ultrashort-chain through long-chain,  
and alternative PFAS in water sources (tap, river, groundwater, 
and sewage effluent). The Raptor Polar X‘s multimode retention 
mechanisms allow for retention with a single isocratic run. 

Experimental
Chromatographic conditions are reported in Figure 1.

To avoid introducing background contamination, polypropylene 
vials and caps were used during sample preparation.

Each water sample of 250 μL was mixed with 250 μL of 
methanol and 5 μL of internal standard solution (10 ng/

mL of 13C2-PFHxA, 13C2-PFOA, 13C3-PFBS, 13C4-PFOS  
in methanol).

Calibration standards were prepared by using deionized 
water and fortified with 14 analytes (see Figure 1) at a range of 
10–800 ng/L. The calibration standard solutions were diluted 
1:1 as above.

A Restek tap water sample, along with three water samples 
(river, ground, and sewage effluent) supplied by the United States 
Environmental Protection Agency were fortified at 40 and 160 ppt. 
Blank and fortified water samples were diluted 1:1 in methanol 
as above for chromatographic analysis. For TFA measurement in 
groundwater, the sample was diluted fivefold with deionized water 
before fortification due to its high TFA concentration.

Results and Discussion
All analytes were eluted in 4 min with good peak shapes  
(Figure 1). The overall analytical cycle time was 8 min to ensure no 
matrix-related interferences.

https://www.restek.com
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Method linearity from 20–800 ppt for trifluoroacetic 
acid (TFA) and 10–800 ppt for all other analytes provided  
r2 values >0.996 and deviations <20% using a 1/x weighted  
quadratic regression.

Samples were fortified at the low and high concentrations of 
their calibration ranges and run in duplicate for each analytical 
batch. A total of three batches were measured on different 
days. Concentrations of fortified samples were adjusted to 
account for any observed background contamination in 
sample blanks. Results are presented in Table I.

Conclusions
These results demonstrate that switching to a mixed-mode LC 
column provides the capability to analyze currently monitored 

and emerging PFAS contaminants in a single, short, isocratic 
run, preparing laboratories for the future of PFAS testing.

Restek Corporation
110 Benner Circle, Bellefonte, PA 16823

Tel. 1 (814) 353-1300
Website: www.restek.com

Table I: Method accuracy and precision

Average %Accuracy (%RSD)

Matrices Tap Water River Water Groundwater** POTW Water
Deionized 

Watter

Conc. (ng/L) 40 160 40 160 40 160 40 160 10* (LLOQ)

TFA
106

(16.9)
97.9

(7.10)
97.4

(10.8)
97.6

(6.12)
97.5

(14.5)
103

(8.87)
102

(17.1)
96.4

(7.33)
107

(3.55)

PFPrA
95.1

(4.08)
105

(3.48)
94.5

(6.85)
104

(2.36)
103

(9.37)
105

(8.34)
91.8

(4.90)
104

(7.09)
109

(1.61)

PFBA
106

(6.80)
117

(3.18)
105

(7.40)
114

(4.91)
111

(2.48)
120

(3.27)
106

(6.58)
114

(4.85)
104

(4.91)

PFHxA
93.3

(7.41)
111

(2.61)
91.8

(11.34)
103

(4.55)
102

(6.62)
109

(7.11)
103

(8.37)
108

(3.13)
115

(1.64)

PFOA
100

(4.24)
107

(3.14)
103

(6.71)
105

(2.64)
92.6

(3.85)
107

(3.09)
102

(4.57)
109

(3.64)
106

(3.28)

HFPO-DA
95.7

(11.9)
108

(9.05)
86.6

(8.97)
104

(5.45)
94.1

(18.6)
105

(9.35)
95.2

(8.49)
106

(9.23)
102

(16.8)

ADONA
106

(3.75)
116

(2.38)
100

(6.86)
110

(4.59)
104

(4.91)
113

(5.23)
111

(5.26)
115

(2.65)
105

(4.76)

PEEtS
94.8

(9.68)
110

(5.39)
89.4

(7.43)
102

(9.76)
96.5

(4.09)
108

(6.11)
104

(8.18)
109

(5.23)
99.8

(9.85)

PFPrS
104

(4.97)
115

(4.19)
95.0

(3.87)
107

(4.26)
106

(10.6)
114

(3.36)
111

(4.88)
114

(2.96)
108

(3.28)

PFBS
97.4

(10.1)
113

(3.97)
93.6

(5.24)
104

(4.19)
97.8

(4.47)
107

(4.23)
94.1

(10.7)
108

(4.48)
100

(11.0)

PFHxS
99.4

(15.7)
114

(3.56)
94.3

(9.79)
104

(5.28)
95.2

(5.63)
112

(3.20)
104

(8.19)
111

(4.07)
107

(11.7)

PFOS
104

(7.54)
107

(7.69)
103

(8.43)
105

(7.23)
97.3

(14.9)
110

(4.84)
109

(7.47)
108

(7.53)
102

(4.20)

9Cl-PF3ONS
98.7

(3.52)
105

(8.35)
91.8

(7.66)
103

(5.68)
94.7

(9.83)
105

(8.90)
105

(6.76)
107

(8.27)
107

(4.31)

11Cl-
PF3OUdS

106
(10.1)

113
(3.54)

95.0
(3.52)

113
(8.15)

107
(6.61)

112
(4.54)

119
(4.25)

120
(9.10)

98.2
(11.3)

*20 ng/L LLOQ for TFA
**Groundwater was diluted fivefold for TFA only

https://www.restek.com
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The past year has been a remarkable ride 
for the oil and gas industry, and for the 

entire energy sector in general. Extreme vol-
atility in commodity pricing, an oil contango, 
and an apparent paradigm shift away from 
fossil fuel-powered vehicles has all been 

“par for the course” in the past 12 months.  
Fortunately, the petroleum industry appears 
to be making significant strides to improve 
the environmental stewardship and opera-
tional efficiency of energy production by 
implementing new technologies and capi-
talizing on previously wasted resources like 
produced water and flare gas. Nonetheless, 
many questions still remain about the man-
agement of aging or abandoned infrastruc-
ture, specifically, “How can we monitor the 
environmental impacts of these neglected 
sites, and will these impacted sites grow 
in magnitude over time?” To answer this 
question, we must first understand what is 
required to perform such analyses.

In many cases, a relatively straightforward 
analysis of the environment can provide suf-
ficient insight into the extent of environmen-
tal damage from a specific source (1). In the 
case of alleged groundwater contamination, 
using ion chromatography and inductively 
coupled plasma–mass spectrometry (ICP-
MS), we can characterize various brine ele-
ments (chloride and bromide) and pertinent 
metal ions species, respectively, to better 
under the extent of fluid migration from 
flowback and produced water. Concurrently, 
gas and liquid chromatography–mass spec-
trometry (GC–MS and LC–MS) can be uti-
lized to characterize the presence of volatile 
and semi-volatile organic compounds, which 
collectively can be representative of chemi-
cal additives used in the energy production 
process (that is, hydraulic fracturing) and be 
a reflection of other natural gas constituents 
(C1-C5 hydrocarbon gases) being present. 

In the event that natural gas is present, as 
may be evidenced by a strong sulfur-bearing 
aroma or water effervescence, the charac-
terization of methane, ethane, and propane, 
and their respective carbon isotopes, can 
provide insight into the origin of the rogue 
gas and help differentiate between naturally 
occurring biogenic (microbial) gas and ther-
mogenic gas that may have made its way 
into the water via anthropogenic activities.

In numerous cases, we have seen that the 
isotopic signature of the rogue natural gas 
in a water source is a match with the equiva-
lent signature collected from a nearby pro-
duction well. Case closed, right? Not exactly.  
In some instances, there may also be a natu-
rally occurring source of shallow gas that is 
not economically viable to extract, and that 
has a comparable isotopic signature to the 
two other thermogenic gases. In situations 
like these, higher-resolution analytical tools 
are required to parse out the differences.  
For example, the relatively recent emergence 
of noble gas and noble gas isotopic analyses 
has allowed investigators the opportunity to 
better perform point source attribution, and 
simultaneously characterize the migration 
pathway from the contamination source to 
the contamination site (2,3). Because noble 
gases are chemically inert and are not sub-
ject to oxidation and microbial degradation, 
they are ideal tracer elements that can be 
used to better understand subsurface fluid 
and gas migration. Using the aforemen-
tioned case with three matching methane 
isotope signatures, the characterization of 
noble gas analytes allowed us to differenti-
ate water wells that had been inadvertently 
drilled directly into the intermediate gas layer 
from those that has been impacted by the 
activities of a nearby production well (4).

Unconventional oil and gas extraction is 
a multi-faceted landscape. From assessment 

of air, soil, and water quality to oilfield waste-
water treatment and re-use, there are many 
places where both routine and advanced 
chemical analysis can provide insight.  
We will continue to be faced with situations 
where environmental forensics and point 
source attribution are needed to understand 
the cause of various contamination events.  
Even if fossil fuel extraction declines signifi-
cantly over the next 20 years, we will still be 
left with the need to ensure abandoned well 
sites are properly closed and pose no threat 
to the environment. We have the technology 
and the know-how, but of course, there are 
still real limits in the research that can be per-
formed with limited to no investment in such 
studies from traditional funding agencies.
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