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We Simplify Science

EDGE™
 

Extraction system for potency, 

pesticides, terpenes, & mycotoxins

cem.com/EDGE

MARS™ 6 

Microwave digestion system 

for heavy metals

cem.com/MARS6

Sample prep 
made simple.
For LC, GC, MS, 

& ICP analysis.

For over 40 years, CEM has been a trusted 

source for analytical sample prep systems.

Our passion is to develop systems that are 

simple to use, cost effective to operate, and 

include industry leading technical support; for 

those times when you need it.

http://cem.com/EDGE
http://cem.com/MARS6
http://cem.com/in/


Order consumables and accessories on-line at http://store.shimadzu.com
Shimadzu Scientific Instruments Inc., 7102 Riverwood Dr., Columbia, MD 21046, USA

Complete Turnkey HPLC Analyzer for Quantitative 
Determination of Cannabinoid Content
Shimadzu’s Cannabis Analyzer for Potency is the 

comprehensive solution for cannabinoids analysis. Integrating 

instrument hardware, three proven HPLC methods, certified 

standards and all supplies, this package is designed for 

accurate results with minimal effort. A 3-year warranty and 

preventative maintenance plan ensures trouble-free use and 

maximum up-time.

X Ready for use after one day of installation and testing

X No time-consuming method development required

X Simplified workflow with dedicated user interface

Learn more about Shimadzu’s Cannabis Analyzer. 
Visit us online at www.GrowYourLab.com 

In addition to the Cannabis 
Analyzer for Potency, 
Shimadzu offers cannabis lab 
testing solutions for:
X Terpene profiling

X Pesticide screening

X Residual solvents

X Heavy metals

X Moisture content

X Mycotoxins analysis

www.GrowYourLab.com
https://www.ssi.shimadzu.com/
https://www.ssi.shimadzu.com/industry/cannabis-testing-solutions.html
https://store.shimadzu.com/
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 Residual solvents

 Pesticides

 Terpenes

 Heavy metals

 Other contaminants

 Custom mixtures

Dr.  Ehrenstorfer manufactures the cannabis purity standards you 
need to meet your regulatory requirements.  

Dr. Ehrenstorfer offers over a thousand reference standards for 
residue analyses that are produced in accordance with ISO 17034 
requirements.  

Email: lgcusa@lgcgroup.com       lgcstandards.com

LGC Quality | ISO 9001 | ISO/IEC 17025 | ISO 17034

The right choice today, and tomorrow

C A N N A B I S  R E F E R E N C E  M AT E R I A L S
Meets State Specific and Canadian Requirements

mailto:lgcusa@lgcgroup.com
http://lgcstandards.com
https://www.lgcstandards.com/
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HOMOGENIZER &

CELL LYSER

ANALYTICAL STANDARDS FOR MEDICINAL

AND RECREATIONAL CANNABIS TESTING

CRYOGENIC

MILL

How are you preparing your

cannabis samples for testing?

The 2010 Geno/Grinder® is a high 

throughput homogenizer that 

prepares plant tissue samples for 

THC extraction, pesticide residue 

extraction, DNA/RNA extraction, 

protein extraction, and QuEChERS. 

Its adjustable clamp can hold up to 

16 centrifuge tubes and it can be 

used with any brand of pesticide or 

DNA extraction kit.

SPEX CertiPrep introduces our NEWEST Certified Reference 

Materials to our CannStandards™ product line.

CANNABIS TERPENE KITS

Terpenes in cannabis are a useful marker for 

identifying strains as well as flavor profiles. 

They may have a relationship with the 

cannabinoids through the “entourage effect” 

where the terpene and cannabinoid interact in 

modulating the overall effect of the cannabis.

CAN-TERP-KIT: Terpenes at 100 μg/mL in 

Methanol (42 components) or  CAN-TERP-

KIT-H: Terpenes 1,000 μg/mL in Methanol (42 

components)

CANADIAN CANNABIS PESTICIDE KIT

Our kit contains the 94 compounds that are required to be 

tested based on regulations set by the Government of Canada. 

This requirement for mandatory testing for the presence of 

unauthorized pesticides will help ensure that Canadians can 

continue to have confidence in obtaining safe, quality-controlled 

medicinal and recreational cannabis from licensed producers.

CAN-CAN-KIT: Canadian Cannabis Pesticide Kit at 100 μg/mL in 

LC/MS Acetonitrile.

For more details visit spexcertiprep.com/products/cannabis.

The 6875D Freezer/Mill® is 

a powerful, programmable 

cryogenic mill that grinds cannabis 

plant tissue and edible products. It 

is the most efficient way to prepare 

tough samples for THC extraction, 

pesticide residue extraction, 

DNA/RNA extraction, and protein 

extraction.

SPEXSAMPLEPREP.COM�Ş�LEARNMORE@SPEX.COM SPEXCERTIPREP.COM�Ş�CRMSALES@SPEX.COM

For more details visit spexsampleprep.com/cannabis.

http://spexsampleprep.com/cannabis
http://spexcertiprep.com/products/cannabis
http://spexsampleprep.com/cannabis
http://spexcertiprep.com/products/cannabis
mailto:LEARNMORE@SPEX.COM
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8 Cannabis Neews Focus

T
O

T
E

M
A

R
T

/S
H

U
T

T
E

R
S

T
O

C
K

.C
O

M

CANNABIS SCIENCE AND TECHNOLOGY | www.CannabisScienceTech.com VOL 1 • NO 2 • JUNE/JULY 2018

Coming Soon: 
“Cannabis Analysis” Column 

Brian C. Smith, PhD, chief technical offi cer with Big Sur Sci-

entifi c, has agreed to write a regular column for Cannabis 

Science and Technology called “Cannabis Analysis.” The 

column series will begin in our September/October 2018 is-

sue. The goal of the column will be to introduce people in 

the cannabis industry to the importance of testing, how to 

interpret laboratory results, how different instruments work 

and what they are used for, and ultimately how to put all this 

together so they can run their businesses more profi tably. 

Another goal will be to provide analytical testing novices the 

information they need to read the rest of the scientifi c con-

tent in our magazine with confi dence. Finally, experienced 

analytical chemists will fi nd the column useful because they 

will learn about techniques that are new to them or new ap-

plications for techniques they are already familiar with.  

Thomas Jefferson University 
Announces Initiative to Study Health 
Outcomes in Medical Cannabis Patients

The Lambert Center for the Study of Medicinal Canna-

bis and Hemp at Thomas Jefferson University announced 

the creation of the mmj.org initiative in a press release on 

May 17 (1). The goal of the initiative is to bring together 

diverse stakeholders in the cannabis therapy space, ad-

vance scientifi c understanding of medical marijuana and 

its derivatives, and provide evidence-based resources for 

patients and their caregivers.

According to the press release, the mmj.org initiative 

is a national patient registry in which more than 100,000 

medical marijuana patients will share their health out-

comes to drive new understanding of the safety and 

medical utility of cannabinoids used as therapy. The reg-

istry will be the largest and most comprehensive clinical 

database yet accumulated in the fi eld of medical mari-

juana. Patient recruitment into the registry will start early 

this summer via an online platform at www.mmj.org and 

with partnering patient and healthcare organizations and 

medical marijuana dispensaries across the country.

The mmj.org initiative is being managed through a pub-

lic–private partnership between The Lambert Center and 

ioVita, a digital health company focused on technology to 

connect and empower patients living with chronic diseases.

“Millions of patients with chronic diseases are seeking 

health benefi ts from marijuana and various cannabinoids, 

and many are left to experiment with cannabis products on 

their own. These patients and their caregivers not only de-

serve our support, but they can help advance scientifi c un-

derstanding by sharing their experiences in a research reg-

istry designed with rigor and scale,” said Charles V. Pollack 

Jr., MD, director of The Lambert Center, in a press release. 

Reference

1.  https://www.prnewswire.com/news-releases/thomas-jef-

ferson-university-announces-the-mmjorg-initiative-to-

study-health-outcomes-in-100-000-medical-marijuana-

patients-300650607.html

First NFL Athlete Applies for Cannabis-
Based Therapeutic Use Exemption

Mike James, a free agent with the National Football League 

(NFL) and former running back for the Tampa Bay Bucca-

neers and the Detroit Lions, is the fi rst NFL athlete to apply 

for a therapeutic use exemption (TUE) for cannabis. James’s 

physician, Dr. Sue Sisley, completed the TUE application for 

medical cannabis on behalf of James back in March 2018. 

That application was recently denied by the NFL.

According to a press release from the nonprofi t organ-

ization Doctors for Cannabis Regulation (DFCR) (1), after 

James suffered a devastating leg injury and surgery he was 

prescribed opioids to manage his pain. He developed a 

year-long dependency, which fi nally led him to seek alter-

native treatment: cannabis.

The DFCR works with a roster of current and former NFL 

players to persuade the league to change its regressive can-

nabis use policy. One of their primary reasons for advocat-

ing for this change is the fact that NFL players are four times 

more likely than the general population to develop an opi-

oid dependency. Even though many states have legalized 

cannabis use either fully or for medical purposes, the NFL 

still refuses to give players a viable alternative to opioids.

In an interview with NJ.com (2), James said he was hope-

ful that he’d be able to keep playing football. “It is a game 

that I love very dearly,” he said. “I know right now I’m do-

ing something that makes some people uncomfortable, 

and that I’m going against the establishment to push for a 

change in the way they look at this medicine. I know there’s 

a greater purpose here for a lot of guys in this league who I 

consider family members.”

References

1.  www.DFCR.org

2.  http://www.nj.com/giants/index.ssf/2018/05/mike_

james_marijuana_fi ght_nfl _column_politi.html

www.DFCR.org
www.CannabisScienceTech.com
https://www.prnewswire.com/news-releases/thomas-jefferson-university-announces-the-mmjorg-initiative-to-study-health-outcomes-in-100-000-medical-marijuana-patients-300650607.html
https://www.nj.com/giants/index.ssf/2018/05/mike_james_marijuana_fight_nfl_column_politi.html
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ne winter afternoon, a group of professionals 

and scientists came together to discuss the de-

velopment of test methods for cannabis. These 

individuals represented a variety of organizations and 

viewpoints, from testing laboratories and standards pro-

viders to instrument manufacturers. Several government 

entities, while not offi cially sanctioned to work with can-

nabis, participated as interested voices in the process. 

Since then, this group, which is part of an internationally 

recognized standards organization, convenes on a regu-

lar basis to discuss and debate the testing of cannabis in 

ways that will eventually lead to standardized test meth-

ods for analytes of interest. Time and again the discus-

sions progress down a similar path of proposal, debate, 

and compromise, which is an integral part of the consen-

sus and peer-reviewed method development process.

Patricia Atkins

How is “good” science achieved when governments take no active role in establishing limits, 
validating methods, or issuing guidelines? How can standards organizations fi ll the void by not 
only trying to establish guidelines, but also to create policy in the face of the need for scientifi c 
accountability and the reality of a highly economically driven and price-conscious analytical 
environment? How does one demand “good” science and high accuracy when there is no legal reason 
for accountability, little consensus of offi cial guidance or methods, and a driving force of economic 
competition between laboratories that rewards fast, cheap results that favor the manufacturers and 
distributors? The balancing act between “good” science and scientifi c accountability is widespread 
in the cannabis community, from the growers to the testing laboratories and beyond.

I Can’t Afford Good Science: 
The Battle Between Economics 

and Method Development in the 
Emerging Cannabis Market

10 Opinion

www.CannabisScienceTech.com


GUIDE PRICING TO ASSIST YOUR BUDGETING. 

Scale-up mg/g/10’s grams, Laboratory Scale to Multiple Tonnes Per Annum, Process Scale.
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 20,000 Consider Laboratory-Scale Quattro CCC or CPC IntroPrep™
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 500,000 Consider 25 or 40 Litre Partitron CPC™ or multiple Quattro PilotPrep™ or ProcessPrep™
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discounted prices, for non-ATEX or ATEX 

research or process trial applications, 

prior to purchase consideration.

Take crude tar like sample. 

CCC or CPC can potentially 

obtain pure targets in one 

run, without fear of column 

contamination or compound loss.

Quattro CCC & CPC for use standard solvent 

extractions/chromatography, and for use with ionic 

liquids, liquid ion exchange or chelating agents. Option 

remote electronics/touchscreen computer for use 

extreme-hazards glove-box applications.

Website: www.quattroprep.com��t��&NBJM��aecs@gmx.com

Contact AECS-QuikPrep Ltd. Managing Director personally on Int. UK Code: 783 876 1524
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www.quattroprep.com
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Standardized analytical meth-

ods are constructed from templates 

or guides, specifying key areas that 

are integral to the method such as  

scope, applicability or use, prepara-

tion and analytical procedures, ana-

lytical needs (laboratory equipment, 

instrumentation, standards, and so 

forth), performance requirements, 

and statistical analysis (precision, 

bias, and validation). In addition, cur-

rent or proposed applicable regula-

tions and requirements are examined 

and incorporated into the methodol-

ogy. There is an understanding that 

the methods will be built on the rules 

of “good” science; they will follow 

the scientifi c method, be proven re-

producible, and represent the sam-

ple or the testing appropriately. The 

method should function in real-world 

use without any agenda other than 

producing accurate results, which 

achieve satisfactory precision and 

bias requirements (1,2).

These methods are common-

ly based on either governmen-

tal or industry-driven specifi cations 

and regulations. When a new ana-

lytical sample type or product en-

ters the testing world, it is routed to 

a well-established market or indus-

try (such as environmental, consum-

er safety, pharmaceutical, or food 

safety), which then takes over its gov-

ernance. Once routed, the method 

creation procedure is followed and 

appropriate governmental and ac-

creditation agencies put their marks 

on the process before it is incorpo-

rated into a laboratory workfl ow. As 

testing progresses over time, meth-

ods are updated and requirements 

are refi ned but, still, the consistency 

of the science and the data is expect-

ed to maintain its demonstrated lev-

el of quality. The methods are sup-

posed to represent the best available 

test procedures for the intended use 

and refl ect technological advances 

and requirements (2).

The steps of the standard process 

are well-proven. For many new in-

dustries the road to regulation and 

testing, despite some bumps or mi-

nor detours, is a fairly straightfor-

ward path. But, for an industry such 

as cannabis, these traditional guide-

lines pose diffi culties and roadblocks 

because cannabis, by its very nature 

and position in culture, is not easi-

ly adopted by regulatory and gov-

ernmental parent organizations that 

drive testing regulations.

Early Cannabis Testing 

Less than a decade ago, the canna-

bis market moved from an under-

ground black market business into 

the light of being a quasi-legal indus-

try. Dave Egerton, the Vice President 

of Technical Operations for CW Ana-

lytical in California, saw the early test-

ing for potency as a marketing tool, 

used by growers purely for econom-

ic reasons. The early years in the mar-

ket were fi lled with small laboratories 

started by those people with an inter-

est in cannabis as a new industry, but 

who also knew very little about labo-

ratory testing. They were focused on 

taking in samples and putting out re-

ports. It was diffi cult, in the begin-

ning, to fi nd veteran scientists willing 

to jump into an unknown and uncer-

tain testing industry. “Experienced 

chemists are more risk averse, and it 

can be challenging to bring them into 

the market,” said Carl Carnagey, CEO 

of Juniper Analytics, a cannabis test-

ing laboratory in Oregon.  

The initial cannabis testing labora-

tories did not have methods to follow. 

They did not have to adhere to regu-

lations or prove their competency. In 

many cases, procedures were creat-

ed from literature searches, analysts’ 

personal experiences, or the type of 

instrumentation purchased (often-

times secondhand). In the United 

States, the federal regulatory agen-

cies had no offi cial guidance for the 

cannabis industry, which created a 

“wild west” mentality in the com-

munity. Laboratories were compet-

ing for the business of growers and 

dispensaries, whose primary focus 

at the start was not necessarily safe-

ty, but more often, low-cost testing 

and a “scientifi c” stamp of approval. 

Carnagey explained that those times 

were challenging for scientists. “Even 

labs that wanted to do things right 

were challenged because they did 

not know what ‘right’ was,” he said. “It 

became a quest to fi nd what is right.”

The Future of Cannabis Testing

As the legalization of cannabis be-

came part of the U.S. national and 

world debate, voices of concern grew 

louder regarding the safety and qual-

ity of cannabis products. The scientif-

ic and regulatory communities were 

recruited to help legitimize the safety 

and quality of these new products by 

the scientifi c method, without the ben-

efi t of procedures established in other 

legally recognized industries. Nearly 

a decade since the mainstream intro-

duction of cannabis, the regulatory 

and standardization organizations are 

now stepping up to fi ll the void and 

standardize the testing of cannabis.  

The goal of these cannabis method 

committees is not unlike their more es-

tablished counterparts: to create meth-

ods that meet the needs and demands 

of the industry and analytical communi-

ty. The difference between this industry 

and the ones that have come before it is 

that the method development process 

that is typical for other scientifi c fi elds 

creates challenges at every level, driven 

by commodity value, legal limitations, 

and fi nancial burdens, that are not usu-

ally seen in other laboratory industries.  

Take, for example, the fi rst steps of 

a method development process—that 

is, defi ning the scope and applicability 

of a method. The defi nition of a meth-

od scope for a target such as poten-

cy is fairly straightforward. However, 
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for other targets—pesticides, for ex-

ample—it becomes a more diffi cult 

task. In the absence of regulations, the 

early laboratories did not know which 

pesticides to test for or what levels to 

consider as limits. States that legalized 

cannabis products began to separate-

ly issue some guidance for pesticide 

targets. Now, several years into canna-

bis testing, several states in the Unit-

ed States, along with Canada, have is-

sued pesticide lists. 

As the standardization organiza-

tions look at creating methods for can-

nabis, it becomes a question of which 

lists and limits most accurately refl ect 

what is needed for the safety and test-

ing of cannabis products; the lists gen-

erated are all very different from one 

another. One state list has less than a 

dozen pesticides, whereas the list from 

Canada is close to 100 target pesti-

cides. Another state has a limit for a 

particular pesticide at 1 ppm, while a 

second state has a limit of 20 ppb.

Returning to that winter meeting 

of the cannabis committee, the de-

bate continued without resolution. 

At the heart of the discussion: What 

pesticides should this international 

pesticide method for cannabis con-

tain? Participants from the accredi-

tation groups and the contributing 

members of governmental agencies 

worked from the perspective that pes-

ticide testing in other industries, such 

as food, can screen for hundreds of 

pesticides. These members believed 

that the required testing list should 

encompass all the pesticides on all 

the available cannabis lists to date.   

The opposing groups, mostly com-

posed of members directly involved in 

cannabis testing or the cannabis indus-

try, believed that requiring laboratories 

to test for a large list of pesticides would 

hurt the implementation of the method 

into widespread use. Their point of view 

was that most cannabis testing labo-

ratories are only interested in meeting 

their own state’s requirements, or the 

requests of their customers. One mem-

ber of the committee who works in a 

testing laboratory explained that his 

laboratory would not be allowed to de-

velop methods beyond his own state’s 

requirements because of cost in both 

time and materials. This opinion was 

not unique to the cannabis laborato-

ry members of the committee. When 

asked, both Carnagey and Egerton 

agreed that the focus of cannabis lab-

oratories is meeting the regulations and 

rarely trying to exceed them.  

Another point of contention within 

the standard methods process hap-

pens when it is time to standardize 

the sample collection and prepara-

tion processes. A food testing lab-

oratory very rarely has to fi ght for 

adequate amounts of sample to con-

duct all the tests required. So, when 

a method is being written for a new 

food product, generally, previous 

methods can be adopted. Many of 

these methods dictate large sam-

ple sizes and multiple sampling and 

preparation schemes to ensure ho-

mogeneity and allow for multiple 

replicates. But when the product is 

a high-value commodity, it can be a 

fi ght with the sample supplier to ob-

tain the necessary amount of materi-

al to ensure a homogenous sample 

and produce accurate results. Eger-

ton explained that there has always 

been a hesitation of sacrifi cing prod-

uct for testing. In the beginning, lab-

oratories had to make do with what 

they were given to try to get an ac-

curate result. As regulations change 

and more governments get in-

volved, it becomes easier to justify 

the amount of sample needed. Even 

with increased input from regulato-

ry bodies, it falls to the laboratories 

to educate the nascent industry on 

concepts such as variability, homo-

geneity, sampling tables, and repre-

sentative samples.

The newly formed cannabis meth-

ods committees must weigh the 

economics of sample collection and 

sample replicates into the value of 

the method being produced. There 

is an economic cost to what most sci-

entists would consider a suffi cient an-

alytical sampling and testing batch. 

There is a cost to multiple sample 

preparations and multiple sample 

testing replicates, which some can-

nabis suppliers and manufacturers 

are unwilling to incur, creating resist-

ance to adopting methods requiring 

larger sample sizes.  

At the point at which commit-

tees fi nally get to the actual analyti-

cal methods, there are then debates 

around performance requirements, 

instrumental and laboratory require-

ments, and reference materials. All of 

these requirements have challenges 

to the industry and unexpected asso-

ciated economic impacts because of 

the gray areas in which the cannabis 

industry fi nds itself.

Carnagey believes that a large part 

of the cannabis testing business is 

dealing with the “gray” areas, such as 

fi nding leasable laboratory space that 

is willing to risk its mortgage or fi nanc-

ing by renting or selling to a cannabis 

business. Cities will sometimes block 

attempts of cannabis businesses from 

renting or purchasing space, and gov-

ernments charge these businesses and 

laboratories extra fees and require ad-

ditional permits. Carnagey thinks that 

some of these extra requirements and 

fees are because of the misconcep-

tion that the entire cannabis industry is 

“making tons of money.” In his experi-

ence, cannabis testing laboratories are 

operating on the same margins as oth-

er analytical laboratories, yet the can-

nabis laboratories face more hassles 

and fees. These fi nancial burdens and 

legal limitations become part of the 

method development discussion when 

economics factor into analysis. The ad-

ditional fi nancial and legal challeng-

es drain capital that would be better 

served by reinvesting in the equipment 
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and technology required to meet the 

new standards.  

Many modern analytical methods 

for targets such as pesticides require 

instruments that can quantitate small-

er and smaller amounts of analytes 

and provide results with exacting per-

formance requirements. Regarding 

equipment needs for cannabis, Car-

nagey said that pesticides in the can-

nabis laboratory should be done on a 

triple-quadrupole liquid chromatogra-

phy–mass spectrometry (LC–MS/MS) 

system. However, many cannabis lab-

oratories are struggling with the need 

for LC and gas chromatography (GC) 

triple-quadrupole instruments. It is 

not only the cost of these instruments 

that is an issue; the purchase of capi-

tal equipment and instruments can be 

a challenge in a gray-area industry, bat-

tling federal banking laws and facing 

boycotts by some scientifi c suppliers 

and instrument manufacturers.  

Standards organizations do consid-

er the cost of the method development 

process, but in many cases, especially in 

terms of safety, the cost incurred by a 

method is not a primary consideration 

(2). Many analytical method developers 

consider instruments such as LC–MS, 

GC–MS, inductively coupled plasma–

mass spectrometry (ICP-MS), and in the 

past few years, triple-quadrupole ver-

sions of these, to be part of a laborato-

ry’s standard resources—not an added 

burden for use in methods. The ideal 

balance is supposed to be “technical-

ly relevant results” proportional to the 

cost to determine those results (2).

This point brings up another hurdle 

in the methods process for cannabis 

testing: reference materials. There are a 

multitude of problems around securing 

and using relevant and appropriate ref-

erence materials in the cannabis indus-

try. The fi rst issue is the limited number 

of commercially available standards, 

specifi cally for cannabis potency. Each 

of the cannabinoids of interest is a U.S. 

federally scheduled compound, strictly 

regulated by the Drug Enforcement 

Agency (DEA). Reference material man-

ufacturers must secure licenses to pos-

sess the materials and to manufacture 

the standards. There are strict limits im-

posed on the quantities of materials 

that can be purchased, and all aspects 

of the purchasing, manufacturing, and 

sale of the fi nal products must be mon-

itored and documented. The reference 

material manufacturers, like some of 

the cannabis laboratories, can be de-

nied permits by local and state govern-

ments, or pay additional fees. The cost 

to manufacture a cannabis standard is 

much higher than that for most other 

type of standards. After licenses are ob-

tained, there is the additional expense 

and diffi culty of fi nding and purchasing 

quality starting materials for scientifi c 

use. All of the legal wrangling makes it 

diffi cult and expensive to produce can-

nabis reference standards, which cre-

ates higher costs passed down to the 

testing laboratories.

The second problem is that the 

transportation and sale of cannabi-

noid standards is restricted to concen-

trations of less than 1000  ppm, which 

does not necessarily match the analyt-

ical needs of potency testing for mate-

rials that have percent levels of cannab-

inoids. Additional dilutions and sample 

preparations must be employed to use 

standards at concentration levels that 

are hundreds, if not thousands of times 

more dilute than the actual samples.

Some analytical methods require 

a solid reference standard or a ma-

trix-matched material to validate or 

confi rm the analysis. In the case of 

cannabis, the transportation of a tru-

ly representative cannabis material 

containing high levels of tetrahydro-

cannabinol (THC) is often prohibited 

by federal law. This prohibition makes 

it diffi cult to impossible for standards 

manufacturers to sell a product into 

laboratories not located within their 

home state, or to the rest of the world. 

Substitute matrices, such as hemp, 

are available but are not identical to 

the ideal cannabis reference material.

A fi nal point in any methods pro-

cess revolves around the validation 

of the method and the defi nition of 

a method’s precision and bias. Pre-

cision and bias validation studies, in 

many cases, involve interlaboratory 

studies where a reference or study 

material is distributed to a variety of 

laboratories around the country—

or, indeed, around the world—for 

analysis by the proposed method. 

In the case of cannabis, the studies 

would have to be conducted using 

a substitute material, or be confi ned 

to one state, because of the trans-

portation prohibition. 

Conclusion

For the time being, economics plays a 

signifi cant role in the development of 

cannabis methods; at least until larger 

federal governmental agencies step in 

and take control of the regulation and 

reduce the prohibitions. Until such a 

time, the testing debates will contin-

ue with economics as part of the dis-

cussion. When the methods are fi nal-

ly agreed upon in some form it can be 

hoped that they will meet the needs of 

the cannabis industry and refl ect the 

practices of good science—and are not 

just a refl ection of the price this new in-

dustry is willing to pay.
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Medical Cannabis: Back to the Future 
After a Brief Push to the Past

O
ne of the most promising new medicinal treat-

ment options in modern history was quiet-

ly freed just months after it was roughly hand-

cuffed and hauled off to jail by a Justice Department 

memo. Discreetly tucked into the omnibus spending bill 

recently passed by Congress, and largely overshadowed 

by the Deferred Action for Childhood Arrivals (DACA) 

policy and the threat of a government shutdown, the 

Rohrabacher-Blumenauer amendment restored federal 

protections for medical cannabis that had been placed 

in doubt following the Attorney General’s recision of the 

Cole Memorandum. The Rohrabacher-Blumenauer am-

mendment specifi cally states that federal funds cannot 

be used to prevent states from “implementing their own 

state laws that authorize the use, distribution, posses-

sion or cultivation of medical marijuana.”

It’s critically important that both Congress and the 

White House have recognized the need to protect Ameri-

cans’ access to medical cannabis, especially in light of the 

deadly opioid epidemic and the urgent need for alterna-

tives to powerful, addictive painkillers. A recent study in 

the Journal of the American Medical Association (1) found 

that doctors in states where cannabis is legal prescribe 

more than 2 million fewer daily doses of opioids each year 

and have a 25% lower opioid death rate.

Cannabis has shown promise in treating symptoms for 

an ever-growing list of ailments including chronic pain, 

childhood epilepsy, post-traumatic stress disorder (PTSD), 

anxiety, cancer, and fi bromyalgia. Ongoing research prom-

ises to fi nd more uses for its many forms. Experience and 

education are slowly lifting the curtain of cannabis’s for-

mer smoky stigma.

The Justice Department’s brief attempt to allow fed-

eral prosecution of legal users was a chilling throwback 

to the past when most dismissed cannabis as a bad hab-

it for slackers hiding in smoky back alleys. In those days, 

few understood the potential healing power and benefi ts 

of cannabis. Today, the future of medical cannabis looks in-

creasingly bright. More and more people are realizing that 

medical cannabis is rarely smoked: it’s administered in oils, 

patches, energy bars, candies, tinctures, and even bath 

salts. In addition, more doctors and patients are embracing 

its value as a nonaddictive painkiller that has proven to help 

reduce dependency on many prescription medications. A 

recent study in the Journal of Alternative and Complemen-

tary Medicine (2) found medical cannabis users take few-

er other medicines including opiates, anti-infl ammatories, 

anticonvulsants, and over the counter pain relievers. One 

patient told the Chicago Tribune (3) that medical canna-

bis helped her win her battle against substance abuse be-

cause it was effective without being addictive. 

Cannabis’s clean little secret is out: it contains more 

active ingredients than just tetrahydrocannabinol (THC), 

which creates the feeling of being high. A lesser known, 

but no less potent component called CBD, short for can-

nabinoid, functions as an anti-infl ammatory, anticonvul-

sant, and antipsychotic agent that could hold potential 

in the treatment of neuroinfl ammation, epilepsy, nausea, 

anxiety, and schizophrenia.

The more we learn, the more the medical community 

and the general public are embracing this once forbidden 

substance. Its hidden healing powers are fi nally being ex-

amined, revealed, and legitimized.

Currently there’s a signifi cant divergence between fed-

eral law, which includes cannabis on Schedule 1 of the 

Controlled Substances Act rendering it federally illegal, 

and the laws of 31 states or territories that have legalized 

either its medical or recreational use. Recent polling sug-

gests that 93% of Americans support legalizing medical 

marijuana, while more than 60% of Americans now live in 

places where medical cannabis is legal, and about 30% 

live where adult recreational use is legal (4). But there’s a 

new groundswell of support for a number of reform laws to 

open the fl oodgates and untie the hands of more patients, 

doctors, cultivators and researchers:

• The U.S. Food and Drug Administration (FDA) is 

on the verge of giving fi nal approval to a cannabis-

based treatment for epilepsy. If approved, this 

would be the fi rst time the FDA has confi rmed that 

cannabis has a medical use, which would necessitate 

a descheduling of cannabis from Schedule 1. 

• Colorado Senator Corey Gardiner just struck a deal 

with President Trump, who agreed to support efforts 

to end the federal prohibition and let states decide 

which kinds of cannabis use they wish to sanction.

George Scorsis

The recent policy reversals concerning medical cannabis protections underscore the need for 
education and a greater understanding about the evolution of cannabis from a dirty little secret to a 
shining new hope for safe and effective pain relief.
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• Senator Minority Leader 
Chuck Schumer is working on 
a bill to deschedule cannabis 
from Schedule I to give states 
the freedom to decide and 
make it easier for scientists to 
study its potential benefi ts. 

• Senate Majority Leader Mitch 
McConnell has fast-tracked a bill 
to remove hemp and hemp-related 
products including CBD with low 
THC content from Schedule I.

• Two bills would authorize 
the Veterans Affairs (VA) 
Department to advance medical 
cannabis research and allow 
VA physicians to recommend 
medical marijuana for veterans.

• The Safe Banking Act would 
authorize banks and other fi nancial 
institutions to offer services to 
legitimate and licensed medical 
cannabis operators or service 
providers and prevent federal 
banking regulators from denying 
or limiting service to them.

• The Medical Cannabis Research 
Act would simplify the medical 
marijuana research process. 

• The recently passed Rohrabacher-
Blumenauer amendment restoring 
federal protection to medical 
cannabis in states where it’s legal 
brings medical cannabis back 
into the 21st century where it’s 
quickly gaining recognition as 
a game-changing painkiller. 

As a leading player in the industry, 

Liberty Health Sciences is once again 

free to continue its mission to research, 

produce, and process the highest qual-

ity, pharmaceutical-grade cannabis 

and educate an ever-expanding com-

munity about its many benefi ts. Wel-

come back to the future, cannabis.
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annabis-based products are available in a wide va-

riety of formulations ranging from dry plant mate-

rial, plant concentrates including waxes and dis-

tillates, and infused products such as foods and candies. 

Given the variety of sample matrices, existing sample 

preparation procedures developed for inductively cou-

pled plasma–based techniques can be applied to canna-

bis products. For example, trace-element analysis of plant 

and nutritional supplement materials is a well-established 

application (1). Following acidic digestion to break down 

the primary components of the plant-based samples, in-

ductively coupled plasma–mass spectrometry (ICP-MS) 

or ICP–optical emission spectrometry (OES) is often used 

for quantitative analysis because of the multielement ca-

pability, speed, and robustness of each technique. ICP-

OES is suited to the analysis of mineral and micronutrients 

such as K, Ca, Mg, Cu, Fe, Mn, Zn, Cu, Mo, and Ni—vital 

elements required for plant growth. When the required 

Jenny Nelson, Craig Jones, and Neli Drvodelic

As an increasing number of U.S. states and countries enact laws to legalize the use of medicinal or 
recreational marijuana, there is a critical need to ensure product quality and safety. Similar to other 
consumer products such as foods and pharmaceuticals, cannabis testing needs to include the analysis 
of metals, some of which may be toxic if ingested or inhaled. Existing analytical methods used for 
plant-based samples can be applied to cannabis plant material and other cannabis-based products. 
A microwave acid digestion sample preparation procedure was verifi ed using appropriate reference 
materials, and the digested cannabis samples were analyzed using both inductively coupled plasma–
mass spectrometry (ICP-MS) and ICP–optical emission spectrometry (OES). The ICP-MS method used 
aerosol dilution to provide a highly robust plasma suitable for extended analysis of high-matrix sample 
digests. A fast ICP-OES method was also developed to analyze the same cannabis samples. 

Determination of Multiple 
Metals in Cannabis Samples 
Using ICP-MS and ICP-OES 
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analytes also include trace elements 

such as As, Se, Cd, Pb, and Hg, which 

may require lower detection limits, 

ICP-MS offers greater sensitivity, de-

livering detection limits and accurate 

analysis down to nanogram-per-liter 

(part-per-trillion) levels.

Most of the states that have legal-

ized the use of marijuana for either 

medicinal or recreational use have en-

acted regulations for acceptable limits 

of toxic elements (Cd, Pb, As, and Hg) 

in cannabis and cannabinoid products 

(2). As shown in Table I (3), the limits 

can vary among states, and regula-

tions governing the safety and quality 

of cannabis-based products are like-

ly to evolve to include more elements.

Experimental

Preparation of Cannabis Samples

Two cannabis plant samples were 

analyzed in this study. Approximate-

ly 0.15 g of buds from each cannabis 

plant was weighed into a quartz ves-

sel. Then 4  mL of nitric acid (HNO
3
) 

and 1  mL of hydrochloric acid (HCl) 

were added and the samples were 

microwave digested using a one-

step program: ramp time of 20  min 

to a temp of 240 °C and hold time of 

15 min. Hydrochloric acid was includ-

ed to ensure the stability of Ag and 

Hg in solution.

The digested samples were diluted 

using a mix of 1% HNO
3
 and 0.5% HCl. 

National Institute of Standards and 

Technology (NIST) 1547 Peach Leaves 

and NIST 1573a Tomato Leaves stand-

ard reference materials (SRMs) were 

prepared using the same method to 

verify that the digestion was com-

plete and confi rm the quantitative re-

covery of the analytes.

Instrumentation

The ICP-MS system used for the anal-

ysis was a standard 7800 (Agilent), 

which includes the High Matrix Intro-

duction (HMI) system. The ICP-OES 

system used was a standard 5110 SVDV 

(Agilent) fi tted with an Advanced Valve 

System (AVS) six-port valve. Both in-

struments were used with an SPS 4 au-

tosampler (Agilent). The ICP-MS sys-

tem was confi gured with the standard 

sample introduction system consisting 

of a Micromist glass concentric nebu-

lizer, a quartz spray chamber, and a 

quartz torch with a 2.5-mm i.d. injec-

tor. The interface consisted of a nick-

el-plated copper sampling cone and 

a nickel skimmer cone. The ICP-OES 

sample introduction system consisted 

of a SeaSpray nebulizer, a double-pass 

cyclonic spray chamber, and a 1.8-mm 

i.d. injector torch. Table II lists the op-

erating conditions used for the ICP-

MS and ICP-OES systems.

The settings for the ICP-MS HMI 

were autotuned using an aerosol di-

lution factor of 4x, as appropriate for 

the matrix level of the sample digests. 

HMI enables the routine analysis of 

samples that contain high and varia-

ble matrix levels, while minimizing the 

need for conventional liquid dilution. 

By automating dilution in the aerosol 

Table I: Example U.S. state regulations for heavy metals (3)

California Colorado Connecticut Nevada New 

Mexico

Action Level for 

Medical Edible 

Cannabis Products, 

Suppositories, 

Sublingual 

Products, 

and Other 

Manufactured 

Products 

Action Level for All 

Inhaled Medical 

Cannabis Goods 

Action Level 

for Topical and 

Transdermal 

Medical Cannabis 

Goods 

Acceptable Limits 

per Gram (Flower, 

Water-, Food-, and 

Solvent-Based 

Medical Marijuana 

Concentrates; 

Medical 

Marijuana-Infused 

Product)

Natural Health Products 

Acceptable Limits 

μg/g (ppm) μg/g (ppm) μg/kg BW/day (ppb BW/day)

Cd 0.5 0.2 5 <0.4 <0.09

Pb 0.5 0.5 10 <1.0 <0.29

As 1.5 0.2 3 <0.4 <0.14

Hg 3 0.1 1 <0.2 <0.29

Table II: ICP-MS and ICP-OES operating conditions

ICP-MS Parameter Setting ICP-OES Parameter Setting

RF power (W)* 1600 RF power (kW) 1.3

Sampling depth (mm)* 10 Auxiliary gas fl ow (L/min) 1.00

Carrier gas fl ow (L/min)* 0.80 Plasma gas fl ow (L/min) 12.0

Dilution (HMI) gas fl ow (L/min)* 0.15 Nebulizer gas fl ow (L/min) 0.70

Helium cell gas fl ow (mL/min) 4.3 Viewing mode Axial

Energy discrimination (V) 3.0 Viewing height (mm) 8

*Parameters were automatically optimized during start-up for the HMI conditions
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phase, manual sample handling steps 

and the potential for contamination 

during sample preparation can be re-

duced, producing more accurate re-

sults. The 7800 ICP-MS system uses 

helium (He) collision–reaction cell 

(CRC) gas and kinetic energy discrim-

ination (KED) to control all common 

polyatomic interferences. In plant 

samples such as cannabis, all the tar-

get metals can be measured at the re-

quired levels using He cell gas, so a 

very simple, single-mode method can 

be applied.

The 5110 ICP-OES system uses a 

vertical torch and solid-state RF gen-

erator to ensure robust, stable analy-

sis of complex samples over extended 

Table III: Mean concentrations (n = 3, ppm) in two plant SRMs measured using ICP-MS and ICP-OES. 
Results include percent recovery compared to certifi ed or uncertifi ed (information) values, where available.

Element 

(Mass and 

Wavelength)

Certified 

Conc.

NIST 1547 Peach Leaves

ICP-MS ICP-OES

Mean 

Measured Conc.*
Recovery† 

QC Criteria 

(80–120%)‡

Mean 

Measured 

Conc.*

Recovery†
QC Criteria 

(80–120%)‡

23Na 23.8 27.86 117 Pass NA   

24Mg (279.078 nm) 4320 4264.2 99 Pass 4232.0 98 Pass

27Al (396.152 nm) 248.9 251.7 101 Pass 225.1 90 Pass

39K (769.897 nm) 24330 24434.9 100 Pass 20513.3 84 Pass

44Ca (315.887 nm) 15590 17371.6 111 Pass 15773.3 101 Pass

51V 0.367 0.349 95 Pass <MDL   

52Cr (205.560 nm) 1§ 1.118 112  0.992 99  Pass

55Mn (257.610 nm) 97.8 99.6 102 Pass 97.9 100 Pass

56Fe (239.563 nm) 219.8 222.8 101 Pass 179.1 81 Pass

59Co 0.07§ 0.069 99  <MDL   

60Ni (216.555 nm) 0.689 0.788 114 Pass 0.726 105 Pass

63Cu (324.754 nm) 3.75 3.649 97 Pass 3.932 105 Pass

66Zn (213.857 nm) 17.97 17.378 97 Pass 17.636 98 Pass

75As (188.980 nm) 0.06|| 0.059 98 Pass 0.055 92 Pass

78Se (196.026 nm) 0.12|| 0.108 90 Pass 0.105 88 Pass

95Mo 0.0603 0.054 90 Pass <MDL   

107Ag #     

111Cd (226.502 nm) 0.0261 0.028 107 Pass <MDL  

137Ba (455.403 nm) 123.7 124.9 101 Pass 121.6 98 Pass

201Hg 0.0317 0.028 88 Pass <MDL   

208Pb 0.869 0.846 97 Pass <MDL   

232Th 0.05§ 0.050 100 <MDL   

238U 0.015§ 0.014 93 <MDL   

*n = 3, replicate sample digestion, each in triplicate; †FDA Elemental Analysis Manual (section 3.4 special calculations) 3.4 equation 20; ‡QC Criteria FDA EAM 4.7 

(80–120%) for NIST certifi ed values (4); §Noncertifi ed reference value; ||Recoveries for As and Se are calculated relative to the original certifi ed values (1991 revision). 
#Elements have no certifi ed or noncertifi ed value for the associated SRM. These certifi ed values have subsequently been removed from the certifi cate (2017 revision) 
so may not be reliable. NA since the calibration levels used for the ICP-OES measurements were too high to allow accurate recovery for Na.
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run times. The integrated AVS valve 

system was used to improve the sam-

ple throughput and minimize argon 

gas usage. 

Both instruments can perform 

a rapid screening measurement 

together with the quantitative anal-

ysis. Using a standard feature of the 

respective software, semiquantita-

tive results can be reported for el-

ements not included in the calibra-

tion standards.

Calibration

Representative ICP-MS and ICP-

OES calibration curves for the crit-

ical trace elements As, Cd, Pb, and 

Hg are shown in Figure 1. All curves 

show excellent linearity across the 

Certified 

Concentration

NIST 1573a Tomato Leaves

ICP-MS ICP-OES

Mean 

Measured 

Conc.*

Recovery† 
QC Criteria 

(80–120%)‡

Mean 

Measured 

Conc.*

Recovery† 
QC Criteria 

(80–120%)‡

136 119.2 88 Pass <MDL   

12000§ 10213.1 85  10711.3 89  

598 513.3 86 Pass 505.4 85 Pass

27000 25728.4 95 Pass 24886.7 92 Pass

50500 53983.3 107 Pass 48836.7 97 Pass

0.835 0.698 84 Pass <MDL   

1.99 1.988 100 Pass 2.007 101 Pass

246 238.7 97 Pass 237.8 97 Pass

368 331.1 90 Pass 315.3 86 Pass

0.57 0.510 89 Pass <MDL   

1.59 1.442 91 Pass 0.157 10 Pass

4.7 4.330 92 Pass 4.826 103 Pass

30.9 25.953 84 Pass 29.250 95 Pass

0.112 0.109 97 Pass 0.096 85 Pass

0.054 0.064 119 Pass 0.044 81 Pass

0.46§ 0.445 97  <MDL   

0.017§ 0.019 112  <MDL   

1.52 1.330 88 Pass 1.440 95 Pass

63§ 56.500 90 59.660 95

0.034 0.033 97 Pass <MDL   

#     

0.12§ 0.091 76 <MDL   

0.035§ 0.028 80 <MDL   
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respective calibration ranges. 

Results and Discussion

To verify the digestion procedure 

used for the cannabis samples, two 

plant material SRMs were analyzed 

by ICP-MS and ICP-OES. Some plant 

samples may contain high levels of 

rare earth elements (REEs), which can 

be problematic for the analysis of low 

concentrations of As and Se by ICP-

MS. REEs have low second ionization 

potentials, so they readily form dou-

bly charged ions (REE++). As the quad-

rupole mass spectrometer separates 

ions based on their mass-to-charge 

ratio (m/z), these doubly charged ions 

appear at half their true mass. Doubly 

charged ions of the REEs 150Nd, 150Sm, 
156Gd, 156Dy, 160Gd, and 160Dy therefore 

appear at m/z 75, 78, and 80, poten-

tially causing overlaps that can bias 

the results for As and Se in samples 

that contain high levels of the REEs. 

The ICP-MS system corrects for these 

interferences using the “half mass 

correction” setting in the ICP-MS 

MassHunter software. The mean re-

sults shown in Table III were in good 

agreement with the certifi ed con-

centrations, where provided, includ-

ing for As in NIST 1547 and Se in both 

NIST 1547 and 1573a. 

Spike Recoveries

Quantitative results for the two can-

nabis samples showed that the con-

centrations of As (160.0  ppb), Cd 

(11.33  ppb), Pb (24.00  ppb), and Co 

(162.1  ppb) were relatively high in 

cannabis sample 1. Pb and Co were 

also high in cannabis sample 2, at 

55.40 and 143.4  ppb, respectively 

These concentrations were well be-

low existing regulatory or guideline 

levels for As, Hg, Pb, and Cd, so a 

spike recovery test was carried out 

to check the accuracy of the ICP-MS 

and ICP-OES methods at the higher 

concentrations that may be encoun-

tered in actual sample analysis. The 

two cannabis sample digests were 

spiked with a premixed standard 

(Environmental Mix Spike, Agilent) 

containing multiple elements at 

200  ppb, Na, Mg, K, Ca, and Fe at 

2000 ppb, and Hg at 4 ppb. 

Using the ICP-MS and ICP-OES sys-

tems’ direct analysis methods, excel-

lent spike recoveries were achieved 

for most elements in the spiked sam-

ples. All recoveries were within ±20% 

for Cd, Pb, As, and Hg, as shown in Ta-

ble IV. The spike recovery results for 

K, Ca, and Mn were invalid because 

the concentration levels of these el-

ements in the mixed spike solution 

were much too low (20 times lower) 

relative to the levels present in the un-

spiked cannabis digest samples.

Conclusions

Both ICP-MS and ICP-OES can be 

used for the quantitative analysis of 

multiple elements—including the 

four target toxic metals Cd, Pb, As, 

and Hg—in cannabis samples fol-

lowing acid digestion. The choice of 

which technique to use will depend 

on the required method detection 

limits, level of experience of staff in 
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Figure 1: (a) ICP-MS and (b) ICP-OES calibration curves for As, Cd, Pb, and Hg.
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the laboratory, and available budget. 

Both techniques are suitable for 

trace metal screening of medicinal 

and recreational cannabis, as well as 

related products. ICP-OES has a low-

er capital cost and is somewhat easi-

er to use, while ICP-MS offers greater 

sensitivity and is more suitable for the 

ultratrace level analytes. To ensure 

that each method was simple enough 

to be applied to routine quality con-

trol (QC) and safety testing, the ICP-

MS was operated in a single mode 

(helium collision mode) for all meas-

urements. The ICP-OES was used with 

a 6-port valve system, suitable for 

high throughput applications. Based 

on the fi ndings of the spike recovery 

test of two cannabis plant samples, 

both methods were found to be ac-

curate for multiple elements over a 

wide concentration range. Suitabili-

ty of the microwave-assisted sample 

preparation method was demonstrat-

ed by the good recovery results ob-

tained for two plant-based SRMs.
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Table IV: Quantitative and spike recovery results for two cannabis samples

Element 

(Mass and 

Wavelength)

Cannabis 

Sample 1

Cannabis 

Sample 2

ICP-MS ICP-OES

Measured Concentration, 

n = 3, ppb

Mean 

Recovery* ± 1σ

QC Criteria 

(80–120%)†

Mean 

Recovery* ± 1σ

QC Criteria 

(80–120%)†

23Na (589.592 nm) 7.372 ppm 50.02 ppm 110 ± 4% Pass 115 ± 5% Pass

24Mg (279.078nm) 5426 ppm 5807 ppm 113 ± 10% Pass 107 ± 9% Pass

27Al (396.152 nm) 5.024 ppm 4.586 ppm 112 ± 12% Pass 101 ± 5% Pass

39K (769.897 nm) 41156 ppm 34101 ppm NA NA NA NA

44Ca (315.887 nm) 11394 ppm 9681 ppm NA NA NA NA

51V (292.401 nm) 37.04 25.09 116 ± 8% Pass 103 ± 2% Pass

52Cr (205.560 nm) 81.39 272.5 114 ± 5% Pass 100 ± 1% Pass

55Mn (257.610 nm) 114103 229650 NA NA NA NA

56Fe (239.563 nm) 252188 219811 114 ± 6% Pass 105 ± 0% Pass

59Co (228.615 nm) 162.1 143.4 114 ± 5% Pass 102 ± 1% Pass

60Ni (216.555 nm) 108.2 185.7 113 ± 3% Pass 101 ± 3% Pass

63Cu (324.754 nm) 10865 13467 108 ± 1% Pass 104 ± 1% Pass

66Zn (213.857 nm) 72504 126816 96 ± 9% Pass 100 ± 9% Pass

75As (188.980 nm) 160.0 25.94 103 ± 6% Pass 98 ± 2% Pass

78Se (196.026 nm) 45.78 72.68 94 ± 13% Pass 96 ± 0% Pass

95Mo (202.032 nm) 3280 1589 118 ± 4% Pass 100 ± 2% Pass

107Ag (328.068 nm) 8.612 10.78 100 ± 10% Pass 97 ± 2% Pass

111Cd (226.502 nm) 11.33 7.471 110 ± 5% Pass 100 ± 2% Pass

137Ba (455.403 nm) 345.6 888.7 111 ± 12% Pass 104 ± 1% Pass

201Hg (184.887 nm) 29.19 27.06 107 ± 4% Pass 99 ± 9% Pass

208Pb (220.353 nm) 24.00 55.40 112 + 4% Pass 104 ± 0% Pass

*n = 3, replicate sample digestion, each in triplicate, two separate cannabis samples. †QC criteria FDA EAM 4.7 (80–120%) for NIST certifi ed values. NA indicates that spike 
levels were too low (<5%) relative to the unspiked concentration.
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A Comprehensive Approach to Pesticide 
Residue Analysis in Cannabis

F
or U.S. states that have legalized the recreational or 

medicinal use of cannabis and cannabis products, 

there are presale testing requirements meant to ad-

dress quality and consumer safety (1–3). In the absence 

of guidance at the federal level, states must establish the 

scope of the required testing in addition to any minimum 

or maximum values before product release into the mar-

ketplace. These compliance efforts, combined with the 

lack of true consensus methods, allow individual labo-

ratories to develop analytical methodology that typical-

ly only meet the regulatory requirements of the single 

state where the laboratory is located.

Conventional agricultural commodities are subject to 

U.S. maximum residue levels (MRLs) for pesticides labeled 

for use on each specifi c commodity. These MRLs are es-

tablished by the U.S. Environmental Protection Agency 

(EPA) as part of the pesticide registration process. Com-

modities destined for international export will be subject 

to the MRLs established by the importing country. With a 

wide range of commodities, pesticides, and MRLs, a com-

prehensive approach to residue testing is necessary to 

ensure the commodity complies with all applicable reg-

ulations. This comprehensive approach to pesticide resi-

due analysis can be applied to cannabis and cannabinoid 

products. U.S. states with approved cannabis sales have 

developed target lists for pesticides with associated “ac-

tion levels.” An action level is not an MRL, but rather a sub-

jective number assigned by state regulators to establish 

criteria for laboratory testing. These action levels were 

determined by a combination of factors such as laborato-

ry capabilities, analytical techniques, and evaluating MRLs 

from other commodities (4,5). Additionally, U.S. states 

have language in statutes or administrative rules that pro-

hibit any pesticide from being applied off-label (that is, 

not following product label instructions) to any crops. Pes-

ticide products not included on a state list could poten-

tially be applied during cannabis cultivation. Because U.S. 

state regulations require a limited scope targeted testing 

procedure, these residues would not be discovered dur-

ing presale screening and would fi nd their way into the fi -

nal consumer products on retail shelves.

QuEChERS (quick, easy, cheap, effective, rugged, and 

safe) is a common approach for the extraction of pesti-

cide residues (6,7), and has been applied to both can-

nabis and cannabis products. Although it generates ac-

ceptable results for most pesticides in cannabis, it was 

developed for samples that contain greater than 70% 

moisture. Cannabis fl ower typically contains 10–15% 

moisture so the addition of water to each sample is nec-

essary to generate the desired partitioning that is the 

principle of the QuEChERS technique. Moreover, the 

addition of water and salts in the QuEChERS approach 

generates an exothermic reaction and an increase in 

pH—both of which can degrade sensitive pesticides. An 

alternate approach is a serial extraction using acetoni-

trile and a solid-phase cleanup step (8). This procedure 

results in less coextracted material and improved recov-

eries for the more polar pesticides.  

Rick Jordan, Lilly Asanuma, Dan Miller, and Anthony Macherone

As the number of U.S. states allowing the adult use of cannabis and cannabis products increases, 
so does the need for product testing before retail sale. States that have legalized recreational 
use have specifi ed testing requirements for pesticide residues in cannabis fl ower and cannabis 
products. Because the specifi c pesticides and action levels vary from state to state, a comprehensive 
approach to residue analysis can meet the requirements of multiple U.S. state regulations with a 
single analysis. The challenge of quantifying pesticide residues in cannabis is complex because 
of the high concentration of cannabinoids and terpenes relative to the levels of pesticides that 
may be present. Here we present a straightforward acetonitrile extraction using a solid-phase 
extraction (SPE) cartridge and targeted dispersive solid-phase extraction (dSPE) cleanup. The fi nal 
dilute extract is analyzed with both gas chromatography–tandem mass spectrometry (GC–MS/MS) 
and liquid chromatography–tandem mass spectrometry (LC–MS/MS) for a comprehensive target 
list (200+ compounds) that encompasses those identifi ed on individual U.S. state lists. Limits of 
quantitation meet or exceed individual U.S. state requirements.
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The general trend among test-

ing laboratories is to develop an-

alytical methods using a single ex-

traction followed by analysis using 

tandem quadrupole mass spec-

trometers. With the limited scope 

of many U.S. state regulatory lists, 

liquid chromatography–tandem 

mass spectrometry (LC–MS/MS) is 

often the choice when a single in-

strument is used. For a true com-

prehensive residue analysis, a dual-

platform MS/MS scheme should be 

developed using both gas chroma-

tography–tandem mass spectrom-

etry (GC–MS/MS) and LC–MS/MS. 

This approach allows laboratories 

to evaluate compounds on each 

platform to optimize sensitivity and 

chromatographic performance. 

Many compounds can be iden-

tified and quantified using both 

techniques, giving laboratories 

orthogonal confirmation for diffi-

cult sample matrices.  

The challenge with pesticide res-

idue analysis in cannabis is the con-

centration difference between the 

pesticide residues and those of the 

coextracted cannabinoids and ter-

penes. These coextracted materials 

complicate residue testing by intro-

ducing matrix effects in the MS/MS 

system, and lead to increased system 

maintenance and instrument down-

time. To address these issues, both 

MS/MS platforms need to have suffi -

cient sensitivity to allow for large dilu-

tion factors that will reduce matrix ef-

fects and maintenance while meeting 

state-specifi c action levels.

Sample Preparation

In our laboratory, sample prepara-

tion includes a serial extraction with 

acetonitrile followed by a solid-phase 

cleanup. A 1.0-g aliquot of homoge-

nized sample was accurately weighed 

into a 50-mL centrifuge tube, with 

15  mL of acetonitrile added to each 

tube along with a ceramic homog-

enizer. The tubes were sealed and 

mechanically shaken for 2  min at 

1500  strokes/min. The acetonitrile 

was decanted through a conditioned 

Strata-X (Phenomenex) 33-μm sol-

id-phase extraction (SPE) cartridge 

(500  mg/12  mL), and the eluent was 

collected in a second 50-mL centri-

fuge tube. The primary extraction 

tubes were rinsed with two additional 

5-mL portions of acetonitrile, and de-

canted through the SPE cartridge. All 

eluent fractions were combined in the 

second 50-mL centrifuge tube. The 

solvent extract was brought to a fi nal 

volume of 25 mL with acetonitrile. Af-

ter this step we have a dilution factor 

of 25x from the initial sample amount.
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Analytical Instrumentation

As previously discussed, the analy-

ses are conducted with both LC–MS/

MS and GC–MS/MS systems. The 

GC–MS/MS system was an Agilent 

7890B GC equipped with an Agilent 

7010 MS/MS system with a high effi -

ciency source (HES). The GC system 

was confi gured with a multimode in-

let (MMI) and a Purged Ultimate Un-

ion (PUU) to allow for column back-

fl ushing. The MMI is capable of fast 

temperature ramping, allowing for a 

“cool” inlet injection. The initial inlet 

temperature was 180  °C. The tem-

perature was ramped to 280  °C at 

400  °C/min post-injection. Combin-

ing the “cool” inlet condition with a 

pulsed splitless injection helped re-

duce degradation of thermally la-

bile compounds in the GC inlet. To 

improve peak shape for more-polar 

analytes, the PUU was placed at the 

midpoint of two analytical columns 

of different stationary phases (col-

umn 1 = HP-35MS, 15 m x 0.25 mm, 

0.25-μm df; column 2 = HP-5, 15  m 

x 0.25  mm, 0.25-μm df). The back-

fl ush timing was confi gured to begin 

mid-run as determined by the reten-

tion time of the last compound exit-

ing the PUU, and continued post-run 

to fl ush nonvolatile compounds from 

the injection port.

The LC–MS/MS system was an 

Agilent 1260 Infinity II with a Mul-

tisampler connected to an Agilent 

6470 MS/MS system. A Poroshell 

120 Phenyl-Hexyl column (100 mm x 

2.1 mm, 2.7-μm dp) was selected be-

cause of its chromatographic per-

formance and robustness. The LC 

column provided excellent chro-

matography at standard (non-ul-

trahigh-pressure liquid chromatog-

raphy [UHPLC]) pump pressures, 

again reducing instrument down-

time. A feature of the Multisampler 

is the ability to perform an injection 

pretreatment before sample injec-

tion. A 2-μL sample was sandwiched 

between two 10-μL aliquots of wa-

ter, and injected onto the analyti-

cal column. This sample injection 

sandwich is not a dilution, it simply 

creates a polar environment for the 

sample injection, which improves 

peak shape for the early eluted 

compounds. Mobile-phase A was 

5 mM ammonium formate with 0.1% 

formic acid in water–methanol (95:5) 

and mobile-phase B was 5 mM am-

monium formate with 0.1% formic 

acid in methanol–water (95:5).

Calibration

Both MS/MS systems share the same 

calibration technique. Calibration 

curves may use a linear fi t (minimum 

fi ve points) or a quadratic fi t (mini-

mum six points), with minimum cor-

relation coeffi cients of 0.990 for all 

215 compounds. The low calibra-

tor concentration was 0.2 ng/mL for 

most compounds (92%), which cor-

responds to a sample concentration 

of 0.1 mg/kg after cleanup or fi nal di-

lution factors. The upper range of 

the calibration curve was 10  ng/mL 

or 20 ng/mL depending on the indi-

vidual analyte. All calibration curves 

used a 1/X weighting factor and ex-

clude the origin. No internal stand-

ards were used, and all quantitative 

results were calculated using the ex-

ternal standard technique.

Analysis

GC–MS/MS extracts were prepared 

for analysis using a combination of 

dSPE cleanup and dilution. For the 

dSPE cleanup, 100 μL of sample ex-

tract was added to a 2-mL dispos-

able tube containing 50  mg of pri-

mary secondary amine (PSA), 50 mg 

of C18, 7.5  mg of graphitized car-

bon, 150  mg of magnesium sulfate, 

and 900  μL of 1:1 hexane–acetone. 

These tubes were capped, vortexed 

for 30 s, and centrifuged for 2 min. A 

300 μL aliquot was removed from the 

tube and added to an autosampler 

vial containing 300  μL of hexane–

acetone (1:1). At this point, the sam-

ple extract consists of 5% acetoni-

trile–95% hexane–acetone (1:1). This 

solvent system gives much better 

performance with GC compared to 

100% acetonitrile. The combined di-

lutions from the cleanup step (10x) 

and post cleanup (2x), with the ini-

tial extraction (25x) result in an over-

all dilution factor of 500x. Using this 

approach, background noise and 

matrix in the fi nal extract was signifi -

cantly reduced (Figure 1) and recov-

eries for the target pesticides were 

within acceptance limits of 70–120%.

The LC–MS/MS extracts were 

prepared for analysis using only a 

final dilution step. This final dilu-

tion of 50 μL of extract into 950 μL 

of acetonitrile results in a fac-

tor of 20x. Combined with the ini-

tial extraction, this dilution leads to 

an overall dilution factor of 500x. 

Again, the background matrix is re-

duced (Figure 1) and the recoveries 

for target pesticides are within ac-

ceptance limits of 70–120%.

Each cannabis strain will have its 

own unique profile of cannabinoids 

and terpenes, which may present 

different background interferences 

affecting pesticide determinations. 

If dilution alone does not adequate-

ly address matrix effects or inter-

ferences, there is an optional dSPE 

cleanup that can be applied to ex-

tracts for LC–MS/MS analysis. This 

optional step uses PSA as a sorbent. 

PSA is a powerful cleanup sorbent 

for challenging samples, but may 

result in low recoveries for some 

compounds. Recoveries for spi-

notoram, spinosad, spirotetramat, 

and spiroxamine can be reduced to 

<50% when subjected to a disper-

sive technique containing PSA, and 

daminozide is unrecoverable.  

A concept developed by Schenck 

and Wong (9) to address the loss 

of planar pesticides when using 
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Table I: Comprehensive pesticide target list: GC–MS/MS (bold) LC–MS/MS (italic) 

3-Hydroxycarbofuran Cyanazine Fenamiphos sulfone Methidathion Propamocarb

Abamectin* Cyantraniliprole Fenamiphos sulfoxide Methiocarb Propargite

α-BHC Cyazofamid Fenarimol Methomyl Propazine

Acephate Cycloate Fenazaquin Methoxyfenozide Propiconazole

Acequinocyl-hydroxy Cyfl ufenamid Fenbuconazole Metolachlor Propoxur

Acetamiprid Cyfl umetofen Fenoxycarb Metrafenone Pymetrozine

Aldicarb Cyfl uthrin Fenpropathrin Mevinphos Pyraclostrobin

Aldicarb sulfone Cymoxanil Fenpyroximate MGK-264 Pyrafl ufen-ethyl

Aldicarb sulfoxide Cypermethrin Fenvalerate Myclobutanil Pyrethrin

Aldrin Cyprodinil Fipronil Norfl urazon Pyridaben

Allethrin Cyromazine Flonicamid Novaluron Pyrimethanil

Ametoctradin Dacthal Fludioxonil Omethoate Pyriproxyfen

Atrazine Daminozide Fluometuron o-Phenylphenol Quinoxyfen

Azinphos-methyl δ-BHC Fluopicolide Oxadiazon Rotenone

Azoxystrobin DCPMU Fluopyram Oxadixyl Sethoxydim

β-BHC Deltamethrin Fluoxastrobin Oxamyl Siduron

Bendiocarb Diazinon Flupyradifurone Oxydemeton-Methyl Simazine

Benfl uralin Diazoxon Fluridone Oxyfl uorfen Simetryn

Bensulide Dichlobenil Flutolanil p,p'-DDD Spinetoram

Bifenazate Dichlorofenthion Flutriafol p,p'-DDE Spinosad

Bifenthrin Dichlorvos Fluvalinate p,p'-DDT Spirodiclofen

Bolstar Diclofop-methyl Fluxapyroxad Paclobutrazol Spiromesifen

Boscalid Dicloran Formetanate HCl Paclobutrazol Spirotetramat

Bromacil Dicofol γ-BHC Parathion-methyl Spiroxamine

Bromopropylate Difl ubenzuron Heptachlor Pendimethalin Sulfoxafl or

Captan† Dimethoate Heptachlor epoxide Pentachlorothioanisole Tebuconazole

Carbaryl Dimethomorph Hexachlorobenzene Penthiopyrad Tebufenozide

Carbendazim Dinotefuran Hexazinone Permethrin Tebuthiuron

Carbofuran Diphenamid Hexythiazox Phorate sulfone Tebutryn

Carfentrazone-ethyl Disulfoton sulfone Imazalil Phorate sulfoxide Terbuthylazine

Chlorantraniliprole Dithiopyr Imidacloprid Phosalone* Tetraconazole

Chlordane Diuron Indazifl am Phosmet Thiabendazole

Chlorfenapyr d-Phenothrin Indoxacarb Phosphamidon Thiacloprid

Chlorfenapyr Esfenvalerate Isoxaben Piperonyl butoxide Thiamethoxam

Chloroneb Ethalfl uralin Kresoxim-methyl Pirimicarb Thiobencarb

Chlorothalonil Ethofumesate λ-Cyhalothrin Pirimicarb Thiodicarb

Chlorpropham Ethoprophos Linuron Pirimiphos-methyl Tolfenpyrad

Chlorpyrifos† Ethoxyquin Malaoxon Prallethrin trans-Nonachlor

Chlorpyrifos-methyl Etofenprox Malathion Procymidone Triadimefon*

cis-Nonachlor Etoxazole Mandipropamid Prodiamine Triadimenol

Clethodim Etridiazole Mefenoxam Prometon Trifl oxystrobin

Clofentezine Famphur Metconazole Prometryn Trifl umizole

Clothianidin Fenamidone Methamidophos Pronamide Trifl uralin

*%RSD exceeds 15% (abamectin = 17.9%, phosalone = 19.2%, triadimefon = 20.1%). 
†Recovery falls outside 70–120% (captan = 133%, chlorpyrifos = 122%).
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graphitized carbon as a cleanup 

sorbent can be applied to com-

pounds strongly retained by PSA. To 

improve recoveries of planar pesti-

cides when using graphitized car-

bon, toluene (25–30%) is added to 

sample extract to push planar pes-

ticides off the sorbent. When using 

a dSPE designed for fatty samples 

(50 mg of PSA, 50 mg of C18, 150 mg 

of magnesium sulfate), a similar ap-

proach can be used with methanol. 

Adding methanol at the dSPE step 

will improve the recoveries for com-

pounds retained by PSA. The data 

indicate that 10–20% methanol ad-

dition will increase recoveries for the 

problematic compounds (Figure 2). 

This approach will improve recover-

ies to acceptable levels with minimal 

matrix returning to the extract. Keep 

in mind that no amount of methanol 

will recover daminozide from PSA, 

and typical reversed-phase chroma-

tography is not optimal for meas-

uring daminozide residues. A more 

appropriate technique would be an 

extraction optimized for polar com-

pounds and using hydrophilic-inter-

action chromatography (HILIC) chro-

matographic techniques (10).

Results and Discussion

A solvent extraction with a pass 

through solid-phase cleanup gives 

an extract with less coextracted ma-

terials when compared to extracts 

from a QuEChERS technique. Having 

a single extraction procedure that 

can be split to both MS/MS platforms 

streamlines the workfl ow, resulting in 

higher sample throughput. Disper-

sive cleanup and dilution techniques 

can be optimized for each analytical 

technique and compound list to give 

the necessary precision and accura-

cy. The cleanup and dilution proce-

dure for GC–MS/MS analysis allows 

the laboratory to place the sample 

extract  into a solvent that is more 

amenable to GC (hexane–acetone). 

An optional dispersive cleanup pro-

cedure for LC–MS/MS analysis can 

be used if adverse matrix effects or 

interferences are encountered.

This procedure was validated for 

215 pesticides (Table I) split between 

the two MS/MS platforms. A set of 

fi ve replicates was prepared at the 

limit of quantitation (LOQ) for each 

compound. The signal-to-noise ratio 

(S/N) criterion of 10:1 (quantitation 

ion) was met for each compound at 

Figure 1: Full-scan chromatograms: Full-scan data were collected for both GC–MS/MS 
(top) and LC–MS/MS (bottom). The black chromatogram is the initial sample extract (post 
SPE column), the blue represents a 20x dilution of initial extract. The red chromatogram is 
post dSPE cleanup (50 mg PSA/50 mg C18/7.5 mg GCB/150 mg MgSO4).
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the LOQ. For the GC–MS/MS-ame-

nable compounds, 72 of the 74 pes-

ticides had recoveries of 70–120%, 

and the percent relative stand-

ard deviation (%RSD) was less than 

15% for all 74 compounds. For com-

pounds analyzed by LC–MS/MS, all 

141 pesticides had recoveries of 70–

120%, and the %RSD was below 15% 

for 138 of 141. The LOQ was validated 

at 0.1  mg/kg for all compounds ex-

cept those listed in Table II.

Conclusion

The key to successful pesticide resi-

due analysis in cannabis and cannab-

inoid products is understanding and 

gaining control of the background 

matrix. With a reduced matrix load in 

the fi nal extract, GC issues like fouled 

or plugged syringes, dirty inlets or 

liners, and contaminated sources 

are greatly reduced. LC issues such 

as fouled or dirty valves, decreased 

column performance, contaminat-

ed spray shields and sources are less 

likely with the reduced matrix pre-

sent in the sample extracts. With 

fewer potential interfering isobars, 

detector conditions are more stable 

and performance increases, result-

ing in increased sensitivity and stabil-

ity in both baselines and compound 

response. All these factors combined 

provide a laboratory with increased 

sample throughput and a reduction 

in downtime because of maintenance 

and repairs. The use of high sensitiv-

ity MS/MS systems will allow labora-

tories to utilize calibration curves at 

sub-parts-per-billion levels.

By using a comprehensive ap-

proach to residues analysis, as is 

traditionally applied to convention-

al agricultural crops, a laboratory 

will be able to screen for the com-

pounds required by regulation in 

addition to pesticides not included 

on a U.S. state list. There are many 

pesticides with similar chemistries 

and modes of action as those on a 

state specific list that could go un-

detected and enter the retail mar-

ketplace unless a more comprehen-

sive approach is taken.
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Table II: Compounds with LOQs above 0.1 mg/kg

Compound LOQ (mg/kg) Compound LOQ (mg/kg)

Captan 0.5 Pyrethrin 0.5

Clethodim 0.2 Pirimicarb 0.2

Cycloate 0.2 Sethoxydim 0.2

Deltamethrin 0.5 Spiromesifen 0.2

Dicloran 0.5 Tebuconazole 0.2

Fenbuconazole 0.2 Triadimefon 0.2

Flubendiamide 0.2 Triadimenol 0.2

Methidathion 0.2 Trifl oxystrobin 0.2

Propargite 0.2
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Cannabis Quality Control Testing 
Using Gas Chromatography

T
he lack of standardized regulations means that 

producers of cannabis and cannabis-derived 

products can supply goods unhindered, potential-

ly carrying unsafe levels of pesticides, mold, fungi, and 

bacteria that can be hazardous to human health. But the 

cannabis industry is constrained by a legal framework 

that makes it very diffi cult to fi nd cannabis with tested 

cannabinoid content.

This article highlights the work that is being done by 

Shamanics, a cannabis oil extraction company based in 

Amsterdam (1). The company works with cannabis, in par-

ticular the cannabinoid cannabidiol (CBD), to produce high 

quality CBD oil. Unlike many of its competitors in the Neth-

erlands, Shamanics conducts key analyses on products 

before they’re taken to market to provide tested, quality 

products to meet consumer demand.

Effects of Cannabis

Cannabis consists of the dried fl owers of the female Can-

nabis sativa L. plant, also known as hemp or marijuana, 

and contains a number of active substances including Δ9-

tetrahydrocannabinol (THC) and CBD (2). Through selec-

tive breeding, growers have developed strains with differ-

ent sensory, psychoactive, and medicinal properties.

During the past decade, evidence has been presented 

that cannabis could have therapeutic effects in a number of 

major diseases such as epilepsy, cancer, and Gilles de la Tou-

rette syndrome (3). However, as a result of the restrictions 

Andrew James

The cannabis industry has been struggling to keep pace with the changing attitudes toward the drug. 
With no standardized regulations for quality control between states or countries, there is a huge gap 
to fi ll in terms of rigorous testing. The industry is considerably different than the pharmaceutical 
industry, where drugs pass through extensive quality control to meet stringent safety standards. The 
challenge for global cannabis producers and processors is how to combat the lack of rigorous testing 
and oversee quality control to ensure reliable, safe, and consistent products. Gas chromatography 
(GC) is a successful analytical technique for cannabis testing that provides opportunities to advance 
the cannabis industry.
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imposed on cannabis research, it is 

thought that many studies were carried 

out without adequate control trials or 

sample sizes. For patients who rely on 

cannabis for medicinal use to ease their 

symptoms, safety and consistency are 

diffi cult to guarantee. To be considered 

as a drug for medicinal use, cannabis 

shouldn’t be different from any other 

pharmaceutical. In the pharmaceuti-

cal industry, consumers trust that pre-

scribed medication has been tested to 

contain no harmful contaminants and a 

precise dose of an active pharmaceuti-

cal ingredient. As the cannabis indus-

try becomes increasingly transparent, 

there is scope for the increased testing 

and research that consumers demand.

The Growing Legal Market

Traditionally, there have been blurred 

lines between countries and states 

on their rules and regulations around 

cannabis, for both medicinal and rec-

reational use. In the United King-

dom, the possession and supply of 

cannabis is illegal but there have 

been a number of cases where can-

nabis has been prescribed for medic-

inal use. One example of cannabis 
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prepared for medicinal use is the 

drug Sativex, which has THC as an ac-

tive compound. It is also possible to 

buy CBD oils from high street stores 

in the UK, but those products have 

usually been extracted from hemp 

rather than cannabis (4).

In contrast, 30 states in the U.S. have 

legalized cannabis for medicinal use 

(5). California’s legalization of recrea-

tional cannabis in January 2018 was a 

huge milestone in the industry. And 

with legalization comes regulation; 

the state has imposed stringent rules 

around standardized quality testing 

of cannabis products including pesti-

cide testing. All legal cannabis must be 

tested for residues of 66 pesticides list-

ed by the Bureau of Cannabis Control.

Despite this movement, cannabis 

isn’t classifi ed as a medicine because 

it remains illegal under federal law, set 

at the U.S. government level. Subse-

quently, the U.S. Food and Drug Ad-

ministration (FDA) has not approved 

the plant or plant extracts as a medi-

cine. However, Δ9-THC, the main psy-

choactive ingredient in the Cannabis 

sativa L. plant, has been an FDA-ap-

proved drug for more than 25 years. 

Navigating the landscape of canna-

bis testing in comparison to the im-

posed regulations is complex. For 

example, Massachusetts legalized 

cannabis for medicinal use but re-

quired safety and potency testing by 

a third-party for all products despite 

it being illegal to operate a cannabis 

testing laboratory in the state. 

Despite this backdrop, the canna-

bis market is forecasted to continue 

to grow. A recent report suggested 

that medical marijuana sales will grow 

to $13.3 billion in 2020 and adult rec-

reational sales are estimated to reach 

$11.2 billion by 2020 (6). 

The Need for Testing

It’s important that imposed regula-

tions aren’t time-consuming and ex-

pensive to implement, or there is a risk 

of people turning to the black market 

to get around them, offsetting the in-

itial aim of the regulations in keeping 

the public safe. New testing laws in-

crease costs for manufacturers on top 

of the license and permit fees they are 

required to pay. Push back from pro-

ducers is imminent with the imple-

mentation of new regulations, but this 

interaction is necessary to upgrade 

the cannabis industry and ensure that 

high-quality products are being made. 

In the past, testing wasn’t typical-

ly carried out in-house because of the 

perception that analytical instrumen-

tation is too expensive and complex, 

requiring a deep understanding of 

analytical chemistry. However there 

are technologies and instrumentation 

available that are easy to use, cost-ef-

fective, and adapted for users with 

minimal experience. Gas chromatog-

raphy (GC) is a widely used analytical 

tool for cannabis testing that enables 

potency testing, terpenes profi ling, 

pesticide screening, and residual sol-

vents analysis—knowledge that can 

signifi cantly benefi t the cannabis in-

dustry. With access to these robust 

testing techniques, companies can 

accurately determine the active can-

nabis ingredients, providing vital in-

formation in a competitive market-

place. This, in turn, builds consumer 

confi dence and aids market growth.

Typically, the primary cannabinoids 

of interest for potency testing are 

THC, CBD, and cannabinol (CBN). A 

key goal in cannabis analysis is posi-

tive identifi cation and quantifi cation 

of the THC:CBD ratio. For medicinal 

cannabis, CBD is the primary com-

ponent of interest because it is often 

characterized by high levels of CBD 

and low levels of THC. In contrast, rec-

reational cannabis typically has high 

levels of THC—the main psychoactive 

ingredient—and low levels of CBD. 
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Figure 3: Chromatogram showing the terpenes and cannabinoids separated in a single run.

Table I: GC conditions

Injector temperature 270 °C

Detector type FID

Detector temperature 280 °C

Carrier gas type Hydrogen

Detector range x10

Carrier fl ow 1.5 mL/min

Split fl ow 70 mL/min

Injection volume 1 μL

Stabilization time 0.5 min

Column type

30 m x 
0.25 mm, 

0.25-μm fi lm 
thickness EL-5

Initial temperature 100 °C

Hold 5 min

Ramp 1 200 °C/min

Temperature 1 200 °C

Ramp 2 10 °C/min

Temperature 2 270 °C

Total run time 17 min
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Cannabis Testing in the 

Home of the Coffee Shop

Despite the perceived relaxed laws 

around cannabis consumption in the 

Netherlands, where tourists can le-

gally consume cannabis in coffee 

shops, restrictions remain on growing 

and purchasing the drug (7). As a re-

sult, many consumers, including cof-

fee shops, have to turn to the black 

market to acquire the product, where 

testing remains very rare. 

Shamanics’s goal is to upgrade the 

cannabis scene in the Netherlands us-

ing GC to protect and grow the mar-

ket. The company uses GC for quality 

assurance of its products and offers a 

testing service for coffee shops in Am-

sterdam to test the quality of their can-

nabis. The company conducts terpene 

analysis and potency testing. When 

testing for potency, they analyze 

total THC and CBD. When testing by 

GC, the acidifi ed versions of the can-

nabinoids are converted to the neu-

tral forms in heat of the GC injector 

(Figure 1), so the results of the neu-

tral THC and CBD peaks will repre-

sent the total values. If the levels of the 

acidic and neutral cannabinoids are 

Table II: Compound list and the corresponding results

Peak 

Number
Compound

Retention 

Time (min)
Response Amount (mg/L)

1 Myrcene 2.463 0.635 2.536

2 Δ-3-Carene 2.737 1.167 9.605

4 Geraniol 5.636 0.363 5.496

6 β-Caryophyllene 5.981 0.478 7.793

7 α-Humulene 6.524 0.212 15.551

8 CBD 13.356 0.709 26.620

9 Δ
9-THC 14.284 18.523 601.286

10 CBG 14.843 0.811 24.035

Total 692.922

No need to go to ICP/ICP-MS for heavy metal 
analysis in Cannabis, PF7 is specialize to analysis 
the heavy metals (especially As,Hg,Pb,Cd) in 
ppt level, high speed and throughput (10~20 
seconds for each sample), much lower running 
cost, simple to use and easy to maintenance.

PF7 Heavy Metal Analyzer

Visit us for more Cannabis 
analysis instruments:  
www.perseena.com 

Email: sales@perseeanalytics.com 
Tel: 440-591-9268

y
www.perseena.com

Email: sales@perseeanalytics.com 
Tel: 440-591-9268

L600 HPLC M7 GCMS
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www.perseena.com
www.perseena.com
mailto:sales@perseeanalytics.com
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required separately, they can be test-

ed with GC by derivatizing the sample 

before analysis (Figure 2). This process 

protects the acidic cannabinoids from 

converting to their neutral forms in the 

GC injector. The total cannabinoid val-

ue is then calculated by adding the 

amount of neutral version present to-

gether with the amount of neutral ver-

sion that could be created by the de-

carboxylation of the acidic version of 

the cannabinoid present.

Experimental

A typical analysis completed at Sha-

manics’s laboratory in Amsterdam is 

shown in Figure 3. The chromatogram 

shows the concentration and profi le 

of the terpenes and cannabinoids in a 

cannabis sample to establish the po-

tency, the fl avor profi le, strength, and 

therefore, quality.

Materials

First, 0.1 g of cannabis was added to 

30 mL of methanol at ambient, shaken 

for 30 s and left to extract for 30 min. 

An aliquot of the extractant liquid was 

then collected through a syringe fi l-

ter and placed in a sample vial ready 

for analysis. The analysis was per-

formed using a 200 Series GC sys-

tem with fl ame ionization detection 

(FID) (Ellutia) and a 30 m x 0.25 mm, 

0.25-μm fi lm thickness EL-5 column 

(Ellutia). The standards used for the 

calibration were a standard three-

component cannabinoid mix (Rest-

ek Cat.# 34014: Cannabinoids Stand-

ard) and a 19-component terpene mix 

(Restek Cat.# 34095: Medical Canna-

bis Terpenes Standard #1).

GC Conditions

The GC conditions are listed in Table I. 

Results and Discussion

The results show that this sample has 

601.226 μg/mL of THC. This results in 

the sample having a total THC con-

tent of 18%. 

Figure 4 shows a high level of THC 

and suggests that if consumed it would 

have more of the psychoactive effects. 

The results include the ratio of THC 

and CBD, providing information about 

the potency of the product. Figure 5 

shows the concentration and profi le of 

the terpenes that are present, provid-

ing information about the fl avor profi le 

that guides users about the sort of fl a-

vor characteristics that can be expect-

ed from the cannabis when consumed. 

The variations in terpenes present 

and their subsequent levels defi ne 

how that strain of cannabis will smell 

and taste. As an example, a strain 

showing high levels of limonene may 

have a citrus lemon aroma (limonene 

is also commonly found in lemons). 

Similarly, a high level of myrcene will 

give fl avors similar to beer (myrcene 

is also commonly found in hops). The 

levels of terpenes can also be used 

as a guide to understand the quality 

of the product. For example, low lev-

els could indicate that it has not been 

dried correctly. This information ena-

bles manufacturers to verify the qual-

ity of the fi nal product. 

Conclusion 

It is evident that the cannabis indus-

try still has a distance to go in terms 

of quality control. With no central-

ized regulatory body responsible 

to ensure stringent safety stand-

ards, the responsibility lies with the 
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Figure 4: Cannabinoid detail from chromatogram.

Figure 5: Terpene detail from chromatogram.
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grower, manufacturer, and even the 

individual consumer. 

Access to affordable, robust ana-

lytical techniques, such as GC, ena-

bles products to be tested to meas-

ure the cannabinoid and terpene 

content and determine its overall 

quality, providing reassurance to con-

sumers throughout the supply chain. 

In the case above, GC testing deter-

mined the overall THC content to be 

18%. This is a high level of THC and 

can therefore be expected to have 

psychoactive effects, providing cru-

cial information for commercial pur-

poses. It is critical to comply with 

fast-changing regulations to provide 

consistent, tested products in a high-

ly competitive marketplace.

Ultimately, if cannabis wants to be 

considered a medicine, it needs to 

be manufactured and tested with the 

same care that is given to all medi-

cines in the pharmaceutical market. 
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The Quantitative Determination of 
Phytocannabinoids in Hemp Oils 
Using HPLC with UV Detection

M
edical marijuana general-

ly possesses high levels of 

the psychotropic tetrahy-

drocannabinol (Δ9-THC) and low-

er levels of the nonpsychotropic 

cannabidiol (CBD). Pain mitigation 

and reduced severity of nausea 

and seizures are just a few of the 

therapeutic benefits reported by 

medical cannabis patients. Con-

versely, hemp contains high levels 

of CBD and lower levels (general-

ly less than 0.3%) of THC. CBD has 

been reported to reduce or elim-

inate pain, stress, depression, in-

flammation, and headaches.

To complicate matters, there 

is evidence that a combination of 

CBD, a host of other minor cannab-

inoids, and a complex array of ter-

penoids may provide the most ben-

efi t—called the entourage effect (1). 

Both free and esterifi ed sterols and 

triterpenes have been identifi ed in 

Craig Young and Bob Clifford

Medical marijuana generally possesses high levels of the psychotropic tetrahydrocannabinol (Δ9-
THC) and lower levels of the nonpsychotropic can nabidiol (CBD). Pain mitigation and reduced 
severity of nausea and seizures are just a few of the therapeutic benefi ts reported by medical 
cannabis patients. The main source of CBD-rich oil is carbon dioxide or butane extraction of 
industrial hemp. Hemp is a robust crop containing high quantities of CBD and minor quantities 
of other cannabinoids. Like cannabis, hemp oil may be analyzed easily and effectively for its 
cannabinoid content. Presented herein is a procedure for the quantitative determination of 11 
important cannabinoids, including CBD, in hemp oil using high performance liquid chromatography 
(HPLC) with ultraviolet (UV) detection.
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cannabis and hemp, among which 

β-sitosterol and β-amyrin have been 

shown to have antibacterial proper-

ties (2). CBD-rich oil has become in-

creasingly popular and is admin-

istered via sublingual drops, gel 

capsules, or as a topical ointment. 

The main source of CBD-rich oil 

is industrial hemp. Hemp is consid-

ered a rustic plant because it is frost 

resistant, adapts to poor soil, repro-

duces easily, and does not require 

chemical fertilizers, pesticides, her-

bicides, or fungicides to thrive. A 

hemp crop tends to resist mildew 

and requires less water than cotton. 

Hemp textiles are considered softer 

than cotton.  

CBD oil is derived as concentrate 

from carbon dioxide or butane ex-

traction of hemp, sometimes fol-

lowed by steam distillation or ethanol 

distillation for purifi cation. The Farm 

Bill of 2014 distinguishes hemp from 

marijuana, yet interpreting the law is 

diffi cult in that “CBD oil” may be clas-

sifi ed as marijuana. Various forms of 

hemp oil may be purchased online.

The U.S. Food and Drug Adminis-

tration (FDA) has issued warning let-

ters against unproven claims to some 

companies that market products con-

taining CBD. As part of these actions, 

the FDA has determined the cannabi-

noid content of some hemp products 

and many were found to contain lev-

els of CBD that are very different from 

the label claim. It is important to note 

that such products are not approved 

by the FDA for the diagnosis, cure, 

mitigation, treatment, or prevention 

of any disease (3).

The literature indicates more 

than 90 phytocannabinoids in can-

nabis and hemp (4). Only a hand-

ful are common targets of analysis 

for medical potency because they 

are the most abundant. Like canna-

bis, hemp oil may be analyzed eas-

ily and effectively for its cannabi-

noid content. This work presents 
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Figure 1: Cannabinoids found in hemp and marijuana.

Hemp oil 1
Black label
Label claim: 23 mg per serving; 100 serving per 100 mL
Calculation of label claim: 23,000 μg/mL or 2.3%

Hemp oil 2
Blue label
500 mg per 30 mL
Calculation of label claim: 16,666 μg/mL or 1.7%

Hemp oil 3
Green label
15 mg per 1 serving per 0.5mL = 15 mg/0.5 mL
Calculation of label claim: 30,000 μg/mL or 3.0%

Figure 2: Hemp oil 1, black label, label claim: 23 mg per serving; 100 servings per 100 mL; 
calculation of label claim: 23,000 μg/mL or 2.3%. Hemp oil 2, blue label, 500 mg per 30 mL, 
calculation of label claim: 16,666 μg/mL or 1.7%. Hemp oil 3, green label, 15 mg per 1 serv-
ing per 0.5 mL = 15 mg/0.5 mL, calculation of label claim: 30,000 μg/mL or 3.0%.
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the quantitative determination of 11 

important cannabinoids, including 

the predominate CBD (Figure 1), in 

various hemp oils.

Standard Curves

Using a comprehensive mixture of 

11 cannabinoids (Shimadzu Part 

#220-91239-21; 250  μg/mL), stand-

ard curves were prepared for each 

target analyte with a minimum ac-

ceptable correlation coefficient 

(R2) of 0.999 over six standard lev-

els. A linear dynamic range was es-

tablished at 0.5–100 mg/L (ppm) in 

each analyte. 

Experimental

Instrument and 

Chromatographic Conditions

Instrument:  Shimadzu LC-2030C UV 

(Cannabis Analyzer for 

Potency)

Column:  Shimadzu NexLeaf CBX for 

Potency (150 mm x 4.6  mm, 

2.7-μm d
p
)

Guard column:  Shimadzu NexLeaf 

CBX Guard

Mobile-phase A:  0.09% phosphoric 

acid in water  

Mobile-phase B:  0.09% phosphoric 

acid in acetonitrile 

Gradient:  B concentration 70% (initial) 

A 95% (8 min) 

Flow rate: 1.5 mL/min 

Column temperature: 35 °C

Injection volume: 5 μL 

Detection: 220 nm

Hemp Oil Sample Preparation

Hemp oils are typically rich in CBD, 

with relatively minor concentrations 

of other cannabinoids. All cannab-

inoid targets have a linear dynamic 

range, above which the detector re-

sponse ceases to be linear with con-

centration. Accurate quantitation re-

lies on the detector response to the 

analyte lying within the calibration 

range. Therefore, two dilution factors 

were used, depending on the quanti-

tative goal. One dilution factor yield-

ed the appropriate detector sensitivi-

ty to the array of minor cannabinoids. 

A second, higher dilution factor was 

established for the most accurate 

(a)

700

500

750

500

250

0

0.0 2.5 5.0 7.5 10.0

175

150

125

100

75

50

25

0

0.0 2.5 5.0 7.5 10.0

100

75

50

25

0

0.0 2.5 5.0 7.5 10.0

400

300

200

100

0

0.0 2.5 5.0 7.5 10.0

150

125

100

75

50

25

0

0.0 2.5 5.0 7.5 10.0

600

500

400

300

200

100

0

0.0 2.5

C
B

O
V

 /
 2

.5
5
4

C
B

D
V

 /
 2

.5
4
9

C
B

D
V

 /
 2

.5
5
3

C
B

D
A

 /
 3

.3
5
2

C
B

D
 /

 3
.9

6
4

C
B

G
A

 /
 3

.6
1
5

C
B

C
 /

 3
.8

1
0

C
B

N
 /

 5
.5

5
8

d
9
-T

H
C

 /
 6

.4
2
2

T
H

C
A

 /
 7

.4
9
3

C
B

D
V

 /
 2

.5
5
5

C
B

D
A

 /
 3

.3
5
7

C
B

D
 /

 3
.9

7
2

C
B

G
 /

 3
.8

1
6

C
B

N
 /

 5
.5

6
2

d
9
-T

H
C

 /
 6

.4
2
5

C
B

C
 /

 7
.2

5
2

T
H

C
A

 /
 7

.4
9
5

C
B

C
 /

 7
.2

4
8

C
B

O
V

 /
 2

.3
5
4

C
B

G
 /

 3
.7

1
6

C
B

C
 /

 7
.3

3
9

C
B

D
 /

 3
.9

6
7

C
B

D
 /

 3
.9

6
3

C
B

D
A

 /
 3

.3
4
2

C
B

G
A

 /
 3

.5
7
9

C
B

G
 /

 3
.8

1
1

C
B

N
 /

 5
.5

5
1

C
B

G
 /

 3
.8

1
2

C
B

D
 /

 3
.9

6
9

d
9
-T

H
C

 /
 6

.4
2
2

C
B

C
 /

 7
.2

4
9

d
9
-T

H
C

 /
 6

.4
2
1

C
B

C
 /

 7
.2

4
8

C
B

C
 /

 3
.9

6
6

5.0 7.5 10.0
min

(b)

(c) (d)

(e) (f)

Time (min)

Time (min) Time (min)

Time (min)

Time (min) Time (min)

Figure 3: (a) Hemp oil 1 (black), total cannabinoids (81x dilution). (b) Hemp oil 1 (black), 
CBD only (405x dilution). (c) Hemp oil 2 (blue), total cannabinoids (81x dilution). (d) Hemp 
oil 2 (blue), CBD only (405x dilution). (e) Hemp oil 3 (green), total cannabinoids (81x dilu-
tion). (f) Hemp oil 3 (green), CBD only (405x dilution).

Table I: Summary of CBD quantitative determination for fi ve hemp oils

ID 

Number
Name

1 2 3 4 5

Label Claim (CBD): 

23,000 μg/mL

Label Claim (CBD): 

16,666 μg/mL

Label Claim (CBD): 

30,000 μg/mL

Label Claim (CBD): 

8000 μg/mL

Label Claim (CBD): 

8333 μg/mL

Black Label Blue Label Green Label Red Label Yellow Label

μg/mL 

(ppm)
%

μg/mL 

(ppm)
%

μg/mL 

(ppm)
%

μg/mL 

(ppm)
%

μg/mL 

(ppm)
%

5 CBD 21880.06 2.188 15242.8 1.524 24210.45 2.421 9721 0.972 16695 1.670

CBD % of 
label claim

95 92 81 122 200
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quantitation of the major CBD com-

ponent so that it’s response was within 

the established quantitative dynamic 

range established for that analyte. In 

practice, it was found that the two ap-

proaches yielded quantitative values 

for CBD that agreed within 0.2%. 

A. Quantitative Total Cannabinoids

1. Add 400 μL of isopropanol 

to a 2-mL glass vial

2. Add 10 μL of hemp oil sample 

and completely dissolve 

3. Agitate for 30 s

4. Add 400 μL of methanol 

to the mixture

5. Agitate for 30 s

6. Filter the mixture through a 

0.2-μm PTFE syringe fi lter into 

a high performance liquid 

chromatography (HPLC) vial

7. (Note: Total dilution factor 81X)

B. Quantitative CBD Only

1. Add 800 μL of methanol 

to a 2-mL glass vial

2. Add 200 μL of the part A mixture

3. Agitate for 30 s

4. (Note: Total dilution factor 405X)

Five hemp oils were tested in this 

study; they were purchased from var-

ious mail-order vendors. The appear-

ance and label information for three of 

the fi ve appear in Figure 2, referenced 

as black, blue, and green. The two 

other samples tested but not pictured 

are referred to as red and yellow.

Qualitative Analysis 

of Hemp Oils

Chromatograms for hemp oils 1 

(black), 2 (blue), and 3 (green) appear 

in Figure 3. Peak labels appear for 

only those cannabinoids identifi ed in 

the sample.

Quantitative Results 

Summary for Hemp Oils

The astute reader may correctly ask 

about the noncannabinoid constit-

uents in the sample and how they 

may infl uence the chromatography. 

As the sample preparation present-

ed here is essentially a simple dilu-

tion of the oil sample into injecta-

ble form, nothing is done to separate 

cannabinoids from terpenes, pheno-

lics, or pigment compounds. Under 

the reversed-phase chromatogra-

phy conditions used here, any pig-

ment compounds emerge early in the 

chromatography.  

The sum total terpene content of 

hemp and cannabis is 1–3% (2), com-

prising possibly hundreds of terpe-

noids. As for chemistry, many trit-

erpenes and sesquiterpenes have 

similar polarities to the cannabinoids 

and are expected to retain on the 
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analytical column to similar degrees 

as the cannabinoids. Within the de-

tection limits of this work, any terpe-

noids are undetectable, essentially 

lost in the baseline.

Discussion 

Tables I and II summarize the quanti-

tative fi ndings for the samples stud-

ied. Table I refl ects the accurate 

quantitation of CBD using the higher 

dilution factor (405X). Table II refl ects 

the quantitation of the comprehen-

sive target list.

As a general sample observation, 

hemp oils 1 (black) and 2 (blue) ex-

hibited a transparent, weak-yellow 

or green coloration. Our assumption 

was that each of these is a product 

of multistep purifi cation after ex-

traction; for example, carbon diox-

ide or butane extraction followed by 

steam distillation. Notably, hemp oil 3 

(green) was opaque brown or green 

and gritty in appearance. It also had 

the most intense smell—a distinct-

ly “earthy” odor. Accordingly, our as-

sumption was that the sample was the 

result of crude extraction only, with 

no further refi nement.  

It is important to note that it has 

been reported in the literature that 

the whole plant can be more benefi -

cial to the consumer because it con-

tains not only the cannabinoids, but 

also an array of terpenes providing a 

synergistic whole plant benefi t. The 

whole plant can also provide essential 

fatty acids, plant sterols for lowering 

cholesterol, and antioxidants chloro-

phyll and vitamin E.

Hemp oils 1 (black) and 2 (blue) 

showed high ratios of CBD to total 

cannabinoids, both at 92%, and the 

lowest quantity of other cannabi-

noids. This fi nding supported the 

assumption, along with transparen-

cy and color, that these oils were the 

more highly purifi ed samples. Both 

samples also tested close to label 

claim at 95% and 92%, respectively.

Hemp oil 3 (green) revealed the 

highest content of CBD and to-

tal cannabinoids, yet exhibited the 

Table II: Summary of total cannabinoids quantitative determination

ID 

Number
Name

1 2 3 4 5

Label Claim (CBD): 

23,000 μg/mL

Label Claim (CBD): 

16,666 μg/mL

Label Claim (CBD): 

30,000 μg/mL

Label Claim (CBD): 

8000 μg/mL

Label Claim (CBD): 

8333 μg/mL

Black Label Blue Label Green Label Red Label Yellow Label

μg/mL 

(ppm)
%

μg/mL 

(ppm)
%

μg/mL 

(ppm)
%

μg/mL 

(ppm)
%

μg/mL 

(ppm)
%

1 CBDV 83.02 0.008 46.99 0.005 841.57 0.084 215.89 0.022 284.54 0.028

2 CBDA 55.07 0.006 47.04 0.005 11469.65 1.147 311.73 0.031 155.95 0.016

3 CBGA 23.55 0.002 0 0.000 99.49 0.010 0 0.000 0 0.000

4 CBG 165.92 0.017 32.95 0.003 243.55 0.024 187.81 0.019 288.51 0.029

5 CBD 21855.56 2.186 14955.69 1.496 22872.62 2.287 9721.64 0.972 16695 1.670

6 THCV 0 0.000 0 0.000 0 0.000 0 0.000 0 0.000

7 CBN 37.19 0.004 0 0.000 335.23 0.034 17.12 0.002 41.09 0.004

8 Δ
9-THC 554.46 0.055 0 0.000 1621 0.162 387.34 0.039 625.2 0.063

9 Δ
8-THC 0 0.000 0 0.000 0 0.000 29.94 0.003 51.83 0.005

10 CBC 1006.06 0.101 1194 0.119 1104 0.110 456.75 0.046 809.31 0.081

11 THCA 0 0.000 0 0.000 379.59 0.038 38.31 0.004 112.66 0.011

Total 
cannabinoids %

2.38 1.63 3.90 1.14 1.91

CBD % of total 92 92 59 86 88
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lowest ratio of CBD to total can-

nabinoids (59%). This observation 

is consistent with the assumption 

that its crude appearance reflected 

the least amount of post-extraction 

purification. Although its CBD per-

cent of label claim tested the low-

est (81%), this sample did contain 

the highest level of CBD compared 

to all other oils tested.

Hemp oils 4 (red) and 5 (yellow) 

tested higher than label claim at 122% 

and 200%, respectively. The observa-

tion is consistent with FDA fi ndings 

for CBD products, perhaps calling 

into question the type and accuracy 

of testing used to justify label claims.

In summary, all samples contained 

less Δ9-THC than the amount allowed 

by law (0.3%). Also, all samples showed 

an array of other cannabinoids, but 

the minor component, THC-V, was 

not detected in any of the hemp oil 

samples. From a quality control point 

of view, two samples were within a 

reasonable range of the label claim at 

±10%. One sample was well below la-

bel claim and two other samples were 

well above the label claims, one by 

as much as 200%. When purchasing 

CBD oils, one should consider 

• label claim, 

• actual concentration,

• the quality control from 
batch to batch, 

• other cannabinoids of importance,

• whole plant complexity, and 

• the selling price. 
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Holding Data to a Higher Standard, 
Part I: A Guide to Standard Production, 

Use, and Data Validation

T
he complex question of whether or not data or re-

sults are valid involves both the testing process 

and the actual calculated results. The question of 

whether or not the results reflect the true answer be-

comes a function of the accuracy of your standards.

Standards in the laboratory industry can be either 

procedural standards or metrological standards. A pro-

cedural or method standard is an authoritative quali-

ty system, procedure, or methodology considered by 

general consensus as the approved model or method. 

These types of standards are created by organizations 

such as the International Organization for Standardiza-

tion (ISO), Association of Official Agricultural Chem-

ists (AOAC), and American Section of the International 

Association for Testing Materials (ASTM), to name just 

a few. In some instances, laboratories seek accredita-

tion to validate their procedures and methods to ensure 

some benchmark of accuracy and quality.

The second important type of standard used to de-

termine data validity are metrological standards. A met-

rological standard is the fundamental example or refer-

ence for a unit of measure. Simply stated, a standard is 

the “known” to which an “unknown” can be measured. 

Metrological standards fall into different hierarchical 

levels. The highest levels of metrological standards 

are primary standards. A primary standard is the defin-

itive example of its measurement unit to which all oth-

er standards are compared and whose property value 

is accepted without reference to other standards of the 

same property or quantity (1,2). Primary standards of 

measure, such as weight, are created and maintained by 

metrological agencies and bureaus around the world.  

Secondary standards are the next level down with-

in the hierarchy of standards. Secondary standards are 

close representations of primary standards that are 

measured against primary standards. Chemical stand-

ards companies often create secondary standards by 

comparing their material to a primary standard, making 

that standard traceable to a primary standard source. 

The third level of standards are working standards, 

which are often used to calibrate equipment and are 

created by comparison to a secondary standard.

There are also many standards designated as refer-

ence materials, reference standards, or certified refer-

ence materials. These materials are manufactured or 

characterized for a set of properties and are tracea-

ble to a primary or secondary standard. If the materi-

al is a certified reference material (CRM), then it must 

be accompanied by a certificate that includes informa-

tion on the material’s stability, homogeneity, traceabil-

ity, and uncertainty (2,3).

Stability, Homogeneity, 

Traceability, and Uncertainty

Stability is when a chemical substance is nonreactive 

in its environment during normal use. A stable material 

Patricia Atkins

Testing, manufacturing, and research laboratories face more challenges and regulations than ever 
before. Many accreditation bodies issue increasing numbers of guidelines. Regulatory agencies 
increase the number of compounds and elements that need to be reported while the levels of 
detection required are being decreased. There is often a lot of time, effort, and money invested in 
deciphering the data and determining its validity and accuracy. Here, we explore the accreditation, 
regulation, and guidelines around the manufacture and use of standards and certifi ed reference 
materials (CRMs) and discuss the variables from accreditation to uncertainty involved in producing 
and using standards and reference materials. We also discuss the changing fi eld of chemical 
analysis and the challenges that arise from the pursuit of increasingly smaller levels of detection and 
quantitation, including clean laboratory techniques to reduce analytical error and contamination in 
standards use and data collection.
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or standard will retain its chemi-

cal properties within the designat-

ed “shelf life” or within its expira-

tion date if it is maintained under 

the expected and outlined stabili-

ty conditions. A material is consid-

ered to be unstable if it can decom-

pose, volatilize (burn or explode), 

or oxidize (corrode) under normal 

stated conditions. 

Homogeneity is the state of be-

ing of uniform composition or char-

acter. Reference materials can have 

two types of homogeneity: with-

in-unit homogeneity or between-

unit (or lot) homogeneity. Within-

unit homogeneity means there is no 

precipitation or stratification of the 

material that cannot be rectified by 

following instructions for use. Some 

reference materials can settle out 

of solution, but are still considered 

homogeneous if they can be redis-

solved into the solution by follow-

ing the instructions for use (that is, 

sonicate, heat, shake). Between-

unit or lot homogeneity is found be-

tween separate packaging units.

Traceability is the ability to trace 

a product or service from the point 

of origin through the manufacturing 

or service process through to final 

analysis, delivery, and receipt. Ref-

erence materials producers must 

ensure that the material can be 

traced back to a primary or second-

ary standard. 

Uncertainty is the estimate at-

tached to a certifi ed value that char-

acterizes the range of values where 

the “true value” lies within a stated 

confi dence level. Uncertainty can 

encompass random effects such as 

changes in temperature, humidity, 

drift accounted for by corrections, 

and variability in performance of an 

instrument or analyst. Uncertainty 

also includes the contributions from 

within-unit and between-unit homo-

geneity, changes because of storage 

and transportation conditions, and 

any uncertainties arising from the 

manufacture or testing of the refer-

ence material.

Types of Uncertainty

There are two basic classifications 

for types of uncertainty: Type A and 

Type B uncertainty. Type A uncer-

tainty is associated with repeated 

measurements and the statistical 

analysis of the series of observa-

tions. Type A uncertainty is calculat-

ed from the measurement’s stand-

ard deviation divided by the square 

root of the number of replicates.  

Type B uncertainty is based on 

scientific judgement made from 

previous experience and manufac-

turer’s specifications. Type B nor-

mal distribution is used when an 

estimate is made from repeated 

observations of a randomly var-

ying process and an uncertainty 

is associated with a certain confi-

dence interval. This type of uncer-

tainty distribution is often found in 

a calibration certificate with a stat-

ed confidence level. Reference ma-

terials providers accredited by ISO 

17025 and ISO 17034 provide cer-

tificates using combined and ex-

panded uncertainties within a nor-

mal distribution. These certificates 

contain stated values and the un-

certainty associated with that val-

ue as well as the contributions to 

those uncertainties.

True Value, 

Accuracy, and Precision

Uncertainty is not error or mistakes. 

Error causes values to differ when a 

measurement is repeated and is the 

difference between the stated meas-

urement and the true value of the 

measurand. True values are never ab-

solute. The nature of a true value is 

that it contains uncertainty and error, 

which make it somewhat indetermi-

nate. True values are obtained by per-

fect and error-free measurements, 

which do not exist in reality. Instead, 

the expected, specifi ed, or theoreti-

cal value becomes the accepted true 

value. Analysts then compare the ob-

served or measured values against 

that accepted true value to deter-

mine accuracy or “trueness” of the 

data set. 

Often, accuracy and precision are 

used interchangeably when discuss-

ing data quality. In reality, they are 

very different assessments of data 

and the acquisition process. Accura-

cy is the measurement of individual 

or groups of data points in relation-

ship to the “true” value. In essence, 

accuracy is how close your data gets 

to the target and is often expressed 

as either a numerical or percentile dif-

ference between the observed result 

and the target or “true” value.

Precision, on the other hand, is 

the measurement of how closely the 

data points within a data set relate to 

each other. It is the measure of how 

well data points cluster within the tar-

get range and is often expressed as a 

standard deviation. Precision is an im-

portant tool for the evaluation of in-

strumentation and methodologies by 

determining how data is produced af-

ter varied replications (Figure 1).

Repeatability and reproducibili-

ty measure the quality of the data, 

method, or instrumentation by exam-

ining the precision under the same 

(minimal difference) or different (max-

imal difference) test conditions. Re-

peatability (or test–retest reliability) is 

the measurement of variation arising 

when all the measurement conditions 

are kept constant. These conditions 

typically include location, procedure, 

operator, and instrument run in repe-

tition over a short period of time

Reproducibility is the measurement 

of variation arising in the same meas-

urement process occurring across 

different conditions such as location, 

operator, instruments, and over long 

periods of time.  
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Estimating Error

Another way of looking at accura-

cy and precision is in terms of meas-

uring the different types of error. If 

accuracy is the measurement of the 

difference between a result and a 

“true” value, then error is the actu-

al difference or the cause of the dif-

ference. The estimation of error can 

be calculated in two ways, either as 

an absolute or relative error. Abso-

lute errors are expressed in the same 

units as the data set and relative er-

rors are expressed as ratios, such as 

percent or fractions. 

Absolute accuracy error is the 

true value subtracted from an ob-

served value and is expressed in 

the same units as the data. Errors in 

precision data are most commonly 

calculated as some variation of the 

standard deviation of the data set. 

An absolute precision error calcu-

lation is based on either the stand-

ard deviation of a data set or values 

taken from a plotted curve. A rel-

ative precision error is most com-

monly expressed as relative stand-

ard deviation (RSD) or coefficient of 

variance (CV or %RSD) of the data 

set (Table I).

The most common error in re-

gards to data are observational or 

measurement errors, which are the 

difference between a measured val-

ue and its true value. Most meas-

ured values contain an inherent 

aspect of variability as part of the 

measurement process, which can 

be classified as either random or 

systematic errors.  

Random (or indeterminate) er-

rors lead to measured values that 

are inconsistent with repeated 

measurements. Systematic (or de-

terminate) errors are introduced 

inaccuracy from the measurement 

process or analytical system. There 

are some basic sources for system-

atic error in data such as operator 

or analyst, apparatus and environ-

ment, and method or procedure. 

Systematic errors can often be re-

duced or eliminated by observa-

tion, record-keeping, training, and 

maintenance.  

Understanding and 

Compensating for 

Indeterminate Error

Random or indeterminate errors 

arise from random fluctuations and 

variances in the measured quanti-

ties and occur even in tightly con-

trolled analysis systems or condi-

tions. It is not possible to eliminate 

all sources of random error from a 

method or system. However, ran-

dom errors can be minimized by 

experimental or method design. 

For instance, while it is impossi-

ble to keep an absolute tempera-

ture in a laboratory at all times, it is 

possible to limit the range of tem-

perature changes. In instrumenta-

tion, small changes to the electrical 

systems from fluctuations in cur-

rent, voltage, and resistance cause 

small continuing variations that can 

be seen as instrumental noise. The 

measurement of these random er-

rors is often determined by the ex-

amination of the precision of the 

generated data set. Precision is a 

measure of statistical variability in 

the description of random errors. 

Precision analyzes the data set for 

the relationship and distance be-

tween each of the data points in-

dependent of the “true” or estimat-

ed value of the data to identify and 

quantify the variability of the data. 

Accuracy is the description of 

systematic errors and is a meas-

ure of statistical bias that causes 

a difference between a result and 

the “true” value (trueness). A sec-

ond definition, recognized by ISO, 

defines accuracy as a combina-

tion of random and systematic er-

ror that then requires high accuracy 

to also have high precision and high 

“trueness.” An ideal measurement 

method, procedure, experiment, 

or instrument is both accurate and 

precise with measurements that are 

all close to and clustered around 

the target or “true” value. The ac-

curacy and precision of a measure-

ment value is a process validated 

by the repeated measurements of a 

traceable reference standard or ref-

erence material. 

High accuracy, low precision Low accuracy, low precision High accuracy, high precisionHigh precision, low accuracy

Figure 1: Representations of accuracy and precision.

Table I: Accuracy and precision for absolute and relative errors

Absolute Relative

Accuracy Eabs = Xo - Xt Erel = Xo - Xt/Xt

Precision σ of data set or value 
taken from a curve

RSD or CV of data set
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Using Standards and 

Reference Materials

Certifi ed standards or CRMs are ma-

terials produced by standards provid-

ers that have one or more certifi ed 

values with uncertainty established 

using validated methods and are ac-

companied by a certifi cate. The un-

certainty characterizes the range of 

the dispersion of values that occurs 

through the determinate variation of 

all the components that are part of 

the process for creating the standard.  

Each of the components in the 

creation of the standard have a cal-

culated uncertainty, which then are 

all combined to create a combined 

uncertainty associated with the cer-

tified value. For example, in the cre-

ation of a chemical standard there 

could be separate uncertainties for 

all the volumetric glassware used in 

the production of the standard as 

well as uncertainty from the purity 

of the starting material, variations in 

the balance, temperature of the lab-

oratory, and purity of the solvents. 

Each uncertainty for individual com-

ponents is calculated and added to-

gether to form the combined uncer-

tainty for the standard. To be clear, 

the uncertainty listed on a standard 

certificate is the measured uncer-

tainty for that standard’s certified 

value and not the expected range 

of results for an instrument or test 

method. Each test method or in-

strument carries its own set of un-

certainty calculations that deter-

mine the accuracy and precision of 

that analytical method, which is in-

dependent of the value on the cer-

tificate of the standard.

CRMs have a number of uses, in-

cluding validation of methods, 

standardization or calibration of in-

struments or materials, and quality 

control and assurance procedures. 

A calibration procedure establish-

es the relationship between a con-

centration of an analyte and the 

instrumental or procedural response 

to that analyte. A calibration curve is 

the plotting of multiple points with-

in a dynamic range to establish the 

analyte response within a system 

during the collection of data points. 

One element of the correct inter-

pretation of data from instrumen-

tal systems is the effect of a sample 

matrix on an instrumental analyti-

cal response. The matrix effect can 

be responsible for either analyte 

suppression or enhancement. In an 

analysis where matrix can infl uence 

the response of an analyte, it is com-

mon to match the matrix of analyti-

cal standards or reference materials 

to the matrix of the target sample to 

compensate for matrix effects.  

Different approaches to using 

calibration standards may need to 

be employed to compensate for the 

possible variability within a proce-

dure or analytical system. Internal 

standards are reference standards 

that are either similar in character 

or analogs of the target analytes 

that have a similar analytical re-

sponse are added to the sample 

before analysis. In some cases, deu-

terated forms of the target analytes 

are used as internal standards. This 

type of standard allows the variation 

of instrument response to be com-

pensated for by the use of a relative 

response ratio established between 

the internal standard and the target 

analyte. A second type of internal 

standard is a standard addition or 

spiking standard. In some analyses, 

the matrix response, instrument re-

sponse, and analyte response are 

indistinguishable from each other 

because the analyte concentration 

nears the lower limit of detection or 

quantitation. A target standard can 

then be added in known concentra-

tion to compensate for the matrix 

or instrument effects to bring the 

signal of the target analyte into a 

quantitative range.  

External standards are multi-

ple calibration points that contain 

standards or known concentrations 

of the target analytes and matrix 

components. Depending on the 

type of analytical techniques, lin-

ear calibration curves can be gen-

erated between response and con-

centration that can be calculated 

for the degree of linearity or the 

correlation coefficient (r). An r val-

ue approaching 1 reflects a higher 

degree of linearity, most analysts 

accept values of >0.999 as accept-

able correlation.  

Calibration curves are often af-

fected by the limitations of the 

instrumentation. Data can be-

come biased by calibration points 

LOD LOQ

3S
blank

10S
blank

Figure 2: Limits of detection and quantitation.
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influenced by instrument limits of 

detection, quantitation, and linear-

ity. Limit of detection (LOD) is the 

lower limit of a method or system 

at which the target can be detected 

as different from a blank with a high 

confidence level (usually over three 

standard deviations from the blank 

response). The limit of quantitation 

(LOQ) is the lower limit of a meth-

od or system at which the target can 

be reasonably calculated where two 

distinct values between the target 

and blank can be observed (usual-

ly over 10 standard deviations from 

the blank response) (4) (Figure 2).

A second method of determining 

levels of detection and quantitation 

can be considered using the signal-

to-noise ratio (S/N). The signal-to-

noise ratio is the response of an an-

alyte measure on an instrument as a 

ratio of that response to the base-

line variation (noise) of the system. 

Limits of detection are often rec-

ognized as target responses that 

have three times the response of 

baseline noise or S/N ≥ 3. Limits of 

quantitation are recognized as tar-

get responses which have 10 times 

the response of baseline noise or 

S/N ≥ 10.

Limits of linearity (LOL) are the 

upper limits of a system or cali-

bration curve where the linearity 

of the calibration curve starts to 

be skewed creating a loss of line-

arity (Figure 3). This loss of lineari-

ty can be a sign that the instrumen-

tal detection source is approaching 

saturation. The array of data val-

ues between the LOQ and the LOL 

is considered to be the dynam-

ic range of the system where the 

greatest potential for accurate 

measurements will occur.

The understanding of a system’s 

dynamic range and the accurate 

bracketing of calibration curves 

within the range and around the tar-

get analyte concentration increase 

the accuracy of the measurements. 

If a calibration curve is created that 

does not potentially bracket all the 

possible target data points, then 

the calibration curve can be biased 

to artificially increase or decrease 

the results and create error.  

Conclusion

The elimination of error from analyt-

ical methods is an ongoing process 

that forces the analytical laborato-

ry to examine all their processes to 

eliminate sources of systematic er-

ror and mistakes. It is then a process 

of identifying the sources of ran-

dom error in the analysis and sam-

ple preparation procedures to cal-

culate the uncertainty associated 

with each source. Standards and 

certified reference materials give an 

analyst the known quantity, charac-

ter, or identity to reference against 

their samples and instruments to 

further eliminate error and increase 

accuracy and precision to bring 

them closer to their goal of deter-

mining the true value.
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Applying Ultrasonic Energy to Cannabis 
Production and Quality Control

U
ltrasonic energy is commonly associated with ul-

trasonic cleaning. As explained by Edward W. 

Lamm in his article “The Development of Ultra-

sonic Cleaning” (1), its history dates to the early 1930s 

and work done at Radio Corporation of America (RCA) 

laboratories in New Jersey. The fi rst practical applica-

tions, according to Lamm’s article, were introduced in 

the 1950s, and were operated at 18–40  kHz. “Up until 

the late 1980s most of the commercially available sys-

tems operated at 25–40 kHz,” Lamm stated.

Today, ultrasonic cleaners are available in several fre-

quencies, including 25, 45, 80, and 130 kHz. Units are also 

available offering dual-frequency options.

Ultrasonic energy is used in research, product develop-

ment, and manufacturing operations. Typically, these in-

volve homogenizing, emulsifying, dispersing, dissolving or 

mixing diffi cult samples, and degassing liquids to remove 

trapped air. 

Extraction Procedures

Ultrasonic energy is a proven technique to achieve fast, 

safe extraction. For example, it is a method often speci-

fi ed in United States Pharmacopeia (USP) monographs to 

extract active pharmaceutical ingredients from carriers for 

content uniformity and potency assay tests.

In cannabis production, most regulated markets require 

all cannabis products to be tested for effi cacy (active in-

gredients, such as cannabinoids and terpenoids), as well 

as for contaminants (such as pesticides, mycotoxins, heavy 

metals, microbes, and residual solvents). 

Cannabis products include plant material (mostly fl ow-

ers and trimmed leaves), concentrated extracted essential 

oils (concentrates, waxes, and oils), and infused products 

(edibles such as candies, chocolates, baked goods, trans-

dermal patches, suppositories, and beverages).

Clearly, accurate test results depend on effi cient, re-

producible extraction from these often complex matrices, 

and sonication is one way many cannabis laboratories seek 

to achieve those goals. Sonication is valuable because it 

deposits energy into the solvent–matrix system, effective-

ly speeding the process of extraction and dissolution.

Mass Spectrometry 

Mass spectrometers are typically the workhorse instru-

ments in a cannabis laboratory. Many laboratories have in-

ductively coupled plasma–mass spectrometry (ICP-MS), 

liquid chromatography–tandem mass spectrometry (LC–

MS/MS) and gas chromatography (GC)–MS/MS instru-

ments all in the same laboratory. 

Since cannabis contains viscous oils and resinous com-

pounds of moderate to high molecular weight, ion sourc-

es and associated components can get contaminated with 

organic residues that are diffi cult to remove. In particular, 

contamination of electrodes that steer the ions leads to 

defocusing and loss of signal.

Sonication is often the most effi cient method to clean 

these parts. Likewise, the chromatography injectors and 

inlets can also become contaminated and clogged with 

the resins and residues and sonication in a nonpolar sol-

vent is often the method of choice to clean these compo-

nents as well.

General Cleaning with Sonication

For cleaning applications, ultrasonic energy is used to 

remove contaminants from the surfaces of virtually any 

product that can be safely immersed in a water-based 

Robert Sandor and Kirsten Blake

Ultrasonic energy, broadly defi ned as sound above the range of human hearing (approximately 
20,000 cycles/s or 20 kHz), can be used in several ways during the production of cannabis to ensure 
that the product is of the highest quality. In addition to providing a tutorial on how ultrasonic 
equipment works, this article describes how the equipment is applied in laboratory practices and 
manufacturing. Examples include extraction procedures, cleaning ion targets in mass spectrometers, 
preparing oil emulsions for edible or drinkable products, degassing oil (removing trapped air) to 
maintain stable oil volume during selling, degassing high performance liquid chromatography 
(HPLC) solvents, bubbling off ethanol before oil distillation, and removing gums and waxes from 
glassware used in production.
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biodegradable ultrasonic cleaning 

solution. Cleaning solution formulas, 

dilution recommendations, and op-

erating procedures are available for 

specifi c cleaning tasks. 

Components of Ultrasonic 

Cleaning Equipment

There are multiple manufacturers of 

ultrasonic cleaning and processing 

equipment. Regardless of the manufac-

turer, common components include

• A tank, usually stainless steel, 
to hold the cleaning solution 
or water that is typically 
mixed with a surfactant

• A generator to supply power 

• Ultrasonic transducers bonded 
to the bottom of the tank 

• A mesh-bottomed basket 
(standard or optional) to hold 
products being cleaned or 
processed without contacting 
the bottom of the tank

• A lid (standard or optional) 
to reduce cleaning solution 
evaporation and noise

Selection criteria then can move to 

• Cleaning tank size (length, 
width, and depth)

• A control panel that can range 
from a simple on–off switch to 
highly sophisticated options 
including timers, thermostats, and 
features including sweep, normal, 
pulse, degassing, and adjustable 
ultrasonic power and frequency.

One might ask about the need for 

a more sophisticated unit. The answer 

is simple. It provides cannabis proces-

sors with the ability to develop and 

customize optimum processing steps 

to achieve consistent, high-quality 

product from a variety of sources. 

How the Process Works

When activated, the equipment’s 

generator powers the transducers 

to vibrate at their designed ultra-

sonic frequency. This vibration caus-

es the tank bottom to vibrate as a 

membrane that produces countless 

microscopic vacuum bubbles. 

In applications such as cleaning 

glassware, these bubbles implode 

with tremendous force in a pro-

cess called cavitation. This cavitation 

quickly and safely blasts loose con-

taminants and carries away even the 

most tenacious residue. Products are 

cleaned with a solution formulation 

designed for the application.  

In a processing application, prod-

ucts are contained in Erlenmeyer 

fl asks, test tubes, or beakers. These 

containers are lowered, but not fully 

immersed, into a water or surfactant 

solution. Ultrasonic energy passes 

through the glass walls of the contain-

ers to act on the contents. 

This approach achieves the ho-

mogenizing, emulsifying, degassing, 

and other cannabis processing steps 

in a fast, effi cient, and environmental-

ly friendly way.

Comparing Ultrasonic Cannabis 

Production and Quality Control 

to Alternative Methods

In 2015, the National Hemp Associ-

ation published an article in Hemp 

News titled “Five Major Types of Can-

nabis Extraction” (2). In the article, 

Rien Havens, PhD, CTO, Really Help-

ing, PBC, stated that in the winter of 

2014 he began research to develop 

the optimal methods of hemp extrac-

tion. “It was quite a ride. I had in mind 

three main goals,” said Havens. “No 

use of fossil fuels, low energy foot-

print, and cost effectiveness.” 

Here, we paraphrase Havens’ fi nd-

ings as published in the article (2). 

Readers may wish to access the full 

article for additional details.

• Ethanol produced a relatively 
good quality extract, but the 
solvent and energy costs were 
high. It did not produce the 
desired results of volume and 
speed. Residual solvent in the fi nal 
product was also a drawback.

• A closed-loop hydrocarbon 

extractor is inexpensive to set 
up, but uses fossil fuels, almost 
always contains cancer-causing 
components like benzene, and 
often there are metal fi lings and 
welding debris in the solvent tanks.

• A supercritical carbon dioxide 
extractor was able to produce 
a high quality extract with very 
high terpene retention, a great 
color, taste, speed, and selectivity. 
The downside of this approach 
includes high overhead and 
unruly energy consumption.

• Critical water extraction is 
“green” with no added solvents 
but clean water. There is no 
solvent loss, or cost, and the 
volume and cost of the extractor 
makes it a good candidate for 
industrial hemp extraction.

• A truly solventless method is 
sonic and ultrasonic waves in 
the plant matter that push the 
product out through vibration. 
This method can also be scaled 
up, like water extraction on a 
budget, and produces a very 
nice, high-quality extract.

A Closer Look at 

Ultrasonic Equipment for 

Cannabis Production

Ultrasonic cleaner tanks are available 

in multiple sizes in terms of length, 

width, and depth. When processing 

in fl asks and beakers, a shallow-depth 

tank is a good choice with a length 

and width that allows the processing 

of several containers at once. 

The following sections provide 

a more detailed illustration of how 

the process works. This example de-

scribes the use of a 37-kHz ultrason-

ic cleaner based on its tank confi gura-

tion and operating features. 

Remember that the transformation 

or extraction process avoids chem-

ical degradation that can be caused 

by excessive heat or mechanically in-

duced damage.

Extraction and Processing Steps

Product is placed in fl asks along with 

a recommended solvent. Flasks are 
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partially immersed in a sonicator bath 

containing a surfactant.   

The tank confi guration of the ultra-

sonic unit used in this process is es-

pecially designed to quickly and safe-

ly accomplish extraction and further 

processing. The inside dimensions 

of the shallow basket, 17.9 x 9.8 x 2.2 

in. (LxWxH), facilitate positioning of 

multiple smaller containers or larger 

beakers. Flask clamps are used to af-

fi x fl asks to the mesh-bottom basket; 

test tube holders are also available.

The equipment described was also 

selected because of its high ultrason-

ic power per unit volume. This fea-

ture permits the preparation process 

to be completed before heat buildup, 

a natural result of ultrasonic energy, 

which can degrade product. If heat 

is a concern, a useful accessory is a 

cooling coil to prevent temperature 

increase. The cooling coil must be 

attached to a source of recirculating 

cold liquid such as a laboratory chiller.     

Another suggestion for produc-

ers is to look for an ultrasonic unit 

equipped with a microprocessor-con-

trolled ultrasonic generator that ad-

justs to the load; a degas mode to 

remove trapped air, and a timer that 

displays set and remaining time.   

Other useful features include the 

ability to operate in a fi xed frequency 

(also called normal) mode that is ideal 

for breaking up product and a sweep 

mode that provides uniform distri-

bution of ultrasonic energy when it 

is used to clean glassware and other 

processing equipment (see below). 

The sweep mode delivers a small pos-

itive and negative fl uctuation in ultra-

sonic frequency throughout the bath. 

An Extraction Sequence

Water and a surfactant are added to 

the fi ll line of the sonicator tank. The 

unit is turned on and the degas func-

tion is activated to both mix the so-

lution and drive off trapped air. This 

step should take about 10 min.

The product is lowered into the 

bath and the unit is set to operate in 

the normal mode. The generator pro-

vides ultrasonic energy in the bath 

that passes through fl ask walls. This 

step mixes, disperses, emulsifi es, ho-

mogenizes, and dissolves the sam-

ples. The unit will shut down at the 

end of the timed cycle.

Operators will soon develop their 

own “techniques” or “standard oper-

ating procedures” for their process-

ing cycles. 

Cleaning Processing 

Glassware and Other Equipment

Substantial investments may be 

made in cannabis processing glass-

ware and other tools. Because of the 

nature of the process, diffi cult-to-re-

move deposits adhere to the inside 

of fl asks, test tubes, and beakers. 

Overall, cleaning is also recommend-

ed to ensure a quality product.

Cleaning internal surfaces can be 

accomplished by fi lling the contain-

er with a suitable biodegradable 

cleaning solution and, as with the ex-

traction and processing steps, plac-

ing the container in the water–sur-

factant solution and activating the 

degas mode and ultrasound. Cavita-

tion passes through the glass walls to 

loosen and remove the strongly ad-

hering residues. These residues are 

then discarded and the containers 

can be rinsed for further use.

Small instruments can be placed in 

the mesh tray.  In this case, the wa-

ter–surfactant solution is removed 

and replaced with a degassed bio-

degradable formulation designed for 

glassware. In this instance, cleaning 

should be accomplished using the 

sweep mode to provide more-uni-

form cleaning.  

To thoroughly clean internal and ex-

ternal surfaces of processing equip-

ment, a larger ultrasonic cleaner is 

required with a suitable depth to en-

able full immersion of the equipment.

Biodegradable concentrates for 

labware are available in acidic, basic, 

and neutral formulations depending 

on the nature of the contaminants to 

be removed. All of the formulations 

come with material safety data sheets 

and use instructions including dilu-

tion recommendations and cleaning 

temperatures. 
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Pioneering Spirits: Three Women Leaders 
in Cannabis Science Share Their Trials, 

Tribulations, Successes, and Advice

I
n this month’s “Cannabis Cross-

roads,” I would like to share inspiring 

stories of passion and persistence 

by highlighting the amazing efforts 

of some truly pioneering souls: Shan-

non Hoffman, the Regional Director 

of Operations and Certifying Chem-

ist for Steep Hill Maryland, Pennsyl-

vania, and Washington, D.C.; Dr. Jack-

lyn R. Green, Chief Executive Offi cer 

of Agate Biosciences; and Dr. Sue Sis-

ley, M.D., President of Scottsdale Re-

search Institute, on faculty at Colorado 

State University and Humboldt State 

University, and Senior Fellow at Thom-

as Jefferson University Lambert Cent-

er. These three women, each with a di-

verse background, are true leaders in 

cannabis science. 

Please explain how long you have 

been working in the cannabis 

industry and what fi rst got you 

interested in cannabis science.

Shannon Hoffman: I’ve been working 

in cannabis for close to a year. I 

started off doing some consulting 

last summer before joining Steep Hill 

in December 2017. I’ve been casually 

interested in cannabis science for 

some time. A merger at my previous 

employer led to my decision to 

resign at just the time when the 

industry was on the brink of opening 

in Maryland; it seemed fated for me 

to make the jump into cannabis. 

Dr. Jacklyn R. Green: I was fi rst 

introduced to cannabis science by 

my best friend, Dr. Claudia Jensen, 

in 1996, when the California laws 

changed. She was one of the very 

fi rst cannabis doctors in California. 

I was supportive of cannabis, 

although I did not partake. Through 

my conversations with Claudia, I 

became much more attuned with the 

role of cannabis in helping people 

with a wide variety of conditions. 

At that time, I was working full 

time as a planetary scientist at 

The National Aeronautics and 

Space Administration’s (NASA) Jet 

Propulsion Laboratory. My husband, 

Dr. Roger Kern, a plant microbiologist, 

and I developed a concept for a small, 

autonomous greenhouse for the 

surface of Mars to test technologies 

that we would need for larger 

greenhouses for future astronauts 

exploring the Red Planet. This project 

gave us our fi rst steps in developing 

controlled environment agriculture 

(CEA) systems. As the years fl ew by, 

we continued our work in CEA—

and as cannabis laws changed across 

the country, we found ourselves 

in an environment that allowed us 

to bring our scientifi c knowledge, 

systems engineering approach, and 

project management experience 

from NASA to the cannabis industry 

to help solve some of the most 

challenging problems facing us to 

ensure safe and consistent products 

for people across the country.

Dr. Sue Sisley: It’s been almost 10 

years since I began studying cannabis 

as a medicine and fi ghting for public 

policy reform. Military veterans 

prompted my interest in studying 

cannabis. They claimed they were 

benefi ting, but I was highly skeptical. 

I’m a lifelong Republican and had 

been brainwashed by big pharma 

and the medical profession to view 

cannabis as a dangerous addictive 

drug. I fi rst began paying attention 

because of the social justice issues. 

We launched a charity called Doctors 

for Cannabis Regulation to try to 

create a safe harbor for physicians to 

speak openly about their views on 

ending cannabis prohibition. We’ve 

also created a veterans charity called 

the Battlefi eld Foundation, which 

recently received its 501(c)(3). We 

are busy trying to raise money for 

rigorous controlled trials as well as to 

create jobs in the cannabis industry 

for veterans. So we do a matchmaking 

Josh Crossney

In this month’s “Cannabis Crossroads,” we share inspiring stories of passion and persistence by 
highlighting the amazing efforts of some truly pioneering women: Shannon Hoffman, the Regional 
Director of Operations and Certifying Chemist for Steep Hill Maryland, Pennsylvania, and Washington, 
D.C.; Dr. Jacklyn R. Green, Chief Executive Offi cer of Agate Biosciences; and Dr. Sue Sisley, M.D., 
President of Scottsdale Research Institute, on faculty at Colorado State University and Humboldt 
State University, and Senior Fellow at Thomas Jefferson University Lambert Center. These three 
women, each with a diverse background, have become leaders in cannabis science.
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service and it’s been very gratifying 

to create meaningful employment for 

veterans within the cannabis space.

What is one lesson that you 

had to learn the hard way, or a 

major obstacle that you had to 

overcome in cannabis science?

Green: Explaining the role of 

science, technology, engineering, 

and math (STEM) subjects to long-

term cannabis industry participants 

is an ongoing challenge. Cannabis 

is coming out of the shadows 

into the bright light of scientifi c 

investigation, well-implemented 

systems engineering, and expert 

project management. The challenge 

is that people, in general, believe 

they know how to grow plants 

and specialists know how to grow 

cannabis in high-tech environments 

indoors. However, most cannabis 

insiders perform their work by the 

seat of their pants, by the look 

and feel of things. We must have 

rigorous procedures, exactness 

in standards, and intelligent 

planning for projects of all sizes 

that allow optimization, at the 

systems level, to create a safe 

and reliable supply chain and a 

consistent, regulated distribution 

chain for legal cannabis products.

Sisley: I learned that public 

universities are terrifi ed of the 

word cannabis. Cannabis has 

become so politically radioactive 

that many universities are still 

convinced they will lose their 

federal funding if they do even U.S. 

Food and Drug Administration 

(FDA)-approved research.

Can you please share with me 

your biggest achievement or 

favorite memory from working 

in the cannabis industry? 

Hoffman: My biggest achievement 

was leading our laboratories in 

Maryland and Pennsylvania through 

ISO 17025 accreditation. I’ve worked 

in the regulated industry with 

demanding quality systems, but 

ISO is quite rigorous. It required our 

entire team to come together and 

work tirelessly to meet tight timings. 

You really see what people are made 

of when you face challenges and 

I couldn’t ask for a more talented 

or dedicated team at Steep Hill. 

Green: I am a competitive person, 

so I fi nd it intensely gratifying to 

win licenses and permits for our 

clients. I love to start with them 

in our brainstorming workshops 

in which we use design thinking 

and creative problem-solving 

techniques to identify and tackle 

their most challenging problems. 

We go through an intense phase of 

concept development and then dig 

deep into the systems engineering 

for requirements and risk analysis. 

Finally, we go into the hard-core 

project management to get the full 

concept fi nalized and written up 

into a compliant, compelling, and 

beautiful application. I fi nd that 

delivering a set of documents to our 

clients to be my favorite moment. I 

love to see their faces as they thumb 

through the documents. Then, of 

course, hearing that they have won 

through the offi cial governing bodies 

is a moment of great satisfaction.

Sisley: The biggest achievement 

is perseverance in the face of 

constant government blockades. 

Over the course of the past 10 years 

we have managed to overcome 

some really onerous hurdles to get 

effi cacy research started. The U.S. 

government has systematically 

impeded cannabis effi cacy trials for 

so many decades. But we are slowly 

learning how to navigate these 

waters and teaching other young 

scientists how to pick up the baton!

What excites you most about 

the future of cannabis science?

Hoffman: There is so much yet to 

learn about how this amazing plant 

can benefi t our health. Having more 

and more access to research is going 

to enable us to target therapy in ways 

we couldn’t imagine. I’m excited to 

be a part of Steep Hill because we 

can help to ensure that patients are 

getting safe, effi cacious medicine 

now and in the future as we learn 

more about what this plant can do.

Green: Cannabis science—it is a 

subject just waiting for exploration! 

As an astronomer, I love to explore 

and see what is new in the universe, 

or closer to home, in our own solar 

system. Who would imagine that 

there is a plant with special medicinal 

properties that any hobbyist could 

grow but that has been forbidden 

to us to explore and learn about? It 

defi es logic that we would not explore 

and advance our knowledge for the 

good of humanity. There is a wide 

variety of potential studies, across the 

many disciplines of STEM, that would 

provide fundamental knowledge 

about cannabis. Unfortunately, we 

are not able to tackle those scientifi c 

studies at this time! We need 

federal funding for robust research 

programs, university research 

programs, and grants for private 

companies to conduct unbiased, 

zero confl ict-of-interest studies. For 

that to happen, the laws will need 

to change at the federal level.

Sisley: I think it’s the opportunity 

to possibly work with other 

growers besides the University 

of Mississippi. Since 1968 the 

University of Mississippi has 

enjoyed a government-enforced 

monopoly on the only federally legal 

supply of cannabis for research. 

But thanks to relentless lobbying 

efforts from the Multidisciplinary 
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Association for Psychedelic Studies 

(MAPS) and other good charities, 

we are fi nally seeing the U.S. 

Drug Enforcement Agency (DEA) 

entertain the idea of licensing other 

schedule one bulk manufacturers.

Suddenly scientists will have access 

to unique phenotypes of cannabis in 

a timely manner. If this happens it will 

create a renaissance of cannabis re-

search in the U.S.

What advice do you have for 

readers interested in starting 

a career in cannabis science?

Hoffman: You have to love it. I think 

anyone who feels a sense of purpose 

about cannabis can fi nd a place for 

themselves in the industry, but you 

will have to work hard and should 

be prepared for challenges along 

the way. It is a volatile industry in the 

sense that it is varied and evolving 

and we are all learning together the 

best way to do this. There is a need 

for a diverse skill set in cannabis, so 

there are opportunities for anyone 

who feels that drive to be involved to 

work to their strengths and contribute 

to building something amazing.

Green: I am very clear in my advice 

to readers interested in starting a 

career in cannabis science—get as 

much education as you possibly can. 

Think of every degree you obtain 

as a ticket—a ticket to a journey 

that will take you far in life and in 

knowledge. As a scientist you have 

an element of wonder in your life. 

You see and experience nature in 

ways that most people don’t ever 

contemplate. You can become a 

world expert in cannabis across many 

scientifi c disciplines—from biology, 

chemistry, physics, engineering, 

math, computer science, numerical 

modeling, medicine, plant science, 

microbiology, and more. I am grateful 

beyond words that I became a 

scientist. Whether I am an astronomer 

or a cannabis consultant, my skills 

as a thinker and explorer serve me 

well every single day. I know that no 

problem is too diffi cult to tackle. We 

may make small steps in progress, 

but each small step opens up a 

new horizon. With a life in science, I 

always want to see the next horizon.

Sisley: The fi rst step is volunteering 

with the team and your local area. 

Try to identify scientists who are 

already doing this work and see 

if they will mentor you or let you 

apprentice there. Even if you’re an 

unpaid intern for a few months, they 

will likely recognize your skill and 

enthusiasm and probably hire you on!
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Rapid Heavy Metal Screening of Cannabis

Lab methods such as ICP which require extensive sample 

preparation for heavy metal analysis of cannabis as well as 

operation by skilled technicians are extremely important, es-

pecially when toxic metals are at very low, sub PPM levels. 

However, portable X-ray fl uorescence (pXRF) technology can 

be used to quickly screen plants like cannabis, soils, liquids, 

and even solids for metals with little to no sample prepara-

tion. PXRF can also quantitatively analyze cannabis for heavy 

metals from PPM levels up to dangerously high percentage 

levels with minimal, straightforward sample preparation.

Portable X-ray fl uorescence (pXRF) spectroscopy has 

been used to monitor heavy metals in soil for many years 

now. The 2005 US EPA published Method 6200 and the lat-

er ISO 13196:2013 describe the use of fi eld portable XRF for 

soil and sediments to guide screening inspections and to 

perform compositional analysis of sites for regulatory clear-

ance purposes. As described in these methods, pXRF tech-

nology saves time and cost of elemental analysis compared 

to the lab without destroying the sample. There are no re-

quirements to digest, liquify, or dilute samples. 

The more recent interest in plant uptake of nutrients and 

heavy metals has lead many organizations to utilize pXRF. It 

is the method of choice for this type of analysis because it 

can be taken into the fi eld where plants are grown to moni-

tor real-time uptake in the matrix it’s grown in; and, it can be 

used in mobile or impromptu labs. 

PXRF can screen samples as they are; but, for accurate 

analysis some sample preparation is required. Buds, leaves, 

or stems should be dried, ground, sieved, and packed tightly 

into a sample cup to present fully homogeneous, small par-

ticle, and fl at surface samples to the pXRF. Factory installed 

calibrations using certifi ed standard reference materials in 

similar matrices provide the most precise and accurate pXRF 

measurements possible. Results can be correlated with ICP 

data to assure consistency in results. pXRF is nondestructive 

which means samples can be saved, used, or analyzed again. 

PXRF analyzers can present data as identifi ed metals or 

as composition or as preset pass/fail results based on pre-

defi ned thresholds and ranges. Calibrations can be fi ne-

tuned with user specifi c standards to better match unique 

sample matrices. Additionally, users can develop their own 

standard reference material calibrations using EasyCal™ 

PC software.

Bruker’s newly introduced CTX™, countertop XRF, is 

a derivative of the popular TITAN handheld XRF used in 

a desktop stand. The CTX™ was designed for customers 

who primarily measure small or prepared materials in sam-

ple cups instead of in-situ samples.

Conclusion

Adequate QA/QC methods which include nondestructive 

pXRF screening of heavy metals in cannabis products at any 

stage of development help protect customers, brand and 

investments without having to send samples to a lab.

The portable, battery operated CTX™ is utilized to quickly, easily and nondestructively screen 
cannabis products for heavy metals with minimal sample preparation. The small footprint and 

lightweight portability enable it to be within reach when actionable information is needed.

Kimberley Russell, Bruker

Bruker
415 N. Quay Street

Kennewick, WA 99336 
tel: +1 (509) 736-2999

sales.hmp@bruker.com

website: www.bruker.com/hhxrf

Figure 1: pXRF calibrations determine the amount of a de-
tected metal by comparing the intensity of its signature energy 
(keV) with intensities of known amounts from standard reference 
materials (SRMs).

Figure 2: pXRF analyzers present results as identifi ed elements, 
spectra, composition, or as preset pass/fail results based on user 
defi ned thresholds and ranges.
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Cannabinoid Sample Preparation
Increased Accuracy and Time 

Savings for HPLC Analysis

Demand for Accurate Measurements

In today’s growing cannabis industry, customers and state 

regulations demand accurate measurements of active 

compounds in cannabis products. The Microlab® 600 Di-

luter/Dispenser makes measurements more reliable, al-

lows the method to use less consumables, and cuts down 

on preparation time.

“My biggest highlights of the 
Microlab 600 are improved 

throughput, reduced consumables, 
and signifi cantly reducing 

analyst to analyst variability.” 
— Lucas Mason, Aurum Labs

Cannabinoid Method Summary 

Faster Sample Prep and Less User Variation 

with the Microlab 600 Diluter/Dispenser

• Dramatic time savings (reduction in overall 
labor and greater throughput)

• Reduced consumable cost

• Virtually eliminates analyst-to-analyst variability

• Inert fl ow path

Pipettes can be problematic in any laboratory setting. 

Common problems include: signifi cant variation between 

users, inconsistencies with different solution types, and 

performance variation at different elevations. These prob-

lems are eliminated with the Microlab 600. The Microlab 

600 positive displacement system allows for extremely ac-

curate dilution/dispense volumes on demand. The Micro-

lab 600 can reduce %RSD by more than 50% compared to 

hand pipetting methods. See Figure 1.

Hamilton Company
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Figure 1: %RSD testing comparison between the ML600 and 
traditional hand pipetting methods for CBD-A and THC-A.
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Reduced User-to-User Variation

The Microlab 600 Diluter/Dispenser automates method 

steps prone to user variation.

In addition, methods can be saved as favorites for quick 

and easy access. The instrument performs all the preci-

sion work using high resolution syringe pumps, so it is not 

necessary to use a special technique. Once programmed, 

the instrument can be handed off to a new user with min-

imal training and the same results will be obtained when 

compared to a more experienced user. The instrument uti-

lizes an encoder that ensures the positioning of the sy-

ringe drive mechanism, reducing variations between us-

ers, equal or greater than 99% accuracy.

Eliminate Expensive Consumables

The Microlab 600 Diluter/Dispenser requires less solution 

to attain the correct dilution concentration for a sample, 

which means spending less on solvents and reagents. The 

instrument remains accurate down to the microliter vol-

ume range so the user can get the exact concentration 

needed at the exact volume desired. Reduce consuma-

bles consumption by 50% or more when using the Micro-

lab 600.

Increase Throughput

Because the Microlab 600 Diluter/Dispenser does not re-

quire additional glassware to prepare a sample or stand-

ard solutions, the time it takes to prepare solutions and 

clean up afterwards is reduced considerably. Making 

different dilution concentrations on the fl y is as easy as 

inputting a different solvent volume in the Quickstart or 

the Dilution Wizard. These improvements to workfl ow cre-

ate signifi cant time savings, freeing up your schedule for 

more important tasks.

©2017 Hamilton Company. All rights reserved. All other trade-

marks are owned and/or registered by Hamilton Company in 

the U.S. and/or other countries. Lit. No. L10075 — 08/2017.

Hamilton Company
4970 Energy Way, Reno, Nevada 89502 
tel.: (775) 858-3000; fax: (775) 856-7259

website: www.hamiltoncompany.com

Ordering Information

Description Part Number

Microlab 615 Basic Dual Syringe Diluter ML615-DIL

Microlab 625 Advanced Dual Syringe Diluter ML625-DIL

Microlab 610 Basic Single Syringe Dispenser ML610-DIS

Microlab 620 Advanced Single Syringe Dispenser ML620-DIS

Microlab 615 Basic Dual Syringe Dispenser ML615-DIS

Microlab 625 Advanced Dual Syringe Dispenser ML625-DIS
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Automation of the SenSATIVAx® 
Sample Extraction and PathoSEEK® 

or FemINDICAtor™ qPCR Setup 
Platforms on the Microlab® NIMBUS®

Cannabis testing is critical to the success of growers and 

processors. In addition to providing vital information on 

product quality and safety while complying with state reg-

ulations, certain cannabis tests can help growers to max-

imize the effi ciency of their yield prior to harvest. At the 

same time, an increased number of samples submitted for 

testing, combined with time-consuming manual testing 

methods, creates a backlog in the testing laboratory that, 

in turn, delays the sale of the crop.

Assay protocols vary widely, and many older methods 

are not specifi cally validated for use with cannabis sam-

ples, are not scalable, and do not include internal canna-

bis controls to confi rm test accuracy. Additionally, labor-

intensive protocol steps such as sample preparation limit 

sample throughput, and risk error due to human variability 

and subjective interpretation. Automated cannabis testing 

methods, using assays specifi cally developed for cannabis 

testing, can increase throughput and reduce bottlenecks 

without sacrifi cing the quality of results. Here, we dem-

onstrate automated workfl ows using medicinal genom-

ics (MGC) assays specifi cally developed for cannabis test-

ing. The SenSATIVAx Plant/Microbial DNA Purifi cation Kit 

provides fast, easy isolation of plant and microbial DNA 

from freshly cut or cured leaf or fl ower material without the 

need for organic extraction, and can be used to prepare 

samples for use with the PathoSEEK and FemINDICAtor 

assays. The PathoSEEK Microbial Safety Testing Platform 

uses a quantitative polymerase chain reaction to search for 

and quantify the unique DNA sequences of target organ-

isms in cannabis fl ower, extracts and infused product sam-

ples, and includes an internal cannabis control. The Fem-

INDICAtor qPCR Plant Gender Detection Assay accurately 

identifi es male cannabis plants signifi cantly faster and ear-

lier than visual inspections so that growers can remove 

them from the crop, thereby improving yields.

The workfl ows were automated on the Microlab NIMBUS 

automated liquid handler from Hamilton Robotics (Fig-

ure  1). The Microlab NIMBUS utilizes patented pipetting 

technology to provide high accuracy and precision in a va-

riety of low-to-medium throughput liquid handling steps 

such as aspirating, dispensing, washing, and transferring. 

The combined, automated system of assays and equip-

ment signifi cantly reduce active labor time compared to 

manual methods without negatively impacting results.

Automated Method Features and Key Benefi ts

The Microlab NIMBUS software was preprogrammed with 

the SenSATIVAx, FemINDICAtor, and PathoSEEK workfl ow 

steps as a standard solution to facilitate user-friendly oper-

ation and reduce operator input errors. The intuitive User 

Interface (Figures 2–3) allows for selection of customiza-

ble workfl ow options. The user may process between 1–32 

samples when running SenSATIVAx and can set up 1–96 

qPCR reactions when running either PathoSEEK or FemIN-

DICAtor. When running qPCR setup (PathoSEEK or FemIN-

DICAtor), the user can run the full method including both 

decontamination setup and qPCR setup, or run either sep-

arately. Options selected via the User Interface will auto-

matically update future User Dialogs that prompt the user 

to set up reagents to account for number of samples being 

processed. A full 32-sample extraction can be processed 

in approximately 90 min and a full 96 qPCR reaction can be 

set up in approximately 30 min compared to approximate-

ly 3 h for the same using manual methods.

Experimental Design and Results

As defi ned in the SenSATIVAx procedure, 0.25 g of canna-

bis fl ower sample was weighed into a Whirl-Pak bag (Nasco 

#B01385WA, Fort Atkinson, WI) followed by the addition of 

3.55 mL of Tryptic Soy Broth (TSB, MGC #420205). The fl ower 

sample was then manually homogenized for 1 min. Follow-

ing homogenization, 285 μL of the homogenized fl ower/TSB 

mixture was transferred into one well of the extraction plate 

(Perkin Elmer #6008290, Waltham, MA). This process was re-

peated for each of four fl ower samples tested. The DNA ex-

tractions using SenSATIVAx reagents were processed on 

High-throughput DNA extraction and qPCR setup directly from 
cannabis fl ower on the Microlab NIMBUS

Heather Ebling*, Ryan Ghan†, and Kristina Klette† *Medicinal Genomics and †Hamilton Company

www.CannabisScienceTech.com


A DDV ERTISEMENT Appplication NNote 59

P
H

O
T

O
_

C
R

E
D

IT
_

www.CannabisScienceTech.com | CANNABIS SCIENCE AND TECHNOLOGY

the Microlab NIMBUS. After setting up the Microlab NIM-

BUS deck with necessary reagents and materials, the SenSA-

TIVAx DNA Extraction method was selected from the Meth-

od Manager screen, and user and sample information was 

input. Microlab NIMBUS then automatically added lysis buff-

er to the wells and incubated for 2 min. The plate was then 

manually placed in a centrifuge to pellet lysed cellular mate-

rial and trichomes. After returning the plate to the Microlab 

NIMBUS deck, the supernatants of each sample were trans-

ferred to fresh wells of the extraction plate. MGC binding 

buffer was then added to the samples and tip mixed. DNA 

from the lysed samples was bound to the beads, and was 

then separated via a magnet on the Microlab NIMBUS deck. 

The samples were then washed with 70% ethanol to remove 

any non-DNA material, and eluted in aqueous buffer. The 

purifi ed DNA was then transferred to separate wells of the 

 Figure 1: The Microlab NIMBUS Automated Liquid Handler. The 
Microlab NIMBUS is equipped with up to eight independent air 
displacement pipetting channels for high precision and reliability. 
Compressed O-ring expansion (CO-RE) technology creates an air-
tight seal between the disposable tips and mandrels without using 
mechanical force, while barcode provides full sample tracking. A 
magnetic stand from Medicinal Genomics was used during DNA 
extraction along with various pedestals for plates, reagents, and tips.

 Figure 2: Microlab NIMBUS User Interface qPCR workfl ow selec-
tion. Incorporating automated, preprogrammed methods reduces 
the amount of time to set up the assay, while also reducing or elimi-
nating user entry errors. Additionally, the automated methods allow 
full sample traceability throughout sample processing.

Table I: Detection of total yeast and mold, and total aerobic count PathoSEEK qPCR results

Well Sample
Processing 

Method
Target Cq Target Cq

A1 Bubba Kush NIMBUS Total yeast and mold N/A Cannabis DNA 25.35

B1 Bubba Kush Manual Total yeast and mold N/A Cannabis DNA 25.13

C2 Erk Train NIMBUS Total yeast and mold 33.85 Cannabis DNA 26.45

D1 Erk Train Manual Total yeast and mold 33.33 Cannabis DNA 25.55

E1 Harlox NIMBUS Total yeast and mold N/A Cannabis DNA 27.21

F1 Harlox Manual Total yeast and mold N/A Cannabis DNA 26.59

G1 Rugburn OG NIMBUS Total yeast and mold N/A Cannabis DNA 25.80

H1 Rugburn OG Manual Total yeast and mold N/A Cannabis DNA 25.18

A2 TYM Positive Ctrl NIMBUS Total yeast and mold 11.49 Cannabis DNA N/A

C2 NTC NIMBUS Total yeast and mold N/A Cannabis DNA N/A

E2 Bubba Kush NIMBUS Total aerobic count 37.42 Cannabis DNA 25.44

F2 Bubba Kush Manual Total aerobic count N/A Cannabis DNA 25.13

G2 Erk Train NIMBUS Total aerobic count 35.00 Cannabis DNA 26.69

H2 Erk Train Manual Total aerobic count 34.42 Cannabis DNA 25.95

B2 Harlox NIMBUS Total aerobic count 27.41 Cannabis DNA 27.37

A3 Harlox Manual Total aerobic count 27.16 Cannabis DNA 26.79

D2 Rugburn OG NIMBUS Total aerobic count N/A Cannabis DNA 25.68

C3 Rugburn OG Manual Total aerobic count N/A Cannabis DNA 25.07

E3
Total Aerobic
Positive Ctrl

NIMBUS Total aerobic count 12.57 Cannabis DNA N/A

G3 NTC NIMBUS Total aerobic count N/A Cannabis DNA N/A

Microbial detection of total yeast and mold as well as total aerobic count using MGCs PathoSEEK qPCR reagents using manual and 
automated methods from multiple fl ower samples.
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extraction plate for subsequent assay analysis. Four fl ower 

samples were also processed manually. Samples were then 

tested for total yeast and mold and total aerobic bacteria 

contamination via qPCR using the PathoSEEK qPCR Mas-

ter Kit, Total Aerobic detection assay and Total Yeast and 

Mold detection assay. Total Yeast and Mold and Total Aer-

obic Count assay master mixes and positive controls were 

prepared by the user and added to the Microlab NIMBUS 

deck when prompted. DNA samples and positive and nega-

tive controls were automatically transferred to a clean qPCR 

microplate followed by prepared qPCR master mixes, which 

include assay specifi c primers. Samples were automati-

cally mixed then placed in the Bio-Rad CFX96™ Real-Time 

PCR Detection System (Hercules, CA) for qPCR analysis. 

See Table I for the results. For testing FemINDICAtor, three 

known male and three known female plant leaves were hole 

punched using a 4.0 mm biopsy punch (Integra LifeScienc-

es Corporation, #33-34-P/25, Plainsboro, NJ). Each sample 

punch was transferred to a 96 well PCR plate (USA Scienti-

fi  c 1402-9300, Ocala, FL). The DNA extraction using SenSA-

TIVAx Flower/Leaf DNA Extraction Kit was then processed 

on the Microlab NIMBUS using the procedure outline above 

adapted to plant leaves. The samples were decontaminated 

following the assay kit manufacturer’s recommended pro-

tocol, followed by addition of prepared qPCR master mix 

which includes assay detection primers. The samples were 

Table II: Cannabis plant gender detection FemINDICAtor qPCR results

Well Sample Target Cq Male or Female? Target Cq

A1 Male 1 Y Chrom 29.14 M Cannabis DNA 30.20

B1 Male 2 Y Chrom 30.64 M Cannabis DNA 31.64

C1 Male 3 Y Chrom 30.66 M Cannabis DNA 31.48

D1 Female 1 Y Chrom N/A F Cannabis DNA 30.07

E1 Female 2 Y Chrom 38.19 F Cannabis DNA 26.98

F1 Female 3 Y Chrom N/A F Cannabis DNA 27.89

G1 XY Positive Ctrl Y Chrom 13.54 N/A Cannabis DNA N/A

H1 Neg Control Y Chrom N/A N/A Cannabis DNA N/A

Six leaf hole punch samples run using MGCs FemINDICAtor qPCR reagents on the Microlab NIMBUS. A Cq value less than 35 indicates 
a male plant.

Table III: Comparison of manual versus automated PathoSEEK qPCR results

Sample
Automated or

Manual
Fluor Target Cq Fluor Target Cq

Blueberry Cheesecake Automated FAM E. coli 22.34 HEX Cannabis DNA 27.63

Blueberry Cheesecake Automated FAM E. coli 22.27 HEX Cannabis DNA 27.51

Blueberry Cheesecake Automated FAM E. coli 22.28 HEX Cannabis DNA 27.56

Blueberry Cheesecake Automated FAM E. coli 22.24 HEX Cannabis DNA 27.44

Blueberry Cheesecake Automated FAM E. coli 22.34 HEX Cannabis DNA 27.66

Blueberry Cheesecake Manual FAM E. coli 21.60 HEX Cannabis DNA 26.92

Blueberry Cheesecake Manual FAM E. coli 21.54 HEX Cannabis DNA 27.06

Blueberry Cheesecake Manual FAM E. coli 21.70 HEX Cannabis DNA 27.44

Blueberry Cheesecake Manual FAM E. coli 22.05 HEX Cannabis DNA 27.61

Blueberry Cheesecake Manual FAM E. coli 21.97 HEX Cannabis DNA 27.34

Positive Control Automated FAM E. coli 14.27 HEX Cannabis DNA N/A

Negative Control Automated FAM E. coli N/A HEX Cannabis DNA N/A

When comparing cycle quantifi cation (Cq) values obtained from identical homogenized sample via manual and automated methods, 
consistency among results is seen in line with expectations. Results from automated methods are reliable and robust, with lesser vari-
ability observed between technical replicates.

 Figure 3: Microlab NIMBUS User Interface indicating MGC Patho-
SEEK qPCR Master Mix Reagent set up volumes and instructions. Au-
tomated methods using preprogrammed steps can reduce or elimi-
nate human errors and variability while automatically scaling volumes 
to meet any throughput needs.
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mixed, then placed in the qPCR instrument to test for the 

presence or absence of Y chromosome DNA. See Table II 

for results. Finally, a comparison of manual versus automat-

ed qPCR workfl ows were assessed for repeatability in sam-

ple handling. Identical homogenized fl ower sample was ex-

tracted fi ve times manually and on the Microlab NIMBUS 

using the SenSATIVAx assay kits. Purifi ed DNA samples were 

then processed using the PathoSEEK assay kit to detect E. 

coli and cannabis DNA primer target sequences, similarly as 

was done above following the manufacturer’s recommend-

ed protocol. See Table III for results.

Conclusion

The Medicinal Genomics SenSATIVAx DNA Purifi cation 

Kits, PathoSEEK Microbial Safety Tests, and FemINDICA-

tor sex testing kits automated on the Microlab NIMBUS 

liquid handling platform provide a robust, fl exible, and ef-

fi cient DNA extraction and qPCR set up workfl ow in less 

time than manual methods. Thirty-two samples can be ex-

tracted, and a full 96-well plate of qPCR reactions can be 

set up in approximately 66% less time than manual meth-

ods without sacrifi cing sample results. The intuitive user 

interfaces guide the user through the setup process, which 

allows for seamless set up and method execution with-

out errors or variability from user-to-user, or run-to-run. 

The combined automated solution allows testing labs to 

quickly and accurately deliver results to their customers 

while maximizing time and labor resources.
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 Figure 4: Manual versus automated SenSATIVAx, PathoSEEK, and FemINDICAtor assay workfl ows. Comparison of manual versus automated 
SenSATIVAx DNA extraction protocol and the PathoSEEK and FemINDICAtor qPCR setup steps and processing times. Up to 32 sample extractions 
are processed, and 96 qPCR reactions are set up, in a total of approximately 2 h using the automated workfl ow, compared to 6 h total using manual 
methods to perform the same number of samples. In addition to facilitating faster time to results, the hands-free automated methods allow users 
to reallocate their time to other tasks while the samples are processed.
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Preview of the 2018 Cannabis 
Science Conference

What are some of the key topics 

that this year’s Cannabis Science 

Conference will address?

Crossney: Some of the key top-

ics include advances in academic 

research and quality control (QC) 

testing, genomics, efforts to improve 

standardization, improvements in 

analytical instrumentation and testing 

methods, as well as greater medicinal 

cannabis information sharing, includ-

ing physician and patient presenta-

tions. In the medical track, I also see 

increasing focus on cannabis as a 

more effective alternative to opiates. 

Opiates kill nearly 100 Americans a 

day, whereas no one has ever died as a 

direct result from a cannabis overdose. 

What could be a more relevant and 

important discussion than advancing 

alternative medicines that put an end 

to the terrible opioid epidemic?

We have also added a cultivation 

track this year, which differs greatly 

from other conferences because the 

focus is more technical. This year we 

also have technical updates from sev-

eral cannabis testing labs, with topics 

ranging from sample preparation and 

method development to microwave-

assisted extractions and informatics.

Can you tell us more about the addi-

tion of a cultivation track? Why did 

you feel there was a need to add 

that track?

Crossney: At last year’s Canna Boot 

Camp, there was great interest from all 

participants in a phenomenal cultiva-

tion session hosted by Autumn Karcey 

(Cultivo, Inc.) and Ken Kovash (GI 

Grow). Cultivation techniques greatly 

impact cannabis science, both in terms 

of therapeutic efficacy as well as poten-

tial introduction of contaminants.

Additionally, many QC and research 

scientists lack a fundamental under-

standing of cannabis cultivation, so 

we felt there was a strong need to 

help bridge this gap by introducing a 

cultivation track.

What do you hope for people to 

learn or gain from your conference 

this year?

Crossney: My hope is that attendees 

walk away from this year’s confer-

ence feeling educated, empowered, 

inspired, and connected. By empow-

ered, I mean that the Cannabis Sci-

ence Conference has become the 

annual pilgrimage for key opinion 

leaders like Tracy Ryan, Professor Jack 

Henion, Professor Dedi Meiri, Dr. Scott 

Kuzdzal, Dr. Uma Dhanabalan, Dr. Sue 

Sisley, Janie Maedler, Sharlene Mavor, 

and Dr. Jahan Marcu. These truly inspi-

rational people have so much knowl-

edge to share, and at the Cannabis 

Science Conference we work very hard 

to maximize networking with these 

experts; including opportunities rang-

ing from discussions at poster sessions 

and exhibit booths to participation in 

interactive panel discussions. Attend-

ees will walk away with new knowl-

edge and collaborations that will help 

catalyze and advance cannabis sci-

ence for years to come.

Can you give us any hints as to who 

your plenary speaker will be?

Crossney: I think attendees will be 

thrilled with this year’s plenary speaker, 

who is a well-known celebrity, and is 

also someone that has battled cancer 

and walked away not only as a survivor, 

but someone that created a foundation 

to help women be more aware of the 

early signs of cancer. I mentioned previ-

ously that I want this year’s attendees to 

walk away inspired: our plenary speaker 

will most certainly inspire people.

Is there anything else you’d like to 

add about this year’s conference?

Crossney: This year we received hun-

dreds of scientific abstracts. In addition 

to adding a cultivation track, attendees 

will see expansion in our poster ses-

sions as well as the number of vendors 

on our exhibition floor. We are antici-

pating more than 160 sponsors, exhibi-

tors, and media partners this year!

I am excited to announce that our 

Canna Boot Camp full-day, hands-on 

workshop will return to Chalice Farms 

again this year. By the time this article 

goes to print there will likely be only 

a few tickets remaining, but I strongly 

encourage everyone interested in a 

more hands-on experience covering 

everything from cannabis cultivation 

and preprocessing to extractions, ana-

lytical testing, edibles manufacturing, 

and dispensary operation to attend a 

future Canna Boot Camp.  

In closing, I would like to thank Can-

nabis Science and Technology for your 

continued support. Your sister publi-

cations, LCGC and Spectroscopy, 

have been our premier media partner 

now for years, and I look forward to 

working with your team for years to 

come. There are many exciting things 

ahead for us!

Megan L’Heureux

The 2018 Cannabis Science Conference will be held August 27–29, in Portland, Oregon. With the 
conference quickly approaching, we sat down with Josh Crossney, president and CEO of CSC Events, 
for a preview of what this year’s show will offer attendees. 

www.CannabisScienceTech.com


Use Promo Code CSC25 for 25% Off Registration!!!

The tŽƌůĚ�Ɛ Largest Cannabis Science Conference
returns to downtown Portland for an incredible gathering of analytical

scientists, medical professionals, patients, cannabis industry experts and

novices interested in learning more about cannabis science!

Sponsorship and exhibition opportunities are available. Please contact 

Andrea at andrea@jcanna.com for more info.

@CannabisScienceConference

@CannabisScienceConference
CannabisScienceConference.com

CANNA BOOT CAMP  㔑 ANALYTICAL, CULTIVATION & MEDICAL TRACKS 

mailto:andrea@jcanna.com
www.CannabisScienceConference.com
https://www.facebook.com/CannaScienceConference/
https://www.cannabisscienceconference.com/
https://www.instagram.com/cannabisscienceconference


RETSCH Mills 

for Cannabis Sample 

Preparation 

 Mills and grinders for all 

solid sample types

Q Widest range of sieve shakers 

in the market

Q Fast, reproducible results 

every time

Mills, Grinders &  

Sieve Shakers

 300 Cutting Mill can 

handle your pre-grinding needs.

www.retsch.com/sm300
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If you are looking for a complete line 

of products for sample preparation 

and particle analysis, look no further 

than RETSCH.

Q

RETSCH GRINDOMIX Knife Mills

The new GRINDOMIX GM 200 

and GM 300 Knife Mills are 

designed to take on very dif-

¿FXOW� VDPSOHV� ZLWK� PDWHULDO�

SURSHUWLHV�WKDW�DUH�GLϒFXOW�IRU�

conventional sample prep mill-

ing systems to handle.  High 

moisture, fat, starch, and high 

heterogeneity of sample com-

ponents can all be processed 

in the GM Knife Mill units to 

homogeneous sample; thus, 

making them ideal for preparing 

cannabis samples for analysis.

www.retsch.com/gm

RETSCH CryoMill

The CryoMill is designed to 

process samples under con-

stant cryogenic temperatures 

with an integrated LN
2
 con-

nection to the unit to ensure 

constant temperatures and 

operator safety.  For sample 

preparation procedures of ma-

terials where heat generation 

compromises analysis, such as 

analysis of volatile components 

as pesticides, the CryoMill is 

ideal. Additionally, the CryoMill 

also serves as a tool to process 
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samples such as gummy bears 

and candies in order to obtain a 

homogeneous powder.

www.retsch.com/cryomill

RETSCH Cutting Mill SM 300

The SM 300 Cutting Mill is de-

signed to pre-grind initial lab 

samples that have particle siz-
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a conventional mill for sample 

preparation.  For the cannabis 

industry, the unit is well-suit-

ed for the task of processing 

buds, stalks, and can even be 

used for homogenizing waste 

material for disposal.  With a 

large infeed hopper, collection 

canisters, and optional cyclone 

collection system for dust mit-

igation and lower heat genera-

tion, the SM

www.retsch.com/gm
www.retsch.com/cryomill
www.retsch.com/sm300
mailto:info-us@verder-scientific.com
https://www.retsch.com/
https://www.verder-scientific.com/
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