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Back in Session: Cannabis 
Education Is Just Getting Started

WELCOME TO THE latest edition of Cannabis Science and 
Technology!

It’s that time of year again when the summer begins to wind 
down, the students begin a new school year, and the fall weath-
er starts to creep in. It won’t be long before we start seeing the 
leaves’ color change to their red, orange, and yellow shades be-
fore falling to the ground and winter anticipating its turn. Al-
though fall is the season where things begin to wither out un-
til spring, other things are just getting started. With every new 
school year, both faculty and students are eager to see what the 
next year brings. What new things will they learn? What new ven-
tures will unfold before them? Similar to the school year, the can-
nabis industry is full of educational opportunities waiting to be 
explored. Every year industry experts are discovering new infor-
mation on the cannabis plant. In the US, more research ventures 
are growing, which will provide new data in the coming years. 

In this exciting issue of Cannabis Science and Technology, 
we continue to examine quantitative spectroscopy in Brian C. 
Smith’s “Cannabis Analysis” column by learning about calibra-
tion validations, calibration checks, and the fundamental as-
sumption of quantitative spectroscopy. Lo Friesen defines how 
the type of extract can make a difference in cannabis edibles in 
her “Extraction Science” column. In this issue’s “Navigating the 
Lab” column, Patricia Atkins teaches readers about atomic spec-
troscopy and how plasma sources for atomic emission spec-
troscopy offer a much broader range of applications than other 
types of both atomic emission and atomic absorption spec-
trometry because of their sensitivity and their ability to pro-
duce spectra for a wide range of the periodic table of elements.

Also found in this informative issue, Arianna C. Collins, Tesfay 
T. Tesfatsion, Giovanni A. Ramirez, Kyle P. Ray, and Westley Cru-
ces present their findings in the peer-reviewed article to readers 
regarding a more detailed understanding of the naturally rare 
occurring cannabinoid analogue,  hexahydrocannabinol  (HHC). 
Safety becomes a question when possible human consumption 
is brought into the picture. Lastly for our featured articles, An-
thony DeMeo discusses the importance of how we need to be 
exploring the synergistic effects of primary and minor cannabi-
noids; and Allison Justice and Jason Hupp take readers on a jour-
ney into the leaf-level physiology of cannabis.

We hope that you enjoy our September 2022 Cannabis Science 
and Technology issue!

Mike Hennessy Jr
PRESIDENT AND CEO
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cannabis analysis

Quantitative Spectroscopy 
Pitfalls and Practicalities, Part III: 
Calibration Validation and Calibration Checks
By Brian C. Smith

This column continues the discus-
sion of the practicalities and pit-
falls of quantitative spectroscopy 
started in the last two columns 

(1,2). The reason that a discussion of 
quantitative spectroscopy matters for 
cannabis analysis is that many cannabis 
potency methods use high performance 
liquid chromatography (HPLC) along 
with ultraviolet-visible (UV-vis) spec-
troscopic detection (3). Also, there ex-
ist cannabis potency analyzers based on 
mid-infrared spectroscopy (4). 

The fundamental equation of quan-
titative spectroscopy is Beer’s Law (5), 
whose form is seen in Equation 1.

A = εLC    [1]

where A is the absorbance, the amount of 
light absorbed by a sample; ε is the absorp-
tivity, a fundamental physical constant of 
a molecule; L is the pathlength or sample 
thickness; and C is the concentration.

I will dispense with any further dis-
cussion of Beer’s Law or the basics of 
quantitative spectroscopy and refer you 
to my previous columns and book on 
these topics (1,2,5-8). In this, the third 
in a series of pitfalls to avoid and prac-
ticalities to know about, we will discuss 
the importance of validating and check-
ing your calibration to ensure quality.

The Fundamental 
Assumption of 
Quantitative Spectroscopy
Our tendency once we have a calibration 
in our hands is to immediately begin 

using it because they are a lot of work, 
and we may be anxious to start getting 
results. This is, however, the wrong 
approach. Recall (5-8) that when we 
generate a spectroscopic calibration, 
we have to make up samples of known 
concentration called standards, measure 
the absorbance of these standards, and 
plot their absorbance versus concen-
tration to obtain a calibration line. We 
can then use our calibration to predict 
concentrations in unknown samples 
using Equation 2:

Cunk = Aunk/εL    [2]

where Cunk is the concentration of analyte 
in the unknown sample, Aunk is the ab-
sorbance of the analyte in the unknown 
sample, and εL is the product of the ab-
sorptivity and pathlength obtained from 
the slope of the calibration line.

Note in Equation 2 that the concen-
tration and absorbance refer to the un-
known sample, but that εL is derived
from a plot based on the standard sam-
ples. The assumption we are mak-
ing here is that εL is the same for the
standards as it is for the unknown sam-
ples. This is what I call the fundamen-
tal assumption of quantitative spectros-
copy (FAQS) because if it is violated it 
means εL is different for the standards
and unknowns. Applying an incorrect 
value of εL to unknown samples will
give incorrect values of Cunk because we 
are using a value of εL that applies to
the standards but not to the unknowns. 
Therefore, violating the fundamental 

assumption of quantitative spectrosco-
py can be very damaging. So then, how 
do we know if we are violating this as-
sumption? This is where calibration val-
idation comes in.

What Is a Calibration 
Validation?
To check if we are violating the FAQS we 
must test whether εL is the same for the
standard and unknown samples. Why 
would εL ever be different for the stan-
dards and unknowns? The pathlength, 
L, can be different if the sampling cells 
or devices you are using for the stan-
dards and unknowns are not identical. 
The best way to ensure this is to use the 
same sample cell for all standards and 
unknowns. Ensuring the absorptivity, ε,
is the same for samples and unknowns 
is trickier. Recall that the absorptivity 
is matrix sensitive and changes with 
variables such as temperature, pressure, 
concentration, and composition (5,6). 
This is why it is so important to ensure 
that all the experimental variables are the 
same when you measure the absorbance 
of the standard and unknown samples.

Given the vicissitudes of experiments 
and our inability to always perfectly con-
trol all variables, we must perform cali-
bration validations before using them to 
analyze unknown samples. To test the 
FAQS, we make up a standard sample of 
known concentration but do not use it 
in the calibration. We will call this sam-
ple a validation sample. We treat the val-
idation sample as an unknown, meas-
ure its absorbance, apply Equation 2, and 
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predict its concentration. We then com-
pare the predicted concentration of the 
validation sample to its known concen-
tration to see how well they agree. If 
they agree within the accuracy you are 
looking for this means you can go for-
ward implementing your calibration. 
If not, back to the drawing board, and 
more on that in future columns.

Recall that accuracy is a measure of 
how far away a measurement is from its 
true value (9). The difference between 
the known and predicted concentration 
for the validation sample is the measure 
of the accuracy of your calibration. It is 
important to use at least one validation 
sample to test that your calibration does 
not violate FAQS. It is even better to cre-
ate and analyze several validation sam-
ples. In this case for each sample, like 
above, measure its concentration, apply 
the calibration, and predict its concentra-
tion value. The beauty of analyzing mul-
tiple validation samples is that it allows 
you to calculate what is, in my opinion, 
the best measure of calibration accura-
cy called the standard error of prediction 
(SEP), which is seen in Equation 3.

SEP = [∑i(Cp - Ca)
2/(n-1)]1/2       [3]

where SEP is the standard error of 
prediction, ∑i is the validation sam-
ple number index, Cp is the predicted 
concentration, Ca is the actual concen-
tration, and n is the total number of 
validation samples.

Let’s say there are three validation sam-
ples. To calculate the SEP the first thing 
to do is subtract the actual concentra-
tion from the predicted concentration 
for the three samples, square each of the 
differences, and then add these togeth-
er. This gives the numerator in Equation 
3. You then divide this sum by the num-
ber of validation samples minus 1, this is 
the denominator in Equation 3. Then, take 
the square root, and you have yourself 
a standard error of prediction. The SEP 
is the best measure of calibration qual-
ity because it shows you how well your 

calibration does on samples that are not 
included in the calibration, which is ex-
actly how a calibration is used in real life. 
The units of the SEP will be in the units of 
your concentration measurement. For ex-
ample, if Cp and Ca are in weight percent 
(Wt. %) then the SEP will be in Wt. %.

What value of the SEP tells me if my 
calibration does or doesn’t violate the 
FAQS? Strangely enough after all this 
math this ultimate answer is a judgement 
call. It depends on how accurate you need 
the calibration to be, that is, the needed 
accuracy is application specific. For ex-
ample, if you want to know the total tet-
rahydrocannabinol (THC) in a cannabis 
bud that is normally around 20 Wt. %, an 
accuracy of ±1 Wt. % might be fine. How-
ever, if you are a hemp grower and have to 
ensure your crop is less than 0.3% weight 
total THC to comply with federal law, an 
accuracy of ±1 Wt. % total THC is worth-
less because the error bar is bigger than 
0.3 Wt. % and overlaps with zero. In this 
case, an acceptable total THC accuracy 
would need to be significantly less than 
0.3% total THC. For example, mid-infra-
red spectroscopy is capable of an accura-
cy of ±0.04 Wt. % for total THC in dried, 
ground hemp (10).

A mistake I find many people make is 
demanding more accuracy out of a cali-
bration than is necessary. For example, 
for cannabis growers in states such as 
California where cannabis is legal, an ac-
curacy of ±0.04 Wt. % for total THC is 
not needed since the state allows a ±10% 
relative error between your label and the 
actual product (11). For example, a bud 
labeled at 20% total THC can contain 
anywhere from 18% to 22% total THC 
and still be within the law. Because in-
creasing accuracy is always time con-
suming and expensive, determine before 
you start calibrating what accuracy your 
calibration requires, and then stop work 
once you achieve that accuracy level.

Calibration Checks
Now that we have a validated calibration, 
we can begin using it to legitimately 

predict concentrations in unknown 
samples. Does this mean our job is done? 
By no means. Remember that because 
of the FAQS we must always ensure that 
εL is the same for the standards and the 
unknowns. Things change over time, and 
the only way to make sure you are not 
violating the FAQS over time is to run 
frequent calibration checks. A calibration 
check is not a full calibration and is very 
much like a validation. To perform a 
calibration check, make up some valida-
tion samples, measure their absorbance, 
predict their concentration, and compare 
the predicted and known values like we 
did above. Calculate an SEP if you used 
more than one calibration check sample. 
If things still agree within your required 
accuracy you can continue to use your 
calibration. If not, you need to immedi-
ately stop using the calibration and inves-
tigate what went wrong and how to fix it 
(more on this in later columns).

How often should you run a calibra-
tion check? The answer is as often as 
possible. Some laboratories will run a 
calibration check every time they use a 
quantitative spectroscopic calibration. 
This is great, but it can be time consum-
ing and expensive. If you are using your 
calibration every day certainly a calibra-
tion check every week at least should be 
performed. If you use your calibration 
less often, you really should think about 
running a calibration check every time 
you use the calibration.

Conclusions
The fundamental assumption of quantita-
tive spectroscopy (FAQS) was introduced, 
wherein we assume that the product of 
the pathlength and concentration, εL, 
is the same for standard and unknown 
samples. We test this assumption by 
running a calibration validation where a 
standard sample of known concentration, 
a validation sample, is analyzed with the 
calibration and the known and predict-
ed values are compared. The difference 
between these two is the accuracy of your 
calibration. Ideally several validation sam-
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ples should be run so that a standard error 
of prediction, the best measure of calibra-
tion accuracy, can be calculated. Whether 
or not your calibration is accurate enough 
to be used depends upon your application. 
To insure the FAQS is not violated over 
time, calibration checks should be run as 
often as is practicable.
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Important considerations surrounding  
the selection of a vacuum pump 
for improved process times during 
cannabinoid extraction.

V acuum technology plays an important role throughout the cannabis 
extraction process, from the filtration of the winterized extract to the 
separation of the high-purity product. Proper selection and utilization of 

the right vacuum pump can result in faster process times and improves product 
quality. Cannabis Science and Technology (CST) recently spoke with Scott Leahy, 
Director of Product Marketing Management at BrandTech Scientific, to discuss the 
role vacuum has in cannabis extraction and important considerations surrounding 
product selection.

CST: What role does vacuum have in the cannabis extraction process?
LEAHY: Fundamentally, vacuum is used to help control processes by changing 
environmental conditions. Using vacuum can allow some reactions to happen more 
quickly so a process goes along faster, or it can prevent undesirable reactions from 
happening at all. Or vacuum level can be used as a precise control parameter to, for 
example, maintain consistent product quality. 

As it applies to cannabis extraction, it [vacuum] shows up in a few process steps. First, 
[it shows up when] filtering winterized extract. And in that case, it's used to speed the 
process along so that you're separating out undesirables like waxes and lipids. This 
simply happens by providing steady vacuum at the right level, so that it goes along so 
quickly that the winterized extract doesn't fall through. 

Vacuum is also used to change the environment in evaporative applications, in order 
to lower the boiling points of the solvents. By lowering those boiling points, you can 
evaporate solvents at a lower temperature, thereby preserving the integrity of the 
extracted crude. 

And then the same principle of evaporation at lower temperatures also shows up 
in distillation processes, where you're separating out compounds into fractions in 
order to generate products of high quality or high purity. By precisely controlling 
vacuum level, you can distill into very specific fractions, as they call it, or into distinct 
products. You can see that vacuum plays an important role in several steps in 
cannabis extraction.

CST: How can vacuum make a difference in the different steps in the  
extraction process?
LEAHY: If we start off with filtering winterized extract, getting the process under 
vacuum as quickly as possible is critical so that frozen lipids, waxes, and such don't 
fall through and end up being collected with your crude oil and ethanol. To do that, 
you want to use a pump that runs at that right vacuum range but with enough flow to 
overcome any leaks in the system, to make sure that the process is completed as quickly 
as possible. You also must make sure that it's in the right range for filtration so that you 
get enough pressure differential for the process to proceed quickly. 

The Importance of Vacuum Technology  
in Cannabis Extraction

Scott Leahy 
Director of Product Marketing Management
BrandTech Scientific and VACUUBRAND

but they're able to maintain much more precise control over the set vacuum level. 
That helps to further optimize the process. Variable motor speed control also can be 
used to automate processes, because it can respond much more quickly and is much 
more precise. You can completely automate a rotary evaporation process or other 
drying processes, like in a purge oven, so that things are completed as fast as possible 
without over boiling or product loss.

CST: You mentioned that vacuum is being used to achieve different purposes 
in each process step. Does that mean that each process step needs different 
vacuum equipment? Or is there a way to simplify things?
LEAHY: That's a good question, and it’s a question we get a lot of from customers. 
There are a few steps you can take to keep things as simple as possible. Though 
you do typically need a pump breach process step so you can, for example, filter 
extract from one batch at the same time you're concentrating the extract from a 
second batch inside your rotavap, you can make your life as simple as possible by 
using pumps with a wide operating range. This provides benefits like reliability and 
redundancy. [You can use] the same pump technology and maybe even the same 
pump model to supply vacuum for filtering and extracting or concentrating it in a 
rotavap and supplying the vacuum for your purge oven. This lets you share parts, and 
it minimizes the number of backup pumps you need to keep around. 

Another thing you can do to keep things simple is focus on ways to eliminate 
maintenance. For example, use dry pumps so you don't need to change or refill pump 
oil on a regular basis. This saves both time and money.

CST: Are there certain pump technologies that are more suited for particular 
applications in cannabis extraction?
LEAHY: Yeah, absolutely. For steps like filtration and extraction, or concentrating it in a 
rotavap, or running that purge oven, you typically need vacuum that gets down to the 
range of a few Torr—basically about one one-thousandth of an atmosphere. That's 
not super deep, as far as vacuum range goes, but it's an important range to be able 
to, for example, have good control in. It's also important that the pump you choose is 
corrosion-resistant and holds up for the long term. Plus, again, control. In all of these 
areas, diaphragm pump technology is particularly well suited to the task.

When we talk about steps like distillation, where we're purifying products, you do need 
a deeper vacuum than you can get from a diaphragm pump. In many cases, people 
utilize oil-sealed rotary vane pumps, which can get down to the few thousandths of 
a Torr [or millionths of an atmosphere]. But like I mentioned, there's a lot of benefit in 
moving to a dry pump technology. 

A lot of people will utilize something like a scroll pump, or a screw pump like 
VACUUBRAND’s VACUU·PURE® 10C, which provides deep vacuum needed for 
these steps but without the bother of the oil changes or the time that's involved in 
performing those oil changes.

CST: What type of concerns do people have about vacuum?
LEAHY: A couple times I've made reference to the idea that some pump technologies 
require regular maintenance, and that is a real concern. That's something that we 
hear a lot about. It's not just the cost of parts - but the other materials that are needed 
and the disposal of those materials, disposal of contaminated waste oil, for example - 

and the labor that's involved in the work. And even more concerning is the opportunity 
cost from lost production. If your pump isn't running and you don't have a backup 
[pump], that means you're not making your product. 

Consequently, a big concern with regard to all equipment is finding technology that 
maximizes reliability or builds resiliency into your production process through basic 
strategies like having backups for critical equipment.

Specific to vacuum, this is an area where using diaphragm pump technology really 
helps. It's so reliable. These pumps can run for exceptionally long periods of time 
with no maintenance required, when they're used properly, of course. For example, 
VACUUBRAND’s chemistry diaphragm pumps have typical service intervals of 15,000 
operating hours. This provides a very high availability rate, and keeps opportunity 
costs associated with maintenance to a minimum.

CST: Are there other points that need to be considered when thinking about 
vacuum pumps?
LEAHY: Yes, there are a couple that we haven't touched on yet. First off, because 
the extraction process naturally uses solvents like ethanol, chemical resistance or 
chemical compatibility is important to consider. To get maximum pump life, you need 
to select a pump where the wetted components will hold up against corrosion caused 
by ethanol or other solvents that may be used. 

It's important to simply look for pumps that have wetted materials made 
out of things like fluoropolymers—that's materials that are similar to PTFE 
(polytetrafluoroethylene)—or other chemical-resistant materials in order to maximize 
pump life and minimize the amount of time that you spend on maintenance.

Another thing that comes up is solvent recovery. That ethanol that you're using in the 
extraction process is costly and you need a fair bit of it. That ethanol is, for example, 
evaporated in the rotavap. Then it passes through the pump before being vented out 
into the atmosphere. You can recover that ethanol so that you can reuse it. The way 
to do that is to select a pump that comes with a condenser on the outlet side, and a 
flask. As the ethanol vapor - the gas - passes through the pump and back out of the 
outlet, the atmosphere simply compresses it back into a liquid state so you can collect 
it in the flask and use it again in your next batch.

CST: What resources are available to someone who wants to learn more about 
vacuum selection and utilization for cannabis extraction?
LEAHY: There are a few different resources available. For somebody seeking basic 
information about a pump for common applications, such as we've talked about, 
there are a lot of online selection guides that can be helpful. BrandTech.com, for 
example, features a helpful selection guide that asks a series of easy-to-answer 
questions and provides a variety of options to meet needs. 

And then at the other end of the spectrum, if you're trying to develop your process or 
improve upon it, it's probably best to talk with a pump supplier about what is available to 
achieve specific goals. They have experience and knowledge of their product lines to help 
you dial in the process to meet whatever your objectives may be, whether it's maximizing 
yields or minimizing time, maintenance savings, or something else entirely. Of course at 
BrandTech, we're always happy to work with our customers in this way.

BrandTech® Scientific is the North American division of the BRAND® Group representing VACUUBRAND® vacuum pumps as well as BRAND® and Vitlab® 
laboratory products. Visit Brandtech.com to learn more.

Once you've completed the filtration step, the next step is usually to concentrate the 
extract by removing most of the remaining solvent through evaporation. That's most 
often done using a rotary evaporator, or rotavap. Inside of the rotavap, the pump 
produces the pressure down to the vapor pressure of the solvent that you're removing. 
More simply, the vacuum produces the pressure so that the solvent boils at a much lower 
temperature compared to normal. To do this, you need to select a pump that can provide 
a deep enough vacuum for that to happen. And that part is simple enough. 

The tricky part is running the rotavap efficiently so that you can capture as much of the 
crude as possible and in the shortest amount of time. This is a matter of balancing the 
rate of evaporation inside the rotavap with the rate of condensation over at the rotavap's 
condenser. It's essential to maintain the proper vacuum depth so the evaporation and 
condensation rates stay in balance, and to prevent product loss through over boiling. 

The right vacuum level is maintained by adjusting to process conditions like the 
evaporation rate in real time. Vacuum that's too shallow causes the process to go 
along too slowly, or it can even stop altogether. And vacuum that's too deep will 
cause a loss of control and product will boil over and be lost. That's a really expensive 
mistake to have to deal with. 

Vacuum is also an important factor in the distillation step that I mentioned previously, 
and that's often the last step in the extraction process. Distillation is used to separate 
the mixture into discrete products. Fractional distillation is very tightly controlled and 
uses pressure as its main process parameter; where you're separating products out by 
dialing in the pressure to the vapor pressure of the product that you're trying to distill 
at that moment. This process uses deeper vacuum levels—down in the range of 10-3 
Torr, or thousandths of a Torr. The benefit of working at that deeper vacuum level is 
that distillation occurs at moderate temperatures so oils don't degrade or break down. 
In this case, just like picking the pump to run a rotavap, picking the right pump and 
having the right control equipment are crucial for the distillation step.

CST: Let’s go back to something you mentioned previously, in terms of maintaining 
proper vacuum. In a dynamic process like evaporation, how is this accomplished?
LEAHY: To maintain proper vacuum, you need some form of vacuum control. One 
way to do this is through an independent controller. You can either make your own 
independent controller using a pressure sensor, or a valve, and a PID (proportional 
integral derivative) controller, or buy one off-the-shelf from a number of different 
manufacturers, including VACUUBRAND. 

The other way to approach the problem is to use a pump with integral control 
capabilities. VACUUBRAND offers off-the-shelf controllers and pumps with integrated 
controls. The standalone controllers with a valve maintain a set vacuum level that the 
user selects. Our VARIO pumps use variable speed motor control and work similarly, 
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V acuum technology plays an important role throughout the cannabis 
extraction process, from the filtration of the winterized extract to the 
separation of the high-purity product. Proper selection and utilization of 

the right vacuum pump can result in faster process times and improves product 
quality. Cannabis Science and Technology (CST) recently spoke with Scott Leahy, 
Director of Product Marketing Management at BrandTech Scientific, to discuss the 
role vacuum has in cannabis extraction and important considerations surrounding 
product selection.

CST: What role does vacuum have in the cannabis extraction process?
LEAHY: Fundamentally, vacuum is used to help control processes by changing 
environmental conditions. Using vacuum can allow some reactions to happen more 
quickly so a process goes along faster, or it can prevent undesirable reactions from 
happening at all. Or vacuum level can be used as a precise control parameter to, for 
example, maintain consistent product quality. 

As it applies to cannabis extraction, it [vacuum] shows up in a few process steps. First, 
[it shows up when] filtering winterized extract. And in that case, it's used to speed the 
process along so that you're separating out undesirables like waxes and lipids. This 
simply happens by providing steady vacuum at the right level, so that it goes along so 
quickly that the winterized extract doesn't fall through. 

Vacuum is also used to change the environment in evaporative applications, in order 
to lower the boiling points of the solvents. By lowering those boiling points, you can 
evaporate solvents at a lower temperature, thereby preserving the integrity of the 
extracted crude. 

And then the same principle of evaporation at lower temperatures also shows up 
in distillation processes, where you're separating out compounds into fractions in 
order to generate products of high quality or high purity. By precisely controlling 
vacuum level, you can distill into very specific fractions, as they call it, or into distinct 
products. You can see that vacuum plays an important role in several steps in 
cannabis extraction.

CST: How can vacuum make a difference in the different steps in the  
extraction process?
LEAHY: If we start off with filtering winterized extract, getting the process under 
vacuum as quickly as possible is critical so that frozen lipids, waxes, and such don't 
fall through and end up being collected with your crude oil and ethanol. To do that, 
you want to use a pump that runs at that right vacuum range but with enough flow to 
overcome any leaks in the system, to make sure that the process is completed as quickly 
as possible. You also must make sure that it's in the right range for filtration so that you 
get enough pressure differential for the process to proceed quickly. 
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but they're able to maintain much more precise control over the set vacuum level. 
That helps to further optimize the process. Variable motor speed control also can be 
used to automate processes, because it can respond much more quickly and is much 
more precise. You can completely automate a rotary evaporation process or other 
drying processes, like in a purge oven, so that things are completed as fast as possible 
without over boiling or product loss.

CST: You mentioned that vacuum is being used to achieve different purposes 
in each process step. Does that mean that each process step needs different 
vacuum equipment? Or is there a way to simplify things?
LEAHY: That's a good question, and it’s a question we get a lot of from customers. 
There are a few steps you can take to keep things as simple as possible. Though 
you do typically need a pump breach process step so you can, for example, filter 
extract from one batch at the same time you're concentrating the extract from a 
second batch inside your rotavap, you can make your life as simple as possible by 
using pumps with a wide operating range. This provides benefits like reliability and 
redundancy. [You can use] the same pump technology and maybe even the same 
pump model to supply vacuum for filtering and extracting or concentrating it in a 
rotavap and supplying the vacuum for your purge oven. This lets you share parts, and 
it minimizes the number of backup pumps you need to keep around. 

Another thing you can do to keep things simple is focus on ways to eliminate 
maintenance. For example, use dry pumps so you don't need to change or refill pump 
oil on a regular basis. This saves both time and money.

CST: Are there certain pump technologies that are more suited for particular 
applications in cannabis extraction?
LEAHY: Yeah, absolutely. For steps like filtration and extraction, or concentrating it in a 
rotavap, or running that purge oven, you typically need vacuum that gets down to the 
range of a few Torr—basically about one one-thousandth of an atmosphere. That's 
not super deep, as far as vacuum range goes, but it's an important range to be able 
to, for example, have good control in. It's also important that the pump you choose is 
corrosion-resistant and holds up for the long term. Plus, again, control. In all of these 
areas, diaphragm pump technology is particularly well suited to the task.

When we talk about steps like distillation, where we're purifying products, you do need 
a deeper vacuum than you can get from a diaphragm pump. In many cases, people 
utilize oil-sealed rotary vane pumps, which can get down to the few thousandths of 
a Torr [or millionths of an atmosphere]. But like I mentioned, there's a lot of benefit in 
moving to a dry pump technology. 

A lot of people will utilize something like a scroll pump, or a screw pump like 
VACUUBRAND’s VACUU·PURE® 10C, which provides deep vacuum needed for 
these steps but without the bother of the oil changes or the time that's involved in 
performing those oil changes.

CST: What type of concerns do people have about vacuum?
LEAHY: A couple times I've made reference to the idea that some pump technologies 
require regular maintenance, and that is a real concern. That's something that we 
hear a lot about. It's not just the cost of parts - but the other materials that are needed 
and the disposal of those materials, disposal of contaminated waste oil, for example - 

and the labor that's involved in the work. And even more concerning is the opportunity 
cost from lost production. If your pump isn't running and you don't have a backup 
[pump], that means you're not making your product. 

Consequently, a big concern with regard to all equipment is finding technology that 
maximizes reliability or builds resiliency into your production process through basic 
strategies like having backups for critical equipment.

Specific to vacuum, this is an area where using diaphragm pump technology really 
helps. It's so reliable. These pumps can run for exceptionally long periods of time 
with no maintenance required, when they're used properly, of course. For example, 
VACUUBRAND’s chemistry diaphragm pumps have typical service intervals of 15,000 
operating hours. This provides a very high availability rate, and keeps opportunity 
costs associated with maintenance to a minimum.

CST: Are there other points that need to be considered when thinking about 
vacuum pumps?
LEAHY: Yes, there are a couple that we haven't touched on yet. First off, because 
the extraction process naturally uses solvents like ethanol, chemical resistance or 
chemical compatibility is important to consider. To get maximum pump life, you need 
to select a pump where the wetted components will hold up against corrosion caused 
by ethanol or other solvents that may be used. 

It's important to simply look for pumps that have wetted materials made 
out of things like fluoropolymers—that's materials that are similar to PTFE 
(polytetrafluoroethylene)—or other chemical-resistant materials in order to maximize 
pump life and minimize the amount of time that you spend on maintenance.

Another thing that comes up is solvent recovery. That ethanol that you're using in the 
extraction process is costly and you need a fair bit of it. That ethanol is, for example, 
evaporated in the rotavap. Then it passes through the pump before being vented out 
into the atmosphere. You can recover that ethanol so that you can reuse it. The way 
to do that is to select a pump that comes with a condenser on the outlet side, and a 
flask. As the ethanol vapor - the gas - passes through the pump and back out of the 
outlet, the atmosphere simply compresses it back into a liquid state so you can collect 
it in the flask and use it again in your next batch.

CST: What resources are available to someone who wants to learn more about 
vacuum selection and utilization for cannabis extraction?
LEAHY: There are a few different resources available. For somebody seeking basic 
information about a pump for common applications, such as we've talked about, 
there are a lot of online selection guides that can be helpful. BrandTech.com, for 
example, features a helpful selection guide that asks a series of easy-to-answer 
questions and provides a variety of options to meet needs. 

And then at the other end of the spectrum, if you're trying to develop your process or 
improve upon it, it's probably best to talk with a pump supplier about what is available to 
achieve specific goals. They have experience and knowledge of their product lines to help 
you dial in the process to meet whatever your objectives may be, whether it's maximizing 
yields or minimizing time, maintenance savings, or something else entirely. Of course at 
BrandTech, we're always happy to work with our customers in this way.

BrandTech® Scientific is the North American division of the BRAND® Group representing VACUUBRAND® vacuum pumps as well as BRAND® and Vitlab® 
laboratory products. Visit Brandtech.com to learn more.

Once you've completed the filtration step, the next step is usually to concentrate the 
extract by removing most of the remaining solvent through evaporation. That's most 
often done using a rotary evaporator, or rotavap. Inside of the rotavap, the pump 
produces the pressure down to the vapor pressure of the solvent that you're removing. 
More simply, the vacuum produces the pressure so that the solvent boils at a much lower 
temperature compared to normal. To do this, you need to select a pump that can provide 
a deep enough vacuum for that to happen. And that part is simple enough. 

The tricky part is running the rotavap efficiently so that you can capture as much of the 
crude as possible and in the shortest amount of time. This is a matter of balancing the 
rate of evaporation inside the rotavap with the rate of condensation over at the rotavap's 
condenser. It's essential to maintain the proper vacuum depth so the evaporation and 
condensation rates stay in balance, and to prevent product loss through over boiling. 

The right vacuum level is maintained by adjusting to process conditions like the 
evaporation rate in real time. Vacuum that's too shallow causes the process to go 
along too slowly, or it can even stop altogether. And vacuum that's too deep will 
cause a loss of control and product will boil over and be lost. That's a really expensive 
mistake to have to deal with. 

Vacuum is also an important factor in the distillation step that I mentioned previously, 
and that's often the last step in the extraction process. Distillation is used to separate 
the mixture into discrete products. Fractional distillation is very tightly controlled and 
uses pressure as its main process parameter; where you're separating products out by 
dialing in the pressure to the vapor pressure of the product that you're trying to distill 
at that moment. This process uses deeper vacuum levels—down in the range of 10-3 
Torr, or thousandths of a Torr. The benefit of working at that deeper vacuum level is 
that distillation occurs at moderate temperatures so oils don't degrade or break down. 
In this case, just like picking the pump to run a rotavap, picking the right pump and 
having the right control equipment are crucial for the distillation step.

CST: Let’s go back to something you mentioned previously, in terms of maintaining 
proper vacuum. In a dynamic process like evaporation, how is this accomplished?
LEAHY: To maintain proper vacuum, you need some form of vacuum control. One 
way to do this is through an independent controller. You can either make your own 
independent controller using a pressure sensor, or a valve, and a PID (proportional 
integral derivative) controller, or buy one off-the-shelf from a number of different 
manufacturers, including VACUUBRAND. 

The other way to approach the problem is to use a pump with integral control 
capabilities. VACUUBRAND offers off-the-shelf controllers and pumps with integrated 
controls. The standalone controllers with a valve maintain a set vacuum level that the 
user selects. Our VARIO pumps use variable speed motor control and work similarly, 
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Does Extract Type Make  
a Difference in Cannabis Edibles?
By Lo Friesen

In last month’s article, the wide varie-
ty of cannabis concentrates were de-
fined and clearly differentiated. Every 
concentrate type, from crude etha-

nol extract to distillate, can be used to 
produce a cannabis edible. Cannabis ex-
tract is an ingredient in cannabis edi-
bles production and, as with your food, 
the quality and makeup of the ingredi-
ents affect the quality of the end prod-
uct. Many have claimed that differenc-
es in extract type can affect cost, ease 
of formulation, and the experience of 
the finished product. In this article, a 
review is done of each of these claims 
to better understand if it truly matters 
which type of cannabis extract is used 
in the production of a cannabis edible.

Cost
The cost of production for cannabis 
extracts has a wide range because of the 
number of variables. Cost of cannabis 
plant material, solvents, labor, and equip-
ment are the main factors in calculating 
cost. If the cost and quality of cannabis 
plant material were fixed, cost could be 
assessed purely based on the extraction 
method. To keep things simple, tetrahy-
drocannabinol (THC)-dominant extracts 
are the focus of this cost evaluation. 
Table I shows a list of concentrates used 
in the production of edibles ranked by 
price and by THC content, with 1 being 
the highest and 4 being the lowest.

The amount of extract used to pro-
duce a THC infused edible is depend-
ent on the concentration of THC in the 

extract. If the target dose of an edible 
is 10 mg, a higher quantity of extract 
is required to be used if the THC con-
centration is lower. Based on this, more 
extract is required to infuse THC edi-
bles when using a live resin extract ver-
sus a distillate. The cost of production 
is directly correlated with the wholesale 
price of extract. Many edibles manufac-
turers select their extract type based on 
the cost per mg of THC. This is one of 
the reasons most edibles are produced 
with distillate.

Ease of Formulation
Cannabis extracts are a complex matrix 
of many different compounds. Just ask 
your local analytical chemist! This com-
plexity translates to how the extract in-
teracts with ingredients in an edible. An 
edible needs all of its ingredients to be 
stable and maintain its target structure, 
flavor, and makeup until expiration. The 
more complex the extract, the more 
challenging it can be to integrate the 
extract with an edible. Flavor is another 
factor in formulation as the extract type 
will affect the flavor of the final product. 
The higher the concentration of canna-
binoids, like THC, the lower the con-
centration of other compounds such as 
terpenes, aldehydes, ketones, and esters. 
These “other compounds” have unique 
flavors, which can pass through the 
edible when the consumer eats or drinks 
the infused product. Many consumers 
don’t like the flavor of cannabis, which 
has influenced how manufacturers pro-

duce edibles. Manufacturers can select 
high-THC distillate, which has little to 
no flavor, or formulate an edible that can 
mask the flavor of the cannabis extract. 
The market contains edible options that 
use distillate, full spectrum, live resin, 
or full extract canna oil (FECO) with a 
wide range of flavor profiles.

Consumer Experience
THC in cannabis is one of hundreds of 
compounds that influence the effect 
of cannabis. The jury is still out about 
whether ingesting terpenes and flavor 
compounds can influence the cannabis 
experience. However, there is anecdotal 
evidence to demonstrate that extract 
type does impact the effect of an edible. 
THC, whether in a full spectrum or 
distillate extract, is still THC. However, 
the hundreds of other compounds that 
can be found in full spectrum, live res-
in, or FECO are not found in distillate.

Science has yet to prove any theories 
about the effects of extract type in an 
edible, but it is hard to ignore the fact 
that different extraction methods pro-
duce different chemical profiles. The 
chemical makeup of distillate is vast-
ly different from the chemical makeup 
of a live resin, full spectrum, or FECO. 
So, it is easy to theorize that a different 
chemical profile will result in a differ-
ent experience. These differences seem 
to present themselves in the duration 
of the high and the complexity of the 
high. While it is hard to articulate how 
someone feels when they are “high,” 
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anecdotal evidence suggests that dis-
tillate-based edibles are more cerebral 
and affect the mind. Whereas full spec-
trum, live resin, or FECO-infused ed-
ibles can be felt in the body and some 
have a distinct energizing or sedative 
effect depending on the product. These 
richer, more complex experiences can 
leave consumers feeling more satisfied 
with the product. This is why markets 
are beginning to see consumers shift 
their purchasing from distillate-based 
edibles to edibles infused with other ex-
tract types (1). Consumers are associ-
ating distillate-based edibles as poten-
tially lower quality products than other 
infusions and it is causing a shift.

Conclusion
Consumers drive the market. Many 
consumers are still searching for 

the most cost-effective products on 
the market. However, market trends 
are shifting and demonstrating that 
consumers are willing to pay more for 
“higher quality” products. Manufac-
turers are left with making decisions 
on how to formulate edibles to meet 
their business model. Manufacturers 
must balance cost, ease of formulation, 
and consumer experience to under-
stand which path to take. Time will tell 
whether consumers have a preference, 
but for now full spectrum and live resin 
edibles are taking the market by storm.

Reference
(1)  https://www.headset.io/the-best-selling-

cannabis-products/oregon-edibles.
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Table I: Concentrates used in the produc-
tion of edibles ranked by price and by THC 
content

Extract Cost Avg. THC Concentration

Distillate 3 1

Full spectrum 1 2

Live resin 2 3

FECO 4 4
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In this column, we attempt to explore in depth the theory and methodology of our common laboratory techniques  
and show how an understanding of interworking of those techniques allow for more flexibility in analysis. The knowledge 
of the theories behind the scenes can be used to manipulate the method variables for a more accurate and precise 
result. Up until this point, we have been mainly focused on the techniques commonly used in molecular spectroscopy 
and chromatography, which all have organic molecules as their target analytes. In the next few columns, we will look at 
another critical aspect of analytical chemistry—atomic spectroscopy and elemental analysis.  

Energy and Elements, Part I:  
Understanding Atomic Spectroscopy
By Patricia Atkins

In the previous columns we have exam-
ined spectroscopy as a tool of organ-
ic chemical analysis. Spectroscopy is the 
study or measurement of the interac-

tion of matter and electromagnet radi-
ation resulting in spectra (wavelength 
or frequency of the radiation). In organ-
ic analysis, spectroscopy examines the in-
teraction of energy and molecules, but in 
inorganic chemistry we focus on atomic 
spectroscopy or the interaction of atoms 
and energy. The designation of the type 
of spectroscopy is categorized by the area 
of the electromagnetic spectrum targeted 
(for example, infrared, ultraviolet [UV], 
or X-ray, and so forth), the atomization 
source and interaction (such as emission, 
adsorption, transmittance, and so on), or 
the type of spectroscopy being employed 
(optical or mass spectrometry). 

Electromagnetic (EM) radiation spec-
trum encompasses a wide band of ener-
gy including radio waves, microwaves, 
infrared, visible light, ultraviolet, X-rays, 
and gamma rays (see Figure 1).

Many laboratory analytical techniques 
are focused on the range of waves associ-
ated with light from infrared to the X-ray 
range of wavelengths.  

There are numerous interactions be-
tween EM and matter. These include 

some of the most commonly used inter-
actions in instrumentation including ab-
sorption, transmission or refraction, 
reflection, and emission. All of these pro-
cesses become the basis for some form of 
detection or spectroscopy measurement 
technique (see Figure 2).

Atomic Spectroscopy 
Properties and Methods
Spectroscopy techniques are divided 
into atomic and molecular spectroscopy 
depending on the target to be measured 
and the material being evaluated.  Spec-
trometry instruments are often further 
divided and defined by the type of in-
teractions they produce and the type of 
energy that is measured like X-ray fluo-
rescence (XRF), which measures X-rays 
and the amount of fluorescent energy a 
material emits during exposure. Some 
techniques focus on a narrow band of 
interactions (such as emission only) or 
a small part of the EM spectrum (like 
X-rays) while other techniques moni-
tor an array of interactions and wave-
lengths on the spectrum (see Table I).

In atomic spectroscopy, changes in 
energy are most commonly measured 
by the movement of electrons in atom-
ic orbitals when exposed to an energy 

source such as light. The energy move-
ment of electrons in orbitals use or pro-
duce measurable changes in energy usu-
ally as photons (Figure 3).  

The characteristic movement of elec-
trons when exposed to particular types 
or wavelengths of energy produces sig-
nature energy fingerprints called spectra. 
Each element of the periodic table has 
a unique spectrum based on the num-
ber of electrons where changes in wave-
length and intensity can be calculated as 
the number of atoms of a particular ele-
ment in a sample (Figure 4).

Atomic Absorption 
Spectroscopy 
In atomic absorption spectroscopy (AAS), 
light of a set wavelength is passed 
through a sample of atoms and if that 
wavelength corresponds to the difference 
in energy as their electrons move to high-
er energy states, the light (or a portion of 
the light) is absorbed, and that difference 
is calculated as an absorbance value.  

The basic components of an atomic 
spectroscopy system include an energy 
source, an atomizer or nebulizer to dis-
tribute and reduce the sample to its cor-
responding atoms, a focus or monochro-
mator, and finally a detector (Figure 5).
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The energy for most of the atomic ab-
sorption instrumentation comes from a 
variety of lamps that produce metal at-
oms similar to the sources found in oth-
er molecular spectroscopy techniques. 
Sources for absorption spectroscopy are 
divided into two groups: continuum and 
line sources.  

Continuous sources provide a wide 
range of wavelengths of energy and 
do not require very high sensitivity 
monochromators to differentiate the 

wavelengths. These sources include 
some of the common lamps we discussed 
when examining molecular spectrome-
ters in previous columns (for example, 
tungsten, mercury, xenon, and deuteri-
um lamps). The most common use for 
these types of sources are molecular ab-
sorption spectrometers or fluorometers. 
In atomic absorption, these lamps can be 
used for background correction.  

Line sources produce specific portions 
or bands of a spectrum and can have 

large gaps between spectral lines because 
of the fact that they only contain a few 
wavelengths. Line sources do require high 
resolution monochromators and separate 
lamps for each range of wavelengths re-
quired for analysis. Most atomic absorp-
tion spectroscopy instruments use some 
type of line source either as a hollow cath-
ode lamp, electrodeless discharge lamp, 
sodium, or mercury vapor lamps.  

One of the most commonly used 
lamps is the hollow cathode lamp, which 

Figure 1: Electromagnetic spectrum.
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Figure 2: Basic types of energy and matter interaction in atomic spectroscopy.
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Table I: Common GC detectors: type and selectivity 

Technique Name Type Target Energy Function Energy Type
AAS Atomic absorption spectroscopy Atomic Inorganic Absorption UV–vis
AES Atomic emission spectroscopy Atomic Inorganic Emission UV–vis
AFS Atomic fluorescence spectroscopy Atomic Inorganic Fluorescence UV–vis
OES Optical emission spectroscopy Atomic Inorganic Emission UV–vis
XRF Xray fluorescence spectroscopy Atomic Inorganic Fluorescence X-ray
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contains a tungsten anode and a hollow 
cylindrical cathode made with an element 
selected for its spectrum. The cathode 
tube is a sealed glass vessel filled with an 
inert gas (argon or neon). A high voltage is 
applied to ionize the gas and as a current 
flows between the anode and cathode the 
metal atoms are liberated from the cath-
ode and collide with the gas and are excit-
ed producing characteristic radiation. The 
cathode of the lamp is created using the 
metals targeted for analysis. Some multi-
element lamps are created by the fusion 
of several target metals together produc-
ing the ability to measure more than one 
element at the expense of overall sensitiv-
ity for any one element. These multiele-
ment lamps can also be a source of spec-
tral interferences in the analysis. Modern 

atomic absorption spectrometers can 
contain anywhere from 2 to more than 12 
lamps in a system.  

Nebulizers and  
Atomizers for AAS
In order for the sample to be analyz-
ed, the material must be broken down 
into atoms before exposure to the energy 
sources. The first step of many liquid ma-
trix samples is nebulization or the process 
of creating fine droplet spray from a liquid 
sample. Nebulizers and the supporting 
pumps pull samples into the system at a 
controlled rate and create a fine spray that 
is then injected into the atomizer along 
with some type of fuel and oxidizer.

The atomizers that are most com-
monly found in use are either flame or 

electrothermal atomizers. The oldest 
technology still in common use is the 
flame atomizer. Flames are produced by 
a mix of air or nitrous oxide with acety-
lene. The mix of air-acetylene has a tem-
perature of about 2300 °C while the ni-
trous oxide mix can be up to 2700 °C. 
Once liquid sample (via a nebulizer) en-
ters the flame it undergoes drying then 
vaporization to transfer the materi-
al to the gas phase. These systems are 
straightforward and economical, but can 
be subject to increased levels of interfer-
ence during the introduction and atomi-
zation phases and possible ionization of 
the sample leading to reduced sensitivity 
because of ground state depletion. This 
technique generally has sensitivity in the 
parts per million range with some ele-
ments having lower detection.

In electrothermal atomizers a graph-
ite tube about 20 mm long and 5 mm di-
ameter becomes a heated chamber via 
an electrical current allowing for pre-
cise control of the temperature of the 
furnace or chamber. The samples (either 
solid, liquid, or gas) enter the tube and 
are subjected to a temperature program 
that dries then pyrolizes the sample be-
fore atomization transitions samples to 
the gas phase. This technique is most 

Figure 3: Comparison of atomic absorption and atomic emission energy levels.
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commonly referred to as graphite furnace 
atomic absorption spectroscopy (GFAAS). 
It has the most flexibility of the atomic 
absorption techniques and can analyze 
many different forms of sample and pro-
vides part per billion (ppb) and sub-ppb 
analytical ranges. GFAAS is also known 
to have less interferences than tradition-
al flame AA, which has made it a popular 
technique for atomic absorption.

Atomic absorption techniques are limit-
ed to a small number of elements in the pe-
riodic table (usually about 70). Both tech-
niques require separate lamps for each 
targeted element. Flame absorption sys-
tems require flammable gas mixtures and 
rely upon the skill of the operator and 
cleanliness of the samples and system to 
avoid interferences and ionization. GFAAS 
has a higher degree of sensitivity but is still 

limited by the number of elements that can 
be analyzed. The GFAAS systems do have 
a wider range of functionality as to sample 
type and matrix being able to analyze liq-
uids, gases, and solids.

Atomic Emission 
Spectroscopy
In atomic emission spectroscopy (AES), 
a high intensity source of light ener-
gy such as a spark, arc, flame, or plasma 
is produced to excite atoms. The sam-
ple pathway is similar to atomic absorp-
tion where the sample as a gas or a solu-
tion is aerosolized in a nebulizer before 
being vaporized and atomized. The at-
oms are then excited to a higher energy 
state by the source before moving back 
to lower energy and ground states. The 
movement of the electrons from excited 

to ground states emits photon ener-
gy (such as, light) and is a reason AES is 
also known as optical emission spectros-
copy (OES). The emissions from the ele-
ment are focused by mirrors and slits to 
a detector (Figure 6). 

Sample Introduction  
and Nebulization
The nebulizer or atomizer is the basis of 
the sample introduction system. Nebu-
lizers by definition create a mist of par-
ticles from liquids. There are three basic 
groups of nebulizers: ultrasonic, elec-
trothermal, and pneumatic nebulizers 
based on their primary mode of nebuli-
zation. Ultrasonic nebulizers, as those 
found in many medical settings, force 
liquids onto a surface of vibrating sur-
face. Electrothermal nebulizers use a 

Figure 5: Basic components of atomic absorption spectroscopy system.
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closed chamber evaporator with a meth-
od of heating and cooling to produce 
nebulized particles. There are spectros-
copy systems that do use electrothermal 
nebulizers. But the most common type 
of analytical nebulizers are pneumatic 
nebulizers that use induction to atomize 

liquids. When a gas of a higher-pressure 
flows into a lower-pressure gas it creates 
a jet and pulls in the lower-pressure aer-
osol. The liquid is pumped into the sys-
tem and the high-pressure gas draws in 
and disperses the particles into the jet.  

There are many types of modern 

nebulizer designs that fit into several 
categories including: concentric, cross 
flow, Babington or V-Groove, porous 
disc, parallel path, flow blurring, and vi-
brating mesh. The first two (concentric 
and cross flow) are the most used config-
uration of nebulizer for AES and OES.  

In the concentric nebulizer the gas sur-
rounds the sample introduction or vice 
versa so that concentric rings of sample 
and gas are formed producing a plume at 
the end of nebulized material (Figure 7a). 
Cross flow nebulizers have a configuration 
where the gas and the liquid flow are at 
right angles to each other usually meeting 
at the tip of the nebulizer to come togeth-
er to form the plume in a spray chamber 
(Figure 7b). Cross flow nebulizers allow 
for more sample to be introduced to the 
system, but can be prone to clogging.

The next stop for the nebulized sam-
ple is the light source which excites the 
atoms and causes the emission of pho-
tons. Again, there are many different 
types of sources for AES including arc, 
spark, flame, and plasma.

Selecting the Source
The earliest types of AES systems used 
arcs, sparks, and flames, as the source 
of excitation. Sparks are short bursts of 
excitation energy generated by an elec-
trode usually composed of graphite. Arcs 
are sustained AC or DC currents of ener-
gy between two electrodes with frequen-
cy similar to sparks. DC arcs are consid-
ered low-current discharges of about up 
to 15 A, while AC arcs are higher between 
15 to 30 A. The current and the tempera-
ture of the arc discharges are controlled 
by adjusting the applied potential.

These techniques are used in the anal-
ysis of metallic solid samples. Materi-
als that are nonconductive are mixed 
with a conductive matrix such as graph-
ite to facilitate analysis. The sample is 
heated to a high temperature by the pas-
sage of the spark or arc through the sam-
ple. The excited atoms emit characteris-
tic wavelength light that is filtered by the 

Figure 7: Diagrams of two common pneumatic nebulizers used in AES.  
(a) Concentric nebulizer and (b) cross flow nebulizer.
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monochromator for the detector. Older 
arc and spark technologies were almost 
always qualitative or at best semi-quanti-
tative, but newer advances have increased 
the sensitivity and accuracy of both types 
of systems. Despite the advances, these 
systems are not for precise and fine ana-
lytical work with low levels of detection.

Another early type of AES was flame 
emission spectroscopy (FES). FES uses 
the energy from the flame to excite spe-
cies of certain metals like Group I alkali 
metals and Group II alkaline metals. The 
high temperatures of the flame can cause 
some instability in some elements.

This type of instrumentation uses a 
burner and a flammable gas or liquid 

to produce a flame. A sample is mixed 
with an oxidant and nebulized in a mix-
ing chamber with the fuel gas. The flame 
then vaporizes and atomizes the sam-
ple. The energy of the change of states as 
the high temperature changes the ener-
gy levels is focused by lenses and filtered 
by a monochromator before reaching the 
detector (Figure 8).

There are different types of burners 
and mixtures of gas that are used in these 
applications. Gases are chosen regard-
ing temperature and the nature of the 
target elements; more energy and high-
er temperatures are needed to excite larg-
er numbers of atoms to higher states. 
Some metals also require higher temper-
atures to vaporize. The most common 
mix of gases for the burner contain a mix 
of air, oxygen, hydrogen, nitrous oxide, 
or acetylene depending on the target ele-
ments and temperatures that need to be 
achieved to vaporize those elements with-
out oxidation or instability (Table II).

The most widely used types of atom-
ic emission spectrometers use a plasma 
source to vaporize and atomize the sam-
ples. A plasma is a homogenous mixture 
a fine mist or fog of ionized gases com-
posed of electrons, ions, and neutral spe-
cies. The most common gas for spec-
troscopy plasma is argon. The method 
in which the plasma is depends on the 
source of the electric field that produc-
es it. The mostly widely used types of 
plasma are either by direct current plas-
ma (DCP) or inductively coupled plasma 
(ICP). Other types of plasma with less 

applications in the analytical world are 
laser-induced plasma, laser breakdown, 
and microwave-induced plasma.

In DCP, ionization occurs in a dis-
charge tube with between two and three 
electrodes (often graphite anode blocks 
with a tungsten cathode block). Argon gas 
flows around the anode blocks and the 
plasma is produced by the contact of the 
cathode with the anodes. The tempera-
ture at the core can be more than 8000 K.  

For ICP, there are three concentric sili-
ca quartz tubes (called the torch) in which 
argon gas moves the sample in its aerosol 
through an applied Rf power supply. The 
plasma is ignited by a spark from a Tesla 
coil. The hottest area of the plasma torch 
is at the base around 10,000 K while the 
further away from the tip of the torch the 
temperature drops to 6000 K (Figure 9).

Final Thoughts
Plasma sources for atomic emission 
spectroscopy offer a much broader range 
of applications than other types of both 
atomic emission and atomic absorption 
spectrometry because of their sensitivity 
and their ability to produce spectra for 
a wide range of the periodic table of ele-
ments. Detection limits can be dropped 
even further with the coupling of mass 
spectrometers to ICP systems thereby 
allowing for sub-ppb levels of routine 
detection and expanding the analytical 
reach to ultra-trace level detection. In up-
coming columns, we will look deeper into 
applications and the configurations of 
ICP-OES and ICP-MS systems and how 
they have become indispensable tools for 
the cannabis laboratory.
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Figure 9: General configuration of 
ICP torch.

Table II: Common FES gas combinations 
Fuel Oxidant Temperature (°C)

Natural gas Air 1700–1900
Hydrogen Air 2000–2100
Acetylene Air 2100–2400
Hydrogen Oxygen 2500–2800
Acetylene Nitrous oxide 2600–2800

Natural gas Oxygen 2700–2800
Acetylene Oxygen 3000–3150
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The use of cannabinoids dates to 
ancient China around 2500 BC 
(4). These substances, which 
are found in nature, have been 

used for recreational and medicinal 
purposes: to alleviate pain (5), gas-
trointestinal (GI) issues (6), multiple 
sclerosis (7),  anxiety (8), cancer (9), 
and more. The explosion of cannabis 
usage around the world caused an in-
creasing number of studies to be con-
ducted to determine the therapeutic 

benefits of these compounds, in the 
fight against some of the most debili-
tating and chronic diseases. Cannabis 
sativa L. produces more than 120 mi-
nor cannabinoids (10).

Current and relevant studies of 
hexahydrocannabinol  (HHC) (11) in-
volve substituted groups such as al-
cohols and carbonyls, which affect 
the target and binding affinities and 
can pose risks that are not wide-
ly studied, while we focus purely on 

HHC which has a methyl at the C9 
position rather than other function-
al groups. Since this cannabinoid 
(HHC) is found naturally in trace 
amounts (12,13), it can be extracted 
from hemp and cannabis via the con-
ventional isolation methods, but this 
is an inefficient and costly process. 
Our group has developed an efficient 
and robust way to synthesize and iso-
late (R/S)-HHC starting from D8 and 
D9-tetrahydrocannabinol

Nonclinical In Vitro Safety Assessment 
Summary of Hemp Derived (R/S)-
Hexahydrocannabinol ((R/S)-HHC)
A R I A N N A  C .  C O L L I N S ,  T E S F A Y  T .  T E S F A T S I O N ,  G I O V A N N I  A .  R A M I R E Z ,  K Y L E  P.  R A Y,  

A N D  W E S T L E Y  C R U C E S

In pursuit of a more detailed understanding of the naturally rare occurring cannabinoid 
analogue, hexahydrocannabinol (HHC), safety becomes a question when possible human 
consumption is introduced. We explore the safety profile of HHC, using a third-party lab to 

produce preclinical in vitro safety profile data on the cyto-toxicity of cardiomyocytes through the 
human ether-à-go-go-related gene (or the human ether related gene) (hERG), hepatocytes, and 
lung fibroblasts. hERG (1) is a gene that codes for a protein known as Kv11.1, the alpha subunit of 

a potassium ion channel. This ion channel (simply denoted as “hERG”) is best known for its 
contribution to the electrical activity of the heart: the hERG channel mediates the repolarizing 

current in the cardiac action potential, which helps coordinate the heart’s beating. Preceding studies 
of HHC, neglect the base scaffold structure of HHC (2), and test on synthetic derivatives, and various 

analogs. The purpose of these studies is to demonstrate HHC as a safe cannabinoid for potential 
human consumption. The preclinical assessments of HHC did not indicate any cardiac safety 

issues via data from a hERG (3) fast patch assay. HHC also demonstrated no cytotoxicity in the 
plated human liver hepatocyte cell viability assay. HHC, according to in vitro data produced potential 

cytotoxic effects in human lung fibroblasts when exceeding 10 mm concentrations, when reviewing 
the data, safe possible human consumption is feasible without complications.
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(THC) while also focusing on the 
safety study of this rare cannabinoid, 
including but not limited to cell viabili-
ty and cytotoxicity studies. 

Materials and Methods
Preclinical in vitro studies were per-
formed for (R/S)- HHC. The studies 
were conducted at Charles River 
Laboratories  (cell viability); Cleveland, 
OH (hERG); and Skokie, IL (Ames). All 
studies were exploratory and carried 
out under a non-good laboratory prac-
tice (GLP) environment. All procedures 
carried out in the laboratory were 
reviewed and approved by the institu-
tional authorities.  

Microbial Mutagenesis
The Ames test is one of the most 
frequently applied tests in toxicology. 
Almost all new pharmaceutical sub-
stances and chemicals used in industry 
are tested by this assay. The Salmonella 

typhimurium reverse mutation assay is a 
bacterial short-term test for identifica-
tion of carcinogens using mutagenicity 
in bacteria as an endpoint. The Ames 
test detects mutations in a gene of a 
histidine-requiring a bacterial strain 
that produces a histidine-indepen-
dent strain. Both direct and indirect 
(for example, chemicals that require 
metabolic activation) mutagens can be 
identified using the Ames test. 

Evaluation of hERG Current 
Using Patch Clamp Analysis
One of the most frequent adverse side 
effects, leading to the failure of drugs, 
is cardiac arrhythmias. Such failure is 
mostly related to the capacity of the 
drug to inhibit the hERG cardiac potas-
sium channel. Inhibition of the hERG 
current causes QT interval prolongation 
resulting in potentially fatal ventricu-
lar tachyarrhythmia called Torsade de 
Pointes (note: the QT interval is the 

section on the electrocardiogram [ECG] 
that represents the time it takes for 
the electrical system to fire an im-
pulse through the ventricles and then 
recharge). To evaluate anticipated car-
diovascular effects, early evaluation of 
hERG toxicity has been strongly recom-
mended, for instance by the regulatory 
agencies such as the US Food and Drug 
Administration (FDA) and European 
Medicines Agency (EMA). 

Cell Viability Assay Using 
Human Lung Fibroblasts 
The cell viability assay is used to mea-
sure cellular metabolic activity as an 
indicator of cell viability, proliferation, 
and cytotoxicity. The CellTiter-Glo 
Luminescent Cell Viability Assay is a 
homogeneous method of determining 
the number of viable cells in culture 
based on quantitation of the adenosine 
triphosphate (ATP) present, an indica-
tor of metabolically active cells.

Cell Viability Assay Using 
Plated Human Hepatocytes 
Similar to the lung fibroblasts, the 
highly sensitive ATP CellTiter-Glo 
Luminescent Cell Viability Assay was 
used to determine the potential of in 
vitro liver toxicity of (R/S)-HHC. The 
test compound ([R/S]-HHC) and the 
control (Terfenadine) were tested at 
a concentration range of 0.05 to 50.0 
µM for cell viability (cytotoxicity) in 
human hepatocytes.

Experimental 
(R/S)-HHC 
A 5 L reactor equipped with a reflux 
condenser and an addition funnel 
was purged with argon for 15 min. 
Pd/C (10% by mass) was added to the 
reaction slowly using a powder funnel 
under argon. The reactor was then 
purged with argon for 15 min. Ethanol 
(200 mL) was added slowly to avoid 
sparking the solvent. A mixture of 
D8- and D9-THC (100 g, 318 mmol) 

Figure 1: High Performance Liquid Chromatography (HPLC) of (R/S)-HHC
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was dissolved in ethanol (100 mL). The 
solution was added to the reactor under 
argon and purged for 15 min. Afterwards, 
the atmosphere of argon was stopped, 
and an atmosphere of hydrogen (1 bar) 
was introduced. The reaction was then 
stirred at 25 °C until completion by high 
performance liquid chromatography 
(HPLC). Upon completion, the reaction 

was purged with argon for 20 min. The 
reaction mixture was filtered over 1–3-
µm filter paper on a Buchner funnel and 
then the solution was concentrated in 
vacuo. The crude oil is then dissolved in 
hexane and purified over silica (0–5% 
EtOAc). The fractions of interest were 
concentrated in vacuo and then distilled 
to afford a colorless to light yellow oil 

with three compounds of similar m/z ra-
tios. HPLC (C18): 7.940 min, 8.141 min, 
8.395 min LRMS: [M+1]+ 317. 1H NMR 
(500 MHz, CD3CN) δ 0.89, 0.93, 1.18, 
1.30, 1.43, 1.53, 1.62, 2.06, 2.38, 2.42, 2.60, 
3.06, 6.08, 6.68.

The final product was isolated and 
99.9 % (R/S)-HHC is shown in Fig-
ure 1. In addition, 1H nuclear magnetic 

Figure 3: GC–MS data. 
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Figure 2: 1H NMR spectrum of (R/S)-HHC. 
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resonance (NMR) and gas chromatog-
raphy–mass spectrometry (GC–MS) 
analysis were preformed to determine 
the structure of (R/S)-HHC, as illus-
trated in Figures 2 and 3, respectively. 

Results and Discussion 
Genotoxicity Assay
Microbial Mutagenesis
Potential of (R/S)-HHC to induce rever-
sion mutations in Salmonella typhimurium 
strains TA98, TA100, TA1535, and TA1537 
and E. coli strain WP2 uvrA both with and 
without metabolic activation was evalu-
ated. The plate incorporation screen for 
(R/S)-HHC was tested in duplicate with 
strains TA98, TA100, TA1535, TA1537, and 
WP2 uvrA in the presence and absence of 
a metabolic activation system (pheno-

barbital/5,6-benzoflavone-induced rat 
liver S9 microsomal fraction) at 1, 5, 10, 
50, 100, 500, 1000, and 5000 µg/plate.  
The positive controls without metabolic 
activation were 2-nitrofluorene (TA98, 
2.5 µg/plate), sodium azide (TA100 and 
TA1535, 1 µg/plate), ICR-191 Acridine 
(TA1537, 0.5 µg/plate), and 4 nitroquin-
oline N oxide (WP2 uvrA, 2.0 µg/plate).  
The positive control with metabolic 
activation for all strains was 2-amino-
anthracene (2.5 µg/plate for Salmonella 
strains and 10 µg/plate for the E. coli 
strain). Dimethyl sulfoxide (DMSO) was 
used as the vehicle control.  

(R/S)-Hexahydrocannabinol was not 
mutagenic, up to concentrations at ≥ 100 
µg/plate in strain TA1535 without meta-
bolic activation, and at ≥ 500 µg/plate in 

strains TA98, TA100, TA1537, and WP2 
uvrA both with and without metabol-
ic activation and in strain TA1535 with 
metabolic activation. The data from the 
Ames test suggests that (R/S)-HHC is a 
non-mutagenic compound. 

In vitro Cardiac Safety Test
The effect of (R/S)-HHC on cloned 
hERG potassium channels (encoded 
by the KCNH2 gene and expressed in 
HEK293 cells) was examined using the 
QPatch II (Sophion Bioscience A/S), an 
automatic parallel patch clamp system. 
(R/S)-HHC was exposed to hERG at 
6.25, 12.5, 25 and 50 µM (n ≥ 3). The 
duration of exposure to each test article 
concentration was a minimum of 3 min. 
The positive control data confirmed the 
sensitivity of the test systems to ion 
channel inhibition. 

A summary of the results for (R/S)-
HHC and the positive controls are shown 
in Table I. The data suggests that (R/S)-
HHC does not block HERG-encoded 
channels expressed in HEK293 cells. 

Table II: Summary of cell viability (cytotoxicity) in fibroblasts following hour 
incubation   

Cell Line Compound ID IC50 Cytotoxicity (at 50 µM)

Fibroblasts (R/S)-HHC 14.4 74.8%
Fibroblasts Chropromazine (control) 14.3 86.4%

Figure 4: Gas chromatography–flame ionization detection (GC–FID) analysis. 
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Table I: Effects of (R/S)-HHC on hERG ion channel current 

Test Article IC50 (µM) n Conc. (μM) Mean % hERG Inhibition Standard Deviation Standard Error

(R/S)-HHC >50 9 6.25 4.8 3.0 1.0
7 12.5 5.7 2.5 0.9
3 25 2.3 3.8 2.2
4 50 6.4 5.4 2.7

Cisapride (positive control) <0.05 4 0.05 64.1 7.6 3.8
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Cytotoxicity
(R/S)-HHC and the control (chlor-
promazine) were tested at a nominal 
concentration range of 0.156 to 50.0 µM 
for cell viability (cytotoxicity) in human 
lung fibroblasts. In lung fibroblasts, the 
IC50 for (R/S)-HHC was 14.4 µM, and 
the percent cytotoxicity at 50 µM was 
74.8%. The control, chlorpromazine, 
showed an IC50 value of 14.3 µM and 
86.4% cytotoxicity at 50 µM. The data is 
summarized in Table II. 

In human hepatocytes, (R/S)-HHC 
was non-cytotoxic and the IC50 for 
(R/S)-HHC was not measured, and the 
percent cytotoxicity at 50 µM was also 
very low (8.9%) because of its weak re-
sponse. Terfenadine showed an IC50 val-
ue of 15.8 µM and 99.9% cytotoxicity at 
50 µM. The data is summarized in  
Table III. The results indicated that 
there is no potential for hepatotoxicity, 
with very weak results in this plated hu-
man hepatocyte cell viability assay.  

Conclusion
(R/S)-HHC derived from Colorado 
Chromatography Labs, using their patent 
pending technology demonstrated the 
following results: (R/S)-HHC was not 
mutagenic in in vitro genotoxic assay 
(Ames test). Preclinical assessments 
in the hERG patch clamp study did not 
indicate that (R/S)-HHC had any cardiac 
safety issues, which suggests that there 
does not appear to be an effect of (R/S)-
HHC and QTc prolongation. The finding 
in the cell viability studies demonstrated 
potential cytotoxic effects of (R/S)-HHC 
in human lung fibroblasts at > 10 µM 
concentrations. (R/S)-HHC was not 

cytotoxic or damaging to human liver 
cells in in vitro human hepatocytes cell 
viability assay. 

The future of this compound can be 
shifted since there was some slight tox-
icity to the lung fibroblasts, with di-
rected remediation of molar concen-
trations as well as possible derivatizing 
of the future HHC compounds either 
the virgin HHC compound or derivat-
ized compound could be used as a pos-
sible anti-tumor drug and treat certain 
lung cancers. With this initial cell via-
bility and safety study we are providing 
evidence that although this compound 
was made in a laboratory setting, to in-
crease the production of this rare can-
nabinoid that is difficult to extract, this 
compound is safe to consume, and can 
be opened in the world of research to 
see what effects and ailments that HHC 
can treat like other cannabinoids.
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The Case for THCA  
and Other 

Minor Cannabinoids
BY ANTHONY DEMEO

IN LEGAL CANNABIS markets, two molecules dom-
inate the conversation for both adult use and medical 
use cannabis: delta-9-tetrahydrocannabinol (Δ9-THC) 
and cannabidiol (CBD). Δ9-THC is the dominant can-

nabinoid found in most adult-use cannabis. Many Cannabis 
Sativa cultivars have been selectively bred for it, and CBD is 
the most commonly found cannabinoid in the supplemen-
tal market. Both molecules have had successful drug for-
mulations developed for specific medical conditions such 
as epilepsy (Epidolex; CBD) and reduce nausea from medi-
cal conditions or drugs (Dronabinol; Δ9-THC). While these 
drugs are an important step toward legitimizing cannabi-
noid-based medicines, they reduce the significance of the 
other 400 chemical entities within the plant, such as ter-
penes and other phytocannabinoids. More importantly, the 
synergistic properties of the molecules working together 
don’t exist in our current adult-use and medical products. 
These molecules working together may have led to many 
of the anecdotal medical successes attributed to Canna-
bis Sativa. It is a major shift away from the traditional sin-
gle-molecule compounds in the pharmaceutical industry. 
While we do not know the effects of every molecule found 
within the plant, we have research that shows many phyto-
cannabinoids beyond Δ9-THC and CBD have medical ben-
efits. These molecules include the precursor to Δ9-THC, 
tetrahydrocannabinolic acid (THCA), and a long list of less-
er-known cannabinoids such as cannabinol (CBN), cannab-
igerol (CBG), cannabichromene (CBC), and more.

Exploring cannabinoids beyond Δ9-THC and CBD will 
allow us to leverage the compounds that Cannabis Sativa 
contains fully. This is important for furthering the phar-
maceutical and herbaceutical medicines brought to market 
or commoditized. When using most cannabinoid-based 
drugs, there is a significant side effect: inebriation or be-
ing “high.” While individuals who use cannabis frequently 
don’t mind or enjoy the psychoactive effects of cannabis, 
it is a side effect that many people don’t enjoy. As with all 

modern medicines, some side effects are to be expected, 
but the psychoactive effects of cannabis specifically come 
from Δ9-THC. Suppose we can develop cannabinoid medi-
cines that reduce or potentially eliminate the psychoactive 
effects. In that case, we can engage medical professionals, 
legislatures, and individuals skeptical of the drugs because 
of this particular side effect. We may do this without los-
ing the therapeutic efficacy of current formulations by ex-
ploring other phytocannabinoids present in cannabis.

THCA is the most abundant phytocannabinoid found in 
the resin glands of Cannabis Sativa. THCA is typically ex-
tracted from the plant and converted to Δ9-THC for its psy-
choactive properties by breaking the carboxyl group off of 
the molecule through decarboxylation. THCA has poten-
tial for medical value, and the research suggests that we 
should consider it for product development. An article pub-
lished in the National Library of Medicine showed that 
THCA dosed at 0.05/0.5 mg/kg may be more effective at re-
ducing lithium chloride (LiCl) induced vomiting compared 
to Δ9-THC, which did not suppress nausea at the same dos-
age (1). THCA’s potential doesn’t stop with nausea. Accord-
ing to a scientific journal published in 2012, THCA, Δ9-THC, 
and CBD were given to mice to study the molecules’ pro-
tective properties against MPP+, a neurotoxin that leads to 
cell death and Parkinson’s disease (2). The study concludes 
that while no neurite outgrowth (potential nerve restora-
tion) was observed from the cannabinoids, a high concen-
tration increased overall cell counts by 123% from THCA, 
and THCA protects against MPP+ induced cell death. THCA 
also has other neuroprotective properties, as discovered by 
an article published in the British Journal of Pharmacology. 
This work showed that THCA in mice treated with 3-NPA, 
a mycotoxin that is a mitochondrial inhibitor, increased mi-
tochondrial mass in neuroblastoma cells, improving motor 
deficits and preventing striatal degeneration (3).

The cannabinoid called CBN has gained much traction in 
the commoditized market of both adult-use cannabis and 
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nutraceuticals. In fact, 5-10 mg of CBN 
can be found in many products market-
ed as “sleep” or “rest” aides, and unsur-
prisingly a study published in November 
2021 (4), seems to support this. While 
CBN isn’t the next Ambien, the study 
performed by the University of West-
ern Australia’s Center for Sleep Science 
shows that a formulation containing 
THC, CBN, and CBD at a ratio of 20:2:1 
showed an improvement in the 24 par-
ticipants with insomnia in a sleep jour-
nal. The participants specifically noted 
that it took less time to fall asleep, they 
slept longer, reduced nighttime wake-
fulness, and ultimately felt more rested. 
In addition to their sleep journals, the 
participants partook in polysomnogra-
phy measurements (an analysis of brain 
waves, heart rate, and REM sleep) that 
did not conclude any difference between 
the placebo group and the group that 

took the cannabinoid drug. The poten-
tial for CBN doesn’t stop at sleep; there 
is a potential for CBN to be used in topi-
cal applications because of its inhibiting 
keratinocyte proliferation properties and 
agnostic effects on the transient recep-
tor potential vanilloid type 2 (TRPV2) 
cation channels, which are high thresh-
old thermosensors. As published in Ad-
vances of Pharmacology chapter 3 (5), 
these properties of CBN show, there is a 
potential for the treatment of psoriasis 
and burn wounds.

CBC, a nonpsychotropic cannabinoid, 
has different observed effects that need 
further research. Like CBN, “CBC in-
teracts with transient receptor poten-
tial cation channels that inhibit endo-
cannabinoid inactivation, and stimulate 
the CB2 receptors, but not CB1 receptors” 
(6). The specific channels that CBC in-
teracts with have a role in inflammation 

and pain within mammals, specifically 
nociceptor firing. This significant inter-
action with the different transient recep-
tor potential (TRP) channels can cause 
strong anti-inflammatory effects, which 
are supported by a study published in 
2011 (7) where CBC stimulated pathways 
of antinociception and caused analgesia 
in mice. What is even more fascinating 
is that much of the research also shows 
an additive result on the nociception ef-
fects when THC is co-administered with 
CBC. To further demonstrate the syn-
ergistic effects of the cannabinoids, we 
could look at an article published in 2011 
which provided a pharmacological eval-
uation of CBC’s impact on pain and in-
flammation. The research showed that 
CBC significantly reduced lipopolysac-
charide (LPS)-induced paw edema in 
rat models and produced a subset of ef-
fects in the mouse tetrad array (series of 
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behavioral paradigms in rodents treated 
with cannabinoids). What is fascinating 
is that the tetrad effects were not CB1 re-
ceptor mediated. Instead, when Δ9-THC 
was given alongside CBC, it showed an-
ti-inflammatory effects in the LPS-in-
duced paw edema model because of CB2 
receptor activation. In addition to this 
additive relationship surrounding the 
anti-inflammatory properties of CBC 
and Δ9-THC, there was also an observa-
tion that higher doses of CBC led to in-
creased psychoactive effects of Δ9-THC, 
suggesting a potential pharmacokinetic 
interaction when the two molecules are 
combined (8).

The list of cannabinoids with poten-
tial medical value doesn’t stop here, as 
relevant research has been performed on 
other cannabinoids. CBG, which is the 
decarboxylated form of cannabigerol-
ic acid (CBGA), the “parent molecule” 
for all other cannabinoids, has promising 
new research regarding the therapeutic 
potential in treating neurological disor-
ders. In 2022, diseases such as Hunting-
ton’s disease, Parkinson’s disease, mul-
tiple sclerosis (MS), and inflammatory 
bowel disease (IBD), could be reduced in 
severity based on the in vitro and animal 
model studies when intaking CBG (9). 
Cannabitriol (CBT), a cannabinoid that 
shares a very similar chemical structure 
to Δ9-THC, has the potential to reduce 
the psychoactive effects of Δ9-THC (10). 
Δ9-Tetrahydrocannabivarin (THCV) is 
another interesting cannabinoid because 
it does not have the psychoactive prop-
erties of Δ9-THC but does have a meas-
urable effect on appetite stimulation and 
weight gain—further research must be 
done on this molecule, however, because 
it can exhibit either agnostic or antago-
nistic effects on the CB1/CB2 receptors 
depending on dosage (11). Cannabinoids 
such as cannabielsoin (CBE), cannabino-
divarin (CBV), and cannabiripsol (CBR) 
have been identified, but no research has 
yet to be published. Today more cannab-
inoids are being identified and quantified 

than ever before. We know of 120+ dif-
ferent cannabinoids, most of which we 
have done zero dedicated research on.

Cannabis Sativa is among a remarka-
ble variety of plants that may be able to 
provide us with a broad range of medi-
cal developments ranging from a sleep 
aid to pain management. While we are 
currently using phytocannabinoids in 
a way that is very similar to traditional 
pharmaceuticals—one molecule target-
ing one ailment or symptom—the fu-
ture of cannabinoid drugs must explore 
all of what the plant has to offer. Δ9-
THC and CBD have paved a pathway for 
research—truly valuable research—to 
become more mainstream in the scien-
tific community. These two molecules 
have also brought mainstream media 
attention to the cannabinoid medicines 
with products specifically designed to 
treat adolescent epilepsy. But to move 
cannabinoid-based medicines forward, 
we must look beyond the obvious most 
dominant cannabinoids and into the 
relatively uncommon ones. To provide 
efficacious medicines with minimal side 
effects, we need to be exploring the syn-
ergistic effects of primary and minor 
cannabinoids. The cannabis research 
should not stop here; we must also learn 
how the different terpene ratios inter-
act with the various cannabinoids.
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Reading the Leaves: 
Adventures in the Leaf-Level  

Physiology of Cannabis
BY ALLISON JUSTICE AND JASON HUPP

ON THE INVITATION of Dr. Allison Justice this 
past summer, a colleague, Rod Madsen, and I (Ja-
son Hupp) packed up some instrumentation and 
took a trip to The Hemp Mine, in Fair Play, South 

Carolina. The trip was short and the goal simple. We were there 
to gain some experience in the leaf-level physiology of cannabis.

Both Rod and I are with LI-COR Biosciences, in Lin-
coln, Nebraska. At the time, he was the product manager for 
our plant physiology instruments, and I was an application 

scientist. While our roles were a bit different, we are both 
deeply involved in the design and development of the kinds of 
tools researchers all over the globe (and in space!) use to un-
derstand how plants function.

Between Rod and I, we have more than 40 years of com-
bined experience in physiological methods and instrumen-
tation. Despite that, neither of us (like most other physiol-
ogists) have had much opportunity to work with cannabis. 
The physiological methods and instrumentation we use were 

My name is Allison Justice, PhD, and I am the founder and CEO of The Hemp Mine, a vertical 
cannabidiol (CBD) company in South Carolina. I am a plant scientist by trade, and no plant has ever 

amazed me as does the cannabis plant. Years of suppression due to federal illegality has kept the 
discovery of this plant in all realms (chemistry, horticulture, and medicine) almost in its infancy. The 
industry needs research to grow in legitimacy and efficiency. Due to hemp now being federally legal, 
universities and other businesses—which prior to recent changes in law would not be involved in the 

cannabis industry—now have become active. In just the past two years alone, I have been amazed 
to watch the number of universities becoming involved, graduate students able to use cannabis as a 
host plant, and businesses marketing to the cannabis industry that once would not. Over the years 
and back in graduate school, I worked with LI-COR Biosciences on a wide range of host plants. In 
cannabis, I worked with some of the smaller tools that LI-COR has to offer but never the LI-6800. 

Being able to operate one of these pieces of equipment was every plant science grad student’s 
dream. The unit is more expensive than many cars, but the information that can be gathered is 

beyond what most realize is measurable. So, when the LI-COR team asked if I had plants they could 
come take some data on, my immediate answer was YES! The point of this article is not a sales pitch 
as this is a tool that mainly universities and serious researchers would use regularly. The point is to 
begin to unite research and industry. Though some of this article may seem to come with too much 

detail, require a degree in Plant Physiology, and not have use to the grower, our hope is to really 
bring to light the importance of science in the cannabis industry and translate how these data do 

convert directly to grower benefit.
-Allison Justice, PhD
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first introduced in the tail end of the 20th 
century. Their development and wide-
spread application in agricultural and 
horticultural sciences came along when 
virtually no agricultural research was 
being done on cannabis in academia.

Why bother with leaf-level physiolo-
gy? At first glance, this sort of investi-
gation might seem like something only 
scientists do for the mere benefit of writ-
ing papers that only other scientists 
will read. This is untrue. Photosynthe-
sis supports everything the plant is and 
does. Understanding the biochemical 
and physical process that comprise and 
control it gives us deep insight into the 
plant, which may convert directly to cul-
tivation practices.

Think about us like sports physiolo-
gists helping to train an Olympic athlete. 
Imagine the plant as that athlete run-
ning on a treadmill, hooked up to mon-
itors while testing their physical lim-
its. The sports physiologist may control 
what the athlete eats, how they breathe, 
and how they hydrate, all to try to 

understand what happens when the ath-
lete is pushed to an extreme. Does their 
body shut down or is it able to handle 
the situation? If it does shut down, why? 
We look at the plant the same way. Our 
treadmills and monitors look a bit differ-
ent, but they essentially tell us the same 
things. We manipulate light, CO2, water, 
nutrients, and so on, and evaluate how 
the plant responds in real time, on a pho-
tosynthetic level—not just based how it 
looks or some yield parameter at the end 
of the growing season.

These measurements of leaf-lev-
el physiology find application in a wide 
range of areas related to plant produc-
tion. Routine monitoring of physiological 
parameters is used for early detection of 
various stressors and to guide manage-
ment practices. Large datasets are used 
to build and parameterize models, which 
in turn serve as predictive tools and test 
beds for experimental simulations. Eval-
uation of and selection for many of these 
physiological traits is standard practice 
in many plant breeding programs.

This brings us to the key point: this 
data is highly useful and is virtually non-
existent for cannabis. For most any other 
high-value or high-volume crop, a quick 
literature search is apt to return hun-
dreds, if not thousands, of papers with 
well-defined physiological data at the va-
rietal level. For cannabis, a similar search 
returns a few dozen papers containing 
actual measurements and few of those 
come from material specified below the 
species level.

What Did We Do  
at the Hemp Mine?
Dr. Justice gave us access to a mixed age 
planting of field grown clones of “Janet’s 
G,” a variety grown primarily for cannab-
igerol (CBG) production. Over the course 
of three days, we made a variety of mea-
surements using field portable photosyn-
thesis meters and porometers to explore 
capacity for and limitations to photosyn-
thesis. What I show here is a small subset 
of the data we collected while at The 
Hemp Mine, focusing on some common 
measurements and what might be their 
more easily digested highlights.

Response to CO2
CO2 response measurements indicated 
these plants were phosphate deficient 
(see Figure 1). For C3 plants, like canna-
bis, the general pattern of how photosyn-
thetic carbon assimilation—the process of 
CO2 uptake through photosynthesis—
responds to CO2 is well defined. At low 
concentrations it increases rapidly with 
increasing CO2, reaching some inflection 
point after which it typically shows only 
a gradual increase. This latter behavior 
happens as excess of CO2 begins to inhib-
it a process, called photorespiration, which 
interferes with photosynthesis.

What does it mean when we don’t 
see that gradual increase at high CO2? 
From the lower CO2 concentration data 
for these plants, we might have expect-
ed the gradual rise to start around 750 
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ppm. Instead, the more mature plants in 
and approaching flowering showed near 
constant assimilation above that con-
centration. For the vegetative plants, as-
similation decreased! In both cases, this 
is indicative of a phosphate limitation. 
Phosphate is needed to export the sug-
ars produced from assimilating CO2 dur-
ing photosynthesis, freeing up the sys-
tem for the next round of CO2 to sugar 
conversion. Where phosphate is limiting, 
that export is inhibited, essentially caus-
ing a photosynthetic “traffic jam” which 
reduces assimilation.

Tip 1: Photosynthetic response to CO2 
can provide information on enzymat-
ic capacities and nutrient status. Each 
phase of the response has a well-defined 
biological meaning that may translate 
to production practice. For the plants 
measured here, for example, the phos-
phate limitation apparent at high CO2 
likely has consequences for photosynthe-
sis even at ambient CO2.

Response to Light
Much like for CO2, the general response to 
light is well defined (see Figure 2). At low 

light intensities, increasing light causes 
a comparable increase in assimilation. 
At some point, the light intensity begins 
to exceed what the plant can use, and 
assimilation reaches some maximum 
value. Beyond that, additional light is 
potentially detrimental.

Nonphotochemical quenching (NPQ) 
gives insight to how light energy is being 
used. The higher the NPQ, the more light 
energy received by the plant that is being 
directed away from use in photosynthesis. 
It is a protective process and up regulated 
in response to several stressors.
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Light response measurements 
showed that the early-stage plants had 
high photosynthetic capacity. As light 
intensities approached full sun intensi-
ty, assimilation continued to increase. 
What does this mean? “Janet’s G” in its 
vegetative form can use a lot of light, 
and given more, these plants would 
have done more with it. The same was 
not true for the plants in flower. They 
engaged more NPQ and at lower light 
intensities, suggesting they were less 
capable of dealing with light even at 
nominal ambient intensities.

Tip 2: Photosynthetic response to 
light can be used to make more creative, 

science-based decisions that may be 
particularly relevant when using artifi-
cial lighting. Certainly, more research is 
needed, and the findings will vary by va-
riety, but think about what this data-
set suggests: light could be reduced dur-
ing flowering for “Janet’s G.” For indoor 
growers, this could equate to huge ener-
gy cost savings.

Plant Response  
Throughout the Day
Diurnal patterns in stomatal conductance 
suggested these plants would have been 
ill-equipped to deal with drought (see 
Figure 3). To take up CO2, plants must 

open their stomata and subsequently 
lose water. Stomatal conductance gives 
us a measure of stomatal opening and 
potential for water loss. Conductance is 
typically well coupled with assimilation, 
and for at least part of the day is generally 
expected to track light availability. Many 
plants show an afternoon depression in 
photosynthesis, which is typically accom-
panied by a reduction in conductance.

Only the flowering plants showed a 
mild afternoon depression. For early-stage 
plants, conductance was high and decou-
pled from photosynthesis in the after-
noon. They were making no effort to con-
serve water. A sudden change in water 
availability would likely have had signifi-
cant (detrimental) impacts.

Tip 3: Diurnal patterns can be indic-
ative of stress sensitivities and onset of 
stress. Stomatal conductance, particular-
ly, is linked to water status and can be a 
sensitive indicator of the onset of water 
stress, often well before wilting is evident.

Closing Remarks
Hopefully this gives some indication of 
the possibilities for this type of data. 
Fundamental physiological measure-
ments like these underlie much agricul-
tural and horticultural science and drive 
the products of those endeavors. There 
is open opportunity for application of 
these methods to cannabis. They hold 
promise for cultivation optimization and 
management, for development of the 
kinds of numerical tools used with other 
crop species, and for selection of physi-
ologically robust lines. The latter point 
being critical for selecting varieties that 
not only yield what we want, but also can 
do it under the ever-changing environ-
mental pressures where we grow them.
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Figure 4: LI-600 Porometer/Fluorometer being used to measure stomatal  
conductance.

Figure 5: LI-6800 Portable Photosynthesis System being applied to measure 
CO2 and light response.
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