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Note from the CEO
Mike Hennessy, Jr. 
President & CEO, MJH Life Sciences®

Each year, Spectroscopy presents the Emerging Leader in  

Molecular Science award, recognizing the achievements 

and aspirations of a talented young molecular spectrosco-

pist. Our recipient for 2022 is Lu Wei, an assistant professor of chem-

istry at the California Institute of Technology, whose work focuses 

on the development and application of stimulated Raman scatter-

ing (SRS) microscopy for bio-analysis, spectroscopy-informed de-

sign of vibrational imaging probes, and sample-engineering strate-

gies. We are pleased to present an article in this issue that discusses 

her work and achievements. We will present the award to Wei this 

October at the SciX conference, where she will give a plenary talk 

and where an award symposium will be held in her honor.

The American painter Jackson Pollock was a major figure in the 

abstract movement. His “drip technique” of pouring or splashing 

liquid household paint onto a horizontal surface was also called 

all-over painting and action painting, because it covered the entire 

canvas and involved the force of his whole body, often in a dancing 

style. Although this extreme form of abstraction divided the crit-

ics, Pollock’s paintings have been sold for millions, and he is one 

of the most plagiarized modern artists. Buyers of such works need 

to ensure that they are getting authentic works of art. Our cover 

story this month discusses how Raman and X-ray fluorescence spec-

troscopy were used to examine the paint on the floor of Pollock’s 

studio, revealing a list of pigments that could be used to verify the 

authenticity of his paintings.

In September’s “Focus on Quality” column, Bob McDowall 

and Chris Burgess take a look at the International Conference on  

Harmonization’s (ICH) draft publications Q2(R2) and Q14 on analyti-

cal procedure validation and development, and what they mean for 

regulated spectroscopy laboratories. The approach to the analytical 

procedure lifecycle taken in these documents is compared to that 

seen in United States Pharmacopoeia <1220>, and the question is 

posed: Why does it take ICH two documents to describe what USP 

committees can do in one?

Finally, we continue our special coverage of the components 

of spectroscopy instruments, designed to provide an introductory 

“under the hood” look. The third part of our series, written by our 

Senior Technical Editor Jerry Workman Jr., addresses components 

used in atomic spectroscopy instrumentation for inductively cou-

pled plasma–optical emission spectroscopy (ICP-OES), ICP–mass 

spectrometry (ICP-MS), laser-induced breakdown spectroscopy 

(LIBS), and X-ray techniques. 

Happy reading!
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FOCUS ON QUALITY

Quo Vadis Analytical Procedure 
Development and Validation?

What do the draft publications ICH 
Q2(R2) and Q14 for analytical procedure 
validation and development mean for a 
regulated Good Manufacturing Practice 
(GMP) laboratory? Are they consistent 
with the approach taken by United 
States Pharmacopoeia (USP) <1220> 
on Analytical Procedure Lifecycle?  
Why does it take ICH two documents to 
describe what USP can do in one?

C. Burgess and R D McDowall 

Good analytical science and 
ensuring data integrity requires 
that analytical procedures should 

be validated for their intended use (1,2).  
In addition, the applicable US Federal Drug 
Administration (FDA) Good Manufacturing 
Practice (GMP) clause is Title 21 of Code 
of Federal Regulations (CFR) 211.194(a),  
which has been in the regulation since 1978: 

The suitability of all testing methods used 
shall be verified under actual conditions 
of use (3). 

Similarly, European Union (EU) GMP 
Chapter 6.15 on quality control (QC)  
requires validation of test methods:

Testing methods should be validated.  
A laboratory that is using a testing method 
and which did not perform the original vali-
dation, should verify the appropriateness of 
the testing method. All testing operations 
described in the marketing authorisation or 
technical dossier should be carried out ac-
cording to the approved methods (4).

Like equipment (analytical instruments 
and systems) that must be fit for intended 
use, so must analytical procedures. How-
ever, how many readers define what the 
intended use of their analytical proce-
dure must be?

These regulations apply equally to in-
house development as well as pharmaco-
poeial methods. However, there was no 
regulatory guidance on how validation 
or verification was to be achieved. In this 
column, we take you on a journey cover-
ing guidance for the validation of ana-
lytical procedures over the past 30 years.  
The starting point for this journey is to 
look in the sin bin of non-compliances 
related to analytical results. 

Does Your Analytical  
Procedure Generate Out of  
Specification (OOS) Results?
One of the continuing sources of schaden-
freude with FDA warning letters and 483 
observations is the invalidation of out of 
specification (OOS) results for a variety 
of unscientific reasons, such as “human 
error,” often without a scientific investiga-
tion. This results in the invalidation of the 
result and has resulted in the FDA generat-
ing a quality metric for any QC laboratory 
of percentage of invalidated OOS results 
(5) as well as a revision of the Guidance on 
investigating OOS results in May 2022 (6).

Why are there many OOS results in some 
laboratories? After all, pharmacopoeial 
procedures always work as written, right? 
Wrong! Could a laboratory have rushed 
to validate a hastily developed procedure 
with the result that a poor procedure most 
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probably is the root cause of OOS results? 
Therefore, we need a robust method devel-
opment phase of any analytical procedure 
to have a sound foundation for validation 
and ensure that OOS results are rare.

ICH and USP Approaches to
Procedure Validation
We focus mainly on publications from two 
organizations—United States Pharmaco-
poeia (USP) and International Conference 
on Harmonization (ICH) for analytical pro-
cedure validation. For those who are un-
aware, ICH was initially called International 
Conference on Harmonization of Technical 
Requirements for Registration of Pharma-
ceuticals for Human Use from its inception 
in 1990. It was a consortium of the regula-
tory authorities and pharmaceutical indus-
try bodies from the United States, Japan, 
and Europe. The aim was to develop uni-
fied approaches to key regulatory topics 
so that the pharmaceutical industry only 
had to perform one activity and it was ac-
ceptable in the three regions. Since then,  
additional regulatory authorities have 
joined (for example, Brazil and South Korea),  
and the name of the organization has 
changed. Conference has been replaced 
by Council, but it is still known as ICH.

As you can see in Figure 1, the FDA 
have also published two draft and one 

final guidance document on validation 
for analytical procedures and methods, 
which brings us to an interesting question: 
procedure or method?

Analytical Method or  
Analytical Procedure?
It is important to understand what is meant 
by analytical procedures and if there is a dif-
ference with analytical methods:
• Analytical procedures refer to the whole 

process from sampling through to report-
ing the result. 

• Analytical methods usually only refer 
to the instrument portion of the ana-
lytical procedure or analytical principle  
(separation technique). 
Therefore, analytical procedure is the 

preferred term because there may be 
problems when sampling (for example, 
light-sensitive analytes), during transport 
or storage (for example, unstable analyte), 
or during preparation before analysis, all of 
which will not be considered if you are fo-
cused on the analytical method unless you 
are the FDA who have bet on both terms.

In The Beginning 1: Initial 
Validation Guidance
Although 21 CFR 211 was published in 
1978, there was no official guidance avail-
able on how to validate an analytical pro-

cedure; eventually, the USP issued an infor-
mational general chapter <1225> entitled 
“Validation of Compendial Methods”  
in 1989 (7).

In addition to general chapter <1225>, 
USP has also issued two more general 
chapters: 
• USP <1226> Verification of Compendial 

Procedures (8), and
• USP <1224> Transfer of Analytical  

Procedures (9).

In the Beginning 2: ICH Q2
USP <1225> served as the foundation for 
the development of ICH Q2 Guidance on 
Validation of Analytical Procedures, which 
was published in two parts:
• ICH Q2A Validation of Analytical Meth-

ods: Definitions and Terminology was 
published in 1994 and is the parent 
guideline, and 

• ICH Q2B Step 4 Validation of Analytical 
Procedures: Methodology was published 
in 1996. 
In 2005, ICH Q2A was renamed ICH 

Q2(R1) Validation of Analytical Procedures: 
Text and Methodology and incorporated 
ICH Q2B with no changes to the content 
of the combined document (10) shown in 
Figure 1.

However, there are some problems with 
Q2, which include the following: 

United States 
Pharmacopoeia

USP <1225>
(1989)

Validation of
Compendial Methods

USP <1226>
(2008)

Veri�cation of
Compendial
Procedures

USP <1224>
(2013)

Transfer of Analytical
Procedures

USP <1220>
(2022)

Analytical Procedure
Life Cycle

Draft ICH Q14
(2022)

Analytical Procedure
Development

Draft ICH Q2(R2)
(2022)

Validation of 
Analytical Procedures

ICH Q2(R1)
(2005)

Validation of 
Analytical Procedures:
Text and Methodology

ICH Q2 B
(1995)

Validation of 
Analytical Procedures:

Methodology

ICH Q2A
(1994)

Validation of 
Analytical Methods
De�nitions & Term’s

International Council
on Harmonisation

Food and Drug
Administration

Draft Guidance
(2000)

Analytical Procedures
& Methods Validation

Draft Guidance
(2014)

Analytical Procedures
& Methods Validation
for Drugs & Biologics

Draft Guidance
(2018)

Analytical Procedures
& Methods Validation
for Drugs & Biologics

Approximate
Time

FIGURE 1: Timeline of Analytical Procedure Validation Guidance from USP, ICH, and FDA.
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• Method development is ignored, which 
is problematic because this is vital. Cob-
bling a procedure together can result in 
variability contributing to OOS results as 
mentioned earlier.

• Q2(R1) can be followed slavishly (for 
example, an analytical procedure for 
measuring assay between 90–110%) 
and often have LOQ and LOD limits 
that are determined in the validation.  
The reason? It is in ICH Q2(R1)! This is 
stupid as sound science has not been 
applied as required by 21 CFR 211.160(b) 
(3). We bet you didn’t know that a regula-
tion required you to use sound science.

• The focus is mainly on chromatographic 
analysis with little coverage of spectro-
scopic analysis.

In The Beginning 3: USP
Lifecycle of Analytical Procedures
However, our interest is the latest USP 
general chapter <1220> on Analytical Pro-
cedure Lifecycle (ALM) (11) that became ef-
fective on May 1st this year. Bet you didn’t 
know that either! USP <1220> has had a 
long gestation period, starting in 2012 with 
the first Stimulus to the Revision Process (12) 
with further Stimuli articles (13–15) and two 
draft versions of <1220> (16,17) to support 
the development of the general chapter.

The lifecycle approach is now a regula-
tory expectation as it features in ICH Q8 
Pharmaceutical Development (18) and ICH 
Q12 Technical and Regulatory Consider-
ations for Pharmaceutical Product Lifecycle 
Management (19). The aim of ICH Q8 is to 

move from quality by testing to quality by 
design (QbD), using knowledge, science, 
and statistical design to achieve more ro-
bust pharmaceutical products. QbD is de-
fined by ICH Q8 as:

A systematic approach to development that 
begins with predefined objectives and em-
phasizes product and process understand-
ing and process control, based on sound 
science and quality risk management (18).

The key points are: predefined objec-
tives, product and process understand-
ing, sound science, and risk management.

These four points are incorporated in 
the three-stage lifecycle of <1220> ana-
lytical procedures (11) is shown in Figure 2  
that comprises:
• Stage #1: Procedure Design and Devel-

opment (PPD). PPD, or method develop-
ment, is based on the analytical target 
profile (ATP) for the procedure. Within 
this phase of the lifecycle, the critical pa-
rameters are identified and risk-based 
ways to control them are implemented. 
A design space is defined and tested 
using experimental design software.

• Stage #2: Procedure performance quali-
fication (or method validation) of the final 
design space against the parameters for 
intended use of the analytical procedure 
as defined in the ATP and elucidated 
during the PPD phase of the lifecycle.

• Stage #3: Procedure performance veri-
fication, which is an ongoing assess-
ment of the procedure’s performance 

during operational use (for example, 
trending data and results over time). 
Any changes made within the design 
space are considered validated and can 
be made without formal change control.  
Changes outside the design space re-
turn to either phase 2 for qualification, 
or if major to revise the ATP with further 
development. This is the longest portion 
of the lifecycle and it is imperative that 
it is controlled and monitored to ensure 
verification against intended use.
The key to a lifecycle approach for any 

analytical procedure is to define the in-
tended use as required by the GMP regula-
tions. This is achieved by writing an ATP to 
provide the foundation for all other work in 
the lifecycle. Get the analytical target pro-
file (ATP) wrong, and the procedure is not 
fit for intended use.

ICH Catchup: Revision of
Q2(R1) and Writing Q14
In 2018, ICH established an Expert Work-
ing Group (EWG) to revise Q2(R1) and write 
Q14 on Analytical Procedure Development 
(20). The aims of the EWG were as follows: 
• Q2 required revision as it lacked guid-

ance for near-infrared (NIR) and Raman 
spectroscopy, especially using multivari-
ate models, resulting in inadequate vali-
dation reports in regulatory submissions 
resulting in multiple questions being 
asked by regulators. 

• Q14 needed a new guideline outlining 
the principles and scientific approaches 
for analytical procedure development.

Continual
Improvment

Continual
Improvment

Continual
Improvment

Requirement

Analytical
Target

Pro�le (ATP)

Stage 1

Procedure Design
and

Development

Stage 2

Procedure
Performance
Quali�cation

Stage 3

Procedure
Performance
Veri�cation

Continual
Improvment

FIGURE 2: The USP <1220> Analytical Procedure Lifecycle, from reference (11).
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• Specifically, the feasibility to combine 
both documents into one for simplifi-
cation and clarity should be examined.
ICH guidances go through a five-step 

process:
• Step 1: Define the scope and drafting 

by the EWG.
• Step 2: Issue the draft for public com-

ment (the stage that Q2(R2) and Q14 are 
at now).

• Step 3: Review the public comments 
and update of the document.

• Step 4: The final approved version of the 
document is released.

• Step 5: The guidance is incorporated into 
a member’s national regulatory frame-
work. This can vary from updating regu-
lations or issuing a guidance for industry. 
Let us now look at the contents of these 

two draft guidance documents. Avid read-
ers should also read a review of these two 
draft documents by Teasdale and others 
(21), who have been involved in analytical 
procedure lifecycle development for a 
number of years.

Two Into One? No Chance!
The first thing to realize is that the expert 
working group (EWG) have failed to com-
bine both documents to define, simplify 
and clarify a unified approach to lifecycle 
management of analytical procedures.  
This leave analysts in regulated laboratories 
juggling between two regulatory docu-
ments with differing approaches on the 
same subject. It is not a great start. 

This leaves ICH Q2(R2) (22) with the 
continuing failure to mention the most 
critical part of the lifecycle—procedure 
development. Given the pharmaceutical 
industry’s inability to change, this means 
perpetuating poor science. Furthermore, 
the failure to consider a lifecycle approach 
breaks the principles outlined in ICH’s 
own publications of ICH Q8 and Q12.  
In summary, the revision of ICH Q2(R2)  
is a tweak, not a substantive advance—for 
example, the issues mentioned about lack 
of validation in regulatory submissions are 
discussed in ICH Q14! Why? ICH Q14 is 
procedure development.

To be fair to the EWG, an argument is 
that they wanted to maintain the status 
quo, but this brings its own problems. Will 

analysts read ICH Q14 and well as Q2(R2)  
and integrate them together? Probably 
not. In contrast, that has not stopped USP 
<1220> managing to incorporate all phases 
in a single general chapter (11).

ICH Q2(R2): The Bad Bits
Let’s start with the major flaws in the 
draft (22): 
• Does Q2(R2) define an analytical proce-

dure lifecycle? No.

• Does it define an Analytical Target Pro-
file to document intended use of the 
procedure? No. Q2(R2) does mention 
“performance characteristics” as the 
nearest to ATP.

• Method development is still conspicuous 
by its absence. This is a critical component 
of the lifecycle that has been missing 
throughout the various versions of Q2. 

• There is no mention of validating the an-
alytical procedures against the intended 
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use as defined by an ATP. This is disap-
pointing because it is the linkage be-
tween ICH Q2(R2) and Q14, and it is only 
shown in the outline in Figure 1. If these 
documents are to remain separate, they 
should be linked via the procedure ATP. 

• The only mention of ATP in the entire 
Q2(R2) is in the glossary, which is copied 
from ICH Q14.
The draft guidance jumps straight 

into a validation study for the procedure,  
assuming that development is not done, un-
documented, or cobbled together. Given 
the fact that ICH Q8 and Q12 both focus 
on lifecycle and the proposed ICH Q2(R2) 
does not, it leaves us with the presumption 
that the authors are happy to accept a sub-
optimal and unscientific approach.

ICH Q2(R2): The Good Bits
On the plus side is the expansion of the 
scope of ICH Q2(R2) to include validation of: 
• Spectroscopic methods are covered but 

not in much detail as we shall see later.
• Given the large number of biologi-

cal products and biosimilars that 
are available and in development, 
biological assays (for example, poly-
merase chain reaction (PCR) and cell 
based and binding assays) are in-
cluded in an expanded ICH Q2(R2) 
draft. This has resulted in an expan-
sion of calibration methods to ac-
commodate them.

• Good results require a good calibra-
tion model and the draft guidance in-
cludes calibration models that are linear,  
non-linear, and multivariate. Use any cali-
bration method but keep it appropriate 
and use simplest model for your data.

• Linearity as a validation parameter is 
only applicable now for linear calibra-
tion models.

In Annex 1, there is a good process flow 
diagram leading from the objective of an 
analytical procedure that then defines which 
parameters need to be considered during 
a validation (not forgetting development as 
well): specificity, range, accuracy, and pre-
cision. For example, a procedure for iden-
tification would just focus on specificity in 
contrast to an assay where all four would be 
determined. This is better than the table in 
the current version of ICH Q2(R1) (10).

ICH Q14: A Lifecycle 
Approach (Mostly)
In contrast, ICH Q14 (23) aligns with ICH 
Q8 in terms of a lifecycle approach to 
analytical procedures but with a big 
gap—validation of the procedure which 
is devolved to ICH Q2(R2). Section 2.2 
Minimal versus Enhanced Approaches 
to Analytical Procedure Development 
discusses minimal versus enhanced 
approaches. The use of the term mini-
mal is a concern because it is often 
interpreted as this is all we need to 
do. Only in the enhanced option is the 
ATP mentioned and this is defined as: 

a prospective summary of the performance 
characteristics describing the intended 
purpose and the anticipated performance 
criteria of an analytical measurement (23).

The ATP defines what is wanted from 
the procedure but not how it is achieved.  
However, from the ATP comes the outline of 
the analytical procedure with knowledge of 
the analyte and matrix:
• Any sampling and sample storage re-

quirements
• Any sample preparation required
• Instrumental technique used to analyze 

the sample 

• Any data interpretation or calculation  
required

• Nature of the reportable result.
A good idea is to define the ATP for any 

analytical procedure including the minimal 
approach. However, without an ATP, is the 
minimal approach scientifically sound (3)? 
No. Outlines of the minimal and enhanced 
approaches are shown in Table I (23).  
Apart from defining the ATP, the critical 
component of the enhanced approach 
is the definition of an analytical control 
strategy. Here, time is taken to identify the 
parameters that are critical to ensuring a 
robust analytical procedure and how they 
must be controlled. Knowing how a compo-
nent can influence the outcome is essential. 

What is not shown in Table I is the itera-
tive nature of the development process 
between the analytical control strategy 
and the results from experiments. As more 
information and knowledge about the pro-
cedure are generated, the procedure and 
control strategy can be refined. Risk man-
agement is used to identify critical parame-
ters that may need to be carefully controlled 
and other that have a lesser or zero impact 
on the outcome of the procedure.

Experimental design software can be 
used either standalone of controlling some 
analytical instruments to identify and de-
fine a design space where the procedure 
is robust. Having this information before 
the validation of the procedure as well 
when it is used operationally is essential 
as changes within the design space can 
be made without the need for revalidation. 

ICH Q14 section 10 deals with the 
submission of analytical procedures.  
One question that arises is why is this not in 
ICH Q2(R2) as this is where the bulk of the 
data are generated? This is a good argu-
ment for merging the two documents. 

TABLE I: Comparison of minimal and enhanced lifecycle approaches for analytical procedures (23)

ICH Q14 Minimal Approach ICH Q14 Enhanced Approach

•  Identify attributes of the 
procedure to be tested

•  Select the instrumental 
technique 

•  Conduct development studies
•  Define and document the 

analytical procedure

• Evaluate sample properties
• Evaluate prior knowledge of the analyte and sample matrix
• Define the ATP
• Conduct risk assessment
• Define an analytical procedure control strategy
• Conduct experiments (uni- or multi-variate) to understand the robustness of parameters
• Define and document the analytical procedure
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What’s In It for Spectroscopists?
One of the remits for the EWG for revising 
ICH Q2(R1) and the development of Q14 
was to include multivariate analysis meth-
ods. We want to focus on the development 
of and validation of spectral libraries used 
widely for identification of raw materials 
and active pharmaceutical ingredients 
(API) by various IR methodologies (NIR, 
Fourier transform (FT)-IR, and Raman) and 
how they are covered by the draft ICH Q14 
and ICH Q2(R2) guidances, respectively. 

There is no clear link or explanation of 
“fit for use” for these methods. A discus-
sion of what fit for use means would help 
define some of the vague concepts such 
as “enough” and “small.” This is a general 
problem with ICH Q2 and Q14. In the revi-
sion of these guidances a useful discussion 
of how to demonstrate fit for use would be 
very valuable.

ICH Q14: Method Development
Section 8 discusses the development of 
multivariate analytical procedures, noting 
that multivariate models are constructed 
from samples (the bullet points added by us):
• …a careful strategy for sample selection 

is essential for obtaining the relevant in-
formation from the analytical data and 
contributes to the robustness of the  
resulting model. 

• Based on the method and measurement 
principle, the sample population should 
encompass the sources of variability likely 
to occur during manufacture and analysis, 
such as raw material quality, manufactur-
ing process variability, storage conditions, 
sample preparation, and testing. 

• Use of risk assessment tools can help to 
identify sources of variability with the po-
tential to influence the measurements and 
resulting model outputs.

• Obtaining samples with appropriate vari-
ability at commercial scale can be challeng-
ing. Therefore, development laboratory 

and pilot scale samples are often utilized 
to provide enough variability to improve 
accuracy and robustness of the model. 

• Inclusion of commercial scale samples 
is recommended to capture variabil-
ity related to specific equipment or  
processing conditions. 

• Careful consideration should also be 
given to sample distribution in the cali-
bration and validation sets, as this will in-
fluence the model predictive capability. 
The key to building an identifica-

tion library is selecting enough appro-
priate samples reflecting the expected 
variation a manufacturer would expect  
(as noted in the second bullet point above),  
which can be aided by reducing the num-
ber qualified suppliers for each compound.  
However, finding detailed guidance about 
how to develop an identification library is 
lacking, the closest being using Raman to 
identify incoming glucose samples in sec-
tion 13.3 Annex C: Example of Multivariate 
Model Lifecycle Components. However, if 
you want to identify a material from similar 
structured compounds, there does not ap-
pear to be any advice on building a library. 
However, there is still the excitement of 
validating the spectral library in ICH Q2(R2).

Q2(R2): Method Validation 
From a relative feast in ICH Q14, we 
come to the famine in ICH Q2(R2)—
apart from the mention of identity in 
Table I and some vague words in Sec-
tion 4.1.4.1 on identification (which 
hasn’t changed much), there is no de-
tailed discussion of how to validate an 
IR qualitative method. 

ICH Q2(R2) has not advanced one 
iota since the last century in this respect.

However, to sate the appetite of 
spectroscopists, we have in ICH Q2(R1), 
Annex 2 some illustrative examples of 
validation of quantitative spectroscopic 
methods for:

• Elemental impurities by inductively 
coupled plasma–optical emission 
spectroscopy (ICP-OES) or mass spec-
trometry (MS) (ICH Q2[R1], Table IV)

• Quantitative 1H-nuclear magnetic 
resonance (NMR) (ICH Q2[R1] ,Table VI) 

• NIR core tablet quantitation (ICH 
Q2[R1], Table X). 
That’s a stellar list. 
Let’s see what comes with the revi-

sion of these documents, but don’t hold 
your breath.

ICH Grand Canyon of Emptiness
It is often said that a camel is a horse de-
signed by committee and with the two 
ICH documents we have two camels.  
Let us explain.

What do we mean by the word life-
cycle? One reasonable definition would 
be a series of changes from birth to 
death. Thus, an analytical procedure life-
cycle should encompass the beginning 
of the method through its development,  
validation and operation. What is missing 
from the two ICH documents? The opera-
tional phase and monitoring of the vali-
dated procedure! This is a critical omis-
sion by the ICH EWG and the longest part 
of the lifecycle, and it is missing in action. 
Table II maps three phases of a procedure 
lifecycle for the two ICH documents and 
USP <1220>. It is clear that the ICH has no 
consideration for operational monitoring 
of a procedure.

In addition, we suggest that by this 
omission ICH approach fails to comply 
with EU GMP chapter 6 requirements (4):

6.9 Some kinds of data (e.g. tests results, 
yields, environmental controls) should be 
recorded in a manner permitting trend 
evaluation. …… 
6.16 The results obtained should be re-
corded. Results of parameters identified 
as quality attribute or as critical should be 

TABLE II: Comparison of Lifecycle Phases of USP <1220> (11) versus draft ICH Q2(R2) (22) and ICH Q14 (23)

Lifecycle Phase USP <1220> ICH

Development Stage 1: Procedure Design and Development ICH Q14

Validation Stage 2: Procedure Performance Qualification ICH Q2(R2) 

Monitoring Stage 3: Procedure Performance Verification



14  Spectroscopy 37(9)   September 2022 www.spectroscopyonline.com

trended and checked to make sure that 
they are consistent with each other. …..

In conclusion, the ICH EWG simply 
must revise these documents to include 
a full lifecycle; alternatively, use the USP 
<1220> approach for a complete lifecycle 
in a single document.

Summary
Although Q2(R2) and Q14 represent sig-
nificant progress, the lack of consistency 
between them is disappointing. Had the 
EWG seem fit to produce a combined doc-
ument, then this would have been avoided. 
However, the largest issue remains from a 
lifecycle perspective.

Validation is a journey, not an event.
The USP <1220> has clearly got this 

journey process right. ICH has only 
managed to cover stage 1 with Q14 
and stage 2 with a revised Q2 (R2 ).  
Why has ICH ignored the longest and 
most important lifecycle component 
of performance verification during 
actual use (stage 3)? ICH should now 
consider a new guideline to cover this 
deficiency and complete the validation  
lifecycle process.

Perhaps history will repeat itself and, 
just as USP <1225> was a precursor to ICH 
Q2, USP <1220> could provide the stimu-
lus and input to a new ICH guideline for  
stage 3. We hope so.

Update
FDA published these two draft guidances 
in late August, and the URLs are: 

Q14 Analytical Procedure Development: 
https://www.fda.gov/regulatory-informa-
tion/search-fda-guidance-documents/q14-
analytical-procedure-development?utm_
medium=email&utm_source=govdelivery

Q2(R2) Validation of Analytical Proce-
dures: https://www.fda.gov/regulatory-in-
formation/search-fda-guidance-documents/
q2r2-validation-analytical-procedures?utm_
medium=email&utm_source=govdelivery
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FEATURED ARTICLE

A Different Kind of Art Analysis 

Using Raman spectroscopy and X-ray 
fluorescence (XRF) to examine the 
paint on the floor of Jackson Pollock’s 
studio reveals a list of pigments— 
published here for the first time—that 
could be used to verify the authenticity 
of the abstract expressionist’s paintings. 

Thomas J. Tague, Jr., Gene Hall, and Nigel Kelly 

Jackson Pollock is considered 
one of the preeminent artists of 
the 20th century, and perhaps 

the most important U.S.-born painter. 
A pioneer in modern art, Pollock used 
controlled deposition of paint to can-
vas or masonite to achieve a beautiful 
effect—one that many have tried to 
copy. In fact, Pollock has been one of 
the most plagiarized modern artists, 
which makes proper authentication 
important and tricky. 

Provenance is key to validating an 
object as authentic, but scientific 
analysis is also of great importance. 
There have been several manuscripts 
describing the analysis of known Pol-
lock paintings, but few encompassing 
the most common pigments he used. 
Recently, we had the opportunity to 
use an integrated analytical approach 
to investigate paints on the floor of 
Pollock’s studio, located at Pollock-
Krasner House in East Hampton,  
New York. As Figure 1 shows, the 
remnants of paint from Pollock’s many 
projects remain on the studio floor, 
and they are ripe for scientific analy-
sis using portable and noninvasive 
spectroscopic techniques, such as 
Raman and X-ray fluorescence (XRF). 
It is almost certain that Pollock cre-
ated paintings with pigments now 

present on the studio floor, meaning 
that they can be used as a reference 
to help determine the authenticity of 
any future unknown works. To facili-
tate future comparisons, a color pal-
ette has been provided in Figure 2.  
The top images in Figure 2 show 
the isolated colors that have been 
digitally matched to the actual paint 
deposited on the workshop f loor  
(shown in the lower portion of Figure 2).

Beneath a Masterpiece
Each area of paint was analyzed 
by using a Raman spec trometer 
(Bravo, Bruker) and a handheld XRF 
instrument (XRF, Tracer 5g, Bruker).  
The Raman spectrometer used two 
excitation laser sources (785 and 
852 nm) to minimize f luorescence 
interference, and each laser was ac-
tively controlled to shift the emission 
wavelength to further allow for the 
removal of any f luorescence inter-
ference. Finally, a concave baseline 
correction was used to remove any 
residual f luorescence. Acceptable 
Raman data could be collected on 
all but the brown pigment.

The handheld XRF spectrometer 
was equipped with a 4 W Rh X-ray 
tube, and an energy dispersive spec-
trometer with a graphene window, 
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allowing a higher transmission of 
low-energy X-rays. Measurements 
of each paint target were conducted 
using three excitation set tings— 
15 kV, 30 kV, and 50 kV—to enhance 
the elemental resolution in dif fer-
ent parts of the energy spectrum. 
We present only the 30 kV spectra 
to simplify comparisons. All spectra 
were collected for 30 s using a col-
limated spot size of 8 mm.

It is worth noting that Raman is 
a sur face technique in this case;  
the paint is strongly absorbing, which 
significantly reduces the depth of 
penetration. However, the primary 
X-ray beam penetrates to greater 
depths, with the detected XRF signal 
including surface species of interest 
along with contributions from any un-
derlying paint. Table I gives an over-
view of the pigments we detected. 
We identified the pigments using 
the established literature. The Raman 
data shown was not manipulated or 
corrected in any way to facilitate the 
comparison to data collected from 
other Pollock paintings.

Blue and Green Pigments
There were three blue colored paints 
found on the floor—museum gray-
blue, deep blue, and Midas blue-green.  
The Raman and XRF spectra collected 
from these paints are shown in Figures 
3 and 4, respectively. Raman analysis 
of the museum gray-blue showed the 
conclusive presence of phthalocyanine 
blue, which matched the recorded spec-
trum of the known reference for this 
pigment (1). The Raman spectrum from 
the dark blue paint was interpreted to 
contain ultramarine (2); the presence of 
amorphous carbon was also detected. 
The spectrum from Midas blue-green 
indicated the presence of Prussian 
blue (2) and some other highly fluo-
rescing compound. There was a band 
at 637 cm-1 that could not be assigned  
(there were several possible compounds 
that have Raman peaks in this area).  
The XRF results showed prominent 
peaks at titanium, calcium, and lead, 
possibly from various underlying white 

paint layers or mixtures with Prussian 
blue. The mixed or lime green paint 
spectra has characteristic Raman bands 
for carbon black and chrome yellow.  
The XRF spectrum indicates the pres-
ence of chromium, along with lead,  
barium, and calcium, which may be 
mixtures with or underlying the lime-
green paint. The hunter green paint 
Raman spectrum also exhibits sig-
nificant fluorescence, but the two-

band signature for Prussian blue was 
weakly present compared to the 
Raman spectrum, which was very simi-
lar to that collected on Midas blue  
(not shown). No XRF spectrum was col-
lected from this pigment.

Mid-Gray (Slate) and
Dove (Dingy) Gray Pigments
This mid-gray pigment was inter-
preted to contain carbon black, as 

(a) (b)

FIGURE 1: (a) Picture of the Pollock-Krasner House museum workshop, locat-
ed on Long Island, NY, and (b) the interior of the workshop showing the area 
where Jackson Pollock created many of his paintings.

FIGURE 2: Pigment palette, from upper left to lower right: yellow, white, or-
ange, black, museum gray-blue, dark blue, Midas blue-green, hunter green, 
mustard-color, lime green, brown, slate gray, dingy gray, aluminum/silver-
colored, dark red, and pink. Accompanying images show in situ examples of 
paints at different locations on the barn floor.
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shown by the Raman spectrum (2). 
The XRF spec trum indicates the 
presence of titanium, barium, and 

sulfur, suggesting one or more white 
paints mixed with a carbon-based 
black paint. The dingy gray paint 

was found to contain chrome yellow 
mixed with black (1). The Raman spec-
trum has bands indicative of carbon 
black and chrome yellow (Figure 3). 
Chromium is also present in the XRF 
spectrum (Figure 4). The presence of 
titanium and lead further indicated 
mixing with titanium white and lead  
white pigments.

Black Paint
The black paint has the signature 
response of amorphous carbon, as 
shown in the Raman spectrum (bot-
tom spectrum of Figure 3). Carbon is 
too light an element to be detectable 
by portable XRF (2), suggesting that 
all element peaks in the measured XRF 
spectrum are from underlying sources.

Red and Orange Pigments
The dark red paint contains hema-
tite. Hematite bands are present in 
the Raman spectrum (Figure 5), but 
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FIGURE 3: The uncorrected or unaltered Raman spectra collected from the 
blue, green, gray, and black pigments found on the Pollock workshop floor.

TABLE I: Pigments detected via Raman and XRF analysis

Pigment Identification Comments

Museum gray blue Phthalocyanine blue Raman match, no XRF collected

Blue Ultramarine blue with carbon Raman match with Rosi, XRF inconclusive

Mixed green (lime) Chrome yellow with carbon, small 
amount of Prussian blue Raman and XRF match

Midas blue-green Prussian blue and some other pigment Raman for Prussian blue, small 
637 cm-1 band unassigned

Mid-slate gray Carbon black Raman match

Dove dingy gray Carbon black with Chrome yellow Raman and XRF match

Black Carbon black Raman match

Bright red BaSO4, and CdS1-xSex complex Raman match, Rosi

Orange Carbon, BaSO4, and CdS1-xSex complex VG XRF match, Raman spectrum of this 
compound, 1041 cm-1 band unassigned, Rosi

Dark red Hematite, TiO2

Presence of iron in XRF, Raman bands  
both weakly present as  

shoulders of TiO2 bands, Rosi

Mustard yellow Mars yellow (α-FeOOH) with some  
organic pigment (weak) Raman and XRF match

Yellow Chrome yellow Raman match, XRF match

Pink Aluminum with azo β-naphthol toluidine Raman and XRF match, Rosi

Silver colored 
pigment Aluminum only Rosi, No Raman signal, XRF match

White Titanium dioxide (rutile form), barite Raman and XRF match

Hunter green Prussian blue with some fluorescing compound Raman match, no XRF collected

Brown Fluorescence only XRF not collected

http://www.spectroscopyonline.com
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are weak shoulders on the titanium 
oxide peak, which indicates an ana-
tase form. However, the XRF spectrum 
confirms the assignment (Figure 6).  
Hematite red was observed by Rosi 
and associates (3). In comparison,  
the bright red paint has been deter-

mined to be based on a CdS1-xSex com-
plex mixed with BaSO4, as previously 
reported on authenticated works by 
Pollock (3). This paint produces sub-
stantial fluorescence, with the Raman 
spectrum shown in Figure 5, and it 
was the first spectrum successfully 

collected from this compound that 
the authors could determine from an 
extensive literature search. The XRF 
spectrum was useful in making this 
identification (Figure 6). 

The orange paint was found to con-
tain some carbon and the same BaSO4,  
and the CdS1-xSex complex was observed 
in the bright red pigment. This identi-
fication was also reported by Rosi (3).  
The XRF spectrum exhibited a strong 
signal for barium and prominent peaks 
for sulfur, cadmium, and selenium.  
The Raman spectrum showed bands 
attributed to amorphous carbon (not 
detectable by XRF) and barium white.  
The mustard-colored paint was found to 
contain evidence for Mars yellow (FeOOH) 
and some organic pigment, confirmed by 
both Raman (Figure 5) and XRF measure-
ments (intense Fe peaks in Figure 6). In the 
Raman spectrum, the triplet of bands from 
Mars yellow are evident (2). There were four 
weak bands present at 1734, 1589, 1286, 
and 1042 cm-1 that were likely because 
of an unassigned organic pigment. The 
bands match somewhat the crinacridone 
red reported by Schulte and associates (5). 
However, this would be a tentative assign-
ment. The Raman spectrum collected on 
yellow paint has a strong signature charac-
teristic of chrome yellow (PbCrO4). The XRF 
spectrum confirmed the interpretation 
based on prominent Cr and Pb peaks (Fig-
ure 6). Chrome yellow has been reported in 
use by Pollock in other works (3).

White, Pink, and Aluminum Paints
The prominent white paint present on 
the floor of the Pollock studio is titanium 
white (Figures 7 and 8), as previously 
observed by Rosi (3). The Raman spec-
trum contained the well-known doublet 
for the rutile form of titanium oxide,  
supported by a strong titanium signal in 
the XRF spectrum (Figure 8). Minor Zn 
and Pb peaks in the XRF spectrum likely 
reflect mixtures of multiple white pig-
ments in other paints. The pink paint was 
interpreted to be azo β-napthol toluidine 
as identified by the Raman spectrum 
(Figure 7) with bands at 1620, 1567, 1493, 
1440, 1392, and 1326 cm-1, as also re-
ported by Rosi (3). The XRF spectrum was 
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weak, also indicating an organic-based 
pigment. However, the XRF spectrum 
showed a strong signal for aluminum, 
confirming the visual inspection that sug-
gested the pink was achieved by mixing 
the toluidine red pigment with metallic 
aluminum paint. The Raman spectrum 
collected from the aluminum-colored 
paint yielded a spectrum with no bands. 
Figure 8 shows the XRF spectrum which 
records a very prominent peak at alumi-
num, along with other contributions from 
underlying paints. Bare metals do not 
have a Raman signature, so no Raman 
pigment bands would be expected. 

Brown Paint 
Raman analysis of the brown paint 
yielded only fluorescence, and no XRF 
was performed on the brown paint.  
It is commonly difficult to obtain a Raman 
spectrum from brown paint because there 
is significant fluorescence interference.

Multilayered Musings 
By performing a non-invasive paint analy-
sis of Jackson Pollock’s workshop floor 
with the integrated use of portable Raman 
and XRF spectrometers, we came to a few 
conclusions. We found that most pigments 
could be readily identified by Raman or XRF 
analysis. However, the CdS1-xSex complex 
in the active orange pigment was identified 
only by XRF analysis; De Faria and Lopes (4) 
also observed the presence of this uncom-
mon pigment. For bare metals, such as the 
aluminum pigment, XRF was also essential 
for making the identification because bare 
metals do not have a Raman response.

The advantage in this study of por-
table Raman analysis is that it is primarily 
a surface technique. As observed from 
the photographs of the Pollock work-
shop floor, there were certainly many 
layers of paint! Raman measurements 
allowed targeted analysis of only the 
surface paint, whereas XRF may contain 
mixed measurements of multiple layers.  
Additionally, the Raman technique al-
lowed the characterization of the molecu-
lar structures of materials, which facilitates 
highly specific identification for organo-
metallic and organic compounds that do 
not have unique elemental signatures.
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We hope that the pigments identified through our 
multi-instrumental analysis of a studio floor may provide 
additional puzzle pieces for future researchers who need 
to verify whether they really do have a genuine Jackson 
Pollock—or just a drip painting of unknown origin.
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A Survey of Basic Instrument  
Components Used in Spectroscopy, 
Part 3: Atomic Spectroscopy 

In this Part 3 survey article of atomic 
spectroscopy instrument components, 
we look at instrument components and 
subassemblies used for the special com-
ponents and terms used in atomic spec-
troscopy instrumentation for inductively 
coupled plasma–mass spectrometry (ICP-
MS), ICP–optical emission spectrometry  
(ICP-OES), X-ray fluorescence (XRF),  
energy-dispersive X-ray spectroscopy 
(EDX), total reflection X-ray fluorescence 
(TXRF), and laser-induced breakdown 
spectroscopy (LIBS). Our “under the 
hood” look continues as we survey the 
most typical atomic spectroscopy design 
components. As we continue publishing 
our four-part component survey series, we 
note that tutorial articles, and The Spec-
troscopy Instrument Components Termi-
nology Guide, posted digitally in February 
2022, are available to our readers. 

Jerome Workman, Jr.  

In this part 3 of our four-part 
spectroscopy components  
survey article, we take a closer look 

at the special components and terms 
used in atomic spectroscopy instrumen-
tation for inductively coupled plasma–
mass spectrometry (ICP-MS), ICP–optical 
emission spectrometry (ICP-OES), X-ray 
fluorescence (XRF), energy-dispersive 
X-ray spectroscopy (EDX), total reflec-
tion X-ray fluorescence (TXRF), and laser-
induced breakdown spectroscopy (LIBS).  
The various instrument acronyms are de-
fined within the table. The atomic spec-
troscopy techniques and components 
are described in Table IV, with the table 
containing four columns of information—
the technique or component name, a text 
description, basic specifications, and ref-
erences and links (1–4). All topics are in 
alphabetical order for this table. The list of 
basic techniques and components used 
for atomic spectroscopy instrumentation 
is obviously a very large subject with many 
details. Here, we are taking a broad look to 
survey the main techniques or components 
used for atomic spectroscopy instruments. 
More topic details are included within  
The Spectroscopy Instrument Com-
ponents Terminology Guide, which is  
available online (1). 

As with other analytical instruments, 
atomic spectroscopy instrumentation is 

advancing rapidly because of discovery 
research, new materials, improved me-
chanical tolerances, and continuous de-
velopments in electronics, algorithms, and 
computational power. 
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TABLE IV: Special components used in atomic spectroscopy instrumentation. Note that this table includes  
components used for ICP-MS, ICP-OES, XRF, EDX, TXRF, and LIBS

Component or Term Text Description Specifications References and Links

Beryllium (Be) 
window

A high purity, low artifact 
beryllium foil used for window 
and sample holding applica-
tions for X-ray analysis. It is 
opaque to visible light and 

transparent to X-rays,  
is chemically resistant, has high 
strength, is able to operate at 

a wide temperature range, and 
has low electrical resistivity.

Dimensions: 8–500 µm 
(0.008–0.5 mm) thickness;

Maximum temperature  
(in air): 350 oC 

Maximum temperature 
(in vacuum): 400 oC

Transmission range: 2.5–50 keV
Transmission range >80%: 5–50 keV

Resistant to mechanical stress 
and abrasion as well as 

moisture and chemicals.

Basic Be information:

https://aip.scitation.org/
doi/abs/10.1063/1.1769
850?journalCode=rsi

Hyper skimmer cone 

(for an inductively 
coupled plasma–mass  
spectrometry [ICP-
MS] interface)

A nickel, copper, or platinum 
cone-shaped device (funnel 
or aperture) placed on the 
mass (ion) detector side of 
the ICP-MS system used in 
some ICP-MS designs that 

focuses (reduces ion disper-
sion) on the analyte ion beam 
into the mass detector. With 

a three-cone design, the 
order of cones from the ICP 

plasma to the detector would 
be the sampler cone, skim-

mer cone, and then the hyper 
skimmer cone, respectively.

Composition: Ni, Cu, or Pt
Cone angle: ~40°–50°

Orifice diameter: ~1.0 mm
L. Neufeld, Spectroscopy 
34(7), 12–17 (2019)

ICP plasma torch

The torch assembly consists 
of a nebulizer, spray cham-
ber, ICP argon plasma torch 
(hot zone at temperatures 

of 5500 to 6500 K), and RF 
field with a RF generator—
for ICP-MS or ICP-OES; the 

plasma torch is used to ionize 
a sample matrix for intro-
duction into a mass detec-
tor or OES spectrometer.

Torch structure: quartz 
or ceramic tube

Fuel: argon
Temperature range (typical): 

4500 to 6500 K
Typical plasma temperature: 4900 K
Max. temperature: 7800–10,000 K

Electron density: 1015/cm3 

Cool or hot plasma conditions are 
used, respectively and are defined by 
the radio frequency (RF) settings in 

watts of the plasma torch (600–1600 
W), the sampling depth in mm (5–20 

mm), the carrier gas flow in L/min 
(0.5–1.0 L/min), the make-up gas 
flow in L/min (0.5–1.0 L/min), and 

when applicable, the spray chamber  
temperature in °C (~2 °C).

D.A. Wilson, G.H. Vickers, and 
G.M. Hieftje, Appl. Spectrosc. 
41, 875–880 (1987). 

R. Thomas, Spectroscopy 
16(4), 38–42 (2001).

R. Thomas, Spectroscopy 
16(5), 56–60 (2001).

R. Thomas, Spectroscopy 
16(6), 26–30 (2001).

Interface region

(for ICP-MS and ICP–
optical emission  
spectroscopy 
[ICP-OES])

The region of the ICP-MS or 
ICP-OES instrument where 
the ions generated by the 
argon plasma are directed 
and focused into the mass 

detector or optical spectrom-
eter, respectively. There may 
be up to three cones used 

for the interface for ICP-MS.

The interface between the plasma, 
which is at standard atmospheric 
pressure (760 torr), to the mass 

spectrometer analyzer region at a 
vacuum of ~10-6 torr. This interface 
region contains either two or three 
interface cones to act as a funnel 
or aperture for the ions from the 

plasma to pass to the mass detec-
tor or to the optical spectrometer. 

R.S. Houk, V.A. Fassel, and 
H.J. Svec, Dyn. Mass Spec-
trom. 6, 234–251 (1981).

D.J. Douglas and J.B. 
French, Spectrochim. Acta 
B 41(3), 197–204 (1986).

Interface cones

Metallic, cone-shaped devices 
(funnels or apertures) for trans-

porting analyte ions through 
the ICP-MS or ICP-OES inter-

face region and focusing these 
ions into the mass detector 

(ion detector) assembly of the 
MS system, or to the optical 
spectrometer. For ICP-MS 

these cones are termed the 
sampler cone, skimmer cone, 

and hyper skimmer cone.

Interface cones have varying cone 
angles: the sampler cone has the 

greatest cone angle (~120°),  
the skimmer cone (~80°–90°),  

and the hyper skimmer cone has the 
smallest cone angle (~40°–50°). 

Orifice diameters for 
cones are: 0.88–1.1 mm

Application note:

https://spectronus.com/
assets/product_docu-
ments/Cone_Clean-
ing_Final_909.pdf

Continued on Page 27
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TABLE IV (CONTINUED): Special components used in atomic spectroscopy instrumentation. Note that this table  
includes components used for ICP-MS, ICP-OES, XRF, EDX, TXRF, and LIBS.

Component or Term Text Description Specifications References and Links

Ion optics

An electrostatic-type “lens” 
(circular aperture or small 

cylinder) that focuses positive 
analyte ions for a controlled 

ion stream from the ion 
source into a mass detector 
for ICP-MS. Divergent ions 

are lost and do not enter the 
mass detector. A DC voltage 
is applied to assist in focusing 

ions. Different types of ion 
optics include Einzel lens, ion 
carpet, ion funnel, ion guide, 
and stacked ring ion guide.

Modern ion optics focus the ions 
from the ion source into a beam 
while removing non-ionic gas  
particles from the ion stream.  

An ion guide, with an appropriate 
electric field, is used to enhance  
ion transmission and focusing.  

The efficiency of ion trans-
fer from the ion source to the 
MS analyzer is the main speci-

fication of importance. 

Search “Ion Optics -  
Purdue Engineering” to 
obtain PDF of MS Short 
Course entitled Ion Optics.

https://engineering.
purdue.edu/BioMS/Pdf/
Lecture%20Notes%20
for%20MS%20Short%20
Course/L9-L10%20In-
strumentation_Fina.pdf

Kapton window

A window material made of 
Kapton polyimide film (poly 
(4,4’-oxydiphenylene-pyro-

mellitimide), which is  
transparent to visible light 

and X-rays, is flexible, 
chemically resistant, and is 
capable of operating at a 
wide temperature range.

Dimensions (d x h): 20 mm x 1.6 mm
Window thickness: 0.18 mm

Coating: Al
Al coating thickness: <0.01 mm

Transmission range (100 
µm): 3–50 keV

Transmission range >80%: 6–50 keV

Temperature range: 
-269 °C to 400 °C

Tensile strength: 228 MPa
Other names: HN film (Dupont)

M. Antimonov, A. Khoun-
sary, S. Weigand, J. Rix, 
D. Keane, J.J. Grudzin-
ski, A. Johnson, Z., Zhou, 
and W. Jansma, August. 
“Large-Area Kapton X-ray 
Windows,” in Advances 
in X-Ray/EUV Optics and 
Components X (Vol. 9588, 
p. 95880F). International 
Society for Optics and 
Photonics (SPIE) (2015).

Laser-induced 
breakdown  
spectroscopy (LIBS)

(an analytical 
technique)

Uses a high energy laser pulse 
(typically a pulsed Nd:YAG 

1064 nm laser with an energy 
of 50–500 µJ/pulse) is fo-

cused on a small area of the 
surface of a sample (solids or 
liquids) and forms a plasma 

plume (at 50,000 K or more) 
by simultaneously atomizing 
(ablating) and exciting nano-
gram or picogram quantities  
of the excited sample spot. 

LIBS is optical emission 
spectrometry and measures 
a unique emission spectrum 
for each element in a sample 
and is used for quantitative 
analysis of impurities in met-
als, ceramics, or electronics 
materials. LIBS is typically 
used for quantifying C, Co, 

Cu, Pb, Sn, Ti, Zn, AI, and Mg.

Pulsed laser: Nd:YAG 1064 nm
Laser harmonics: 532, 

355, and 266 nm
Laser pulse energy: 5–700 mJ
Laser pulse duration: 6–8 ns

Laser pulse repetition rate: 10 Hz
Sampling spot size: <10 µm

Optics: monochromator  
UV-vis or UV-vis-NIR;

Waveguide (fiber  
bundle): 16 x 100 µm;

Detector type: photomultiplier 
tube (PMT), linear CCD or in-

tensified CCD (ICCD), or InGaAs 
diode array detector (DAD)

D.W. Hahn and N. Omenetto, 
Appl. Spectrosc. 64(12) 335A–
366A (2010).

D.W. Hahn and N. Omen-
etto, Appl. Spectrosc. 66(4), 
347–419 (2012).

Mass detector

An electronic device capable 
of detecting and reporting 
atomic mass and electrical 
charge of analyte ions and 

reports results as the  
mass-to-charge ratio (m/z)  
for each detected ion type.  

The dynode is an active 
surface of the detector and 

produces an electrical current 
each time an ion strikes it— 

this electrical current is ampli-
fied and recorded as a m/z 

signal. Different types of mass 
analyzers include magnetic 
sector, quadruple, time-of-

flight (TOF), and ion trap (IT).

Type: Electron multiplier (EM) 
detector (detects each ion). 

The ion beam passes through 
a magnetic sector analyzer, 

then the electrostatic analyzer, 
and then onto the detector. 
Minimum dynamic range: 

0–2000 mg/L 
(0–0.2%), 3 orders of magnitude 

Maximum dynamic range:  
10 ppt–1000 ppm (1e-9–0.1%), 

9 orders of magnitude.

N. Jakubowski, L. Moens, and 
F. Vanhaecke, Spectrochim. 
Acta B 53(13), 1739–1763 
(1998).

Continued on Page 28
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TABLE IV (CONTINUED): Special components used in atomic spectroscopy instrumentation. Note that this table 
includes components used for ICP-MS, ICP-OES, XRF, EDX, TXRF, and LIBS. 

Component or Term Text Description Specifications References and Links

Mass (ion) 
separation  
device

A part of a mass detection 
system where analyte ions are 
sorted by their mass-to-charge 

ratio (m/z), then counted 
by the mass detector.

Function: preseparates 
ions by similar mass

A.A. Ammann, 
J. Mass Spectrom. 42(4), 
419–427 (2007).

Mechanical pump

A mechanical roughing pump 
that pumps air to create a 

vacuum of 1.33–2.67 mbar (~1–2 
torr, 133–266 Pa) for the ICP-MS 
interface region that assists to 
move analyte ions through the 

sampler and skimmer cones from 
the plasma to the detector.

Type and vacuum levels:
Diaphragm pump: 
103 to 10-2 mbar

Scroll pump: 103 to 10-2 mbar
Rotary vane pump: 

103 to 10-4 mbar
Screw pump: 103 to 10-2 mbar

Roots booster pump: 
10 to 10-4 mbar

R. Thomas, Practical Guide 
to ICP-MS: A Tutorial for 
Beginners (CRC Press, 
Boca Raton, FL, 2008).

Monochromator 
 
(for ICP-OES 
and LIBS )

The term refers to a spectropho-
tometer assembly that measures 

one wavelength (or a narrow 
range of wavelengths) during a 
single measurement. A mono-

chromator becomes an ICP-OES, 
or LIBS spectrometer when it is 

combined with the plasma or laser 
ablation emission source, entrance 
and exit slits, one or more gratings, 
detector, an amplifier, and an out-
put energy measuring device. A 

scan of the complete wavelength 
range occurs as the grating is 

rotated and linearly disperses dif-
ferent wavelengths of the plasma 
emission energy through the exit 
slit onto the broadband detector. 
The amplified signal is reported as 
emission intensity vs. wavelength.

LIBS optics:  
Monochromator 

wavelength ranges:  
UV-vis (200–650 nm) or  

UV-vis-NIR (200–2000 nm)
Waveguide (fiber bundle):  

16 x 100 µm
Detector type: photomultiplier 
tube (PMT), InGaAs detector

ICP-OES optics: 
Monochromator with PMT

Wavelength range:  
120–900 nm with PMT

Resolution: 7–10 pm

J.V. Sullivan and A. Walsh, 
Spectrochim. Acta A 
22(11), 1843–1852 (1966).

P.N. Keliher and C.C. 
Wohlers, Anal. Chem. 
46(6), 682–687 (1974).

Nebulizer

A liquid sample for analysis is 
passed (via a peristaltic pump) 

through a nebulizer (older terms 
were atomizer or aerosol genera-
tor) to create an aerosol or mist 
of fine-airborne liquid droplets. 
The aerosol sample droplets are 

introduced to the plasma.  
Common general types with 
different named variations of 

nebulizers used with ICP-MS, or 
ICP-OES systems are concentric, 

cross-flow, micro flow, and Babing-
ton. Each of these general types 
produce very fine liquid droplets.

Nebulizer spray chamber  
temperature: (-5–2 °C); Sample 
uptake rate: 0.05–1.5 mL/min

Sample introduction: HPLC pump
Average droplet size: 4–5 µm

Nebulizer types:
Babington: for high solids samples;

construction material: polyether 
ether ketone (PEEK)

Concentric: for low flow rate (0.1 
mL/min) liquid samples with solids 
<15%; construction material: glass

Micro flow: for micro flow rate 
(50–200 µL/min) liquid samples 
with low solids <5%; construction 
material: perfluoroalkoxyethylene 

(PFA)

S. Groom, G. Schaldach, 
M. Ulmer, P. Walzel, and 
H. Berndt, J. Anal. At. 
Spectrom. 20(3), 169–175 
(2005).

P. Gaines, Spectroscopy 
20(1), 20–23 (2005).

Peltier cooler

A solid-state thermoelectric 
cooling (TEC) system that is 

used to cool or control sample 
spray chambers, sampling  

devices, and detector  
temperatures by means of an  
electric current heat pump.  

This technology is also useful 
for heating, and thus may be 

applied as a temperature con-
trolling system with an accuracy 
of ±1 °C when properly applied. 
The device has both a hot and 
cool side, which are used ac-

cordingly based on the desired 
temperature application. 

Typical configuration:
Heat transfer: 20 Watts
Max. current: 11 Amps

Max. temperature difference 
(DTmax) (hot vs. cold side): 70 °C

Typical temp. difference (hot 
vs. cold side): 20–27 °C
Cooling capacity (Qc): 

100 Watts
Temperature of hot side (Th): 

30 °C surface 
Temperature of cold side (Tc): 

10 °C surface
Typical area of object: 

30–40 mm2

B. Merna, “Design,  
Fabrication, and Testing 
of a MEMS Peltier Cooler 
(TEC-Thermoelectric 
Cooler),” in Journal of the 
Microelectronic Engineering 
Conference (Vol. 20, No. 1, 
pp. 8) (2014).

Continued on Page 30
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TABLE IV (CONTINUED): Special components used in atomic spectroscopy instrumentation. Note that this table  
includes components used for ICP-MS, ICP-OES, XRF, EDX, TXRF, and LIBS.

Component 
or Term Text Description Specifications References and Links

Peristaltic pump

A pump designed to transport liquid 
through elastic (flexible) tubing based 
on the principle of peristalsis, where 
a rotating cam pump head tightly 
squeezes (compresses) and then 

relaxes the tubing in a circular motion 
around a curved pressure plate forcing 
the liquid through the tube in a unidi-
rectional flow. For ICP-MS, ICP-AES,  

or ICP-OES, the liquid sample is trans-
ported by the pump into the nebulizer.

For ICP instruments, the peri-
staltic pump controls the flow 
of liquid sample through PVC, 

Tygon, silicone, or specialty tub-
ing. Switching valves are used to 
pump liquid for various functions 

such as sampling and wash cycles, 
or alternative stream selection.

Type: low pulsation for  
accurate flow rates

Typical sample uptake 
rate: 0.5–1.0 mL/min

The pump accuracy will influence  
the relative standard deviation  

(RSD) of the background 
equivalent concentration (BEC) 

and detection limit (DL)

N. Jakubowski, S. Borrmann, 
S. Recknagel, J. Roik, and 
F. Rickert, Spectroscopy 
35 (S40), 6–15 (2020).

R. Chemnitzer, Spectroscopy 
34(10), 12–16 (2019).

Plasma plume

For LIBS, a high energy pulse laser 
source is focused onto a sample sur-
face to break down or ablate (ionize) 
the surface into an emission plume 
or cloud. At the surface a plasma is 

formed, which simultaneously atom-
izes and excites a small portion of the 
sample. The plasma forms an emission 
cloud, termed a plume. When the laser 

strikes the small area of the sample, 
nanograms to picograms of sample  

are ablated into a plasma plume,  
with temperatures in excess of 30,000 

to 50,000 K. The emitted light from 
the plume is focused into a spectro-
graph and the emission spectrum 
of the sample material is recorder.

Plume temperature: up to 
a maximum of 100,000 K; 

typically to 25,000 K
Stages of a plasma plume 
include ignition, expansion 
and cooling, particle ejec-

tion, and condensation

I.B. Gornushkin, S.V. 
Shabanov, S. Merk, E. To-
gnoni, and U. Panne, J. Anal. 
At. Spectrom. 25, 1643 (2010).

A.J. Effenberger and 
J.R. Scott, Sensors 10(5), 
4907–4925 (2010).

F. Anabitarte, A. Cobo, 
and J.M. Lopez-Higuera, 
ISRN Spectroscopy (2012) 
doi:10.5402/2012/285240

Polychromator

An array-based instrument (spectro-
graph) that is capable of measuring 
multiple wavelengths simultaneously 

for signal intensity at each wavelength. 
The polychromator consists of multiple 
detector elements in a linear array and 
a diffraction element (such as a diffrac-
tion grating) that projects a diffracted 

emission signal from the emission 
source onto the array detector. The am-
plified signal is reported as emission in-
tensity vs. wavelength for each element 
in the detector array, thus a complete 
spectrum is collected simultaneously.

LIBS:
Optics: monochromator 

Wavelength ranges: UV-vis 
(200–650 nm) or UV-vis-

NIR (200–2000 nm)
Waveguide (fiber bun-

dle): 16 x 100 µm
Detector type: linear CCD or 

intensified CCD (ICCD), or InGaAs 
diode array detector (DAD)

ICP-AES, ICP-OES:
Optics: Linear CCD or charge 
injection device (CID) camera
Wavelength ranges: 130–770 
nm, 120–800 nm, 167–852 nm

Resolution: 7–10 pm

J.M. Mermet, A. Cosnier, Y. 
Danthez, C. Dubuisson, E. 
Fretel, O. Rogerieux, and 
S. Vélasquez, Spectros-
copy 20(2), 60 (2005).

I.M. Gulis and A.G. Ku-
preyeu, Appl. Spectrosc. 
86(5), 896–899 (2019).

A.Y. Shabashov, S.V. Serov, 
S.N. Tugarinov, and V.P. 
Yartsev, Instrum. Exp. Tech. 
62(5), 675–678 (2019).

Continued on Page 31
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TABLE IV (CONTINUED): Special components used in atomic spectroscopy instrumentation. Note that this table 
includes components used for ICP-MS, ICP-OES, XRF, EDX, TXRF, and LIBS.

Component 
or Term Text Description Specifications References and Links

Proportional 
counter tube 
(PCT) detector

This is a detector having a 
chamber containing an inert 

gas (argon) and a quench gas 
(methane), generally in a 90:10 

mixture (named P-10). The 
incident radiation is measured by 

producing an electrical output 
that is proportional to the energy 
of the incident ionizing radiation. 
It is used for accurate measure-

ment of incident radiation energy 
levels, such as for X-ray radiation 
exposure (dose). This detector is 
a combination of a Geiger–Müller 
tube and an ionization chamber. 
A voltage is produced when ion-
izing radiation strikes an inert gas 
atom and ionizes it to produce an 
electron and a positively charged 

ion. This ion pair creates ad-
ditional ion pairs in the detector 
chamber, the number of which is 
proportional to the energy of the 
initial ionizing radiation particle.

Length: 35–220 mm
Diameter: 18–80 mm
Window thickness: 

0.025–0.2 mm
Operating volt-

age: 650–2050 V
Recommended volt-

age: 900–2000 V
Operating tempera-
ture: -20 °C to +70 °C
Resolution (fwhm): 

19% for Fe-55 (5.9 keV)
9% for Cd-109 (22.1 keV)

R. Wuhrer and K. Moran, “A New Life 
for the Wavelength-Dispersive X-ray 
Spectrometer (WDS): Incorporation 
of a Silicon Drift Detector into the 
WDS for Improved Quantification 
and X-ray Mapping,” in IOP Confer-
ence Series: Materials Science and 
Engineering (Vol. 304, No. 1, pp. 
012021) (IOP Publishing, Bristol, Eng-
land, United Kingdom, 2018).

D.N. Abdurashitov and V.G. Chernov, 
Instrum. Exp. Tech. 62(1), 5–9 (2019).

Radio power 
supply

This is a power supply that 
controls the power of the RF 
coil for the ICP plasma torch.

This is the power supply 
unit (PSU) that drives 

the RF coil; generally a 3 
kW DC power supply

J. Mostaghimi, K.C. Paul, and T. Sakuta, 
J. Appl. Phys. 83(4), 1898–1908 (1998).

R. Rezaaiyaan, G.M. Hieftje, H. Anderson, 
H. Kaiser, and B. Meddings, Appl. Spec-
trosc. 36(6), 627–631 (1982).

RF induction 
coil

A radio frequency (RF) induction 
coil surrounding a series of con-

centric quartz tubes that produc-
es the argon plasma of the ICP. 

The argon plasma torch heats the 
droplets for the spray chamber to 
dry solid particles, and then heats 
these particles into a gas phase, 

and then the gas phase particle at-
oms are ionized before they enter 
the sampler cone of the ICP-MS 

interface or the ICP-AES interface.

Inductively coupled 
plasma, generated by ap-

plying a high power
radio frequency (RF) field 

to a flow of argon gas.
RF power settings (in 
watts) of the plasma 
torch: 600–1600 W

Power regulation: < 0.1%
RF load coil frequency: 

27 and 40 MHz
RF generator effi-
ciency: 70–80%

S. Greenfield, I.L. Jones, and C.T. Berry, 
Analyst 89(1064), 713–720 (1964).

Sampler cone 

(for an ICP-MS 
interface)

A nickel, copper, or platinum 
cone-shaped device (funnel or 
aperture) with a shallow angle  

and on the ICP side of the  
ICP-MS. This is the first cone that 
the analyte ions pass through on 
their route to the skimmer cone 
and then to the mass detector. 

Composition: Ni, Cu, or Pt
Cone angle: ~120°

Orifice diameter: 1.0–1.1 mm

R.F. Salazar, M.B. Guerra, E.R. Pereira-
Filho, and J.A. Nóbrega, Talanta 86, 
241–247 (2011).

Continued on Page 32
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TABLE IV (CONTINUED): Special components used in atomic spectroscopy instrumentation. Note that this table 
includes components used for ICP-MS, ICP-OES, XRF, EDX, TXRF, and LIBS. 

Component 
or Term Text Description Specifications References and Links

Silicon drift 
detector 
(SDD)

A high purity silicon-based solid-
state detector based on ionization 
photon counting that is sensitive 
to X-ray energy from 0.1 to 10 keV 

and may be used for detection 
for X-ray fluorescence (XRF), 

energy-dispersive X-ray (EDX), 
total reflection X-ray fluorescence 
(TXRF), and electron microscope 
applications. SDDs are noted for 
high resolution of approximately 
125 eV. They are also noted for 

high count rates as compared to 
other X-ray detectors. SDDs are 
a newer X-ray detector technol-
ogy and are capable of counting 
10 times more X-ray photons per 
second; have a three-times great-
er sensitivity (reduced LOD), and 
30% higher resolution than the 
older technology PIN detectors.

Detector composition: 
silicon (Si) crystal with 

field effect transistor (FET) 
yielding voltage output
Cooling: Peltier (TEC) 
Active detector area: 

25–80 mm2 
Detector thickness: 0.5–2 mm
Data output channels: 1024, 

2048 or 4096 channels 
Resolution (fwhm): 
0.060 @ 1 keV to 

0.16 @ 10 keV
Channel size: 10, 20 or 40 eV

Window materials: beryl-
lium (Be) or Kapton
Detection sensitiv-

ity range: 0.1–10 keV

N.W. Ritchie, D.E. Newbury, and 
J.M. Davis, Microsc. Microanal. 18(4), 
892–904 (2012).

D.E. Newbury and Nicholas N.W. 
Ritchie, J. Anal. At. Spectrom. 28(7) 
973–988 (2013).

Silicon PIN 
diode 
detector

These X-ray detectors are also 
known as Si-PIN photodiode 
detectors. The acronym PIN 

stands for a three-layered diode 
structure that includes a p-type 
semiconductor layer, an intrinsic 

semiconductor layer, and an  
n-type semiconductor layer.  
Photosensitivity region for 
X-ray energy is 1 to 50 keV. 

Si-PIN detectors are slower in 
counting X-ray photons, have 
poorer resolution, and have 

higher LODs than SDDs.

Detector composition: 
silicon (Si)-PIN diode

Silicon thickness: 500 µm
Active detector 
area: 6–25 mm2

Cooling: Peltier (TEC) 
Power consumption: < 1 W

Window materi-
als: beryllium (Be),

 12.5–25 µm thickness
Resolution (fwhm): 

0.139–0.150 @ 5.9 keV
Operating tempera-

ture: -35 °C to +80 °C 

S.L. Shapiro, W.M. Dunwoodie, J.F. Arens, 
J.G. Jernigan, and S. Gaalema, Methods 
Phys. Res. A 275(3), 580–586 (1989).

M. Marrs, E. Bawolek, J.T. Smith, G.B. 
Raupp, and D. Morton, “Flexible 
Amorphous Silicon PIN Diode X-ray 
Detectors,” in Flexible Electronics (Vol. 
8730, p. 87300C). International Society 
for Optics and Photonics (SPIE) (2013).

Skimmer 
cone 

(for an ICP-
MS interface)

A nickel, copper, or platinum 
cone-shaped device (funnel or 
aperture) with an acute angle 

on the mass (ion) detector side 
of the ICP-MS system used to 
focus the ICP plasma gener-
ated analyte ions from the 

sampler cone through the ion 
optics into the mass detector.

Composition: Ni, Cu, or Pt
Cone angle: ~80°–90°

Orifice diameter: 
0.88–0.90 mm

E. Colas, M. Valiente, and I.J. Brenner, J. 
Anal. At. Spectrom. 19(2), 282–285 (2004).

Spectrometer
The term refers to an ICP-OES 

instrument with either a polychro-
mator or monochromator design. 

See the terms monochro-
mator or polychroma-
tor for specifications

H.J. van de Wiel, Determination of 
Elements by ICP-AES and ICP-MS 
(National Institute of Public Health and 
the Environment [RIVM], Bilthoven, The 
Netherlands, 2003), pp. 1–19.

Spray 
chamber

This is a chamber device that 
separates out the large drop-

lets created in the nebulizer and 
prevents them from entering the 

ICP plasma torch. The smaller 
droplets are allowed to enter the 
torch, thus maintaining a more 
consistent temperature and ion 

stream emanating from the torch.

Composition: quartz or 
perfluoroalkoxy (PFA)
Spray chamber tem-
perature: (-5–2 °C)
Torch adapter: PFA

J.L. Todolí and J.M. Mermet, J. Anal. 
At. Spectrom. 17(3), 211–218 (2002).

Continued on Page 33
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TABLE IV (CONTINUED): Special components used in atomic spectroscopy instrumentation. Note that this table  
includes components used for ICP-MS, ICP-OES, XRF, EDX, TXRF, and LIBS. 

Component 
or Term Text Description Specifications References and Links

Turbo-
molecular 
pump

This is a vacuum pump (or pumps) 
used to create a high vacuum 

(<1 x 10-10 Torr) chamber within 
the mass spectrometer whereby 
the sample ions travel from the 
higher pressure ICP plasma ion 

source into the vacuum chamber 
of the mass detector assem-

bly through the cone interface 
region. Note 1 Torr = 1.33 mbar).

Composition: stainless steel
Pumping speed: 
2000–3200 L/s

Final pressure: 10-7 
Pa (10-10 Torr)

Rated speed: 12,000–
27,500 rpm

Cooling: water cooled @ 3 L/
min for 70 °C set temperature
Maximum cable length: <30 m

D.V. Kolodko, A.V. Kaziev, D.G. Ageychenkov 
and A.A. Pisarev, Journal of Physics: 
Conference Series 747(1), 012018. (IOP 
Publishing, 2016).

X-ray  
fluorescence 
(XRF)

(an  
analytical 
technique)

A sample material is exposed 
to high energy (primary X-rays) 
causing ionization of the atoms 

comprising the sample. The atoms 
in the sample re-emit energy 
(secondary X-rays) at a lower 

frequency (or energy) than the 
excitation energy of the X-rays  

(they fluoresce). The energy emit-
ted yields a characteristic or spe-
cific profile (spectrum) depend-
ing on the X-ray energy and the 

specific atoms (elements) present 
within the sample. The XRF spec-
trum is reported as keV (abscissa) 
vs. counts/sec (ordinate). The XRF 
spectrum is used to measure the 

atomic (or elemental) composition 
of materials and chemicals,  
with main applications for 

identification of valuable met-
als, ceramics, archaeology and 

fine art objects, forensic science, 
geology and gemology. There are 
two basic types of XRF, namely, 
energy dispersive X-ray fluores-
cence (EDXRF), and wavelength 

dispersive X-ray fluorescence 
spectrometry (WDXRF).

Detector types: silicon PIN 
diode, or SDD (preferred)
Element detection range: 

All elements in the range of 
Mg (Z = 12) to U (Z = 92)

Source: Rhodium (Rh)/ tung-
sten (W) anode X-ray tube 
Spectral range: 0–30 keV

Resolution (fwhm): 
<145 eV @ 5.95 keV
Resolution EDXRF 
(fwhm): 60–150 eV 
(0.060–0.150 keV)

Resolution WDXRF (fwhm): 
5–20 eV (0.005–0.020 keV)

Operating tempera-
ture: -20 °C to +60 °C

Element detection limit (DL): 
5–50 mg/kg (ppm)

B. Beckhoff, B. Kanngießer, N. Langhoff, 
R. Wedell, and H. Wolff, eds., Hand-
book of Practical X-ray Fluorescence 
Analysis (Springer Science & Busi-
ness Media, New York, NY, 2007).

X-ray tube

A vacuum tube containing both a 
cathode (negative charge) and an 

anode (positive charge) elec-
trodes. The line electrical current 
is moved through a transformer 
circuit (coiled wire) that converts 

the line electricity into a high  
voltage stream of electrons.  

The high voltage electrons stream 
from the cathode and collide with 
the anode target (made of silver, 
tungsten, molybdenum or cop-

per) resulting in the emission of an 
X-ray beam at right angles to the 
path of the stream of electrons.

Anode: rhodium (Rh)-
tungsten (W)

Window material: beryllium
Power consumption: 

1–100 W, typically 
<50 W

Operating voltage: ≤ 
100 kV, typically 

50–60 kV
Element range: Mg (Z 

= 12) to U (Z = 92)

R. Van Grieken and A. Markowicz, Eds., 
Handbook of X-ray Spectrometry  
(CRC Press, Boca Raton, FL, 2001).
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The 2022 Emerging Leader in 
Molecular Spectroscopy Award

This year’s molecular spectroscopy 
award recipient is Lu Wei, an assistant 
professor of chemistry at the California 
Institute of Technology in Pasadena, 
California. From her days as a gradu-
ate student at Columbia University,  
Wei’s work has focused on the devel-
opment and application of stimulated 
Raman scattering (SRS) microscopy 
for bioanalysis, spectroscopy-informed 
design of vibrational imaging probes, 
and sample-engineering strategies.

Jerome Workman, Jr. 

Lu Wei is an assistant professor 
of chemistry at the California Institute 
of Technology. Her research focuses 

on the development and application of 
stimulated Raman scattering (SRS) micros-
copy for bioanalysis, on informed design 
of vibrational Raman imaging probes, and 
on specialized sample-engineering strate-
gies. Wei has already made several semi-
nal contributions in the field of nonlinear 
Raman spectromicroscopy, pushing to the 
next frontier of multiconstituent, high spatial 
resolution, and biological Raman imaging.

Summary of Research Work
Wei received her PhD in 2015 from Co-
lumbia University. During her PhD work,  
Wei pioneered a bio-orthogonal chemi-
cal imaging platform coupling SRS with 
small bio-orthogonal chemical probes,  
allowing for the noninvasive imaging of 
metabolic dynamics in live cells and tissues 
with high spatial and temporal resolution. 
Such imaging is used for life science ap-
plications (for example, investigations of 
living cellular metabolism). 

She further developed a supermul-
tiplexed optical imaging strategy that 
exploited a unique pre-resonance SRS 
excitation region, and achieved remark-
able sensitivity with up to 24-plex imaging, 
which allows the measurement of up to 24 
molecular components simultaneously.

Since starting her independent career 
at the California Institute of Technology 
(Caltech) in 2018, Wei has been working to 
develop next-generation Raman micros-
copy to achieve unprecedented resolution, 
sensitivity, and multiplexity with improved 
molecular precision and quantification,  
especially for complex bioanalysis path-
ways. One of her key contributions is the 
development of supermultiplexed and 
super-resolution vibrational microscopy 
for subcellular structure—function pheno-
typing in a complex cellular and biologi-
cal tissue environment. Toward this end,  
she devised a label-free super-resolution 
SRS imaging strategy and obtained the 
first multiplexed imaging to within a spatial 
resolution of 100 nm. She also pioneered 
the development of advanced vibrational 
chemical probes (such as a photoactivat-
able and photoswitchable Raman probes), 
which is a significant component for achiev-
ing supermultiplexed and super-resolution 
vibrational microscopy.

Wei has also pioneered a selective deu-
terium strategy that has demonstrated 
the first in situ live-cell quantification and 
spectral analysis of aggregate composi-
tion from native polyQ aggregates, the 
key hallmark for Huntington’s disease.  
In addition, she further developed and 
applied subcellular Raman spectromicros-
copy with data-mining cross-correlation A
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to transcriptomics and lipidomics for Ra-
man-guided subcellular pharmaco-me-
tabolomics for metastatic melanoma. 

Wei has published 28 papers with 
1913 citations and has given 30 oral 
presentations at scientific confer-
ences. She is a reviewer for multiple 
journals, including, among others,  
Nature Communications, Proceedings 
of the National Academy of Sciences 
of the United States of America (PNAS),  
Journal of the American Chemical So-
ciety, Chemical Science, Angewandte 
Chromatographie,  ChemComm,  
Journal of Physical Chemistry Letters, 
Journal of Physical Chemistry B, Small, 
Langmuir, ACS Omega, Theranostics, 
Optics Express, Optics Letters, and Bio-
medical Optics Express.

Most Impactful Work to Date
In assessing Lu Wei’s impact on the field, 
it is useful to look at both her mostly 
highly cited papers, as well as those 
considered to be most important by her 

close mentors and peers. The follow-
ing publications are noted by the rec-
ognition of mentors and peers and by 
the total number of literature citations  
to date. 

Most Recent Research Publications
The most recent papers by Wei, pub-
lished since 2019, represent her cur-
rent research work in the development 
of Raman probes, Raman imaging, 

Wei performing a stimulated Raman scattering (SRS) imaging experiment at 
Caltech in 2018.

High performance Raman systems for a range of applications
Raman spectroscopy produces chemical and 
structural images to help you understand more 
about the material being analyzed. Renishaw has 
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the large things and things you didn’t even know 
were there. 
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and SRS, as well as advancing imaging  
analysis techniques.

In a 2022 paper, Wei and coworkers 
reported on a general strategy for Raman 
imaging-based local environment sensing 
using the hydrogen–deuterium exchange 
(HDX) of terminal alkynes (termed alkyne-
HDX) (1). The paper applied multiple Raman 
probes to demonstrate that deuterations 
of the alkynyl hydrogens lead to large shifts 
of alkyne Raman peaks of up to 130 cm–1. 
These shifted peaks provided signals suit-
able for high specificity image-based analy-
sis. This work is broadly applicable for using 
the alkyne-HDX strategy for the quantitative 

analysis of multiple bioactive molecules in 
complex biological samples.

A book chapter authored by Wei, 
Wang, Du, and Lee was published in 
2022, containing recent developments 
in applying SRS for vibrational imaging 
and mapping of biomolecular analytes 
in living cells (2). SRS microscopy, when 
combined with small Raman-active mo-
lecular probes, enables detailed bio-
chemical imaging. This chapter reviews 
a series of vibrational probes reported to 
date for SRS imaging and their labeling 
strategies. This imaging technique is use-
ful for studies in cell and tissue metabo-

lism, pharmacokinetics, chemical sensing,  
cell screening, and phenotyping. 

A United States patent application by 
Wei and collaborators in 2021 described a 
system using excited fluorescence radia-
tion (3). The patent application introduces 
stimulated Raman coupled fluorescence 
(SRCF) and stimulated Raman excited flu-
orescence (SREF) for imaging fluorescent 
probes, with improved signal-to-noise 
(S/N) ratios compared to conventional 
fluorescence detection. These techniques 
are especially applicable for multiplexed 
detection. SRCF is able to achieve high 
sensitivity down to the single-molecule 
level by adopting electronic pre-resonance 
SRS (epr-SRS), which yields a Raman signal 
enhancement factor of more than 1011 
amplification. For both SREF and SRAF,  
the electron transition induced by the 
probe beam could optionally be either 
one-photon or multiphoton excitation. 
These combined techniques are useful 
for multianalyte spectral imaging in mi-
croscopic biological samples. 

In another paper, Wei and Du reported 
the first general design of multicolor pho-
toactivatable alkyne Raman probes for 
live-cell imaging and tracking (4). These 
probes are based on cyclopropenone cag-
ing chemistry and demonstrate high sen-
sitivity Raman imaging with customizable 
or photocontrollable features. Single-cell 
and organelle-targeting probes were syn-
thesized and tested to achieve images of 
mitochondria, lipid droplets, endoplasmic 
reticulum, and lysosomes. This technique 
should provide new tools for the study of 
complex biological organelle systems.

In 2021, Wei and coworkers expanded 
the use of vibrational imaging strategy for 
Raman microspectroscopy, by introducing 
a technique they dubbed vibrational imag-
ing of swelled tissues and analysis (VISTA), 
for scalable and label-free high-resolution 
images of protein-containing biological 
samples (5). VISTA exhibits spatial resolu-
tion as low as 78 nm for sample images, 
and renders three-dimensional (3D) im-
ages by image isolation of proteins, as well 
as elimination of scattering lipids. VISTA 
was able to generate label-free images of 
the nucleus, blood vessels, neuronal cells, 
and dendrites in complex mouse brain 

Wei shown performing a wet laboratory experiment in the then brand-new 
Wei Lab at Caltech in 2018.

Wei shown aligning the optical path for the stimulated Raman scattering 
(SRS) microscope at Caltech.
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tissues, making the technique potentially 
useful for advanced anatomy and physiol-
ogy analysis of cells and tissues. “I think 
the VISTA technique, applied to volumet-
ric SRS imaging, will grow into an impor-
tant tool for label-free tissue imaging (5),”  
predicts Eric Potma, a professor of chem-
istry at the University of California in Irvine. 

Key Career Publications: Most Cited 
In 2014, Wei and collaborators reported 
on the use of SRS imaging of alkyne tags 
as a general strategy for studying small 
biomolecules in live mouse cells and tis-

sue (6). This paper demonstrated a new key 
method for tracking alkyne-bearing drugs 
in mouse tissues and visualizing synthesis 
of DNA, RNA, proteins, phospholipids, 
and triglycerides in living tissue by incor-
poration of the alkyne tags directly into the 
tissue sample measurement area.

A method for direct imaging for mul-
tiple molecular species inside cells was 
demonstrated by Wei and her colleagues 
in 2017 (7). They used SRS under elec-
tronic pre-resonance conditions to image 
target molecules inside living cells with 
high selectivity and sensitivity. As part 

of this work, the research group synthe-
sized a palette of triple-bond-conjugated 
near-infrared (NIR) dyes where each dye 
displays a single distinguishable Raman 
peak. When combined with available 
fluorescent probes, a palette of 24 resolv-
able colors is available for supermultiplex 
optical imaging in complex biological  
tissue samples.

In a publication within the Proceedings of 
the National Academy of Sciences, Wei and 
coworkers described an imaging technique 
to visualize proteins using SRS microscopy 
coupled with incorporation of deuterium-
labeled amino acids (8). The authors noted 
that incorporation of deuterium-labeled 
amino acids is minimally perturbative to live 
cells, and that SRS imaging of exogenous 
carbon–deuterium bonds (C–D) in the 
cell-silent Raman region is highly sensitive,  
specific, and compatible with living systems 
to generate spatial maps of the new and 
total proteomes in vivo within cells.

In a 2018 publication in Nature Methods, 
Wei and her coauthors designed and syn-
thesized a class of polyyne-based molecu-
lar probes for optical supermultiplexing (9). 
By customizing the molecular structure of 
these probes, the researchers developed 
20 distinct Raman frequency molecules. 
With additional probe modifications, 
the group created 10-color organelle 
imaging probes for living cells with high 
specificity, sensitivity, and photostability.  
These polyyne-based probes are promis-
ing for live-cell imaging and sorting, as well 
as for use in high-throughput diagnostics 
and screening.

A bio-orthogonal chemical imaging 
platform was also introduced by Wei 
with a team of researchers (10). This work 
coupled SRS microscopy with Raman-
active alkyne and stable isotope probes. 
This method of bio-orthogonal chemi-
cal imaging exhibits excellent sensitiv-
ity, specificity, and biocompatibility for 
imaging small biomolecules present 
within live cells and tissues. In the paper,  
Wei and colleagues reviewed other recent 
research to visualize small biomolecules 
in live biological samples. This paper also 
discussed strategies for multicolor bioor-
thogonal chemical imaging in this current 
era of “omics.”

Top: A mosaic super-resolved image of hippocampal tissue from a label-free 
SRS-imaging tailored sample-expansion strategy that was termed as VISTA 
(Vibrational Imaging of Swelled Tissues and Analysis). Bottom: zoomed-in 
high-resolution view from color-boxed areas (left: red box; right: blue box) 
and selected regions from the top image. Representative neuronal cell bodies, 
neuronal processes, and likely blood vessel cross-sections are indicated  
by green, blue, and white arrows, respectively.

Source: Image adapted from Wei’s recent publication in Nature Communications 12, 3648 (2021) (7).
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An Emerging Leader 
In highlighting Wei’s work for the Emerging 
Leader in Molecular Spectroscopy Award, 
the nominators noted that she has made 
several seminal contributions in the field 
of nonlinear Raman spectromicroscopy 
to push the next frontier of biological 
Raman imaging. As a graduate student 
at Columbia University, Wei pioneered a 
bio-orthogonal chemical imaging platform 
that combined SRS with small-molecule 
bio-orthogonal probes, enabling nonin-
vasive imaging of metabolic dynamics in 
live cells and tissues (10). She then further 
developed a supermultiplex optical imag-
ing strategy that uses a pre-resonance SRS 
excitation to achieve 24-plex imaging (7). 

As she began her independent career at 
the California Institute of Technology in 2018, 
Wei began to develop the next generation 
of Raman microspectroscopy for complex 
bioanalysis. One of the key contributions she 
has made during her research leadership at 
Caltech is to develop what is termed super-
multiplex and super-resolution vibrational 
microscopy. The supermultiplex approach is 
used for structure-function phenotyping of 
organisms by taking detailed measurements 
of cellular and tissue samples. Wei has de-
vised a label-free SRS imaging strategy and 
was the first to multiplex images to within 
100 nm spatial resolution (5). In addition, 
she also has pioneered the development of 
photoactivatable (4) and photoswitchable 
(11) Raman probes, which are key compo-
nents for implementing supermultiplex and 
super-resolution vibrational microscopy.

Her other key leadership contributions 
at Caltech include exploring a selective 
deuterium strategy that demonstrated the 
first in situ live-cell quantification and spec-
tral analysis of native polyQ aggregates,  
the key marker for Huntington’s disease (12), 
and the development of subcellular Raman 
spectromicroscopy combined with data-
mining, using cross-correlation to transcrip-
tomics and lipidomics for Raman-guided 
subcellular pharmacometabolomics for 
metastatic melanoma (13). Wei’s work has 
now attracted broader attention in the field 
of nonlinear biological Raman imaging. 

Wei Min is a Professor of Chemistry at 
Columbia University and was Wei’s PhD 
mentor. He has been impressed by Wei’s 

live-cell imaging research using alkyne-
tagged small biomolecules for SRS (6). 
This paper has attracted much attention 
from the field, receiving nearly 400 cita-
tions. “I believe that her efforts to develop 
photo-switchable Raman probes are going 
to have a great impact for molecular spec-
troscopy (4),” said Potma. The concepts 
Wei has developed make it possible to op-
tically manipulate the specific performance 
of Raman probe technology.  

Katsumasa Fujita is a Professor at Osaka 
University in Japan, and has collaborated 
with Wei since 2015. “I believe Lu’s most 
significant contribution is development of 
super-multiplex probes published in 2017 
(7),” he said. This work demonstrated ad-
vances in the application of Raman probes 
for supermultiplex imaging, and expanded 
the number of target analytes observable 
simultaneously. Fujita believes Wei’s work 
will become a valuable technology that 
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will attract much attention in the future.  
“Her metabolic imaging of living organ-
isms using SRS microscopy also pre-
sented a new concept in biological and 
medical research,” he said. “She has also 
introduced the latest optical microscopy 
techniques such as super-resolution and 
sample transparency into SRS microscopy, 
and is leading the development of new 
spectroscopic imaging techniques.”

Renee Frontiera is a Northrop Professor 
of Chemistry at the University of Minnesota. 
“Lu’s combination of expansion micros-
copy with stimulated Raman microscopy 
is really innovative and exciting,” she said.  
Frontiera explained that Wei’s work allows 
for imaging of local chemical composition 
below the optical diffraction limit, and this 
technique can be applied to a number of 
different biomedical applications. “Finding 
expansion conditions suitable for Raman 
imaging is a huge accomplishment, and 
the whole field is eager to see where the 
Wei lab takes this exciting new approach,” 
she said. 

A Researcher with Impact
In addition to her Raman research and 
teaching, Wei has made other impactful 
contributions to the broader field of mo-
lecular spectroscopy. Potma believes that 
Wei’s most significant contributions involve 
the development of the now well-known 
Raman molecular probes, as she pushed 
the capabilities of Raman tags to probe bi-
ological meaningful metabolic processes. 
“This development has really changed the 

field of Raman and stimulated Raman scat-
tering (SRS) microscopy,” he said. Wei has 
further impacted the field by combining 
SRS with expansion microscopy, thereby 
allowing label-free imaging with super 
resolution. “I admire this work a lot, be-
cause I tried to do same thing several years 
ago, but I miserably failed!” he quipped.  
“Lu has shown that a modified expansion 
approach is needed to make it work for 
SRS, and it is this insight that made all the 
difference. Excellent work!” Min has known 
Wei for over 12 years, and shares that she 
was one of his first graduate students when 
he started his laboratory at Columbia Uni-
versity in 2010. After graduating with her 
PhD in 2015, Wei stayed in Min’s laboratory 
as a postdoctoral researcher before start-
ing her own independent career at Caltech 
in 2018. Min says that Wei has made sig-
nificant contributions by demonstrating 
SRS imaging of customized alkyne tags as 
a generalized method for imaging small 
metabolites and drugs inside live cells. 
“Another major contribution would be the 
development of super-multiplex vibra-
tional imaging technology by developing 
rainbow-like Raman dyes and ultrasensitive 
Raman microscopy,” he said.

Fujita further praises Wei’s work. “Lu’s 
most impactful paper is the one published 
in Nature in 2017. This paper had a signifi-
cant impact on the spectroscopy com-
munity and the communities in biology 
and medicine,” he said. Fujita notes that 
Wei’s approach modifies the vibrational 
property of dye molecules for multiplex 

imaging using the sharp Raman emission 
characteristics. “This approach has pro-
vided a new toolkit to chemical biology for 
the development of probes for biological 
imaging, which conventional fluorescence 
probes cannot realize,” he said.

A Dedicated Researcher 
Wei is insightful as a researcher, with a level 
of determination to match. Min, her PhD 
mentor at Columbia, saw this firsthand. 
“Our initial idea of imaging newly synthe-
sized proteins by stimulated Raman scat-
tering (SRS) microscopy was much riskier 
and more uncertain than what it appears 
now,” he says, noting that the research was 
started when the group did not even have 
an SRS microscope in their laboratory. It 
was Wei who recognized the potential of 
the technique, so she took the initiative for 
this project, and found creative solutions to 
the challenges. “In order to acquire the key 
SRS images, Lu flew to our collaborator’s 
lab in Houston, and worked 15 days straight 
there,” Min said. “The data she collected 
there was published in PNAS in 2013, report-
ing optical imaging of newly synthesized 
proteome in living cells for the first time (8).” 
This determination is a quality that Min con-
tinues to see in Wei. “Lu is very determined 
when pursuing research projects,” he said.  
“Many projects she had worked on at Co-
lumbia, as well as several very recent papers 
from her Caltech lab, were regarded as 
nearly impossible at the beginning.”

The Future
Major research leaders point to a bright fu-
ture for Wei. “Dr. Wei is a talented young 
vibrational spectroscopist and is growing 
into a future leader in the field,” said Min. 

Ji-Xin Cheng, a professor at Boston 
University, agrees. “I consider Lu Wei as 
a rising star and next generation leader 
of the chemical microscopy field,” he said. 
“She is very creative in developing novel 
probes and new imaging methods for im-
portant applications in life science.”

Fujita also foresees Wei having a lead-
ing role in life sciences—and beyond. 
“Lu stands at the crossroads between 
chemistry, physics, and biology, providing 
useful tools for cutting-edge science and 
demonstrating the fascinating biological 

Lu Wei Research Group: (from left to right): Haomin Wang, Xiaotian Bi,  
Amy Vo, Emily Dunn, Lu Wei, Dongkwan Lee, Li-En Lin, Kun Miao, Jiajun Du, 
Chenxi Qian (Image taken at Caltech in August 2021).
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applications that can be achieved with 
them,” he said. Fujita anticipates that Wei’s 
ability to present new concepts and dem-
onstrate their importance may lead her to 
other useful developments for both basic 
science and applications. “I am very much 
looking forward to seeing what she will be 
interested in, and how she will bring it to the 
world of vibrational imaging and advance 
spectroscopy in the future,” he said.

Potma put it more simply. “I think Lu is a 
game changer,” he said.
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In a previous applications note, “Analysis of Protein 
Standard Solutions by ATR Infrared Spectroscopy,”  

the ConcentratIR2™ with a silicon ATR crystal was used to 
analyze standard solutions of the protein bovine gamma 
globulin (BGG). It was shown that the ConcentratIR2 
is capable of qualitatively and quantitatively analyzing 
aqueous protein solutions. This follow-up study investigates 
the detection limits with lower concentrations of BGG using 
the higher sensitivity extended silicon ATR crystal.

Experimental 
Infrared (IR) spectra were collected on an Fourier transform 
(FT)-IR spectrometer equipped with a ConcentratIR2 with the 
extended silicon ATR crystal optically contacted to a ZnSe 
crystal. An MCT detector cooled with liquid nitrogen was used. 
All spectra were a result of 64 averaged scans at a resolution of 
4 cm-1. The gain was set to 4, the aperture was set to 100 (fully 
open), and spectra were collected in the range 4000–650 cm-1. 
Four BGG samples were analyzed, with concentrations:  31.25, 
62.5, 125, and 250 µg/mL (Alpha Diagnostic International Inc.).

Results and Discussion
The spectrum of pure water was subtracted from each protein 
spectrum to obtain the amide bands, and the IR spectra of the 
Amide bands were baseline corrected. Figure 2 shows the IR 
spectra of all protein samples in the spectral range of 1800–
1450 cm-1. The Amide I band is present at around 1650 cm-1, 
and the Amide II band is present around 1550 cm-1.

Resembling the results in the previous applications note, the 
intensity of the peaks increases with increasing concentration. 
Note the band intensities are about 4X higher when using the 
extended Si ATR plate versus the standard Si ATR plate for  
250 µg/mL and 125 µg/mL.

A calibration curve was produced using the peak area of the Am-
ide I band and is shown in Figure 3. Peak area was used instead 
of intensity for better accuracy and reliability. The data indicates 
a linear relationship between the peak area and concentration.

Conclusion
The ATR spectra of the lower concentration standard solutions of 
BGG exemplifies the enhanced sensitivity of the ConcentratIR2 
configured with an extended silicon ATR sampling plate.  
A trend in the peak area of the Amide I band was used to show 
the possibility of obtaining a reliable concentration curve and 
demonstrates that it is capable of qualitatively and quantitatively 
analyzing lower concentration aqueous protein solutions.

Analysis of Lower Concentration Protein  
Standard Solutions by ATR Infrared Spectroscopy
Bisirat Araya, Harrick Scientific Products, Inc.
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Figure 2: IR spectra of protein samples showing Amide I and 
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The standard sample introduction system (SIS) of 
your inductively coupled plasma (ICP) determines 
many factors, including detection limits, precision, 
different matrix tolerances, and cost. ICP 
performance can often be improved by careful 
choice of torch, spray chamber, and nebulizer 
components, taking into account the type of samples 
that will be analyzed. For samples that contain even 
trace amounts of hydrofluoric acid (HF), a glass or 
quartz sample introduction system is unsuitable.  
     In this article, we highlight the superior performance 
of an HF-resistant, high-performance sample 
introduction system (HP-SIS) from Glass Expansion, 
compared to a standard HF-resistant SIS, using the 
Thermo Fisher Scientific PRO Duo ICP-OES.  

Amajor breakthrough in the performance of inert 
spray chambers came with the introduction of Glass 

Expansion’s proprietary Stediflow surface treatment (1). 
The Stediflow treatment improves the wettability of the 
PTFE surface, ensuring efficient drainage, and delivering 
sensitivity and precision comparable to those achieved 
with a glass spray chamber. 

The common problem with polymers used to 
manufacture inert spray chambers is that they do not 
wet completely, and large droplets collect on the 
inside walls. The formation of these droplets degrades  
ICP performance, leading to erratic drainage, poor 
precision, and signal instability. The sensitivity of the 
Stediflow treated PTFE Tracey™ spray chamber is nearly 
equivalent to a glass spray chamber (1).

In addition to the Stediflow treatment, the PTFE Tracey 
spray chamber also features Glass Expansion’s Helix™  
CT interface (2). The Helix CT locking screw and seal uses 
a ConstantTorque ratchet mechanism to provide a zero 
dead-volume, gas-tight seal between the nebulizer and 
spray chamber for consistent performance. These design 
innovations have provided the Tracey spray chamber 
sensitivity gains, reduced washout times and reduced 
matrix effects not possible with other spray chambers.

Choosing an inert nebulizer is just as important as 
the type of spray chamber selected. Key categories to 
review when choosing an inert nebulizer are: chemical 

resistance to HF, purity, tolerance to particulates,  
and overall performance (sensitivity and precision).  
This way, the best nebulizer is chosen for the application 
and sample matrix.

Glass Expansion’s DuraMist™ DC nebulizer is made 
from PEEK and is the most economical HF-resistant 
nebulizer for high-precision analysis. It is highly sensitive, 
with excellent short-term precision and the highest 
tolerance to dissolved solids (up to 30% TDS) of any 
concentric nebulizer (3).

The DuraMist DC nebulizer is a great “all-rounder” and 
ideal for high-throughput laboratories that require a good 
balance between durability and sensitivity. Serviceability 
is high, as the capillary insert can be replaced if needed.

The ICP-OES torch, is typically the most often replaced 
and a higher annual consumable cost for laboratories with 
complex matrices, like HF. Many ICP-OES manufacturers 
have moved away from a single-piece torch to a 
demountable torch for this reason. Glass Expansion 
designed and patented the D-Torch™, a precision-
engineered demountable torch (US Patents 7,847,210 
B2 and 8,232,500 B2). Compared to other designs the 
D-Torch is the only design with a ceramic intermediate 
tube and demountable ceramic outer tube.

A Dedicated, HF-Resistant, High-Performance   
Sample Introduction System (HP-SIS) for ICP-OES
Ryan Brennan and Jean Zhao, Glass Expansion, Inc.
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Glass Expansion pioneered the design of ceramic 
torches more than 20 years ago. Using a ceramic outer 
tube on your ICP torch produces a hotter, more robust 
plasma, which reduces matrix effects and improves 
detection limits. Compared to a quartz outer tube,  
the ceramic outer tube has a much longer lifetime, greatly 
reducing maintenance and downtime due to torch failure. 
Today, a fully ceramic D-Torch is available for a wide 
range of ICP models, including Agilent®, PerkinElmer®, 
Spectro™ and Thermo Fisher Scientific®.

Experimental
The Glass Expansion configuration consisted of the 
DuraMist nebulizer (P/N A31-07-DM1) coupled with the 
PTFE Tracey spray chamber (P/N 20-809-9198) and fully 
ceramic D-Torch (P/N 30-808-4150 and 31-808-3996) 
with a 2.0 mm ID alumina injector (P/N 31-808-2835).  
An evaluation of the relative sensitivity and relative signal-
to-root background ratio (SRBR) was used to compare 
the performance of Glass Expansion’s HF-resistant HP-
SIS to the standard HF-Resistant SIS. 

All experiments were conducted under identical 
conditions using a Thermo Fisher Scientific PRO Duo 
ICP-OES. Instrumental conditions are listed in Table I.  
Two solutions were prepared: a 2% HNO3 blank and multi-
element standard in 2% HNO3 consisting of 10 ppm As 
and Se; and 5 ppm Cu, K, Mg, Mn, Na and Ni.

Results
Figure 1 depicts the sensitivity of standard HF-resistant 
SIS relative to Glass Expansion HF-resistant HP-SIS 
(relative sensitivity = 1). Based on the configuration and 
experimental conditions above, the relative sensitivity is 
improved by an average of 30% using Glass Expansion’s 
HP-SIS combination of the DuraMist nebulizer,  
PTFE Tracey spray chamber, and fully ceramic D-Torch.

The best indicator of analytical detectability for  
ICP-OES using a solid-state detector is the SRBR. Similar 
to what was observed when comparing sensitivity, the 
DuraMist nebulizer, PTFE Tracey spray chamber, and fully 
ceramic D-Torch provide a 30% average improvement in 
SRBR over the standard HF-resistant SIS (Figure 2).

Conclusion
The results presented in this report indicate that 
sensitivity and SRBR are both improved by an average 
of 30% with the Glass Expansion HF-resistant, HP-SIS. 
The combination of the DuraMist, PTFE Tracey, and 
ceramic D-Torch is the superior inert sample introduction 
configuration compared to the standard HF-Resistant SIS. 
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(1) Glass Expansion Newsletter, February 2006, “Improving the 

Performance of ICP Spectrometers.”

(2) Glass Expansion Newsletter, February 2018, “Helix CT ICP Spray 

Chamber with ConstantTorque Technology Provides Consistent 
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Figure 2: SRBR of Standard HF-resistant SIS relative to  
Glass Expansion HF-resistant HP-SIS (relative SRBR = 1).

Glass Expansion, Inc.
31 Jonathan Bourne Dr., Unit # 7, Pocasset, MA 02559

Tel. (508) 563-1800, (508) 563-1802 (Fax)
geusa@geicp.com

TABLE I: Experimental conditions

Name Set Value

RF power 1200 W

Nebulizer gas flow rate 0.70 L/min

Auxiliary gas flow rate 1.00 L/min

Plasma gas flow rate 12.0 L/min

Read time 30 sec

Replicates 3

Viewing mode Axial

Sample Pump Tubing 0.64mm ID (Orange/White),  
P/N 0.64-OW-F

Drain Pump Tubing 1.02mm ID (White/White),  
P/N 1.02-WHT-F

Peristaltic Pump Speed 45 rpm
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Fluorescence of Rare Earth Salts
Derek Guenther, Ocean Insight

In this application note, a new microspectrometer 
is evaluated as an option for measuring the fluo-
rescence of the compounds Europium chloride 
(EuCl3) and Terbium chloride (TbCl3).

Rare earth salts including EuCl3, TbCl3, and Samarium 
chloride (SmCl3), are chemical compounds with myriad 

uses in research and industry, including in the manufacture 
of batteries for electric vehicles, in lighting products, and 
in portable electronic devices such as cell phones.

EuCl3 is an inorganic compound used primarily in 
research; when stimulated to fluorescence, its reddish 
glow makes EuCl3 attractive for use in certain lighting 
products. TbCl3 is a chemical compound. Its bright 
fluorescence (a greenish glow) makes TbCl3 a desirable 
component of green phosphors for lighting and LCDs.

Experimental Setup
To measure the fluorescence response of a 78 mM 
concentration EuCl3 solution, we used an Ocean ST-VIS 
microspectrometer (350–810 nm) with Ocean Insight LSM 
LEDs (365 nm and 385 nm) and LDC-1 controller. The 
solution was sampled in a 1 cm quartz cuvette placed in a 
holder, with the LED beam positioned at 90° to the sample. 
Optical fibers were 400 µm diameter on the excitation side 
and 200 µm diameter on the collection side.

An advantage of a modular spectroscopy setup is 
that one can easily swap out components to optimize 
measurements. For example, in these measurements we 
tested both 365 nm and 385 nm excitation wavelengths 
to compare the emission response for each, and then 
applied boxcar averaging at different total averages to 
the results. Because we did not use a blocking filter in our 
setup, there is some bleed-over of the excitation band 
in our results, but it’s far enough away from the analytical 
peaks to not be a factor. 

Using a similar setup, we also measured the 
fluorescence of a 78 mM concentration TbCl3 solution 
in a 1 cm quartz cuvette, with our focus on 365 nm LED 
excitation. Ocean ST-VIS integration time was set for 1 s 
(integration times can be set from 3.8 ms–6 s) and boxcar 
smoothing was applied at 1 and 5 averages.

Results
Upon closer examination of the EuCl3 and TbCl3 spectra, 
you’ll notice both compounds have peaks just below 
and above 600 nm but differ across other peaks. This 
correlates with the color differences between the two. 
EuCl3 has strong response at 700 nm, which produces its 
reddish glow, while TbCl3 has two peaks in the green part 
of the spectrum (Figure 1).

Summary
Rare earth metals and salts often are measured using 
expensive techniques like mass spectrometry, which 
may be inaccessible to some users or too complex to 
manage easily. In those instances, a powerful yet simple 
device like the Ocean ST microspectrometer provides an 
appealing and viable alternative.
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Figure 1: Differences in Europium chloride and Terbium chloride 
fluorescence peaks correlate to the color of each compound’s 
emissive glow.
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Chemical Imaging of Berry Seed Cross Sections
Scott M. Rosendahl*, Ian J. Burgess†, and Jenni L. Briggs,‡ *Canadian Light Source,  
†University of Saskatchewan, ‡PIKE Technologies Inc.

Using Schwarzschild objectives, a thin section of a 
fruit berry seed was chemically imaged with infra-
red spectromicroscopy, revealing domains of phos-
pholipid rich regions from the cell walls forming 
the seed’s skin.

C hemical imaging with vibrational spectromicroscopy 
is well-established in the field of materials research. 

However, the technique is largely under utilized in plant 
imaging despite its tremendous potential to offer chemically 
selective, spatially resolved information on (sub)cellular length 
scales. High numerical aperture (reflective) Schwarzschild 
objectives coupled to an infrared (IR) microscope equipped 
with a focal plane array (FPA) detector are used herein, 
to chemically image the cross section of a seed from a 
Saskatoon berry (Amelanchier alnifolia).   

Experimental Conditions
A commercial FTIR spectrometer coupled with a high-end 
IR microscope was fitted with interchangeable 20× and 40× 
reflective Schwarzschild (PIKE Technologies) and operated 
in transmission mode (matching Schwarzschild used as both 
objective and condenser). A Saskatoon berry was cryogenically 
microtomed and a 10 μm thick section was placed on a CaF2 
window. A 64 pixel × 64 pixel FPA with 40 μm pixel dimension 
was used as the IR imaging detector. Transmission spectra 
were calculated from reference and sample single beam 
measurements (64 co-added interferograms) with the former 
collected through a sample free section of the CaF2 window. 
The spectral resolution was set to 4 cm-1.

Results
Figure 1a shows an optical dark field image of the berry in 
cross-section as acquired with a 5× objective. The image 
shows a cut through a single seed and reveals that the inner 
part of the seed is separated from outermost layer of the 
seed skin by an interstitial region of low brightness in the dark 
field image. The 20× Schwarzschild objective/condenser 
provides a higher magnification optical (visible wavelengths) 
image of the seed wall (Figure 1b) and allows differentiation 
of individual cells. Conveniently, the light source can be 
switched from visible light to an infrared source without 

movement of the sample, allowing an IR spectromicrograph 
to be obtained from the same region of the sample. Figure 
1c shows the chemical map of the CH stretching vibration 
with yellow regions representing phospholipid rich domains. 
Correlation of images 1b and 1c, as well as the higher 
magnification image in Figure 4d, shows that hydrocarbon 
dense regions are prominent at the periphery of the cell walls 
comprising the skin of seed but also in pockets of extracellular 
material. In the case of the 40× image, the spatial dimension 
of an individual pixel approaches the diffraction limit.

Conclusions
Schwarzschild style optics provide chemically specific images 
of plant components. Transmission-based chemical maps 
can be readily correlated with optical images obtained from 
the same sample position with excellent spatial resolution, 
which allows the distribution of cellular and extracellular 
material to be determined. 

VISIBLE (NIKKOR 5x - DARK FIELD)

VISIBLE (20x)

20 x (128x128) µm 40 x (64x64) µm

Figure 1: Cross-section optical images of a Saskatoon berry 
using a) a standard microscope and b) an IR microscope using 
visible light. Chemical maps formed form the integration of the 
phospholipid C-H stretching are shown with c) 20× and d) 40× 
magnification.

PIKE Technologies, Inc.
6125 Cottonwood Drive, Madison, WI 53719

Tel. (608) 274-2721, Fax (608) 274-0103
www.piketech.com
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This application note presents Raman imaging as 
a tool for pharmaceutical tablet analysis. It de-
scribes its use for identifying chemical ingredients,  
visualizing their distribution, and quantifying their rel-
ative amounts. The comparison of grain sizes with a 
dedicated particle analysis tool is also demonstrated.

In order to ensure the efficacy and safety of pharmaceu-
tical formulations, their chemical composition needs to 

be monitored during both the development and produc-
tion processes. Confocal Raman imaging is well-suited 
for this task, as it can visualize the spatial distribution of 
active pharmaceutical ingredients (API) and excipients in 
a tablet and reveal contaminations as well as the sample’s 
homogeneity. Polymorphs of the same substance can be 
distinguished, which is important for chemicals that have 
different properties in different polymorphic forms.

Experimental Conditions
A large-area, high-resolution Raman image (1x1mm² 
with 1000 × 1000 pixels) of a painkiller tablet’s surface 
was recorded using a WITec alpha300 R microscope.  
The integrated TrueSurface optical profilometer kept the 
surface in focus during the entire measurement. The Raman 
data was analyzed with the WITec Project software suite and 
the tablet’s components were identified by the TrueMatch 
spectral database management software. Grain size 
distributions were extracted from Raman images of individual 
components using the WITec ParticleScout software tool, 
which features advanced particle analysis algorithms.

Results
The spatial distribution of the tablet’s main chemical compounds 
is color coded in the Raman image (A). Their area fractions were 
quantified from the Raman image of the respective individual 
components (B). Together, the main analgesic ingredients 
acetaminophen and aspirin accounted for about two thirds 
of the tablet’s surface. Caffeine, which is often added to these 
analgesics as an adjuvant for improved pain relief, contributed 
about 4%. The tablet also contained magnesium stearate as a 
lubricant and lactose and starch as fillers and binders.

The grain size of an ingredient can influence a tablet’s 
properties and is therefore of interest for analysis.  
Both caffeine and lactose were mostly present in small 

defined spots (A) and ParticleScout located hundreds of 
individual grains before sorting them according to size. 
The area size distributions for both components revealed 
that lactose formed much smaller grains on average than 
caffeine (C). More than 90% of the lactose grains, but only 
24% of the caffeine grains were smaller than 50 µm².

Conclusion
This example measurement presents confocal Raman imag-
ing as a powerful tool for identifying the chemical compounds 
in a pharmaceutical tablet, visualizing their spatial distribution, 
and quantifying their relative amounts. Additionally, grain size 
distributions for the components can be extracted and com-
pared by advanced particle analysis algorithms.
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Figure 1: Raman analysis of a painkiller tablet. 
A: High-resolution, large-area Raman image of the tablet’s 
surface. 
B: Area fractions for the identified compounds. 
C: Grain size distributions for lactose and caffeine. 

WITec GmbH
Lise-Meitner-Str. 6, 89081 Ulm, Germany

Tel. +49 731 140 70 0, fax +49 731 140 70 200
www.WITec.de

Pharmaceutical Tablet Analysis  
with Confocal Raman Imaging
Miriam Böhmler, Damon Strom, and Eleni Kallis, WITec GmbH

http://www.witec.de


http://www.optigrate.com
http://www.optigrate.com
mailto:info@optigrate.com
mailto:sales@optigrate.com


http://www.us.endress.com/process-analytical-technology

	SPEC0922_Cover
	SPEC0922_TOC
	SPEC0922_MastStaff
	SPEC0922_EABLetter
	SPEC0922_FocusonQuality
	SPEC0922_TaguePollock
	SPEC0922_WorkmanComponents3
	SPEC0922_WeiEmergingLeader
	SPEC0922_Products
	SPEC0922_AN_Cover
	SPEC0922_AN_TOC
	SPEC0922_AN_Harrick
	SPEC0922_AN_GlassExpansion
	Spec0922_AN_OceanInsight
	Spec0922_AN_PIKE
	Spec0922_AN_WITec



