Spectroscopy

Solutions for Materials Analysis

November 2018 Volume 33 Number s11 www.spectroscopyonline.com

container

contents

ADVANCES IN

PORTABLE AND HANDHELD
SPEGTROSCOPY

®



http://www.spectroscopyonline.com
https://www.ubm.com/global-reach/ubm-americas

State-of-the-Art X-Ray Solutions

«FAST SDD°® SDD Si-PIN
Fast Track Your Design to Market

The best detector for optimal results

240

2 10 \ Si-PIN
o 25 mm?2
wn
® Si-PIN
E 200 13 mm?
g \ —
2180 -
s Si-PIN
5 6 mm?
S 160 /
g SDD ’\
o
= 25 mm?2 —_
£ 140 FAST SDD®
= ></ 25 mm2and 70 r‘nm2
—
120 ; :
0 5 25 30

10 s 20
Peaking Time (ps)

OEM Configurations and Components to meet your needs

Vo
'/ - - - “
\“" o .
A sample of detectors with Digital Pulse Processors and
preamplifiers and heat sinks Power Supplies

. * 3
= - FAST 5007 e
B0 wm-to0500

X-RAY DETECTOR

XR-100 and
PX5 Digital Pulse Processor

X-123 Complete X-Ray Spectrometer

OEM’s #1|Choice
For XRF

—AM TEK.r

www.amptek.com AN



http://www.amptek.com
http://www.amptek.com
http://www.amptek.com

BRING THE LAB
TO YOUR SAMPLES

Malvern Panalytical’'s ASD QualitySpec® Trek portable near-infrared
(NIR) spectrometer delivers precision full-range (350-2500 nm) spectral
measurements through a hand-held system designed around a radically
streamlined cable-free workflow.

Easy to use and non-destructive, the ASD QualitySpec Trek® saves time in the field
and maximizes your research budget investment with an integrated computer and
LCD display, internal wavelength and white reference, on-board GPS, and audio
voice recorder.

This turnkey NIR solution is well-suited to a variety of applications including:
- Spectral profiling of soil horizons

+ Characterizing man-made materials

- Plant physiology studies

- Snow/ice profiles

- Raw materials and final products inspection

\\\// Malvern

W Panalytical
www.malvernpanalytical.com/asd \\\\\\\\\\\\\\\\ aspectyrls company


http://www.malvernpanalytical.com/asd
http://www.malvernpanalytical.com/asd

4 Advances in Portable and Handheld Spectroscopy November 2018

Spectroscopy Spectroscpy

ADVANCES IN PORTABLE [

ADVANCES IN

AND HANDHELD PO i i
SPECTROSCOPY

NOVEMBER 2018 VOLUME 33 ISSUE sl1

Articles

6 Handheld Raman, Mid-Infrared and Near Infrared Spectrometers:
State-of-the-Art Instrumentation and Useful Applications
Hui Yan and Heinz W. Siesler

Handheld Raman, mid-infrared and near infrared spectrometers have launched
vibrational spectroscopy into a new era of in-the-field and on-site analysis, as the
application examples discussed here demonstrate. We assess the technological
developments that have led to this progress.

17 Portable, High-Efficiency Transmission Raman Spectroscopy for
At-Line Content Uniformity Testing of Pharmaceutical Tablets
Kristen Frano, John Maticchio, and Dawn Yang

Portable transmission Raman spectroscopy, combined with chemometric modeling,
is quickly emerging as a valued technique for content-uniformity testing, given its
high chemical specificity, which is particularly useful when dealing with complex
pharmaceutical formulations that contain multiple components.

24 Portable Spatially Offset Raman Spectroscopy for Rapid
Hazardous Materials Detection Within Sealed Containers
Robert J. Stokes, Ana Blanco, Rachel McGee, and Oliver Presly

Portable spatially offset Raman spectroscopy (SORS) enables rapid identification
of materials concealed by a wide variety of nonmetallic sealed containers. This
technique has been successfully used by the military, first responders, and
customs and law enforcement operators in the detection of explosives, chemical
agents, precursors and hazardous narcotics, thus enabling the acquisition of better
information without disturbing the materials in question.

Cover image courtesy of pgm/AdobeStock; chiakto/AdobeStock.



http://www.spectroscopyonline.com

November 2018 Advances in Portable and Handheld Spectroscopy 5

Spectroscopy”

MANUSCRIPTS: To discuss possible article topics or obtain manuscript
preparation guidelines, contact the editorial director at: (732) 346-3020,
e-mail: Laura.Bush@ubm.com. Publishers assume no responsibility for
safety of artwork, photographs, or manuscripts. Every caution is taken

to ensure accuracy, but publishers cannot accept responsibility for the
information supplied herein or for any opinion expressed.

CHANGE OF ADDRESS: Send change of address to Spectroscopy, PO.
Box 6196, Duluth, MN 55806-6196; provide old mailing label as well as
new address; include ZIP or postal code. Allow 4-6 weeks for change.
Alternately, go to the following URL for address changes or subscription
renewal: http://ubmsubs.ubm.com/?pubid=SPEC

RETURN ALL UNDELIVERABLE CANADIAN ADDRESSES TO: IMEX
Global Solutions, P.O. Box 25542, London, ON N6C 682, CANADA.
PUBLICATIONS MAIL AGREEMENT No.40612608.

REPRINT SERVICES: Reprints of all articles in this issue and past issues
are available (500 minimum). Licensing and Reuse of Content: Contact
our official partner, Wright's Media, about available usages, license fees,
and award seal artwork at Advanstar@wrightsmedia.com for more
information. Please note that Wright's Media is the only authorized
company that we've partnered with for Advanstar UBM materials.

C.A.S.T. DATA AND LIST INFORMATION: Contact Melissa Stillwell,
(218) 740-6831; e-mail: Melissa.Stillwell@ubm.com

INTERNATIONAL LICENSING: Jillyn Frommer, (732) 346-3007, fax:
(732) 647-1104; e-mail: Jillyn.Frommer@ubm.com

© 2018 UBM. Al rights reserved. No part of this publication may be
reproduced or transmitted in any form or by any means, electronic or
mechanical including by photocopy, recording, or information storage and
retrieval without permission in writing from the publisher. Authorization to
photocopy items for internal/educational or personal use, or the internal/
educational or personal use of specific clients is granted by UBM for
libraries and other users registered with the Copyright Clearance Center,
222 Rosewood Dr. Danvers, MA 01923, 978-750-8400 fax 978-646-
8700 or visit http://www.copyright.com online. For uses beyond those
listed above, please direct your written request to Permission Dept. fax
732-647-1104 or email: Jillyn.Frommer@ubm.com.

UBM Americas provides certain customer contact data (such as custom-
ers' names, addresses, phone numbers, and e-mail addresses) to third
parties who wish to promote relevant products, services, and other oppor-
tunities that may be of interest to you. If you do not want UBM Americas
to make your contact information available to third parties for marketing
purposes, simply call toll-free 866-529-2922 between the hours of 7:30
a.m.and 5 p.m. CST and a customer service representative will assist you
in removing your name from UBM Americas lists. Outside the U.S, please

phone 218-740-6477.

Spectroscopy does not verify any claims or other information appearing
in any of the advertisements contained in the publication, and cannot take
responsibility for any losses or other damages incurred by readers in reli-

ance of such content.

Spectroscopy welcomes unsolicited articles, manuscripts, photographs,
illustrations and other materials but cannot be held responsible for their

safekeeping or return.

UBM Americas (www.ubmamericas.com) is a leading worldwide media
company providing integrated marketing solutions for the Fashion, Life
Sciences and Powersports industries. UBM Americas serves business pro-
fessionals and consumers in these industries with its portfolio of 91 events,
67 publications and directories, 150 electronic publications and Web sites,
as well as educational and direct marketing products and services. Market
leading brands and a commitment to delivering innovative, quality prod-
ucts and services enables UBM Americas to “Connect Our Customers With
Theirs. UBM Americas has approximately 1000 employees and currently

operates from multiple offices in North America and Europe.

485F US Highway One South, Suite 210
Iselin, NJ 08830
(732) 596-0276

Fax: (732) 647-1235

Michael J. Tessalone
Vice President/Group Publisher
Michael.Tessalone@ubm.com
Stephanie Shaffer
Publisher
Stephanie.Shaffer@ubm.com
Edward Fantuzzi
Associate Publisher
Edward.Fantuzzi@ubm.com

Michael Kushner
Senior Director, Digital Media
Michael.Kushner@ubm.com

Laura Bush
Editorial Director
Laura.Bush@ubm.com

John Chasse
Managing Editor
John.Chasse@ubm.com
Jerome Workman, Jr.
Group Technical Editor
Jerome Workman@ubm.com

Cindy Delonas
Associate Editor
Cindy.Delonas@ubm.com
Kristen Moore
Webcast Operations Manager
Kristen.Moore@ubm.com

Vania Oliveira
Project Manager
Vania.Oliveira@ubm.com
Sabina Advani
Digital Production Manager
Sabina.Advani@ubm.com

Kaylynn Chiarello-Ebner
Managing Editor, Special Projects
Kaylynn.Chiarello.Ebner@ubm.com
Dan Ward
Art Director
dward@hcl.com

Brianne Pangaro
Marketing Associate
Brianne.Pangaro@ubm.com
Melissa Stillwell
C.A.S.T. Data and List Information
Melissa.Stillwell@ubm.com

Thomas W. Ehardt
Executive Vice-President, Senior Managing Director
UBM Life Sciences Group
Tom.Ehardt@ubm.com

Dave Esola
VP & General Manager
UBM Life Sciences Group
Dave.Esola@ubm.com
Jillyn Frommer
Permissions
Jillyn.Frommer@ubm.com

Jesse Singer
Production Manager
jsinger@hcl.com
Wendy Bong
Audience Development Manager
Wendy.Bong@ubm.com
Morgan Hight
Audience Support Analyst
Morgan.Hight@ubm.com


mailto:Michael.Tessalone@ubm.com
mailto:Stephanie.Shaffer@ubm.com
mailto:Edward.Fantuzzi@ubm.com
mailto:Michael.Kushner@ubm.com
mailto:Laura.Bush@ubm.com
mailto:John.Chasse@ubm.com
mailto:Jerome.Workman@ubm.com
mailto:Cindy.Delonas@ubm.com
mailto:Kristen.Moore@ubm.com
mailto:Vania.Oliveira@ubm.com
mailto:Sabina.Advani@ubm.com
mailto:Kaylynn.Chiarello.Ebner@ubm.com
mailto:dward@hcl.com
mailto:Brianne.Pangaro@ubm.com
mailto:Melissa.Stillwell@ubm.com
mailto:Tom.Ehardt@ubm.com
mailto:Dave.Esola@ubm.com
mailto:Jillyn.Frommer@ubm.com
mailto:jsinger@hcl.com
mailto:Wendy.Bong@ubm.com
mailto:Morgan.Hight@ubm.com
mailto:Laura.Bush@ubm.com
http://ubmsubs.ubm.com/?pubid=SPEC
mailto:Advanstar@wrightsmedia.com
mailto:Melissa.Stillwell@ubm.com
mailto:Jillyn.Frommer@ubm.com
http://www.copyright.com
mailto:Jillyn.Frommer@ubm.com
http://www.ubmamericas.com
http://www.spectroscopyonline.com

6 Advances in Portable and Handheld Spectroscopy November 2018

Handheld Raman,
Mid-Infrared and Near
Infrared Spectrometers: State-
of-the-Art Instrumentation
and Useful Applications

Recently, miniaturization of Raman, mid-infrared (MIR) and near infrared
(NIR) spectrometers has made substantial progress, and marketing compa-
nies predict this segment of instrumentation will have a significant growth
rate within the next few years. This increase will be based on a wider adop-
tion of spectrometers for quality control by in-the-field testing and on-site
measurements. Furthermore, based on high-volume manufacturability and
significant reduction of costs, numerous companies target with (primarily
NIR) instruments a non-expert user community for consumer applications.
Especially from this last-mentioned development, a tremendous potential
for everyday life can be expected ranging from food testing to detection of
fraud and adulteration in a broad area of materials. Miniaturization, how-
ever, must not lead to compromises in measurement performance and the
handheld instrumentation will only have a practical impact if Raman, MIR,
and NIR spectra of comparable quality to laboratory spectrometers can be
obtained. The present communication will shortly cover the building prin-
ciples of state-of-the-art instruments, and will then discuss selected appli-
cations in order to demonstrate the advancement in this field of research.

Hui Yan and Heinz W. Siesler
iniaturization of vibra-
tional spectrometers has

M started more than two de-

cades ago, but only within the last
decade real handheld Raman, MIR
and NIR scanning spectrometers

have become commercially avail-
able, and utilized for a broad range
of analytical applications (1-6).
While the weight of the majority of
Raman and MIR spectrometers is
still in the ~1 kg range, the min-
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Figure 1: The optical schemes of handheld NIR spectrometers, based on different
monochromator principles: (@) VIAVI MicroNIR 1700, linear variable filter; (b) DLP NIRscan
Nano EVM with Texas Instruments digital micromirror device (DMD); () Si-Ware Systems,
MEMS-based FT-NIR spectrometer; (d) Spectral Engines NIR spectrometer with tunable

Fabry-Perot interferometer).

iaturization of NIR spectrometers
has advanced down to the ~100 g
level, and developments are under
way to integrate them into mobile
phones (7). Furthermore, Raman
and MIR handheld spectrometers
are still in the price range of several
tens of thousands of US$, whereas
miniaturized NIR systems have
recently reached the < $1,000 USD
level. In view of the high price level
of Raman and MIR instruments in
the near future, only the acquisi-
tion of NIR systems can be taken
into consideration for private use,
whereas handheld Raman and MIR
spectrometers will be restricted to
industrial, military, and homeland

security applications, as well as pub-
lic use by first responders, customs,
or environmental institutions.

In what follows, instrumental
features of novel handheld Raman,
MIR and NIR spectrometers will
be discussed, and selected quali-
tative and quantitative case stud-
ies will be presented. Material
quality control applications have
been selected for Raman and MIR.
Notwithstanding the indisputable
value of handheld NIR for the same
purpose, only everyday life exam-
ples for the private sector will be
discussed here; this is to enhance
the interest of a new non-expert
user community.
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Figure 2: Raman spectra of sulfuric acid at different concentration levels, measured with a

handheld instrument.
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Figure 3: Calibration spectra of (a) polymer-modified (PPMA) bitumen samples, and (b)
cross-validated PLS calibration of the polymer admixture developed thereof.

Instrumentation

Presently, only two handheld Fourier
transform infrared (FT-IR) spectrom-
eters (based on Michelson interfer-
ometers), and that can be operated
in the attenuated total reflection
(ATR), external reflection, or diffuse
reflection modes are available on the
market. In contrast, a broad range of
miniaturized Raman systems, with
different excitation sources and spe-
cific operational features, is offered.
Most of the handheld Raman spec-

trometers are operated with a 785 nm
excitation source, with the inherent
problem of disturbing fluorescence
and a high-wavenumber cut-off at
about 2200 cm™. The problem of flu-
orescence can be either tackled by
1064 nm excitation or by sequentially
shifted excitation spectroscopy (8).
Bruker also managed to extend the
wavenumber range to 3200 cm™ by
dual-wavelength excitation (9). A very
powerful countermeasure to compen-
sate the error source of a sharp focus
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Figure 4: Identification of the species of dendrobium with a handheld NIR spectrometer: (a)
samples of DOK and DDP, (b) the variables selected by CARS, and (c) prediction of DOK by

calibration model.

in connection with a heterogeneous
sample is the so-called orbital raster
scan (ORS) (10) that is integrated in the
Metrohm handheld Raman system. In
2015, Thermo Fisher Scientific merged
their miniaturized FT-IR and Raman
instruments into a new handheld
FT-IR-Raman spectrometer, thereby
launching vibrational spectroscopy
into a new era of flexibility.

Contrary to Raman and MIR spec-
troscopy, miniaturization has been
much further driven for NIR spec-
trometers. The recent progress in
miniaturization has taken advantage
of new micro-technologies such as
micro-electro-mechanical systems
(MEMS), micro-opto-electro-mechan-
ical systems (MOEMS), micro-mir-

ror arrays, and linear variable filters
(LVFs). These have led to a drastic
reduction of spectrometer size (the
weight of the spectrometers discussed
in this communication varies between
100-200 g), while allowing good per-
formance due to the high-precision
implementation of important elements
in the final device (11). High-volume
manufacturability will further reduce
costs, and thereby contribute towards a
broader dissemination of such instru-
ments for everyday-life applications. In
what follows, the specific instrumen-
tal features of the four handheld NIR
spectrometers used in our laboratory
will be outlined.

Based on the type of detector,
handheld NIR spectrometers can be
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Figure 5: Identification of a textile contamination by handheld NIR spectroscopy: Isolation
of blood-specific absorption bands (gray shaded areas) by absorbance subtraction of the
FT-NIR spectra of a blood-contaminated and a clean cotton textile.

classified in the two categories of ar-
ray-detector and single-detector in-
struments (11). One of the first com-
mercial handheld NIR spectrometers
(VIAVI MicroNIR 1700 [formerly
JDSU], Santa Rosa, CA) has an array
detector covering the wavelength
range from 908-1676 nm, and uses a
monochromator based on an LVF. It
has so far been used for a multiplic-
ity of applications, ranging from au-
thentication of seafood and determi-
nation of food nutrients, the analysis
of hydrocarbon contaminants in soil,
and authentication and quantitative
determination of pharmaceutical
drugs (12-15). However, compared
to an array detector, the price for a
single detector is much lower, and,
to further reduce the hardware costs,
new developments focus on systems

with single detectors. For example,
the DLP NIRscan Nano EVM (Dal-
las, TX, USA), is based on Texas In-
struments’s digital micro-mirror
device (DMD), in combination with
a grating and a single-element detec-
tor, covering the wavelength range
from 900-1701 nm. Very recently, a
MEMS-based FT-NIR instrument,
that contains a single-chip Michelson
interferometer with a monolithic op-
to-electro-mechanical structure, has
been introduced by Si-Ware Systems
(Cairo, Egypt). Contrary to most of
the other handheld spectrometers,
this instrument can scan FT-NIR
spectra over the extended range from
1298 nm to 2606 nm. Finally, Spec-
tral Engines (Helsinki, Finland) has
developed miniaturized NIR spec-
trometers that are based on a tunable
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Figure 6: NIR spectra (after EMSC pretreatment) measured with a handheld spectrometer of 700+
plates with pasta and sauce mixtures for calibration development of nutritional parameters: (a)
averaged spectra of five replicate measurements, (b) actual vs. predicted plot for fat, (c) actual vs.
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Fabry-Perot interferometer. In order
to cover the NIR wavelength region
1350-2450 nm, however, four spec-
trometers are required.

The schematic principles of the
different monochromator designs of
the described NIR spectrometers are
summarized in Figure 1.

Applications

To demonstrate the potential of hand-
held vibrational spectrometers, only a
few, selected application examples will
be presented here. Note that Raman
spectroscopy has also proved valuable
for the characterization of inorganic
materials. The rapid noninvasive
determination of the different crys-
talline forms of TiO, (rutile and
anatase), or the discrimination of a
genuine diamond from an imitation,
are just typical examples.

In a feasibility study, the change of
the ionic structure of sulfuric acid as
a function of concentration has been
demonstrated by Raman spectra re-
corded with a handheld instrument
(Rigaku Raman Technologies). The
spectra measured consisting of 96%
(concentrated), 80%, and 20% sulfuric
acid are shown in Figure 2. The differ-
ences in ionization are an important
issue regarding non toxicity of diluted
sulfuric acid for cleaning operations of
aluminum surfaces.

The application of handheld FT-IR
spectroscopy in the ATR mode is rec-
ommended primarily for organic ma-
terials (preferentially liquids) that pro-
vide good contact with the diamond
(or ZnSe) reflection element. Despite
its rather difficult sample handling,
an interesting practical application
is the quality control of bitumen. For
road construction work, bitumen is

modified with different polymers in
order to adjust its rheological and ad-
hesion properties (polymer modified
bitumen, PmB). The rapid quantita-
tive analysis of this admixture is an
important quality control issue, and
the question that arises is whether
handheld FT-IR-ATR spectroscopy
is applicable for this purpose, and
could, at the end of the day, be used
for “on the road” analysis. In an ex-
tensive feasibility study, FT-IR-ATR
spectra of bitumen samples, modified
by different admixtures of polypropyl-
ene maleic anhydride (PPMA), were
measured with the handheld Thermo
Fisher Scientific FT-IR spectrometer
(accumulating 60 scans at 4 cm™ spec-
tral resolution). Based on these spec-
tra with specific wavenumber selec-
tion (3250-2500 cm™, 1490-1130 cm™,
930-680 cm™), and standard normal
variate (SNV) transformation (Fig-
ure 3a), a cross-validated partial least
squares (PLS) calibration model was
developed (Figure 3b). Test samples
that were not contained in the calibra-
tion model were successfully predicted
regarding their PPMA content.

Due to the advanced level of min-
iaturization, by far the most flexible
technique for on site and in-the-field
measurements is NIR spectroscopy.
Although this technique can also be
applied for a broad range of industrial
material quality control applications
(15-18), the present communication
is targeted at practical everyday life
applications in order to attract the
attention of a prospective non-expert
user community. In these days, fraud
and adulteration are so widely spread
that the progress in miniaturization
and the increasing affordability of
handheld NIR spectrometers makes
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them an attractive tool to efficiently
fight the aforementioned evils. The
following application examples shall
demonstrate the potential of hand-
held NIR spectroscopy, not only for
this purpose, but also for exemplary
everyday life applications.

In China, the stem of the Dend-
robium orchid is processed into a
fengdou that is considered not only a
convenient dosage form of a valuable
health-care food, but also of a Chinese
traditional medicine (TCM) with effi-
cacy in liver protection, treatment of
pharyngitis, and many other diseases
(19-20). Because fengdous processed
from Dendrobium officinale Kimura et
Migo (DOK) not only have high medic-
inal value, but are also in short supply,
and, consequently, are very expensive.
Therefore, it would be desirable to dis-
criminate them from fengdous based
on Dendrobium devonianum Paxt
(DDP) with lower efficacy and corre-
spondingly much lower (1/4-1/5) price.
However, this is not possible by visual
inspection only (Figure 4a) Thus, this
case is an example of high public inter-
est. The handheld DLP NIRscan Nano
EVM spectrometer, in combination
with a PLSDA (partial least squares
discriminant analysis) evaluation
method, was used to rapidly identify
fengdous processed either from DOK
or DDP. For this purpose, a total of
468 fengdou samples based on DOK
(288) and DDP (180), were collected
from Luosiwan (Yunnan, China), and
the calibration and prediction set were
randomly distributed at a ratio of 2:1.
NIR spectra were collected for each
sample with the DLP NIRScan Nano
EVM spectrometer by accumulating 32
scans in approximately seven seconds.
After pretreatment by first derivative,

SNV, and mean centering, the iden-
tification model was developed by
PLSDA, and the competitive adaptive
reweighted sampling (CARS) wave-
length optimization algorithm was
used to filter out the wavelengths with
high information content to improve
the prediction accuracy of the model
(Figure 4). The results showed that, for
the calibration, cross validation and
prediction sets, the accuracy is 93.9%,
89.6%, and 84.1%, respectively. This
approach clearly demonstrates that the
DLP NIRScanNano EVM spectrome-
ter, combined with CARS-PLSDA eval-
uation, can be successfully used for the
rapid discrimination of fengdous pro-
duced from DOK and DDP (Figure 4).
The list of adulterations and their
successful detection by the use of
handheld NIR spectroscopy is not lim-
ited to pharmaceutical formulations
(21). More exotic cases such as the offer
for sale of silk carpets (imitated by car-
pets knotted from mercerized cotton)
(22), amber gem stones (counterfeited
by colored poly(methylmethacrylate)
(PMMA) with an artificially embed-
ded insect), or ivory carvings (made
from regular bone) frequently occur
in tourist centers all over the world.
As a typical household example, the
use of handheld NIR spectroscopy is
demonstrated with reference to the
identification of an unknown contam-
ination in a cotton textile. In Figure 5
(top), the diffuse-reflection NIR spec-
tra (measured with a Si-Ware Systems
FT-NIR spectrometer) from both a
clean and a blood-contaminated cot-
ton textile are shown. Absorbance
subtraction of these spectra (Figure 5,
bottom) can readily highlight the pro-
tein specific N-H overtone and amide
I and amide II combination bands in
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the 6600 cm™ and 4500-5000 cm™
wavenumber regions (gray shaded
areas), respectively. This information
will then allow selection of the specific
parameters of the washing machine for
the perfect removal of this stain.
Finally, an application example
from food testing is shortly out-
lined. Over the last few years, the
health awareness of people has
grown strongly, and the control of
nutritional parameters of everyday
diet is just one aspect of this issue.
At this point, however, a word of
caution is necessary. Contrary to
the approach of direct-to-consumer
companies that video-advertise
their “food scanners” with “cloud
evaluation of big data” and (in our
opinion) exaggerated claims, predic-
tions of nutritional parameters with
an acceptable accuracy can only be
achieved when calibrations based on
reliable spectral data are developed.
As a starting project in this field,
the analysis of the nutritional pa-
rameters of pasta sauce mixtures
has been chosen. For this purpose,
more than 700 plates containing
five different combinations of a
certain pasta sauce blend (ranging
from 0% to 100% sauce addition)
were investigated. Each pasta sauce
mixture was prepared “ready to eat”
on a plate, and NIR spectra were
recorded in five different positions
(to compensate for inevitable het-
erogeneities) with a handheld NIR
spectrometer (Viavi MicroNIR
1700). Prior to the development
of the calibration models, the five
spectra were averaged and pre-
treated by extended multiplicative
scatter correction (EMSC) (Figure
6a), and, based on the known nu-

tritional parameters of the utilized
pastas and sauce ingredients, cali-
bration models were developed for
fat, energy, protein, carbohydrates,
sugar, and fiber (Figure 6b—d).
Contrary to what some of the above
mentioned direct-to-consumer com-
panies claim, acceptable calibrations
could, at best, be achieved for fat (Fig-
ure 6b), energy (Figure 6¢), protein, and,
with limitations, carbohydrates. Due to
the similar structural characteristics of
carbohydrates, sugar, and fiber (Figure
6d), no reliable calibrations were ob-
tained for the last two parameters.

Conclusions

Generally, handheld instruments
have launched vibrational spec-
troscopy into a new era of in-the-
field and on-site analysis. State-of-
the-art handheld Raman, MIR and
NIR spectrometers demonstrate
good performance for a multi-
plicity of case studies. However,
miniaturization of NIR spectrom-
eters has reached a much higher
level compared to Raman and
MIR spectrometers. Furthermore,
high volume manufacturability
has considerably reduced costs
for handheld NIR spectrometers,
and will, hopefully, contribute to-
wards a broader dissemination of
such instruments for everyday life
applications by a non-expert user
community.
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Portable, High-Efficiency
Transmission Raman
Spectroscopy for At-Line
Content Uniformity Testing
of Pharmaceutical Tablets

Content uniformity testing is a crucial task in pharmaceutical man-
ufacturing, as it ensures that each product that reaches a consumer
contains safe dosages of all components. Recently, transmission Raman
spectroscopy has been explored as an alternative technique for content
uniformity testing, due to its ability to rapidly obtain quantitative mea-
surements representative of the whole volume of a tablet. In this case
study, test tablets were created from five different blends of acetamin-
ophen, mannitol, lactose, microcrystalline cellulose, and magnesium
stearate. A portable Raman spectrometer connected to a high-efficien-
cy transmission module was used to collect calibration spectra. The
spectra were then used to create partial least squares (PLS) models for
the acetaminophen and lactose components (ranging from 10-18%
w/w and 10.79-28.66% w/w, respectively). Chemometric models can
be used for prediction of acetaminophen and lactose conventrations
in manufactured tablets to perform fast and accurate at-line content
uniformity testing with portable Raman transmission spectroscopy.

Kristen Frano, John Maticchio, and Dawn Yang

ontent uniformity (CU) test-
ing is a crucial task in phar-
maceutical manufacturing,
as it ensures that each product that
reaches consumers contains a safe
dosage of the active pharmaceuti-
cal ingredient (API). Traditionally,
high performance liquid chroma-

tography (HPLC) is performed off-
line in a quality control laboratory
to monitor the dosage of finished
tablets, due to its sensitivity and
the ability to obtain a measurement
from the entire volume of the tablet
(1,2). However, HPLC analysis is a
destructive technique that involves
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Lactose

Blend 1(18%
acetaminophen)

Arbitrary intensity units (a.u.)

Blend 2
(28.66% lactose)

Acetaminophen

s00 1000 1500 2000

Raman shift (cm™)

Figure 1: Transmission Raman spectra from two tablet formulation samples compared to
acetaminophen and lactose. The blue shaded regions correspond to the areas for lactose
modeling. The gray shaded regions correspond to the areas for acetaminophen modeling.

Spectra are manually offset.

Table I: Concentrations of ingredients in sample tablets (w/w %)

1 18 27.32 10.79 42.90 1.00 100
2 16 20.41 16.22 46.37 1.00 100
3 14 15.62 20.53 48.85 1.00 100
4 12 23.31 28.66 35.03 1.00 100
5 10 28.05 18.03 42.92 1.00 100

large amounts of solvents and con-
sumables, and often requires highly
skilled personnel to perform analy-
ses. Depending on the workload of
a QC lab, it may take several hours
to complete analyses. Consequently,
if a batch is found to be outside of
specifications, the process defects
leading to the deviation may not be
found in a timely manner, poten-
tially causing manufacturing delays
for pharmaceutical drugs in heavy
demand.

Analytical methods for CU test-
ing should ideally be fast, nonin-
vasive, and with limited sample
preparation. Recently, transmission

near infrared (NIR) spectroscopy
and transmission Raman spec-
troscopy have both been explored
as alternative methods for nonde-
structive CU testing with no sam-
ple preparation (3-7). Although
quick and nondestructive, trans-
mission NIR spectroscopy suffers
from poor chemical selectivity, and
is sensitive to changes in the testing
environment. Transmission Raman
spectroscopy, combined with che-
mometric modeling, is quickly
emerging as a valued technique for
CU testing, due to its high chemi-
cal specificity, which is particularly
useful when dealing with complex
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Figure 2: Method spectra after air-PLS background correction, MSC, and Savitzky-Golay first

derivative.

Table 1I: Method validation results for acetaminophen and lactose PLS models

True Average
acet- | Average(1=3) | gyl True LIS
: acetaminophen : tose Standard
amin- : devi- lactose S
concentration : concentra- deviation
Blend ophen L ation concen- :
prediction of : tion pre- (n=3)
concen- SR (GEE)) tration o
: validation 5 . diction of  (%w/w)
tration les (9 (%ow/w) (%) lidati
(%) samples (%) validation
samples (%)

17.61 0.13 10.64 0.20

1 18 10.79
17.66 0.06 10.83 0.20
15.67 0.14 15.49 0.22

2 16 16.22
15.74 0.11 16.06 0.13
14.31 0.08 20.44 0.19

3 14 20.53
14.37 0.17 20.36 0.26
11.90 0.06 28.34 0.17

4 12 28.66
11.89 0.02 27.88 0.36
9.95 0.16 17.63 0.33

5 10 18.03
9.88 0.08 18.66 0.35

pharmaceutical formulations that
contain multiple components.
Conventionally, Raman spec-
trometers collect backscattered sig-
nal that is generated upon illumi-
nation of the sample surface with

a laser. While conventional Raman
spectroscopy is quite suitable for
identity tests of incoming raw phar-
maceutical materials, it does not
provide an accurate quantitative
measurement representative of the
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Figure 3: (a) Predicted vs measured plot of the calibration and validation samples for the
acetaminophen PLS model. The wavenumber regions used in the model are from 1190-1300
cm™ and 1530-1700 cm™. Four factors are used in the model. (b) Predicted vs measured plot
of the calibration and validation samples for the lactose PLS model. The wavenumber regions
used in the model are from 285-500 cm™ and 840-890 cm'. Five factors are used in the model.

Table 11I: Prediction results for acetaminophen and lactose

1 18 17.6 0.17 10.79 11.41 1.67
2 16 16.11 0/17 16.22 15.43 0.07
3 14 14.39 0.03 20.53 20.71 0.40
4 12 11.95 0.24 28.66 28.09 0.16
5 10 9.94 0.23 18.03 18.41 0.25

entire volume of a tablet, nor is it mation that is representative of the
able to probe sufficiently beneath full volume of the tablet. Through
layers of coatings on finished tab- the use of chemometric models, an
lets. Transmission Raman spectros- accurate quantitative prediction of
copy, however, is able to overcome  the content within the tablet can be
the limitations of conventional achieved. This allows for not only
Raman spectroscopy for content reliable content uniformity testing,
uniformity testing. Using trans- but can also assist formulation de-
mission Raman spectroscopy, the velopment and detection of phar-
sample is illuminated at one side, maceutical counterfeits.

and the Raman signal is collected Although transmission Raman
from the other side. The signal col-  spectroscopy provides measurements
lected contains photons with infor-  representative of the full volume of
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a tablet, and is simple to operate
with the use of predictive chemom-
etric models, transmission Raman
spectroscopy is generally a low-
efficiency technique that requires
long integration times to obtain
sufficient Raman signal. In this
case study, we demonstrate proof
of concept for CU analysis using a
portable Raman spectrometer with
a high-efficiency transmission sam-
pling attachment. A series of tablet
formulations containing acetamin-
ophen, mannitol, lactose, cellulose,
and magnesium stearate were mea-
sured on a portable transmission
Raman spectrometer. Chemometric
models for at-line accurate predic-
tion of acetaminophen and lactose
were created using model building
software. At-line high-throughput
transmission Raman spectroscopy
allows for increased efficiency of
CU testing, and can quickly catch
defects present in the tablet manu-
facturing process.

Experimental

Samples

Blended powders and pressed tab-
lets were provided by courtesy of
the Engineering Research Center
for Structured Organic Particu-
late Systems of the Department of
Chemical and Biochemical Engi-
neering at Rutgers University (Pis-
cataway, New Jersey). Formulations
were blended with laboratory grade
acetaminophen, mannitol, lactose,
microcrystalline cellulose (MCC),
and magnesium stearate. Five dif-
ferent blends were created. The
concentration of acetaminophen in
these blends ranged from 10-18%
(w/w), and the concentration of

lactose ranged from 10.79-28.66%
(w/w). Blends were compressed to
create round tablets approximately
6 mm in diameter and 4.5 mm thick
using a Gamlen tablet press. Tablets
were pressed with an approximate
force of 392 kg. Each pill had a
typical mass of ~140 mg. Ten tab-
lets were manufactured from each
blend. Table I lists the concentra-
tion of ingredients for all blends.

Measurements

The QTRam from B&W Tek with
BWAnalyst software was used for
all measurements. The QTRam uses
a transmission Raman attachment
for increased photon efficiency,
with a laser spot size of ~4 mm. The
system contains a 785 nm laser, with
a maximum power of ~340 mW.
For method development, method
validation, and prediction analy-
ses, all measurements used 100%
of the maximum laser power, and
a 20 second integration time. Mea-
surements were performed on both
sides of the tablets for an accurate
representation of the full volume
of the tablet. BWIQ software was
used to create predictive chemom-
etric models.

Results

Spectral Processing

Seven tablets from each blend were
designated as method samples.
Triplicate transmission Raman
spectra were collected for each
sample. Figure 1 shows represen-
tative transmission Raman spectra
from a tablet containing 18% acet-
aminophen (Blend 1) and a tablet
containing 28.66% lactose (Blend
4), compared to pure acetamino-
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phen and lactose. Spectral regions
that correspond to the signal from
acetaminophen and the signal from
lactose were isolated for chemom-
etric modeling. The spectral re-
gions used in the model are high-
lighted in blue and gray for lactose
and acetaminophen, respectively.
The spectral regions of 1190-1300
cm™ and 1530-1700 cm™ were iso-
lated in the model spectra because
their peaks correspond purely to
acetaminophen. Spectral regions
of 285-500 cm™ and 840-890 cm™!
were isolated for lactose because
their peaks contain contributions
from lactose. Samples from all
blends show contributions from
both acetaminophen and lactose
in these spectral regions. Peaks that
were attributed to the other compo-
nents of the blends were not used in
the modeling.

Chemometric Models

The chemometric software ran-
domly chose 70% of the data as cal-
ibration spectra, and designated the
remaining 30% as validation spec-
tra. A leverage outlier test found no
statistical outliers. Several prepro-
cessing steps were applied to the
data in order to minimize back-
ground effects and baseline offsets.
An adaptive, iteratively reweighted
penalized least squares (air-PLS)
background removal was used in
order to mitigate the background
effects from the excipients, and a
multiplicative scatter correction
(MSC) was used to offset effects
from baseline differences. A first
derivative (Savitzky-Golay, win-
dow 11, order 3) was also applied
to the data. Figure 2 shows the

method spectra after the applied
preprocessing steps. A partial least
squares (PLS) regression was cho-
sen to model the data.

Figure 3 shows the plots of the
predicted vs. measured values for
the acetaminophen and lactose PLS
models. Blue samples represent cal-
ibration samples, and red samples
represent validation samples. Four
factors were used in the acetamino-
phen model, while five factors were
used in the lactose model. The R?
coefficient of determination is a
measure of how close the data are
to the regression line. The R? value
of the calibration spectra for ac-
etaminophen and lactose models
were 0.9929 and 0.9915, respec-
tively, indicating good linearity of
the models. The root mean square
error (RMSE) of the acetaminophen
calibration curve was 0.233% and
the RMSE of the lactose calibration
curve is 0.531%.

Method Validation

Before the method can be released
to production for CU analysis,
method validation must be com-
pleted to make sure that the method
is suitable for the tablet CU test.
According to USP chapter <1125>,
CU testing falls under the analyt-
ical category I test, which requires
method validation on method spec-
ificity, linearity, accuracy, precision
and range. For independent method
validation, two samples were se-
lected for each blend. Triplicate
measurements of each sample were
acquired on the spectrometer. The
specificity validation was checked
using the Mahalanobis distance
and Q-residual limit.
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Linearity, accuracy, and preci-
sion were obtained through the
built-in module for method vali-
dation. Table IT shows the method
validation results for the ten valida-
tion samples. Both acetaminophen
and lactose models show good lin-
earity, with R? reported as 0.9889
for acetaminophen, and 0.9923
for lactose. Both models also show
good precision, with the standard
deviations for samples ranging
from 0.02-0.17% and 0.13-0.36%
for acetaminophen and lactose, re-
spectively. The root mean square
error of prediction (RMSEP) was
calculated as 0.288% for the acet-
aminophen model, and 0.504% for
the lactose model.

Prediction

The created chemometric models
were used to predict the acetamin-
ophen and lactose contents of new
samples in the data analysis soft-
ware. One tablet per blend was cho-
sen as an independent sample to
test the prediction of the acetamin-
ophen and lactose content using the
models created. Three spectra were
collected for each sample. The pre-
diction results for each tablet are
listed in Table III.

Conclusion

Portable high-efficiency trans-
mission Raman spectroscopy is
an effective tool for rapid, at-line
content uniformity testing. We
demonstrate through a matrix of
tablets of varying compositions
that portable transmission Raman
is able to build methods that can
accurately quantitate the acetamin-
ophen and lactose components. As

an alternative method of content
uniformity testing, portable trans-
mission Raman spectroscopy pro-
vides a simple and nondestructive
analysis method, with no solvent
consumption and no consumables
at the point of measurement.
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Portable Spatially Offset
Raman Spectroscopy

for Rapid Hazardous
Materials Detection
Within Sealed Containers

Raman spectroscopy is an optical spectroscopic method that enables
characteristic identification of chemical substances. Spatially offset Raman
spectroscopy (SORS), a novel variant of Raman spectroscopy, enables new
capabilities in the rapid identification of materials concealed by a wide
variety of nonmetallic sealed containers, such as colored and opaque
plastics, paper, cardstock, sacks, fabric, and glass, which are often chal-
lenging for conventional backscattered Raman spectroscopy. Handheld
spectroscopy based on SORS has been developed for detection of several
materials and barrier types, including explosives, chemical agents, precur-
sors, and hazardous narcotics (such as fentanyl). SORS has the potential
to improve the safety, efficiency, and critical decision-making in incident
management and response. The operator is able to obtain a positive iden-
tification of a potentially hazardous material without opening or disturbing
the container—to gain access to take a sample—thus improving safety.
The technique is fast and simple, therefore protective suit and breath-

ing gear time is used more efficiently when operating in a “hot zone”.

Robert J Stokes, Ana Blanco, Rachel McGee, and Oliver Presly

of new threats and chemical portable Raman equipment to a range

hazards throughout the world. of sectors, such as first responders,
Therefore, a method that can pos- hazmat operatives, military, explosive
itively identify these threats, while ordnance disposal, police, investiga-
being user friendly, highly specific, tion teams, and customs. Differenti-
fast, and safe, is required. Raman ation between competing systems is
spectroscopy is an accurate, specific, generally limited to laser excitation
and rapid technique for identifica- wavelength (longer wavelengths,
tion, which has led to an exponential less interference from fluorescence),
increase in portable and handheld matching algorithms, software inter-
Raman spectrometers. At present, face, and library content.

I here is a continuing evolution there are over 30 vendors supplying
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Figure 1: Schematic representation of SORS geometry showing the “zero offset” laser excitation
relative to the detector, and the “offset” laser excitation, separated by a distance AS. Laser excitation
generates scattered photons which have diffused through the container and contents. There is a
change in Raman contribution from the container and its contents depending on offset measurement.

Conventional Raman has many ad-
vantages, one being the ability to iden-
tify contents within a clear glass vial or
thin plastic bag. However, an opaque
plastic or colored glass container re-
sults in a large fluorescent background,
and can attenuate the beam. Spatially
offset Raman spectroscopy (SORS) is
a method developed at the Rutherford
Appleton Laboratory, UK (1) that pro-
vides the ability to identify the contents
of a truly opaque or complex container,
without opening it to gain access or to
take an aliquot of the sample (Figure 2).
This capability provides several bene-
fits, including safety (not disturbing the
object or releasing materials into the
environment), efficiency (time spent in

personal protective equipment [PPE]
is minimized), decision making (mis-
sion-critical data are obtained earlier in
an operation), and the preservation of
evidence and intelligence.

Raman spectroscopy relies on the
inelastic (Raman) scattering of mono-
chromatic light. Laser light excites
molecular vibrations, resulting in a
change in the energy of the scattered
light shifted in wavelength from the ex-
citation source. Subsequently, this pro-
duces a highly unique and characteristic
spectrum of the molecules being ana-
lyzed, enabling Raman spectroscopy
to be used to positively identify specific
molecules of interest. The principle
of SORS is based on taking multiple
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Handheld SORS
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Conventional Raman

B Usually routine il Usually more difficult.
Successful identification
depends on container—
contents combination.

Figure 2: (Top): SORS extends through barrier giving the capability to work with a wide range
of nonmetallic containers. (Bottom): Conventional Raman systems require line-of-sight and
thus work with clear plastic bags and vials, and some translucent packaging.

system. This measure-

= ment typically con-
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v et surface. Second, one
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Figure 3: Example scans of West African yellow palm-oil  j.(cction of photons

containers with ammonium nitrate and palm oil contents, that have diffused
respectively. Items tagged as priorities in the software are
displayed as red. A warning message (such as, “explosive
precursor”) is configurable by an authorized user.

further into the con-
tainer. Therefore, the
spectra obtained will
consist of both the
Raman measurements. First, a “zero off- container and its contents. As the
set” measurement is made; the detector ~ offset is increased, the container
and laser excitation is positioned in the ~ surface component of the signal
same configuration as a conventional depletes while the contents signal
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Figure 4: Right: processed SORS result and material identification. Left: example of silver
fulminate scans. Scans are normalized in all cases.

is increased. Acquiring multiple
measurements results in varying
signal contributions from both the
container and its contents, making
it possible to identify and sepa-
rate the signal into its respective
components. The process is fully
automated, and does not require
any additional intervention of the
operator or prior knowledge of the
barrier.

Results and Discussion

A handheld SORS system (Resolve)
was supplied by Agilent Technol-
ogies LDA UK limited, formerly
Cobalt Light Systems (Oxford, UK),
and used without any modification.

Explosive Materials

A major advantage of SORS technology
is the ability to detect and positively iden-
tify the contents of a container through
the barrier. In many parts of the world,
improvised explosive devices (IEDs)
are constructed from readily available
materials, meaning explosive materials
being transported may look like com-
mon benign household containers. A
good example of this is yellow palm oil
containers (YPOC), commonly used in
many parts of Africa and Asia, used to
make fuel-oxidizer type IEDs. The yel-
low, or sometimes blue, containers are
typically made from molded high-den-
sity polyethylene (HDPE). This material
attenuates the beam, adds a fluorescent
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Figure 5: Results using handheld SORS
showing the positive identification of fentanyl
citrate and heroin found in a 2-3 mg sample.

background, and produces a strong
Raman signal. Conventional Raman
spectroscopy would not be able to scan
effectively through these barriers. In the
example shown in Figure 3, SORS suc-
cessfully identified the mixture of am-
monium nitrate and sugar from within
the container, through the barrier wall,
in < 2 min. Even more difficult is the
ability to distinguish the “benign” ver-
sion of this container; that is a YPOC
which contains unprocessed (bright or-
ange colored) palm oil. Difficulty arises
from the fact that the contents are fluo-
rescent, and the spectrum of many oil-
like substances is very similar to HDPE
making the processing challenge greater.
SORS can also operate with a direct
line of sight to a sample, such as exposed
white powder or liquid spillage with a
“surface scan” mode. Despite conven-
tional Raman being a very effective tech-
nique, in practice, its use is often limited

by operational procedures. The unique

optical geometry used in this manifes-
tation of SORS means the laser spot is

not delivered coaxially with the collec-
tion path. This, in turn, results in a much

larger laser spot, and, consequently, the

power density of the laser on the sample

is reduced (by orders of magnitude) com-
pared to the tightly focused beam typical

of a conventional Raman system. This

is highly advantageous when scanning

for sensitive explosives. Together with

shorter exposure times (from high op-
tical efficiency), there is a significantly
reduced risk of detonation or deflagra-
tion, which improves user safety when

working with sensitive explosives. Figure

4 shows an example of Raman spectra

from nine primary and sensitive explo-
sives. Sensitive explosives (approximately
2-5 gin each case) were scanned directly
in point-and-shoot mode, or contained

in a glass vial. Maximum laser power
was used in each case (475 mW), and a

timer delay was used to allow the opera-
tor to retreat to a safe distance.

The setup in Figure 4 was chosen
to increase safety by not containing
the sample, and to maximize laser
power by not putting an attenuating
barrier between the system and the
explosive. Total measurement times in
these modes were < 1 min at 100% laser
power, and the scan timer delay func-
tion was used. Experiments were re-
peated 10 times and on several batches
of the same material, with 100% detec-
tion and correct identification achieved.
The high signal-to-noise ratio means
that these sensitive materials can be ac-
curately identified from the libraries of
many thousands of chemicals.

Silver fulminate is a white or off-white
powder which is highly sensitive to per-
cussion or energy input and is known to



November 2018 Advances in Portable and Handheld Spectroscopy 29

detonate instantly when scanned using
conventional Raman. Using SORS, the
material could be identified in all scans
with 100% accuracy and no deflagration
or detonation. Care and caution should
always be used when scanning sensitive
explosive materials.

Narcotics and New

Psychoactive Substances

The rise in the prevalence of hazardous
narcotics and new psychoactive sub-
stances (NPS) presents a major challenge
to law enforcement professionals. These
materials vary in composition and color
from pure white powders to raw and
unrefined colored and brown samples.
Many narcotics, and in particular NPS,
are hazardous by inhalation, ingestion,
or eye or skin contact. There are several
worldwide reports that describe acci-
dental exposure to officers, resulting in
serious medical consequences. An ex-
ample is fentanyl; this opioid is report-
edly 10-1000 times more potent than
heroin, with fatal doses comparable to a
few grains of sugar. This material pres-
ents a high risk in its pure form (as it is
smuggled or transported). Given the
high potency of these substances, the
risk remains after they are cut down
into the multitude of street forms and
products. This means there is a risk of
exposure in situations where full protec-
tive equipment is not worn. Therefore, a
technique that allows materials to be
scanned through a variety of wrapping
and packaging minimizes the risk of ex-
posure to the operator.

Combining SORS, high quality
data with a library that is continuously
updated provides a powerful tool in
detection of NPS. Many narcotics,
especially those that are unrefined
or cut with excipients, are fluores-

cent. Using a 830 nm laser excitation
wavelength significantly reduces flu-
orescence emission in comparison to
a commonly used 785 nm laser ex-
citation. Excitation at 830 nm also
produces significantly more Raman
scattering than a 1064 nm system
(A* law), and allows the use of more
sensitive detectors. Handheld SORS
can identify narcotics and new psy-
choactive substances concealed within
typical packaging, such as white and
brown paper (fluorescent), plastic wrap-
ping (Raman background), and green,
brown, blue, or clear thick glass bottles
(fluorescence).

The ability of handheld SORS to
identify hazardous narcotics and NPS
concealed behind barriers such as post
packs, brown paper wrapping, cardstock,
opaque polyethylene, opaque polypro-
pylene, opaque PVC containers, and
rubber or nitrile rubber has been tested
at expert laboratories in the United King-
dom, United States, and China.

The SORS process can still operate
successfully through multiple layers of
differing composition without any prior
knowledge. However, in cases such as
these, the user must ensure that the
nose cone is placed directly opposite
and pressed towards the material to
be scanned. The material needs to be
within a maximum distance of ~5 mm
of the nose cone for the SORS optics to
function correctly. In cases where this
distance is too great, the system will
often report a plastic or no match.

Trace Test

SORS works very well with narcotics
in concentrations from 100% down to
~10% w/w, such as those typical of smug-
gling operations and the raw material
used in street product manufacturing.
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However, the concentrations of active
component in some street samples is
very low. This is especially true of fen-
tanyl samples. In some instances, only
trace (a few grains) of sample are readily
available. This is not enough material
to obtain a high quality Raman signal;
therefore the sample must be concen-
trated, or the Raman scattering has to
be enhanced or intensified. One method
which enhances the Raman effect is sur-
face enhanced Raman scattering (SERS).
Metallic surfaces that have one dimen-
sion in the range of 1-100 nm exhibit
interesting optical properties, which the
corresponding bulk material does not.
In the presence of metallic nanoparti-
cles, typically gold or silver, a significant
increase in sensitivity from this optical
effect is achieved, an enhancement factor
of 10°-10" has been reported, indicating
that single molecule detection is possible
(2). Not only do metallic nanoparticles
enhance the Raman effect, the nanopar-
ticle also quenches the competing fluo-
rescence process (unrefined narcotics are
typically fluorescent).

Using handheld SORS in connection
with a trace detection kit also helps the
user. For 2-3 mg of a mixture of 90:10
heroin to fentanyl (mixed with excip-
ient this is typical of a street sample)
was added to such a kit, and analysis
was performed using 100% laser power
(Figure 5). The presence of both fentanyl
citrate and heroin was successfully iden-
tified. This amount of fentanyl material
mixed with heroin would be extremely
hard to detect in these quantities using
conventional Raman. This trace kit test
enables increased sensitivity of materi-
als, hence detection of materials at lower
concentrations. This is a significant step
towards preventing and detecting chem-
ical hazards and threats.

Conclusions

A portable SORS system has been devel-
oped and is successfully deployed and

utilized by military, first responders,
customs, and law enforcement operators.
Detection could be achieved in almost

100% of cases where the sample was

concealed by a thick, opaque, or colored

barrier with maximum scan times < 2

min. The examples presented represent a

step change in the capability of portable

Raman spectroscopy as these samples

were previously inaccessible to the tech-
nique. A portable SORS system enables

better information to be obtained ear-
lier in an operation, and better decisions

made without disturbing potentially
hazardous materials (such as explosives

or fentanyls). Hazardous materials and

narcotics can be scanned from within

the container, reducing the risk of acci-
dental exposure to the operator.
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GreenTr“pism

ADVERTISEMENT

Robust Interpretation and Smart Software
for Miniature NIR Spectrometers

GreenTropism

Coupling the NIR spectroscopy with
smart machine learning algorithms
and right interface offers non-
specialists the capability to use
it for monitoring purposes or
counterfeited products detection,
and thus drastically reduce the time,
costs, and logistics of analysis made
with traditional laboratory approach.

We investigated the capabilities of two

miniature  spectrometers for four
applications.

Materials and methods

The NIRscan NANO (Texas Instruments®)
and the MicroNIR OnSite (VIAVI Solutions®)
spectrometers were used. The two handheld
devices offer a spectral response from \ = 900—
1700 nm with a resolution of A\ = 4 and 6
nm, and an easy handling, thanks to their
Three

classifications and one quantification were

compact size and  ergonomics.
independently investigated. A list of samples is
given in the Table I. Predictive models were
established by using the agnostic software
DeepGreen developed by GreenTropism for
database building and chemometrics.

Similar pretreatments and same algo-
rithms strategy were applied on the NIR
data (Table I) to allow a comparison in per-
formances.

Results
Figure 1 shows examples of average NIR
spectra recorded from milk powder and
melamine (panel A) and fabrics (panel B)
samples. We observed that the two spec-
trometers give very similar spectral answers.
Table I summarizes the prediction
performances for the four models. We
demonstrated that the two devices
coupled with GreenTropism algorithms
obtained strong performances of prediction
classification (tested with an independent
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Figure 1: (A) Average spectra recorded
from milk powder and melamine. (B)
Average spectra recorded from fabrics
samples.
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Table I: List of samples used and models performances.

Apolication samples Model Prediction performances
icati :

PP P algorithm MicroNIR NIRscan
Drugs 72 (24 types) | SVM (C=10) 100% Val 94% Val
Fabrics 18 (6 types) LDA (1) 100% Val 100% Val
Waste 30 (3 types) LDA (1) 100% Val 100% Val
Milk powder 10 on PLS (3) R? = 0.98, RM- R? = 0.99, RM-
adulteration [0 -100] % SE(Val) = 3.45% SE(Val) =3.9%

validation data set) and robust quantification _
| sa«___ simsvaiiiesiis |

of the concentration of the melamine with a
good accuracy (small RMSE). M

For all models, the results are comparable

-

Leather
to models developed using laboratory-based

systems.

The models generated may be embedded
within the GreenTropism smartphone
application for simple further field
measurements (Figure 2).

Conclusion -
Enabled by GreenTropism software and
expertise, miniature spectrometers can address
industrial problematics for non-destructive i o, 1

monitoring. GreenTropism can provide

users with expertise and support from R&D  Figure 2: Smartphone application GUI
investigation up to industrial process scale-up.  for portable readings.

GreenTropism
Paris, France
Website: www.greentropism.com
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Call for Papers

Spectroscopy invites researchers
to submit their work for publication.

eaders interested in sharing

the results of their research

with more than 27,000 other
spectroscopists are encouraged to sub-
mit manuscripts for review and possi-
ble publication.

Spectroscopy publishes articles
dealing with practical applications of
modern spectroscopic techniques and
instrumentation. Contributed manu-
scripts commonly address any of the
following topics:

» emerging techniques

« new applications of spectroscopic
instrumentation

o current trends in hot research areas

« improved methods for common
applications

o data-handling strategies

« solutions to sample-handling prob-
lems.

The full range of atomic spectros-
copy, molecular spectroscopy, and
mass spectrometry techniques is suit-
able for coverage in Spectroscopy.

Manuscript Preparation

Manuscripts for regular issues should
be approximately 3500-4500 words
long, plus figures and tables as needed,
including an abstract of approximately
150-200 words. Figures and tables, along
with their captions, should appear at the
end of the manuscript, and figures also
must be sent as separate files, preferably
in JPG, TIF, PNG, or XLS format.

Author Benefits

Publishing your work in Spectros-
copy has many advantages. The size of
Spectroscopy’s audience, with more than
27,000 readers, makes Spectroscopy the
ideal vehicle for communicating infor-
mation of broad significance to the spec-
troscopy community. Contributed tech-
nical papers published in Spectroscopy
have passed a thorough peer-review pro-
cess. Our pool of referees includes the
members of our distinguished Editorial
Advisory Board.

Special Supplements

A number of supplemental issues are
planned for 2019, for which we also in-
vite contributions. Manuscripts for the
supplements on Raman technology, IR
spectroscopy, and ICP-OES & ICP-MS
should be 2500-3000 words long, with
up to six figures and tables combined,
and should include an abstract of ap-
proximately 150-200 words.

Contact Us
For more information about contrib-
uting to Spectroscopy, please contact

Laura Bush, Editorial Director
Spectroscopy
+1.732.346.3020

laura.bush@ubm.com
www.spectroscopyonline.com m
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Join your colleagues in
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KNOW THE UNKNOWN WITH THE
CORA 100 HANDHELD RAMAN ANALYZER

» - Specifically designed for fast identification of unknown
substances in the field or in the warehouse

- Withstands the toughest conditions
- Intuitive software interface designed for non-trained users

- Versatile accessories to suit any environment and sample
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