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PARTS LIST

TITLEPART NUMBER
QTY

ITEM

Common tower tool, assembled10040-0012
1

Hardwood white oak T=50mm or Regupol LSE 1000 T=20mm10040-41622

Stopper10040-900
1

3

TK 22 chains

-

44

TK 36 chains
 25

Wedge for conical tower - Hardwood (project specific)

-

26

See "Bolted connection matrix"Bolt set for CTT
167

 
150t_24m_Ø4145_Ø6145_conical_tower

18

 
200t_30m_Ø6500_152_Ø70_middle_tower

19

 
160t_40m_Ø6500_152_Ø70_middle_tower
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Class: 

Ø49 DIN 125-A 

200HV FZV

Flange: Washer size

Ø43 DIN 125-A 

200HV FZV

10040-429

Ø44/Ø105-15mm

-

10040-413

Ø50/Ø105-15mm

Ø37 DIN 125-A 

200HV FZV

Bolted connection matrix for CTT

Ø49 DIN 125-A 

200HV FZV

M36 x (166 + *FL) -10.9

M48 x (194 + *FL) -10.9

Bolt size

* FL - Flange Thickness

Flange side

CTT side

Adapter washer size

10040-428

Ø38/Ø105-15mm

10040-413

Ø50/Ø105-15mm

10040-429

Ø44/Ø105-15mm

CTT: Washer size

Ø37 DIN 125-A 

200HV FZV

Ø43 DIN 125-A 

200HV FZV

M42 x (188 + *FL) -10.9

Flange hole size

Ø39 to Ø42

Ø45 to Ø48

Ø51 to Ø75

2100Nm

2400Nm

1600Nm

Min torque

40000

9750

6250

160T 40M Middle tower section:

135T/25T = Up to 135T end weight

10

Bolt size

Washer size

Adapter: CTT side

Adapter: Flange side

Washer size

Nut: Min torque acc. table


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150T 24M Conical tower section:

135T/15T = Up to 135T end weight

9

200T 30M Middle tower section:

135T/65T = Up to 135T end weight

30000
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Notes:

Calculation approach according to "DNVGL-ST-N001"
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Lashing:

If special lashing brackets are used, then lashing dimensions, placement -and chains must be equal to drawing dimensions

Pre-tension of chains is tower specific and must be analysed for each tower transport

 Driving Direction

 Driving Direction

(750)

Stopper setup:

Stoppers must be placed in forward 

driving position as indicated in above views


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(2120)

(2985)

Side Lashing Points

Top Lashing Points

Ovalization Chain Ovalization Chain

Simliar lashing setup as indicated below (160T 40M Middle tower section)

 Driving Direction

1000Maximum allowable diameter difference = 

2
4
0
0
0

Wedge for conical setup:

For conical towers, a project specific wedge must be

designed and developed to fill out the angular gap

between deck and CTT to ensure direct loadtransfer
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Stopper (see stopper setup view D)

Top Lashing Points

Side Lashing Points

Ovalization Chain

Ovalization Chain
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