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Maximum allowable diameter difference = 1000
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150T 24M Conical tower section:
135T/15T = Up to 135T end weight
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E 200T 30M Middle tower section: Q ! S :
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135T/65T = Up to 135T end weight Q £
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/ \ 160T 40M Middle tower section: / \
135T/25T = Up to 135T end weight
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D(1:20) Notes:
Calculation approach according to "DNVGL-ST-N0O1"
F-F(1:25) Lashing:
Footprint for 1 pcs CTT — N If special lashing brackets are used, then lashing dimensions, placement -and chains must be equal to drawing dimensions
Pre-tension of chains is tower specific and must be analysed for each tower transport
o = 8 = =
o R 3 = ! < PARTS LIST
B Ic Mo EI (1 :h20 ) | ITEM| QTY PART NUMBER TITLE B
aximum angle with conical transport 1 2 |10040-001 Common tower tool, assembled
Ad CTT sid ) 2 2 | 10040-416 Hardwood white oak T=50mm or Regupol LSE 1000 T=20mm
apter: S-I e Adapter: Flange side . ?__ 3 4 |- TK 40 chains - traverse
Washer size e Washer size 350 O/ / 4 4 |- TK 26 chains - longitudinal
Bolt size Nut: Min torque acc. table 240 B 5 4 |- TK 26 chains - vertical
(] B’ 6 2 |- TK 13 chains - ovalization
: ° ° o‘ 0-&S 7 2 |- Wedge for conical tower - Hardwood (project specific)
- _ ° ° 8 16 |Bolt set for CTT See "Bolted connection matrix" =
o0 O O 0 o BI 9 1 [150t_24m_@4145_@36145_conical_tower
Bl 10 1 [200t_30m_@6500_152_@70_middle_tower
S [ | 11 | 1 |160t_40m_@6500_152_070_middle_tower
I [ — . @ Designed by: APE Dimensions: Coating: Projection: @B
Bolted connection matrix for CTT , Date: 20-02-2019 Material: Class:
Fl hole si Bolt size . . Adapter washer size FI : Washer si Min t | f h Ki Description: .
ange hole size * FL - Flange Thickness CTT: Washer size CTT side Flange side ange: Washer size in torque Holes can be used for both stacking and support wedge Vessel transport with CTT
@37 DIN 125-A 10040-428 @37 DIN 125-A - Wedge for conical setup:
A @39 to @42 M36 x (166 + *FL) -10.9 200HV F2V @38/@105-15mm 200HV F2V - 1600Nm d Zor.conidcal tgvzjers,la prdcu'tecg.lslpectiftiﬁ wedgeI must be A
a - - - esigned and developed to fill out the angular gap :
@45 to 048 Ma2x (188 + *F)-109 | OUDINIZSA | i;g’fgsf‘f;mm 24 :/(gfgsf}f?mm 043 DIN 125-A 2100Nm between deck and CTT to ensure direct loadtransfer Rev. no.: 6
Format: Al Scale: 1:75 Sheet no.:
oo | mercon s 10s | G DN DEA 10030413 oo | owom A | o ENGINEERING _ l ctno: 1)1
) 200HV FzV @50/@105-15mm ©50/@105-15mm 200HV FzV Drawing no.: 10040-004 Weight: N/A
12 ) 11 10 ) 9 8 7 6 ) 5 ) 4 3 ) 2 ) 1




