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Decor Systems Decorative Acoustic Panels
Maintenance Procedure

Introduction

This panels system is a highly durable modular wall and ceiling panelling
system that is factory finished. Substrates include MDF, plywood and fibre
cement.

Care and Maintenance

General Regular Cleaning
This is best carried out with a sponge or soft cloth and any household cleaning
detergents. Abrasive cleaning agents must not be used.

Polishing
The product is suitable for polishing with a soft cloth if required.

Graffiti Removal
Pressure pack (ie. Paint) damage is usually easily removed by wiping with
mineral turpentine saturated rag within 48 hours of application.

Felt tipped marker damage should be removed using methylated spirits- again,
within 48 hours.

Mechanical Damage
Should the panels be physically scored, chipped or scraped in any way please
consult Decor Systems for the best method of repair/replacement.

Scratch damage can usually be repaired simply by the application of the
topcoat colour (available from the manufacturer) using a fine camel hairbrush.

DISCLAIMER: ANY ADVICE, RECOMMENDATIONS, INFORMATION, ASSISTANCE OR SERVICE PROVIDED BY
DECOR SYSTEMS IN RELATION TO GOODS MANUFACTURED BY IT OR THEIR USE AND APPLICATION IS GIVEN
IN GOOD FAITH AND BELIEVED BY DECOR SYSTEMS TO BE APPROPRIATE AND RELIABLE. SINCE THE USE
AND APPLICATION OF THIS PRODUCT IS BEYOND OUR CONTROL WE CANNOT BE HELD RESPONSIBLE FOR
PRODUCT FIELD PERFORMANCE. THE INFORMATION PRESENTED ABOVE IS THE RESULT OF OUR CONSIDERABLE
EXPERIENCE WITH THIS PRODUCT BUT IS NOT TO BE CONSTRUED AS A PERFORMANCE WARRANTY
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