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PRODUCT DESCRIPTION

Vogl is a unique, continuously perforated flush
jointed plaster ceiling solution. The acoustic
design ceiling delivers stunning aesthetics for
drywall construction, efficiently, economically
and with the most reliability during installation for
guaranteed results.

PRODUCT FEATURES

« Wide rage of perforation patterns

+ Install ceilings without filler - significant
time saving

¢ Quick mountin gof panels edge-to-edge

« No more complex aligning of panels

¢ Quickest possible joint finishing with the
unique patented Vogl system

¢ Maximum crack resistance

« GECA certified as a sustainable choice

APPLICATIONS
Ceilings

JOINING OPTIONS
Panels mounted edge-to-edge for flush jointing.

FINISH OPTIONS
« Raw: coated on site

Please note: As per AS/NZS 2311:2017 painting
of plasterboard must comprise of a 3-coat
system with a short nap roller. Failure to do so
may result in joins being visible and warranty
voided.

» Sealer Undercoat x 1

e Top Coatx2

ACCESS PANELS
Available - ask for details.

FIXING SYSTEMS
Proprietary Vogl fixing system.

SUBSTRATES
Plasterboard

FIRE RATING
Group 1 or Non-combustible.

WARRANTY
Vogl is warranted for ten (10) years. Refer to
Warranty document for terms.

PERFORATION PATTERNS

Our manufacturing technique allows Vogl to

be produced with a variety of open area and
margin options. See our product brochure to
view profiles. For custom patterns, consult Decor
Systems.

MATERIAL SIZES

Standard panels are up to 1200x2000mm. Panel
thickness is 12.5mm. Consult Decor Systems for
non-standard panel sizes.
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